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A.1
Version of specification

Table A.1 shows the version of the test specifications which the delivered ATS refers to:

Table A.1: Versions of the test and Core specifications

	Core specifications
	3GPP TS 44.018 [6] (V6.l.0)

	
	3GPP TS 25.331 [7] (V6.d.0)

	Test specifications
	3GPP TS 51.010-1 [1] (V7.8.0)

	
	3GPP TS 51.010-2 [2] (V7.8.0)

	
	3GPP TS 34.123-3 [4] (V6.4.0)

	
	3GPP TS 34.108 [8] (V8.0.0)


<End of modified section>
<Start of modified section>
A.2.1
The TTCN Graphical form (TTCN.GR)

The TTCN.GR representation of this ATS is contained in an Adobe Portable Document Format™ file ( IR_Gv780.PDF) which accompanies the present document.
A.2.2
The TTCN Machine Processable form (TTCN.MP)

The TTCN.MP representation corresponding to this ATS is contained in an ASCII file ( IR_Gv780.MP) which accompanies the present document.
<End of modified section>
<Start of modified section>
B.1
Parameter values

These parameters are used in the IR_G ATS.

Table B.1: IR_G PIXIT

	Parameter Name
	Description
	Type
	Default Value
	Supported Value

	px_CDMA2000
	UE support of CDMA2000, used in classmark3
	B1
	'0'B
	

	px_DLAdvRxPerformance
	used in classmark3
	B2
	‘00’B
	

	px_DTMEGPRSHighMultiSlotClass
	used in classmark3
	B3
	
	

	px_DTMGPRSHighMultiSlotClass
	used in classmark3
	B3
	
	

	px_DTM_EGPRS_MultiSlotSubClass
	indicates DTM EGPRS capabilities of the UE, used in classmark3
	B2
	
	

	px_EDGEPwrCap1
	EDGE Power Class used in classmark3
	B2
	
	

	px_EDGEPwrCap2
	EDGE Power Class used in classmark3
	B2
	
	

	px_EGPRS_MultiSlotClass
	used in classmark3 to define the EGPRS multislotclass supported by the UE
	B5
	
	

	px_EOTD_Based
	Support of MS based EOTD used in classmark3
	BOOLEAN
	FALSE
	

	px_ExtDTM_MultislotClass
	Used in Classmark 3
	B2
	
	

	px_ExtDTM_EGPRS_MultislotClass
	Used in Classmark 3 
	B2
	
	

	px_ExtMeasCap
	UE support of Extended Measurements used in classmark3
	B1
	‘0’B
	

	px_8PSKPowerProfile
	Used in classmark3
	B2
	
	

	px_GMSKPowerProfile
	Used in classmark3
	B2
	
	

	px_GSM400_RadioCapability
	Used in classmark3
	B4
	
	

	px_HighMultiSlotCap
	Used in Classmark 3
	B2
	
	

	px_ModulationCapability
	Used in classmark3 to specify supported modulation schemes other than GMSK
	B1
	
	0 = 8PSK supported for downlink only,

1 = 8PSK supported for uplink and downlink

	px_MultiSlotClass
	used in classmark3 to define the HSCSD multislotclass supported by the UE
	B5
	
	

	px_RGSM_RadioCapability
	Used in classmark3
	B3
	
	

	px_RptACCHCap
	used in classmark3
	B1
	‘0’B
	0 - UE does not support repeated SACCH

1 - UE supports repeated SACCH and repeated dl FACCH

note: a UE that supports only repeated dl FACCH should set this field to '0'

	px_SM_Value
	indicates the time needed for the UE to switch from one radio channel to another and perform a neighbour cell power measurement, used in classmark3
	B4
	
	Switch-Measure Value

	px_SMS_Value
	indicates the time needed for the UE to switch from one radio channel to another, perform a neighbour cell power measurement and then switch from that radio channel to another radio channel, used in classmark3
	B4
	
	Switch-Measure-Switch Value

	px_T400_RadioCapability
	Used in classmark3
	B4
	
	

	px_T900_RadioCapability
	Used in classmark3
	B4
	
	

	px_TGSM400Support
	used in classmark3
	B2
	
	Bit 1 - TGSM 380 supported

Bit 2 - TGSM 410 supported
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