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26.5.7.3
Spare bits / CC

26.5.7.3.1
Conformance requirements

The MS shall ignore the value of spare bits.

References

3GPP TS 04.08 / 3GPP TS 24.008, subclause 10.5.

26.5.7.3.2
Test purpose

To verify that the MS in the MM-state "connection established" and in RR-Connected mode ignores the value of spare bits in the special case of the spare bits occurring in the Calling Party BCD Number IE, Calling Party Subaddress IE, Called Party Subaddress IE, Cause IE and Progress Indicator IEs.

26.5.7.3.3
Method of test

Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:


The MS is in the MM-state "idle, updated" and in RR-idle mode.

Specific PICS statements:

-

PIXIT Statements:

-

Foreseen Final State of the MS

The MS is in the MM-state "idle, updated" and in RR-idle mode.

Test Procedure

After the establishment of the MM-connection, in the SETUP message the spare bits of the Calling Party BCD Number, Calling Party Subaddress and Called Party Subaddress will be arbitrarily chosen and also in the DISCONNECT message the spare bits of the Progress Indicator IE and of the Cause IE will be arbitrarily chosen.

Maximum duration of test

10 s.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	SS -> MS
	PAGING REQUEST TYPE 1
	Addressing the MS under test

	2
	MS -> SS
	CHANNEL REQUEST
	

	3
	SS -> MS
	IMMEDIATE ASSIGNMENT
	

	4
	MS -> SS
	PAGING RESPONSE
	

	5
	SS -> MS
	AUTHENTICATION REQUEST
	

	6
	MS -> SS
	AUTHENTICATION RESPONSE
	

	7
	SS -> MS
	CIPHERING MODE COMMAND
	

	8
	MS -> SS
	CIPHERING MODE COMPLETE
	

	9
	SS -> MS
	SETUP
	see below

	10
	MS -> SS
	CALL CONFIRMED
	

	A11
	MS -> SS
	CONNECT
	

	B11
	MS -> SS
	ALERTING
	

	B12
	MS -> SS
	CONNECT
	

	13
	SS -> MS
	ASSIGNMENT COMMAND
	

	14
	MS -> SS
	ASSIGNMENT COMPLETE
	

	15
	SS -> MS
	CONNECT ACKNOWLEDGE
	

	16
	SS -> MS
	DISCONNECT
	see below
If a data call is on-going path ‘B’ will be followed, else path ‘A’ will be followed. 

	17A
	SS -> MS
	STATUS ENQUIRY
	

	18A
	MS -> SS
	STATUS
	with actual call state U12

	19A
	SS -> MS
	RELEASE
	

	20A
	MS -> SS
	RELEASE COMPLETE
	

	17B
	MS -> SS
	RELEASE
	

	18B
	SS -> MS
	RELEASE COMPLETE
	After step 18B test will move to step 21.

	21
	SS -> MS
	CHANNEL RELEASE
	 


Specific message contents

SETUP

	Information element
	Value/remark

	Calling Party BCD Number
	

	
IEI
	

	
length
	3

	
octet 3
	0000 0000

	
octet 3a
	100x xx00 (where "x" is chosen arbitrarily, with at least one bit set to 1)

	
octet 4
	0000 0001

	Calling Party Subaddress
	

	
IEI
	

	
length
	3

	
octet 3
	1000 0xxx (where "x" is chosen arbitrarily, with at least one bit set to 1)

	
octet 4
	0101 0000 (AFI: request IA5 character)

	
octet 5
	0000 0001

	Called Party Subaddress
	

	IEI
	

	
length
	3

	
octet 3
	1000 0xxx (where "x" is chosen arbitrarily, with at least one bit set to 1)

	
octet 4
	0101 0000 (AFI: request IA5 character)

	
octet 5
	0000 0001


DISCONNECT

	Information element
	Value/remark

	Cause
	

	
Length
	2

	
octet 3
	111x 0000 (where "x" is set to 1)

	
octet 4
	1000 0001

	Progress Indicator
	

	
IEI
	

	
Length
	2

	
octet 3
	111x 0000 (where "x" is set to 1)

	
progress description
	8 (in band info now available)
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