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9.5.1
U-TDOA Positioning in CS Domain for A/Gb-mode

9.5.1.1
General Procedures

The U-TDOA location method uses the uplink energy transmitted by an MS to make a location determination.  If the MS was in the dedicated mode, carrying subscriber traffic prior to the beginning of the location process, the energy associated with this subscriber traffic can be used to locate the MS.  If the MS was placed in the dedicated mode by the MSC specifically for location determination purposes, either the SDCCH or TCH can be used for U-TDOA location purposes.

9.5.1.2
CS U-TDOA Messages and Procedures on the Lb Interface

The following section describes the positioning procedure for CS U-TDOA location determination on the Lb interface. 
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Figure 36: 
CS U-TDOA Positioning Procedure

1. The SMLC sends a BSSMAP-LE Connection Oriented Information message to the BSC that contains the embedded BSSLAP U-TDOA Request message. The U-TDOA Request message may contain the delta timer value. The BSC starts the delta timer, received or internal, immediately after sending the U-TDOA Response message to the SMLC. The purpose of this timer is to define the maximum time during which the BSC supervises the location request.

2. The BSC sends a BSSMAP-LE Connection Oriented Information message to the SMLC that contains the embedded BSSLAP U-TDOA Response message. The U-TDOA Response message contains; the physical channel information (frequencies, hopping sequence, channel type, time slot, sub-channel number, etc.); the intended Power-Up Starting Time (if the power-up procedure for U-TDOA is supported); the MS power; the cell identifier; and the TA.  If frequency hopping is used, the U-TDOA Response message also includes the frequency list. The U-TDOA Response message also contains the ciphering key (Kc) if ciphering is used on the air interface and the version of the applied A5 ciphering algorithm (A5/x). The Kc is ciphered if sent from the SMLC to any LMU. The SMLC and any LMU with which it interacts shall also be mutually authenticated.  These requirements shall be met using a security mechanism meeting the capabilities of the Zb interface of NDS/IP (TS 33.210) or TLS (RFC 2246).  The LMU installation shall meet the same physical security requirements as a BTS installation.  For locations on channels that are not ciphered, the algorithm identifier will show the same.

3. If the power-up procedure for U-TDOA is supported, the BSC may initiate procedures to cause the MS to be ordered to go to the maximum power allowed by the BTS for a duration of one second., then after a period of one second, initiate procedures to cause the MS to go back to normal power-control. Simultaneously, the BSC may suspend uplink DTX in a similar manner.
3.) BSC initiates power-up procedures
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