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3.2
Abbreviations

This document uses abbreviations from 3GPP TR 21.905 and 3GPP TS 43.064. It also uses the following abbreviations:

ARI
Access Request Identifier

ARQ
Automatic Repeat reQuest

AS
Access Stratum

BCCH
Broadcast Control CHannel

BSS
Base Station Subsystem

BTTI
Basic Transmission Time Interval

CBCH
Cell Broadcast CHannel

CC
Call Control

CCCCH
Compact CCCH

CCCH
Common Control CHannel

CCN
Cell Change Notification

CN
Core Network

CPBCCH
Compact PBCCH

CS-i
GPRS Coding Scheme i
DAS-i
EGPRS2 Downlink level A modulation and coding Scheme i
DBS-i
EGPRS2 Downlink level B modulation and coding Scheme i
DC
Dedicated Control

DLC
Data Link Control

DBPSCH
Dedicated Basic Physical Sub CHannel

ECSD
Enhanced Circuit Switched Data

EDGE
Enhanced Data rates for Global Evolution

E-FACCH
Enhanced FACCH

EGPRS
Enhanced General Packet Radio Service

EGPRS2
EGPRS Phase 2

E-TCH
Enhanced TCH

FACCH
Fast Associated Control CHannel

FANR
Fast Ack/Nack Reporting

GAN
Generic Access Network

GANC
Generic Access Network Controller

GC
General Control

GERAN
Gsm/Edge Radio Access Network

GPRS
General Packet Radio Service

GRA
Geran Registration Area

G-RNTI
Geran Radio Network Temporary Identity

GSM
Global System for Mobile communications

IETF
Internet Engineering Task Force

IMSI
International Mobile Subscriber Identity

IP
Internet Protocol

LCS
LoCation Services

LLC
Logical Link Control

MAC
Medium Access Control

MCS-i
EGPRS Modulation and Coding Scheme i
MM
Mobility Management

MPRACH
MBMS Packet Random Access Channel

MS
Mobile Station

NAS
Non Access Stratum

NSAPI
Network-layer SAPI

Nt
Notification

O-FACCH
Octal FACCH

O-TCH
Octal TCH

PAN
Piggy-backed Ack/Nack

PBCCH
Packet BCCH

PDCH
Packet Data CHannel

PDCP
Packet Data Convergence Protocol

PDP
Packet Data Protocol

PDTCH
Packet Data TCH

PDU
Protocol Data Unit

PFC
Packet Flow Context

PFI
Packet Flow Identifier

PLMN
Public Land Mobile Network

PTCCH
Packet Timing-advance Control CHannel

p-t-m
point-to-multipoint

P-TMSI
Packet TMSI

QoS
Quality of Service

RAB
Radio Access Bearer

RANAP
Radio Access Network Application Part

RB
Radio Bearer

RL
Reduced Latency

RLC
Radio Link Control

RNC
Radio Network Controller

RNS
Radio Network Subsystem

RNSAP
Radio Network Subsystem Application Part

ROHC
Robust Header Compression

RR
Radio Resource

RRC
Radio Resource Control

RTP
Real Time Protocol

RTTI
Reduced Transmission Time Interval

SACCH
Slow Associated Control CHannel

SAP
Service Access Point

SAPI
Service Access Point Identifier

SDCCH
Stand-alone Dedicated Control CHannel

SDU
Service Data Unit

SBPSCH
Shared Basic Physical Sub CHannel

TBF
Temporary Block Flow

TCH
Traffic Channel

TCP
Transmission Control Protocol

TLLI
Temporary Logical Link Identifier

TMSI
Temporary Mobile Subscriber Identity

TTI
Transmission Time Interval

UAS-i
EGPRS2 Uplink level A modulation and coding Scheme i
UBS-i
EGPRS2 Uplink level B modulation and coding Scheme i
UDP
User Datagram Protocol 

UMTS
Universal Mobile Telecommunication System

USF
Uplink State Flag

UTRAN
UMTS Terrestrial Radio Access Network
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