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	Reason for change:
(

	The statement in 5.2.1 that "If a mobile station is assigned a TBF using FANR, all concurrent TBFs assigned to the mobile station shall support FANR" is ambiguous on whether this enforces requirements on the network side or on the mobile station side.


	
	

	Summary of change:
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	It is clarified that the network shall ensure consistent FANR activation for all concurrent TBFs assigned to a mobile station.
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	Other comments:
(

	This CR is resulting from observations made in document G2-080163 (section 2.2).
Note: it is FFS whether specific abnormal cases should be specified in case of inconsistent FANR configuration by the network. If required this will be addressed in a separate CR.


First modified section 

5.2.1
Temporary Block Flow

A Temporary Block Flow (TBF) is a physical connection used by the two RR entities to support the unidirectional transfer of upper layer PDUs on packet data physical channels.

The TBF is allocated radio resources on one or more assigned PDCHs and comprises a number of RLC/MAC blocks carrying one or more upper layer PDUs. If Downlink Dual Carrier is supported by both the mobile station and the network, the assigned PDCHs for a given TBF may be on one or two radio frequency channels. A TBF is temporary and is maintained only for the duration of the data transfer (i.e. until there are no more RLC/MAC blocks to be transmitted and, in RLC acknowledged mode, all of the transmitted RLC/MAC blocks have been successfully acknowledged by the receiving entity).

A TBF may operate in either GPRS TBF mode or EGPRS TBF mode. For Downlink Dual Carrier configurations TBFs shall operate in EGPRS TBF mode. The network sets the TBF mode in the PACKET UPLINK ASSIGNMENT, MULTIPLE TBF UPLINK ASSIGNMENT, PACKET DOWNLINK ASSIGNMENT, MULTIPLE TBF DOWNLINK ASSIGNMENT, PACKET TIMESLOT RECONFIGURE, MULTIPLE TBF TIMESLOT RECONFIGURE, IMMEDIATE ASSIGNMENT or PACKET CS RELEASE INDICATION message. The EGPRS TBF mode is only supported by EGPRS capable MSs. 

A TBF in EGPRS mode operates using one of four groups of modulation and coding schemes:

-
EGPRS-GMSK only (applicable to uplink TBFs only): this comprises MCS-1 to MCS-4

-
EGPRS: this comprises MCS-1 to MCS-9

-
EGPRS2-A: for uplink TBFs, this comprises MCS-1 to MCS-6 and UAS-7 to UAS-11; for downlink TBFs, this comprises MCS-1 to MCS-4 and DAS-5 to DAS-12

-
EGPRS2-B: for uplink TBFs, this comprises MCS-1 to MCS-4 and UBS-5 to UBS-12; for downlink TBFs, this comprises MCS-1 to MCS-4 and DBS-5 to DBS-12.

The group of modulation and coding schemes to be used for a TBF is indicated in the assignment message. The EGPRS-GMSK only group applies if the aggregate timeslot allocation is not within the indicated EGPRS multislot class, but is within the indicated GPRS multislot class.

The use of the EGPRS2-A group for uplink or downlink is only supported by MSs which are capable of EGPRS2-A or EGPRS2-B in that direction. The EGPRS2-B group is only supported by MSs which are capable of EGPRS2-B in that direction.

If a mobile station is assigned concurrent TBFs, these shall be in the same TBF mode. If a mobile station supports Reduced Latency, it may be assigned TBFs using FANR. The network shall ensure that, if a mobile station is assigned a TBF with FANR activated, FANR shall be activated for all concurrent TBFs assigned to that mobile station. If a mobile station supports EGPRS2, the same group of modulation and coding schemes shall be used for all TBFs in a given direction. For the case where a mobile station supports multiple TBF procedures the maximum number of TBFs it can support concurrently is not specified. Mobile station implementations are expected to ensure that the mobile station can support a sufficient number of TBFs to operate all the PDP contexts it has activated. As such, a mobile station may choose to release, modify or activate one or more PDP contexts when prioritizing the services it wants to operate concurrently. The network is not required to consider any potential complexity limitations regarding the number of concurrent TBFs when establishing an uplink or downlink TBF for a mobile station that supports multiple TBF procedures. 

The following messages are used only if both the mobile station and the network support multiple TBF procedures: 

-
MULTIPLE TBF UPLINK ASSIGNMENT

-
MULTIPLE TBF DOWNLINK ASSIGNMENT

-
MULTIPLE TBF TIMESLOT RECONFIGURE.
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