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Table A.1b: MS Feature Release Supported

	Item
	MS Feature Release Supported
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	1
	Release of GPRS supported.
	3GPP TS 02.60

3GPP TS 22.060
	R97
	C.1b01
	
	TSPC_MS_GPRS_RELEASE
	R97, R98, R99, Release 4, Release 5,

Release 6,

Release 7
	

	2
	Release of AMR supported.
	3GPP TS 05.09, 3.4
	R98
	C.1b02
	
	TSPC_MS_AMR_RELEASE
	R98, R99, Release 4, Release 5,

Release 6,

Release 7
	

	3
	Release of EGPRS supported.
	3GPP TS 02.60

3GPP TS 22.060
	R99
	C.1b03
	
	TSPC_MS_EGPRS_RELEASE
	R99, Release 4, Release 5,

Release 6,

Release 7
	

	4
	Release of RRLP supported.
	3GPP TS 44.031
	R98
	C.1b04
	
	TSPC_MS_RRLP_RELEASE
	R98, R99, Release 4, Release 5,

Release 6,

Release 7
	

	
	
	
	
	
	
	
	
	

	C.1b01
	IF A.2/41 THEN M ELSE N/A
	-- TSPC_GPRS

	C.1b02
	IF A.25/79 THEN M ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3

	C.1b03
	IF A.2/42 THEN M ELSE N/A
	-- TSPC_EGPRS

	C.1b04
	IF A.2/59 OR A.2/60 THEN M ELSE N/A
	-- TSPC_A-GPS_Based OR TSPC_A-GPS_Assist


NEXT CHANGED SECTION
	60.9
	Inter system handover to UTRAN/From GSM/Failure/Cause: Protocol Error
	R99
	MS supporting both GSM and UTRAN
	
	C289
	
	

	60.10
	Inter system handover to UTRAN/From GSM/Integrity Protection Activation
	R99
	MS supporting both GSM and UTRAN
	
	C285
	
	

	70.2.1
	Network Induced E-OTD emergency call test on an SDCCH, Idle, no IMSI
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	
	

	70.2.2
	Positioning/RR/Classmark Interrogation tests
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	
	

	70.2.3
	Network Induced E-OTD emergency call test on an SDCCH
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	
	

	70.2.4
	E-OTD test for NI-LR on the TCH
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	
	

	70.3.1.1
	MO_LR Basic Self Location Request In Idle Mode (Normal Case)
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	
	

	70.3.1.2
	MO_LR Basic Self Location Request In Dedicated Mode (Normal Case)
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	
	

	70.3.2
	MO_LR Transfer to 3rd Party
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	
	

	70.3.3
	MOLR_Autonomous Location
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	
	

	70.3.4.1
	MO_LR Positioning Measurement / Protocol Error
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	
	

	70.3.4.2
	MO_LR Positioning Measurement / Location Error
	R98
	MSs supporting MS-Assisted EOTD and do not support LCS MS-Assisted GPS
	
	C318
	
	

	70.3.4.3
	MO_LR Positioning Measurement / Multiple RRLP REQUEST with same Reference Number
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	
	

	70.3.4.4
	MO_LR Positioning Measurement / Multiple RRLP REQUEST with different Reference Number
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	
	

	70.3.4.5
	MO_LR Positioning Measurement / RR Management Commands
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	
	

	70.4.1
	E-OTD test for MT-LR Location Notification
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	
	

	70.4.2.1
	E-OTD test for MT-LR Privacy Options – Location Allowed.
	R98
	MSs supporting MS-Assisted EOTD and Privacy Options
	
	C304
	
	

	70.4.2.2
	E-OTD test for MT-LR Privacy Options – Location Not Allowed.
	R98
	MSs supporting MS-Assisted EOTD and Privacy Options
	
	C304
	
	

	70.6.1
	E-OTD Sensitivity Performance Tests for GMSK
	R98
	All MSs supporting MS-Assisted EOTD for GMSK
	
	C313
	
	

	70.6.2
	E-OTD Interference performance test for GMSK
	R98
	All MSs supporting MS-Assisted EOTD for GMSK
	
	C313
	
	

	70.6.3
	E-OTD Multipath performance test for GMSK
	R98
	All MSs supporting MS-Assisted EOTD for GMSK
	
	C313
	
	

	70.6.4
	E-OTD Interference performance test  for 8PSK
	R99
	All MSs supporting MS-Assisted EOTD for 8PSK
	
	C314
	
	

	70.6.5
	E-OTD Multipath performance test for 8PSK
	R98
	All MSs supporting MS-Assisted EOTD for 8PSK
	
	C314
	
	

	70.6.6
	E-OTD Sensitivity Performance Tests for 8PSK
	R99
	All MSs supporting MS-Assisted EOTD for 8PSK
	
	C314
	
	

	70.7.2.1
	A-GPS LCS Classmark Interrogation test case for MS-Based GPS 
	R98
	All MSs supporting LCS MS-Based GPS
	
	C283
	
	

	70.7.2.2
	A-GPS LCS Classmark Interrogation test case for MS-Assisted GPS 
	R98
	All MSs supporting LCS MS-Assisted GPS
	
	C284
	
	

	70.7.4.1
	Network Induced Location Request Emergency Call on TCH for mobiles supporting MS-Based GPS
	R98
	All MSs supporting LCS MS-Based GPS
	
	C283
	TSPC_MS_RRLP_RELEASE
	

	70.7.4.2
	Network Induced Location Request Emergency Call on TCH for mobiles supporting MS-Assisted GPS
	R98
	All MSs supporting LCS MS-Assisted GPS
	
	C284
	TSPC_MS_RRLP_RELEASE
	

	70.7.4.3
	Network Induced Location Request Emergency Call on TCH, no IMSI for mobiles supporting MS-Based GPS
	R98
	All MSs supporting LCS MS-Based GPS
	
	C283
	TSPC_MS_RRLP_RELEASE
	

	70.7.4.4
	Network Induced Location Request Emergency Call on TCH, no IMSI for mobiles supporting MS-Assisted GPS
	R98
	All MSs supporting LCS MS-Assisted GPS
	
	C284
	TSPC_MS_RRLP_RELEASE
	

	70.8.1
	Basic Self Location
	R98
	All MSs supporting LCS MS-Assisted GPS and Support of MO-LR request for a position estimate
	
	C445
	TSPC_MS_RRLP_RELEASE
	

	70.8.2
	Basic Self Location in Dedicated Mode
	R98
	All MSs supporting LCS MS-Assisted GPS and Support of MO-LR request for a position estimate
	
	C445
	TSPC_MS_RRLP_RELEASE
	

	70.8.3
	Transfer to 3rd Party
	R98
	All MSs supporting LCS MS-Assisted GPS and Support of MO-LR request for transfer to 3rd party
	
	C447
	TSPC_MS_RRLP_RELEASE
	

	70.8.4.1
	MO-LR Positioning Measurement / Protocol Error
	R98
	All MSs supporting MS-Assisted GPS and Support of MO-LR request for a position estimate
	
	C445
	TSPC_MS_RRLP_RELEASE
	

	70.8.4.2.1
	MO-LR Positioning Measurement / Location Error: Requested Method not Supported
	R98
	All MSs supporting MS-Assisted GPS and not supporting MS-Assisted EOTD and Support of MO-LR request for a position estimate
	
	C320
	TSPC_MS_RRLP_RELEASE
	

	70.8.4.2.2
	MO-LR Positioning Measurement / Location Error: GPS Assistance Data Missing
	R98
	All MSs supporting MS-Assisted GPS and supporting a method for resetting stored A-GPS assistance data and Support of MO-LR request for a position estimate
	
	C402
	TSPC_MS_RRLP_RELEASE
	

	70.8.4.3
	MO-LR Positioning Measurement / Multiple RRLP Requests with Same Reference Number
	R98
	All MSs supporting MS-Assisted GPS and Support of MO-LR request for a position estimate
	
	C445
	TSPC_MS_RRLP_RELEASE
	

	70.8.4.4
	MO-LR Positioning Measurement / Multiple RRLP Requests with Different Reference Number
	R98
	All MSs supporting MS-Assisted GPS and Support of MO-LR request for a position estimate
	
	C445
	TSPC_MS_RRLP_RELEASE
	

	70.8.4.5
	MO-LR Positioning Measurement / RR Management Commands
	R98
	All MSs supporting MS-Assisted GPS and Support of MO-LR request for a position estimate
	
	C445
	TSPC_MS_RRLP_RELEASE
	

	70.8.5.1
	MO_LR Basic Self Location Request in Idle Mode (Normal Case)
	R98
	All MSs supporting LCS MS-Based GPS and Support of MO-LR request for a assistance data
	
	C465
	TSPC_MS_RRLP_RELEASE
	

	70.8.5.2
	MO_LR Basic Self Location Request in Dedicated Mode (Normal Case)
	R98
	All MSs supporting LCS MS-Based GPS and Support of MO-LR request for a assistance data
	
	C465
	TSPC_MS_RRLP_RELEASE
	

	70.8.5.3
	MO_LR Basic Self Location Request in Idle Mode (Alternative Case)
	R98
	All MSs supporting LCS MS-Based GPS and Support of MO-LR request for a position estimate
	
	C444
	TSPC_MS_RRLP_RELEASE
	

	70.8.5.4
	MO_LR Basic Self Location Request in Dedicated Mode (Alternative Case)
	R98
	All MSs supporting LCS MS-Based GPS and Support of MO-LR request for a position estimate
	
	C444
	TSPC_MS_RRLP_RELEASE
	

	70.8.6
	MO-LR Transfer to 3rd Party for MS-Based A-GPS
	R98
	All MSs supporting LCS MS-Based GPS and Support of MO-LR request for transfer to 3rd party
	
	C446
	TSPC_MS_RRLP_RELEASE
	

	70.9.1.1
	MT-LR Location Notification for mobiles supporting MS-Based GPS 
	R98
	All MSs supporting LCS MS-Based GPS and MT-LR
	
	C460
	
	

	70.9.1.2
	MT-LR Location Notification for mobiles supporting MS-Assisted GPS
	R98
	All MSs supporting LCS MS-Assisted GPS and MT-LR
	
	C461
	
	

	70.9.2.1
	MT-LR Privacy Options/Verification- Location Allowed If No Response for MS-Based GPS
	R98
	MSs supporting LCS MS-Based GPS and Privacy Options and MT-LR
	
	C302
	
	

	70.9.2.2
	MT-LR Privacy Options/Verification- Location Allowed If No Response for MS-Assisted GPS
	R98
	MSs supporting LCS MS-Assisted GPS and Privacy Options and MT-LR
	
	C303
	
	

	70.9.3.1
	MT-LR Privacy Options/Verification- Location Not Allowed If No Response for MS-Based GPS
	R98
	MSs supporting LCS MS-Based GPS and Privacy Options and MT-LR
	
	C302
	
	

	70.9.3.2
	MT-LR Privacy Options/Verification- Location Not Allowed If No Response for MS-Assisted GPS
	R98
	MSs supporting LCS MS-Assisted GPS and Privacy Options and MT-LR
	
	C303
	
	

	70.9.4.1
	RRLP Error Handling for MS-Based A-GPS / RRLP Protocol Error
	R98
	All MSs supporting LCS MS-Based GPS
	
	C283
	TSPC_MS_RRLP_RELEASE
	

	70.9.4.2
	RRLP Error Handling for MS-Based A-GPS / RRLP Location Error: Requested Method Not Supported
	R98
	All MSs supporting MS-Based GPS and not supporting MS-Assisted EOTD
	
	C365
	TSPC_MS_RRLP_RELEASE
	

	70.9.4.3
	RRLP Error Handling for MS-Based A-GPS / RRLP Location Error: GPS Assistance Data Missing
	R98
	All MSs supporting LCS MS-Based GPS and supporting a method for resetting stored A-GPS assistance data
	
	C403
	TSPC_MS_RRLP_RELEASE
	

	70.9.4.4
	RRLP Error Handling for MS-Based A-GPS / Multiple RRLP Requests with same Reference Number
	R98
	All MSs supporting LCS MS-Based GPS
	
	C283
	TSPC_MS_RRLP_RELEASE
	

	70.9.4.5
	RRLP Error Handling for MS-Based A-GPS / Multiple RRLP Requests with different Reference Number
	R98
	All MSs supporting LCS MS-Based GPS
	
	C283
	TSPC_MS_RRLP_RELEASE
	

	70.9.4.6
	RRLP Error Handling for MS-Based A-GPS / RR management commands
	R98
	All MSs supporting LCS MS-Based GPS
	
	C283
	TSPC_MS_RRLP_RELEASE
	

	70.10.2.1
	Network Induced Location Request Emergency Call on TCH Radio Channel
	R98
	All MSs supporting LCS conventional GPS and not supporting MS-based Assisted-GPS
	
	C328
	TSPC_MS_RRLP_RELEASE
	

	70.11.5.1
	Sensitivity Coarse Time Assistance
	Rel-7
	All MSs supporting MS-Based A-GPS or MS-Assisted A-GPS
	
	C398
	
	

	70.11.5.2
	Sensitivity Fine Time Assistance
	Rel-7
	All MSs supporting MS-Based A-GPS or MS-Assisted A-GPS and Fine Time Assistance
	
	C399
	
	

	70.11.6
	Nominal Accuracy
	Rel-7
	All MSs supporting MS-Based A-GPS or MS-Assisted A-GPS
	
	C398
	
	

	70.11.7
	Dynamic Range
	Rel-7
	All MSs supporting MS-Based A-GPS or MS-Assisted A-GPS
	
	C398
	
	

	70.11.8
	Multi-Path scenario
	Rel-7
	All MSs supporting MS-Based A-GPS or MS-Assisted A-GPS
	
	C398
	
	

	81.1.1.1
	Discovery procedure, MS holds the IP address of the provisioning SEGW and FQDN of the provisioning GANC and default GANC belong to the same SEGW
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	81.1.1.2
	Discovery procedure, MS holds the IP address of the provisioning SEGW and FQDN of the provisioning GANC and default GANC belong to different SEGW
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
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