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	Reason for change:
(

	There is an editorial mistake existing inside the current specification.

	
	

	Summary of change:
(

	To delele the dot that follows the case number 27.18.1.2. 
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not approved:
	The specification will remain incorrect.
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	TC27.18.1.2
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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	To skip the TC List
	
	
	
	
	
	
	

	27.18.1.1
	ME and SIM with FND activated, EFADN invalidated and not readable or updatable
	R96
	ME supporting FDN
	
	C16
	TSPC_AddInfo_Full_rate_version_1

TSPC_AddInfo_Half_rate_version_1

TSPC_AddInfo_Full_rate_version_2

TSPC_AddInfo_Full_rate_version_3

TSPC_AddInfo_Half_rate_version_3
	

	27.18.1.2
	EFADN invalidated but readable and updatable
	R96
	ME supporting FDN
	
	C16
	
	

	27.18.2
	ME and SIM with FND deactivated
	Phase 2
	ME supporting FDN
	
	C16
	
	

	27.18.3
	Enabling, disabling and updating of FND
	Phase 2
	ME supporting FDN
	
	C16
	
	

	27.19
	Phase identification
	Phase 2
	All ME
	
	C14
	
	

	27.20
	SIM presence detection
	Phase 2
	All ME
	
	A
	
	

	27.21.1
	AoC not supported by SIM
	Phase 2
	ME supporting AoCC
	
	C4
	
	

	27.21.2
	Maximum frequency of ACM updating
	Phase 2
	ME supporting AoC (AoCC & AoCI)
	
	C3
	
	

	27.21.3
	Call terminated when ACM greater than ACMmax
	Phase 2
	ME supporting AoCC
	
	C4
	
	

	27.21.4
	Response codes of increase command
	Phase 2
	ME supporting AoCC
	
	C4
	
	

	27.22
	SIM Application Toolkit
	R96
	The applicability for SIM Toolkit is found in 11.10-4 clause 3, table B.1
	
	
	
	

	28.2
	Constraining the access to a single number (GSM 02.07 category 3)
	Phase 2
	MS supporting autocalling
	
	C7
	TSPC_AddInfo_Impl_CNr27_Cat2

TSPC_AddInfo_Impl_CNr27_Cat3
	

	28.3
	Constraining the access to a single number (GSM 02.07 categories 1 and 2)
	Phase 2
	MS supporting autocalling
	
	C7
	TSPC_AddInfo_Impl_CNr27_Cat2

TSPC_AddInfo_Impl_CNr27_Cat3
	

	28.4
	Behaviour of the MS when its list of blacklisted numbers is full
	Phase 2
	MS capable of autocalling more than M B-party numbers
	
	C8
	TSPC_AddInfo_Impl_CNr27_Cat2

TSPC_AddInfo_Impl_CNr27_Cat3
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