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-------------------------------- first modified part ------------------------------
3.2.1.83
INTERNAL HANDOVER REQUIRED

This message may be sent if and only if both the BSS and the MSC support an IP based user plane interface.

This message is sent from the BSS to the MSC to indicate that for a given MS, which already has dedicated radio resource(s) assigned, a handover is required to a cell in the same BSS, for the reason given by the cause element. 

This message is used when the intra-BSS handover implies a Codec Type or a Codec Configuration or an A-interface Type in the target cell, which is incompatible with the one used in the source cell. The source cell and target cell can be the same cell. 

The message is sent via the BSSAP SCCP connection associated with the dedicated resource(s).

	INFORMATION ELEMENT
	REFERENCE
	DIRECTION
	TYPE
	LEN

	Message Type
	3.2.2.1 
	BSS-MSC 
	M
	1

	Cause 
	3.2.2.5 
	BSS-MSC 
	M
	 3-4 

	Cell Identifier
	3.2.2.17 
	BSS-MSC 
	M
	4-10

	AoIP Transport Layer Address (BSS)
	3.2.2.nn
	BSS-MSC
	C (Note 1)
	10-22

	Codec List (BSS Supported) 
	3.2.2.nn
	BSS-MSC
	M
	3-n

	NOTE 1:
This information elements shall be included only if the support of an IP based user plane interface is indicated in the Codec List (BSS Supported) IE.


Typical Cause values are:

-
uplink quality;

-
uplink strength;

-
downlink quality;

-
downlink strength;

-
distance;

-
better cell;

-
O&M intervention;


-
traffic;

-
preemption;

-
reduce load in serving cell

-
response to an  INTERNAL HANDOVER ENQUIRY message

--------------------------------next modified part ---------------------------

3.2.1.85
INTERNAL HANDOVER COMMAND

This message may be sent if and only if both the BSS and the MSC support an IP based user plane interface.

This message is sent from the MSC to the BSS and contains mandatorily the “Speech Codec (MSC Chosen)” indicating the Codec(s) chosen by the MSC. This message shall contain conditionally the “Circuit Identity Code” or the “AoIP Transport Layer Address (MGW)” and in the latter case conditionally also the “Call Identifier”.

The message is sent via the BSSAP SCCP connection associated with the dedicated resource(s).

	INFORMATION ELEMENT
	REFERENCE
	DIRECTION
	TYPE
	LEN

	Message Type
	3.2.2.1 
	MSC-BSS 
	M
	1

	Speech Codec (MSC Chosen)
	3.2.2.nn
	MSC-BSS
	M (note 1)
	3-n

	Circuit Identity Code
	3.2.2.2 
	MSC-BSS 
	C (note 2)
	3 

	AoIP Transport Layer Address (MGW)
	3.2.2.nn
	MSC-BSS
	C (note 3)
	10-22

	Call Identifier
	3.2.2.105
	MSC-BSS
	C (note 4)
	5

	NOTE 1:
“Speech Codec (MSC Chosen)” contains in general only one Codec Type, one Codec Configuration and always only one A-Interface Type (TDM or IP). The exception is for compatible Codecs Types,  when more than one compatible Codec Type(s) can be included, with the same or compatible Codec Configuration(s).


NOTE 2:
Circuit Identity Code shall be included, if and only if the A-Interface Type in Speech Codec (MSC Chosen) is TDM.
NOTE 3:
AoIP Transport Layer Address (MGW) shall be included, if and only if the A-Interface Type in Speech Codec (MSC Chosen) is IP.
NOTE 4:
Call Identifier shall be included, if and only if the (new) A-Interface Type in Speech Codec (MSC Chosen) is IP and the old A-Interface Type was not IP.
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