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1. Overall Description:

RAN4 would like to thank RAN2 for their LS in R4-083069 (R2-085958). Our responses to the requested actions are provided below:

- The Pmax value range, including whether a step size of 1 dB is necessary; and

While RAN4 understands the need to reduce the overhead on system information, RAN4 believes that it would be useful to have a 1 dB step size from a network operation point of view. Furthermore, RAN4 thinks that the upper bound should be extended to 33 dBm to cater for possible future UE power classes. Regarding the lower bound, RAN4 thinks that it should be increased to -30 dBm, because the lowest value of -40 dBm would never be used in real life. Hence, RAN4 suggests the following value range for Pmax:
RAN4 response 1: The Pmax value range should be “-30…33 dBm with a step size of 1 dB.”
- Whether Pcompensation is applicable in LTE.

Pcompensation would not be needed, if only one UE power class is defined in TS 36.101, as is the case for Rel-8. However, RAN4 believes that Pcompensation should be defined in LTE in order to cater for possible future UE power classes.
RAN4 response 2: Pcompensation should be applicable in LTE.
2. Actions:

To TSG RAN WG2 and TSG GERAN

ACTION: TSG RAN WG4 kindly asks TSG RAN WG2 and TSG GERAN to take account of the information in this liaison statement in their specifications. 
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