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Reference Nav Model

Table A.55.1:  Reference Nav Model

	Parameter
	# Bits
	Scale Factor
	Units
	Incl.

	keplerToe
	16
	24
	seconds
	M

	kepler(
	32
	2-31
	 semi-circles
	M

	keplerDeltaN
	16
	2-43
	semi-circles/sec
	M

	keplerM0
	32
	2-31
	semi-circles
	M

	keplerOmegaDot
	27
	2-43
	semi-circles/sec
	M

	keplerE
	32
	2-33
	---
	M

	keplerIDot
	14
	2-43
	semi-circles/sec
	M

	keplerAPowerHalf
	32
	2-19
	Meters1/2
	M

	keplerI0
	32
	2-31
	semi-circles
	M

	kelerOmega0
	32
	2-31
	semi-circles
	M

	keplerCrs
	16
	2-5
	meters
	M

	keplerCis
	16
	2-29
	radians
	M

	keplerCus
	16
	2-29
	radians
	M

	keplerCrc
	16
	2-5
	meters
	M

	keplerCic
	16
	2-29
	radians
	M

	KeplerCuc
	16
	2-29
	radians
	M


GANSS Ephemeris Extension

The GANSS Ephemeris extension contains parameters designed to extend the time of applicability of the Ephemeris terms by the continuous addition of the delta ephemeris terms to the respective terms of the referenced ephemeris.

This message can provide extension information for every satellite for many days into the future; doing so may create a large message, thus care must be taken to consider the transport bandwidth.  The SMLC can limit the duration of the extension to decrease the message size.  For example if the extension duration is limited to twelve hours the payload will be approximately 2,000 octets, for a typical 27 satellite constellation.

Table A.55.2: GANSS Ephemeris Extension

	Parameter
	# Bits
	Scale Factor
	Units
	Incl.

	ganssEphemerisHeader
	See Table A.55.3
	---
	O

	ganssReferenceSet
	See Table A.55.5
	---
	O

	ganssEphemerisDeltaMatrix
	List of GANSSEphemerisDeltaEpochs
	O


Table A.55.3: GANSS Ephemeris Header

	Parameter
	# Bits
	Scale Factor
	Units
	Incl.

	GANSS Ephemeris Extension (Once per message)

	timeAtEstimation
	See Table A.55.4
	---
	M

	validityPeriod
	3
	1
	Hours
	M

	ephemerisExtensionDuration
	9
	1
	Hours
	M


Time at Estimation

The Time at Estimation provides the GANSS time at which the ephemeris extensions were created. 

Table A.55.4: Time at Estimation

	Parameter
	# Bits
	Scale Factor
	Units
	Incl.

	GANSS Day of Estimation
	13
	1
	Day
	M

	GANSS TOD of Estimation
	17
	1
	Seconds
	M


GANSS Day of Estimation

This field specifies the sequential number of days from the origin of the GNSS system time indicated by GANSS_TIME_ID modulo 8192 days (about 22 years) of the time that the estimation was determined. 

Range: 
0 - 8191 days

GANSS TOD of Estimation

Integer number of GANSS TOD seconds within the current day of the time that the estimation was determined.

Range: 
0 - 86399 s.

Validity Period

The validityPeriod indicates the validity period of each individual delta ephemeris packet.  It is the length of time that  ephemeris constructed by application of the delta is intended to last.

Range: 
1 – 8 hours.

Ephemeris Extension Duration

The Ephemeris Extension duration indicates the total block of time measured in units of hours that the extended ephemeris covers.

Range: 
1 - 512 Hours.

The ganssEphemeris header is mandatory only once in the delivery of the GANSS Ephemeris Extension message

GANSS Reference Set

Table A.55.5: GANSS Reference Set 

	Parameter
	Presence
	Note

	GANSS Reference Orbit
	M
	See Table A.55.6


GANSS Reference Orbit

Table A.55.6: GANSS Reference Orbit

	Parameter
	# Bits
	Scale Factor
	Units
	Incl.

	svID
	6
	1
	---
	M

	ganssOrbitModel
	See Table 55.1
	--
	M

	ganssClockModel
	See Table 49.1
	--
	M


SvID

The satellite vehicle ID identifying to which satellite the following orbital and clock model apply. The interpretation of SV ID is defined in Table A.10.14.
GANSS Orbit Model

This field is a structure that contains the satellite orbit information upon which all subsequent delta information will be applied to create the next ephemeris for use in navigation.

GANSS Clock Model

This field is a structure that contains the satellite clock model upon which all subsequent clock information will be applied to create the next clock model for use in navigation.

GANSS Ephemeris Delta Matrix

GANSS Ephemeris Delta Matrix is a list of GANSS Ephemeris Delta Epochs. Each epoch is indicated by a unique seqNum. Each epoch corresponds to a specific update interval and contains a delta epoch header and ephemeris delta elements for all PRNs for that epoch.

These fields, with the exception of sequenceNum and svID, specify the deltas to be added to the existing Ephemeris to create a new Ephemeris suite that is extended from its predecessor by the time provided in the “validityPeriod” parameter. To compute the time of ephemeris for the newly constructed ephemeris, validityPeriod is added to the preceding toe. The ephemeris time of clock (toc) is set equal to the toe.

For each of the other ephemeris terms the corresponding delta ephemeris term is added in order to create the updated ephemeris. The terms delta_M0, delta_i0, and delta_OMEGA0 of the delta ephemeris must be extrapolated prior to the addition of the delta terms as follows:
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 is the WGS 84 value of the earth’s gravitational constant for GANSS user, and A(i) is the semi-major axis associated with this satellite’s update. The extrapolation of delta_M0, uses the prior set’s sqrtA term to compute A(i) .



OMEGA0(i+1)=OMEGA0(i) +deltaOMEGA0(i)+OMEGAdot(i)*dt
i0 (i+1) = i0(i) + delta_i0(i)+Idot(i) * dt 
Where dt is equal to validityPeriod*3600. The terms af0, and af1 from the GANSS clock model must be extrapolated as follows:

af0(i+1) = af0(i) + af1(i)* dt + af2(i)*dt2
af1(i+1) = af1(i) + 2 * af2(i) * dt
af2(i+1) = af2(i)
Where af0, af1, and af2 are the clock model terms as shown in table A.49.1.

The following demonstrates the application of the ephemeris extension technique. Assume the validityPeriod = 5, representing: (5+1)hours = 6 hours, and the GANSS Navigation model for a particular satellite, identified by the reference IOD has a toe = 0 seconds.

The toe for sequenceNumber 1 is computed by adding the validityPeriod to the initial toe of 0 as 0 + 6 hours =0 + 21600 seconds.  The new ephemeris is constructed by adding the delta ephemeris terms from set 1 to the reference ephemeris creating the new ephemeris, which will be used for the next six hours. For the five terms listed above (delta_M0, delta_i0, delta_OMEGA0, af0, and af1) the extrapolation described must occur prior to the addition of the delta term. Of course if one of these three delta ephemeris terms was provided in full via the exception table then the extrapolation is unnecessary and the exception term combined with the delta_ephemeris term is used directly.

The next ephemeris computation will occur by adding the validityPeriod to the current toe of 21600 as: 21600 + 6 hours = 21600 + 21600 = 43200. The ephemeris delta terms from set two are added to the ephemeris resulting from the prior addition to create the next ephemeris. This is done for each satellite vehicle ID listed in the provided satellite list indicated in the ganssSatRef field.
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