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========================= First change =============================

3.7.2
DTM Handover from GERAN A/Gb mode to GERAN A/Gb mode procedure

The DTM handover procedure includes:

-
The suspension of normal operation except for RR management (layer 3).

-
The disconnection of the main signalling link, and of the other links via local end release (layer 2), and the disconnection of the TCH.

-
The mobile station suspension of the packet resources used in the old cell (see 3GPP TS 44.060) until the MS determines the DTM handover procedure to be successfully completed at which point these packet resources are released.

-
The mobile station disconnection and deactivation of the dedicated channel used in the old cell (see 3GPP TS 44.018) until the MS determines the DTM handover procedure to be successfully completed at which point the dedicated channel is released (at layer 1).

-
The activation of the new channels, and their connection if applicable.

-
The triggering of the establishment of data link connection for SAPI = 0 on the new channels.

-
The activation of the new PDCH(s) and the resumption of the packet resources (see 3GPP TS 44.060).

For the circuit switched domain the requirements and procedures listed in sub-clauses 3.4.4.1, 3.4.4.2 and 3.4.4.3 are valid with the following exceptions:

-
Handover of VGCS is not supported by the DTM handover procedure.

-
MBMS service information sending completion is not supported by the DTM handover procedure.

-
The DTM HANDOVER COMMAND message applies instead of the HANDOVER COMMAND message and is sent on the PACCH (see 3GPP TS 44.060).

-
Sending of DTM Information is not needed.

For the packet switched domain the requirements and procedures described for PS handover in 3GPP TS 44.060 are valid with the following exceptions:

-
The synchronisation of the physical channels is not performed in the PS domain, i.e. the mobile station shall not send the PS HANDOVER ACCESS message. 

-
The target BSS considers the DTM handover procedure to be successfully completed upon receiving a HANDOVER COMPLETE message on the main DCCH according to sub-clause 3.4.4.3.

-
Timer T3216 shall not be started for DTM handover.

-
The DTM HANDOVER COMMAND message applies instead of the PS HANDOVER COMMAND message.

========================= Next change =============================

10.5.2.5
Channel Description

The purpose of the Channel Description information element is to provide a description of an allocable channel together with its SACCH.

The Channel Description information element is coded as shown in figure 10.5.2.5.1 and table 10.5.2.5.1.

The Channel Description is a type 3 information element with 4 octets length.
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	2
	1
	

	
	Channel Description IEI
	octet 1

	Channel type
and TDMA offset
	TN
	octet 2

	
	H=1->
	MAIO (high part)
	

	TSC
	--- H ---
	-----------------------------------------------------
	octet 3

	
	
	
	ARFCN
	

	
	
	0
	
	

	
	H=0->
	spare
	(high part)
	

	MAIO
(low part)
	HSN
	
octet 4

	ARFCN (low part)
	


Figure 10.5.2.5.1: Channel Description information element

Table 10.5.2.5.1: Channel Description information element

	Channel type and TDMA offset (octet 2)

Bits

8 7 6 5 4

S 0 0 0 1
TCH/F + ACCHs

S 0 0 1 T
TCH/H + ACCHs

0 0 1 T T
SDCCH/4 + SACCH/C4 or CBCH (SDCCH/4); TSC Set 1 shall be used
0 1 T T T
SDCCH/8 + SACCH/C8 or CBCH (SDCCH/8); TSC Set 1 shall be used
The T bits indicate the subchannel number coded in binary.

S, TSC set
Bit

8

0
TSC Set 1 shall be used

1
TSC Set 2 shall be used

All other values are reserved.

The sender set the spare bits to the coding for TCH/F+ACCHs



	TN, Timeslot number (octet 2)

The TN field is coded as the binary representation of the timeslot number as defined in 3GPP TS 45.010.

Range: 0 to 7.

The Timeslot number field shall be ignored and all bits treated as spare when received in a PDCH ASSIGNMENT COMMAND message. The sender sets the spare bits as '000'



	TSC, Training Sequence Code (octet 3)

The TSC field is coded as the binary representation of the Training Sequence code as defined in 3GPP TS 45.002
The TSC set is signalled via ‘Channel type and TDMA offset’ IE.
Range: 0 to 7.



	H, Hopping channel (octet 3)

Bit

5

0
Single RF channel

1
RF hopping channel

NOTE:
The value of H affects the semantics of the channel selector field

Channel selector (octet 3 and 4)

H = "0": The channel selector field consists of the absolute RF channel number

Octet 3

Bits

4 3

0 0
Spare



	ARFCN, (octet 3, bits 2 and 1, and octet 4, bits 8 to 1)

The ARFCN is coded as the binary representation of the absolute RF channel number

Range: 0 to 1023

H = "1": The channel selector field consists of the mobile allocation index offset, MAIO, and the hopping sequence number, HSN.

MAIO, (octet 3 bit 4 to 1 high part and octet 4 bit 8 to 7 low part)

The MAIO field is coded as the binary representation of the mobile allocation index offset as defined in 3GPP TS 45.002.

Range: 0 to 63.

HSN, (octet 4 bit 6 to 1)

The HSN field is coded as the binary representation of the hopping sequence numberas defined in 3GPP TS 45.002

Range 0 to 63.


========================= Next change =============================

10.5.2.5a
Channel Description 2

The purpose of the Channel Description 2 information element is to provide a description of an allocable channel configuration together with its SACCH.

The Channel Description 2 information element is coded as shown in figure 10.5.2.5a.1 and table 10.5.2.5a.1.

The Channel Description 2 is a type 3 information element with 4 octets length.
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	Channel Description IEI
	octet 1

	Channel type
and TDMA offset
	TN
	octet 2

	
	H=1->
	MAIO (high part)
	

	TSC
	--- H ---
	-----------------------------------------------------
	octet 3

	
	
	
	ARFCN
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	H=0->
	spare
	(high part)
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Figure 10.5.2.5a.1: Channel Description 2 information element

Table 10.5.2.5a.1: Channel Description 2 information element

	Channel type and TDMA offset (octet 2)

Bits

8 7 6 5 4 

	0 0 0 0 0
TCH/F + FACCH/F and SACCH/M at the timeslot indicated by TN, and additional bidirectional or undirectional TCH/Fs and SACCH/Ms according to the multislot allocation information element

0 0 0 0 1
TCH/F + FACCH/F and SACCH/F

0 0 0 1 T
TCH/H + ACCHs

0 0 1 T T
SDCCH/4 + SACCH/C4 or CBCH (SDCCH/4)

0 1 T T T
SDCCH/8 + SACCH/C8 or CBCH (SDCCH/8)

1 1 0 0 0
TCH/F + ACCHs using TSC Set 2 
1 1 1 0 T
TCH/H + ACCHs using TSC Set 2
The T bits indicate the subchannel number coded in binary.

In the description below "n" is the timeslot number indicated by TN. The description is valid only if all the indicated timeslot numbers are in the range 0 to 7.



	1 0 X X X
TCH/F + FACCH/F and SACCH/M at the time slot indicated by TN, and additional bidirectional TCH/Fs and SACCH/Ms at other timeslots according to the following:

X X X:

0 0 0
no additional timeslots

0 0 1
at timeslot n-1

0 1 0
at timeslot n+1, n-1

0 1 1
at timeslot n+1, n-1 and n-2

1 0 0
at timeslot n+1, n-1, n-2, and n-3

1 0 1
at timeslot n+1, n-1, n-2, n-3 and n-4

1 1 0
at timeslot n+1, n-1, n-2, n-3, n-4 and n-5

1 1 1
at timeslot n+1, n-1, n-2, n-3, n-4, n-5 and n-6



	1 1 0 0 1

to

1 1 0 1 1
TCH/F + FACCH/F and SACCH/M at the time slot indicated by TN and additional unidirectional TCH/FDs and SACCH/MDs at other timeslots according to the following:

1 1 0 0 1
at timeslot n-1

1 1 0 1 0
at timeslot n+1, n-1

1 1 0 1 1
at timeslot n+1, n-1 and n-2



	1 1 1 1 0
TCH/F + FACCH/F and SACCH/M at the time slot indicated by TN and additional bidirectional TCH/F and SACCH/M at timeslot n+1 and unidirectional TCH/FD and SACCH/MD at timeslot n-1

All other values are reserved.



	TN, Timeslot number (octet 2)

The TN field is coded as the binary representation of the timeslot number as defined in 3GPP TS 3GPP TS 45.010.

Range: 0 to 7.



	TSC, Training Sequence Code (octet 3)

The TSC field is coded as the binary representation of the Training Sequence code as defined in 3GPP TS 45.002
Unless stated otherwise by coding of ‘Channel type and TDMA offset’ IE, TSC Set 1 shall be used.

Range: 0 to 7.



	H, Hopping channel (octet 3)

Bit

5

0
Single RF channel

1
RF hopping channel

NOTE:
The value of H affects the semantics of the channel selector field



	Channel selector (octet 3 and 4)

H = "0": The channel selector field consists of the absolute RF channel number

Octet 3

Bits

4 3

0 0
Spare

ARFCN, (octet 3, bits 2 and 1, and octet 4, bits 8 to 1)

The ARFCN is coded as the binary representation of the absolute RF channel number

Range: 0 to 1023

H = "1": The channel selector field consists of the mobile allocation index offset, MAIO, and the hopping sequence number, HSN.

MAIO, (octet 3 bit 4 to 1 high part and octet 4 bit 8 to 7 low part)

The MAIO field is coded as the binary representation of the mobile allocation index offset as defined in 3GPP TS 45.002.

Range: 0 to 63.

HSN, (octet 4 bit 6 to 1)

The HSN field is coded as the binary representation of the hopping sequence number as defined in 3GPP TS 45.002

Range 0 to 63.




========================= End =============================
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