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58a.2
EGPRS test cases for RTTI Configuration
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Conformance requirements
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58a.2.8
 Downlink RTTI TBF / default PDCH pair configuration/CCCH case
58a.2.8.1
Conformance requirements
The network initiates the packet downlink assignment procedure by sending an IMMEDIATE ASSIGNMENT message in unacknowledged mode on the CCCH timeslot corresponding to CCCH group the mobile station belongs to.
On receipt of an IMMEDIATE ASSIGNMENT message or, in case of a two-message assignment, a matching pair of IMMEDIATE ASSIGNMENT messages, the mobile station stops monitoring downlink CCCH and switches to the assigned PDCH and starts listening for downlink RLC/MAC blocks identified by the assigned TFI; it starts timer T3190.
In case RTTI configuration is supported by the network and the mobile station and a downlink TBF operating in RTTI configuration is assigned, the following parameters shall be provided by the network in the assignment message (e.g. PACKET DOWNLINK ASSIGNMENT, MULTIPLE TBF DOWNLINK ASSIGNMENT, PACKET TIMESLOT RECONFIGURE, MULTIPLE TBF TIMESLOT RECONFIGURE or PACKET CS RELEASE INDICATION). 

-
a Temporary Flow Identity (TFI). The TFI applies to all radio blocks transferred in regards to the downlink Temporary Block Flow (TBF);

-
one or more downlink PDCH-pairs to be used for the downlink transfer;
Reference

3GPP TS 44.018 subclauses 3.5.2.1.2
3GPP TS 44.060 subclause 8.1.2. 
58a.2.8.2
Test purpose

To verify that the MS  is able to operate in RTTI configuration when assigned a Downlink RTTI TBF with default PDCH pair configuration by a IMMEDIATE ASSIGNMENT.
58a.2.8.3
Method of test

Initial Conditions

System Simulator:


1 cell with EGPRS support, default setting, PBCCH not present.
Mobile Station:

The MS is EGPRS updated, with a P-TMSI allocated, SPLIT_PG_CYCLE negotiated and test PDP Context 2 activated.
Specific PICS Statements

-

PIXIT Statements

-

Test Procedure

The SS sends an IMMEDIATE ASSIGNMENT for downlink transfer on a PCH block corresponding to its paging group. The MS shall switch to the assigned PDCHpairs  and exercise downlink transfer.
Maximum Duration of Test

5 minutes.
Expected Sequence

	Step
	Direction
	Message
	Comments

	1
	SS -> MS
	IMMEDIATE ASSIGNMENT
	Sent on a PCH block corresponding to the MS’s paging group. Includes a packet downlink assignment with correct TLLI
Assigns RTTI mode downlink TBF on a single PDTCH pair. 

MCS arbitrarily chosen from MCS-1. MCS-4.

	2
	SS-> MS
	EGPRS DOWNLINK  DATA BLOCK
	Sent on downlink PDTCH pair assigned in Step 1. FBI = 1

	3
	MS-> SS
	EGPRS PACKET DOWNLINK ACK/NACK
	Received on the uplink PDCH pair corresponding to the downlink PDTCH pair assigned at Step1.


	4
	MS-> SS
	EGPRS UPLINK RLC DATA BLOCK
	Received on the uplink PDTCH pair assigned in Step 1.


	5
	
	Completion of {Downlink data transfer}
	 SS completes downlink transfer of 200 octets of data. 


Specific Message Contents

None.
58a.2.9
 Concurrent RTTI TBFs / Explicit PDCH Pair Configuration

58a.2.9.1
Conformance Requirement
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