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WG3 Work Plan for eCall test cases
1. General

This work plan describes the activities at GERAN WG3 for addition of a set of test cases for eCall in 3GPP TS 51.010.
 2. Status summary
3.Test Cases introduced to 51.010-1:

	Title
	Test Purpose
	Proposed Test Number
	Responsible company
	Introduction date
	Status

	Emergency call attempt by eCall Modem - Unsuccessful
	Verify that Network Access Device (NAD) does not attempt to register on the network until making an eCall or test call. 
	
	
	
	

	eCall Registration on Network – Successful after eCall
	Verify that NAD remains registered on the network for a specified period following an eCall
	
	
	
	

	Emergency Call attempt by eCall Modem using In Vehicle System (IVS) – Successful
	Verify the interface between NAD and In Vehicle System (IVS) with a successful Emergency Call
	
	
	
	

	Diagnostic Call using eCall Modem - Successful
	Verify that the NAD is capable of making a diagnostic call and sending data to a server
	
	
	
	

	Emergency Call using eCall Modem on UMTS Network
	Verify that eCall Modem is able to make a Emergency call on GSM Network
	
	
	
	

	Emergency Call using eCall Modem with eCall only subscription on SIM
	Verify that the eCall Modem is able to make Emergency Call - SIM has capability for eCall only subscriptions
	
	
	
	

	Emergency Call using eCall Modem with eCall and GSM subscription on SIM
	Verify that the eCall Modem is able to make Emergency Call - SIM has capability for eCall and GSM subscriptions
	
	
	
	

	Emergency Call using eCall Modem without SIM
	Verify that the eCall Modem is able to make Emergency Call without SIM
	
	
	
	

	eCall Inactivity State
	Verify that mobile station enters eCall inactivity state and leaves this state only when a specified event occurs
	
	
	
	

	eCall Service Category
	Verify that while making emergency call, eCall modem provides appropriate Service Category information to the network
	
	
	
	


4. History

	Date
	Revision
	Modification

	21.07.2009
	1.0
	Created.

	
	
	

	
	
	

	
	
	

	
	
	


ANNEX: Analysis of eCall Test Cases

1. Outline
The purpose of this work item is to introduce conformance testing for non-modem procedures of eCall sessions in the GERAN conformance test specifications.

2. References
[1] 3GPP TS 26.267: " eCall Data Transfer;In-band modem solution  (Release 8)"

[2] 3GPP TS 26.268: " eCall Data Transfer;In-band modem solution;  ANSI-C reference code  (Release 8)".
[3] 3GPP TS 26.269: " eCall Data Transfer;In-band modem solution; Conformance testing (Release 8)"
[4] 3GPP TS 24.008: " Mobile radio interface Layer 3 specification; Core network protocols; Stage 3 (Release 8)".
[5] 3GPP TS 22.101: " Service aspects; Service principles (Release 8)".
3. Summary

4. Requirements
	Spec
	Section
	Requirements / Comments

	3GPP TS 24.008
	4.2.2.9

4.2.3

4.4.7
	When in state MM IDLE and service state eCALL INACTIVE, the mobile station shall:

-
not perform periodic updating;

-
not perform IMSI detach;

-
reject any requests from CM entities for MM connections except for emergency calls and calls to an HPLMN designated non-emergency MSISDN for test and terminal reconfiguration services;

-
not perform normal location updating; and
-
not respond to paging.
for a eCall only mobile station, if timer T3242 or timer T3243 has expired and service state PLMN SEARCH is not required, the state is eCALL INACTIVE and the eCall inactivity procedure is performed as described in subclause 4.4.7;

eCall inactivity procedure .....




5. Proposed Test Scenarios
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