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************** First Modified Section ****************

3
Logical channels

3.1
General

This subclause describes the logical channels that are supported by the radio subsystem.
3.2
Traffic channels

3.2.1
General

Traffic channels (TCH's) are intended to carry either encoded speech or user data in circuit switched mode. Five general forms of traffic channel are defined:

i)
Full rate traffic channel (TCH/F). This channel carries information at a gross rate of 22,8 kbit/s.

ii)
Half rate traffic channel (TCH/H). This channel carries information at a gross rate of 11,4 kbit/s.

iii)
Enhanced circuit switched full rate traffic channel (E-TCH/F). This channel carries information at a gross rate of 69,6 kbit/s including the stealing symbols.

iv)
8-PSK full rate traffic channel (O-TCH/F). This channel carries information at a gross rate of 68,4 kbit/s.

v)
8-PSK half rate traffic channel (O-TCH/H). This channel carries information at a gross rate of 34,2 kbit/s.

Packet data traffic channels (PDTCH's) are intended to carry user data in packet switched mode. For the purpose of this EN, any reference to traffic channel does not apply to PDTCH unless explicitly stated.

All traffic channels are bi-directional unless otherwise stated. Unidirectional downlink full rate channels, TCH/FD, are defined as the downlink part of the corresponding TCH/F.

Multiple full rate channels can be assigned to the same MS. This is referred to as multislot configurations, which is defined in subclause 6.4.2.1.

Multiple packet data traffic channels can be assigned to the same MS or, in the case of point-to-multipoint transmission, a group of MSs. This is referred to as multislot packet configurations, as defined in subclause 6.4.2.2 and subclause 6.4.2.3a.

A combination of a half rate traffic channel and a half rate packet data traffic channel on the same basic physical channel can be assigned to the same MS as defined in subclause 6.4.2.3.

A combination of a traffic channel and one or more full rate packet data traffic channels can be assigned to the same MS.

A pair of speech traffic channels along with their associated control channels sharing the same timeslot number (see subclause 4.3), ARFCN (see subclause 6.2.3) and TDMA frame number (see subclause 4.3) is referred to as a VAMOS pair. The speech traffic channels along with their associated control channels in a VAMOS pair are said to be in VAMOS mode and are referred to as VAMOS subchannels.

In case of speech traffic channels in VAMOS mode, up to 4 speech traffic channels can be mapped on the same basic physical channel both in downlink and uplink (see subclause 6.4.1).
The specific traffic channels available in the categories of speech and user data are defined in the subclauses following.

3.2.2
Speech traffic channels

The following traffic channels are defined to carry encoded speech:

i) full rate traffic channel for speech (TCH/FS);

ii) half rate traffic channel for speech (TCH/HS);

iii) enhanced full rate traffic channel for speech (TCH/EFS);

iv) adaptive full rate traffic channel for speech (TCH/AFS);

v) adaptive half rate traffic channel for speech (TCH/AHS);

vi) adaptive full rate traffic channel for wideband speech (TCH/WFS);

vii) adaptive half rate 8PSK traffic channel for speech (O-TCH/AHS);

viii) adaptive full rate 8PSK traffic channel for wideband speech (O-TCH/WFS);

ix) adaptive half rate 8PSK traffic channel for wideband speech (O-TCH/WHS).
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5.2.2
Types of burst and burst timing

A timeslot is divided into 156,25 normal symbol periods or 187,5 reduced symbol periods (see 3GPP TS 45.010).

The modulating rate is assumed to be the normal symbol rate (see 3GPP TS 45.004) unless otherwise stated.

For GMSK modulation (see 3GPP TS 45.004) a symbol is equivalent to a bit. A particular bit period within a timeslot is referenced by a bit number (BN), with the first bit period being numbered 0, and the last (1/4) bit period being numbered 156.

For AQPSK modulation (see 3GPP TS 45.004) one symbol corresponds to a pair of bits mapped as described in 3GPP TS 45.004. Each bit in the bit pair belongs to a different VAMOS subchannel in the VAMOS pair. A particular bit period within a timeslot is referenced by a bit number (BN), with the first bit being numbered 0, and the last (1/2) bit being numbered 312. The bit pairs are mapped to the symbols as described in 3GPP TS 45.004. The AQPSK modulation is used only at the normal symbol rate and only in the downlink.

For 8PSK modulation (see 3GPP TS 45.004) one symbol corresponds to three bits. A particular bit period within a timeslot is referenced by a bit number (BN), with the first bit being numbered 0, and the last (3/4) bit being numbered 468. The bits are mapped to symbols in ascending order according to 3GPP TS 45.004.

For 16QAM modulation (see 3GPP TS 45.004) one symbol corresponds to four bits. A particular bit period within a timeslot is referenced by a bit number (BN), with the first bit being numbered 0, and the last bit being numbered 624. When the modulating rate is the higher symbol rate, the last bit is numbered 749. The bits are mapped to symbols in ascending order according to 3GPP TS 45.004.

For 32QAM modulation (see 3GPP TS 45.004) one symbol corresponds to five bits. A particular bit period within a timeslot is referenced by a bit number (BN), with the first bit being numbered 0, and the last (1/4) bit being numbered 781. When the modulating rate is the higher symbol rate, the last (1/2) bit is numbered 937. The bits are mapped to symbols in ascending order according to 3GPP TS 45.004.

For QPSK modulation (see 3GPP TS 45.004) one symbol corresponds to two bits. A particular bit period within a timeslot is referenced by a bit number (BN), with the first bit being numbered 0, and the last bit being numbered 374. The bits are mapped to symbols in ascending order according to 3GPPTS45.004. QPSK modulation is used only at the higher symbol rate.

In the subclauses following, the transmission timing of a burst within a timeslot is defined in terms of bit number. The bit with the lowest bit number is transmitted first.

Different types of burst exist in the system. One characteristic of a burst is its useful duration. This document, in the subclauses following, defines full bursts of 147  normal symbol periods useful duration, full bursts of 176 reduced symbol periods useful duration (see 3GPP TS 45.010), and a short burst of 87  normal symbol periods useful duration. The useful part of a burst is defined as beginning from half way through symbol number 0. The definition of the useful part of a burst needs to be considered in conjunction with the requirements placed on the phase and amplitude characteristics of a burst as specified in 3GPP TS 45.004 and 45.005.

The period between bursts appearing in successive timeslots is termed the guard period. Subclause 5.2.8 details constraints which relate to the guard period.

5.2.3
Normal burst (NB)

Normal burst for GMSK

	Bit Number (BN)
	Length of field
	Contents of field 
	Definition

	
	
	
	

	0  
	‑  2
	3
	tail bits
	(below)

	3  
	‑  60
	58
	encrypted bits (e0 . e57)
	45.003

	61  
	‑  86
	26
	training sequence bits
	(below)

	87  
	‑  144
	58
	encrypted bits (e58 . e115)
	45.003

	145  
	‑  147
	3
	tail bits
	(below)

	148  
	‑  156
	8,25
	guard period (bits)
	(subclause 5.2.8)


‑
where the "tail bits" are defined as modulating bits with states as follows:

(BN0, BN1, BN2) 
= (0, 0, 0)
and

(BN145, BN146, BN147)
= (0, 0, 0)

· where the "training sequence bits" are defined as modulating bits with states as given in one of the following TSC sets according to the training sequence code, TSC. The choice of the TSC set from which the training sequence bits are selected is described in 3GPP TS 44.018. For BCCH and CCCH, the TSC must be equal to the BCC, as defined in 3GPP TS 23.003 and shall be selected from the TSC Set 1. In networks supporting E-OTD Location services (see 3GPP TS 43.059), the use of normal bursts on BCCH frequencies with TSC from the TSC Set 2 might degrade E-OTD Location service performance.
Table 5.2.3a TSC Set 1
	Training
	Training sequence bits

	Sequence
	(BN61, BN62 .. BN86)

	Code (TSC)
	

	
	

	    0
	(0,0,1,0,0,1,0,1,1,1,0,0,0,0,1,0,0,0,1,0,0,1,0,1,1,1)

	    1
	(0,0,1,0,1,1,0,1,1,1,0,1,1,1,1,0,0,0,1,0,1,1,0,1,1,1)

	    2
	(0,1,0,0,0,0,1,1,1,0,1,1,1,0,1,0,0,1,0,0,0,0,1,1,1,0)

	    3
	(0,1,0,0,0,1,1,1,1,0,1,1,0,1,0,0,0,1,0,0,0,1,1,1,1,0)

	    4
	(0,0,0,1,1,0,1,0,1,1,1,0,0,1,0,0,0,0,0,1,1,0,1,0,1,1)

	    5
	(0,1,0,0,1,1,1,0,1,0,1,1,0,0,0,0,0,1,0,0,1,1,1,0,1,0)

	    6
	(1,0,1,0,0,1,1,1,1,1,0,1,1,0,0,0,1,0,1,0,0,1,1,1,1,1)

	    7
	(1,1,1,0,1,1,1,1,0,0,0,1,0,0,1,0,1,1,1,0,1,1,1,1,0,0)


Table 5.2.3b TSC Set 2
	Training
	Training sequence bits

	Sequence
	(BN61, BN62 .. BN86)

	Code (TSC)
	

	
	

	    0
	(0,1,1,0,0,0,1,0,0,0,1,0,0,1,0,0,1,1,1,1,0,1,0,1,1,1)

	    1
	(0,1,0,1,1,1,1,0,1,0,0,1,1,0,1,1,1,0,1,1,1,0,0,0,0,1)

	    2
	(0,1,0,0,0,0,0,1,0,1,1,0,0,0,1,1,1,0,1,1,1,0,1,1,0,0)

	    3
	(0,0,1,0,1,1,0,1,1,1,0,1,1,1,0,0,1,1,1,1,0,1,0,0,0,0)

	    4
	(0,1,1,1,0,1,0,0,1,1,1,1,0,1,0,0,1,1,1,0,1,1,1,1,1,0)

	    5
	(0,1,0,0,0,0,0,1,0,0,1,1,0,1,0,1,0,0,1,1,1,1,0,0,1,1)

	    6
	(0,0,0,1,0,0,0,0,1,1,0,1,0,0,0,0,1,1,0,1,1,1,0,1,0,1)

	    7
	(0,1,0,0,0,1,0,1,1,1,0,0,1,1,1,1,1,1,0,0,1,0,1,0,0,1)


NOTE: For COMPACT, for PDTCH/PACCH on primary and secondary carriers that are indicated in EXT_FREQUENCY_LIST by parameter INT_FREQUENCY and in INT_MEAS_CHAN_LIST (see subclauses 10.1.5 and 10.2.3.2.2 of 3GPP TS 45.008), the TSCs should be equal to the BCC, as defined in 3GPP TS 23.003 and as described in this technical specification in subclause 3.3.2, otherwise the accuracy of interference measurement reporting may be compromised.

· For CTS control channels, the TSC shall be defined by the 3 LSBs (BN3, BN2, BN1) of the FPBI (specified in 3GPP TS 23.003).
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Under certain circumstances only half the encrypted bits present in a normal burst will contain complete information. For downlink DTX operation on TCH‑FS and TCH‑HS, when a traffic frame (as defined in 3GPP TS 46.031) is scheduled for transmission and one of its adjacent traffic frames is not scheduled for transmission, the other half of the encrypted bits in the normal bursts associated with the scheduled traffic frame shall contain partial SID information from any associated SID frame, with the appropriate stealing flags BN60 or BN87 set to 0. In other cases the binary state of the remaining bits is not specified.
Normal burst for AQPSK (downlink only)
This burst format shall be used in downlink in VAMOS mode. A pair of Normal bursts for GMSK shall be interleaved together to form the Normal burst for AQPSK as follows (bits are grouped in symbols separated by ;):

(BN0, BN1; BN2, BN3; …. BN309, BN310; BN311, BN312) = 
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, where;

· if the training sequence bits in the 2 Normal bursts for GMSK forming the Normal burst for AQPSK are selected from different TSC Sets, 
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 are the bits numbered BN0, BN1, … BN156 in the Normal burst for GMSK for which the training sequence is selected from TSC Set 1 (see 3GPP TS 44.018) and 
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 are the bits numbered BN0, BN1, … BN156 in the Normal burst for GMSK for which the training sequence is selected from TSC Set 2 (see 3GPP TS 44.018). 
· if the training sequence bits in the 2 Normal bursts for GMSK forming the Normal burst for AQPSK are both selected from the TSC Set 1, 
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 are the bits numbered BN0, BN1, … BN156 in the Normal burst for GMSK with the lower numbered Training Sequence Code (see Table 5.2.3a) and 
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 are the bits numbered BN0, BN1, … BN156 in the Normal burst for GMSK with the higher numbered Training Sequence Code (see Table 5.2.3a).
Normal burst for 8PSK

	Bit Number (BN)
	Length of field 
(bits)
	Contents of field
	Definition

	0 – 8
	9 
	tail bits
	(below)

	9 – 182
	174 
	encrypted bits (e0 . e173)
	45.003

	183 – 260
	78 
	training sequence bits
	(below)

	261 – 434
	174 
	encrypted bits (e174 . e347)
	45.003

	435 – 443
	9 
	tail bits
	(below)

	444 - 468
	24.75 
	guard period
	subclause 5.2.8


‑
where the "tail bits" are defined as modulating bits with states as follows (bits are grouped in symbols separated by ;):

(BN0, BN1 .. BN8) 
= (1,1,1;1,1,1;1,1,1)
and

(BN435, BN436 .. BN443) 
= (1,1,1;1,1,1;1,1,1)

‑
where the "training sequence bits" are defined as modulating bits with states as given in the following table according to the training sequence code, TSC. For BCCH and CCCH, the TSC must be equal to the BCC, as defined in 3GPP TS 23.003. In networks supporting E-OTD Location services (see 3GPP TS 43.059), the TSC shall be equal to the BCC for all normal bursts on BCCH frequencies.

	Training
	Training sequence symbols

	Sequence
	(BN183, BN184 .. BN260)

	Code (TSC)
	

	
	

	    0
	(1,1,1;1,1,1;0,0,1;1,1,1;1,1,1;0,0,1;1,1,1;0,0,1;0,0,1;0,0,1;1,1,1;1,1,1;1,1,1;
1,1,1;0,0,1;1,1,1;1,1,1;1,1,1;0,0,1;1,1,1;1,1,1;0,0,1;1,1,1;0,0,1;0,0,1;0,0,1)

	    1
	(1,1,1;1,1,1;0,0,1;1,1,1;0,0,1;0,0,1;1,1,1;0,0,1;0,0,1;0,0,1;1,1,1;0,0,1;0,0,1;
0,0,1;0,0,1;1,1,1;1,1,1;1,1,1;0,0,1;1,1,1;0,0,1;0,0,1;1,1,1;0,0,1;0,0,1;0,0,1)

	    2
	(1,1,1;0,0,1;1,1,1;1,1,1;1,1,1;1,1,1;0,0,1;0,0,1;0,0,1;1,1,1;0,0,1;0,0,1;0,0,1;
1,1,1;0,0,1;1,1,1;1,1,1;0,0,1;1,1,1;1,1,1;1,1,1;1,1,1;0,0,1;0,0,1;0,0,1;1,1,1)

	    3
	(1,1,1;0,0,1;1,1,1;1,1,1;1,1,1;0,0,1;0,0,1;0,0,1;0,0,1;1,1,1;0,0,1;0,0,1;1,1,1;
0,0,1;1,1,1;1,1,1;1,1,1;0,0,1;1,1,1;1,1,1;1,1,1;0,0,1;0,0,1;0,0,1;0,0,1;1,1,1)

	    4
	(1,1,1;1,1,1;1,1,1;0,0,1;0,0,1;1,1,1;0,0,1;1,1,1;0,0,1;0,0,1;0,0,1;1,1,1;1,1,1;
0,0,1;1,1,1;1,1,1;1,1,1;1,1,1;1,1,1;0,0,1;0,0,1;1,1,1;0,0,1;1,1,1;0,0,1;0,0,1)

	    5
	(1,1,1;0,0,1;1,1,1;1,1,1;0,0,1;0,0,1;0,0,1;1,1,1;0,0,1;1,1,1;0,0,1;0,0,1;1,1,1;
1,1,1;1,1,1;1,1,1;1,1,1;0,0,1;1,1,1;1,1,1;0,0,1;0,0,1;0,0,1;1,1,1;0,0,1;1,1,1)

	    6
	(0,0,1;1,1,1;0,0,1;1,1,1;1,1,1;0,0,1;0,0,1;0,0,1;0,0,1;0,0,1;1,1,1;0,0,1;0,0,1;
1,1,1;1,1,1;1,1,1;0,0,1;1,1,1;0,0,1;1,1,1;1,1,1;0,0,1;0,0,1;0,0,1;0,0,1;0,0,1)

	    7
	(0,0,1;0,0,1;0,0,1;1,1,1;0,0,1;0,0,1;0,0,1;0,0,1;1,1,1;1,1,1;1,1,1;0,0,1;1,1,1;
1,1,1;0,0,1;1,1,1;0,0,1;0,0,1;0,0,1;1,1,1;0,0,1;0,0,1;0,0,1;0,0,1;1,1,1;1,1,1)


Normal burst for 16QAM

	Bit Number (BN)
	Length of field 
(bits)
	Contents of field
	Definition

	0 – 11
	12
	tail bits
	(below)

	12 – 243
	232
	encrypted bits (e0 . e231)
	45.003

	244 – 347
	104
	training sequence bits
	(below)

	348 – 579
	232
	encrypted bits (e232 . e463)
	45.003

	580 – 591
	12
	tail bits
	(below)

	592 - 624
	33 
	guard period
	subclause 5.2.8


‑
where the "tail bits" are defined as modulating bits with states as follows (bits are grouped in symbols separated by ;):

(BN0, BN1 .. BN11) 
= (0,0,0,1; 0,1,1,0; 0,1,1,0)
and

(BN580, BN581 .. BN591) 
= (0,0,0,1; 0,1,1,0; 0,1,1,0)

‑
where the "training sequence bits" are defined as modulating bits with states as given in the following table according to the training sequence code, TSC. For BCCH and CCCH, the TSC must be equal to the BCC, as defined in 3GPP TS 23.003. In networks supporting E-OTD Location services (see 3GPP TS 43.059), the use of 16QAM modulation on BCCH frequencies might degrade E-OTD Location service performance.

	Training
	Training sequence symbols

	Sequence
	(BN244, BN245 .. BN347)

	Code (TSC)
	

	
	

	    0
	(1,1,1,1;1,1,1,1;0,0,1,1;1,1,1,1;1,1,1,1;0,0,1,1;1,1,1,1;0,0,1,1;0,0,1,1;0,0,1,1;1,1,1,1;1,1,1,1;1,1,1,1;1,1,1,1;0,0,1,1;1,1,1,1;1,1,1,1;1,1,1,1;0,0,1,1;1,1,1,1;1,1,1,1;0,0,1,1;1,1,1,1;0,0,1,1;0,0,1,1;0,0,1,1)

	    1
	(1,1,1,1;1,1,1,1;0,0,1,1;1,1,1,1;0,0,1,1;0,0,1,1;1,1,1,1;0,0,1,1;0,0,1,1;0,0,1,1;1,1,1,1;0,0,1,1;0,0,1,1;0,0,1,1;0,0,1,1;1,1,1,1;1,1,1,1;1,1,1,1;0,0,1,1;1,1,1,1;0,0,1,1;0,0,1,1;1,1,1,1;0,0,1,1;0,0,1,1;0,0,1,1)

	    2
	(1,1,1,1;0,0,1,1;1,1,1,1;1,1,1,1;1,1,1,1;1,1,1,1;0,0,1,1;0,0,1,1;0,0,1,1;1,1,1,1;0,0,1,1;0,0,1,1;0,0,1,1;1,1,1,1;0,0,1,1;1,1,1,1;1,1,1,1;0,0,1,1;1,1,1,1;1,1,1,1;1,1,1,1;1,1,1,1;0,0,1,1;0,0,1,1;0,0,1,1;1,1,1,1)

	    3
	(1,1,1,1;0,0,1,1;1,1,1,1;1,1,1,1;1,1,1,1;0,0,1,1;0,0,1,1;0,0,1,1;0,0,1,1;1,1,1,1;0,0,1,1;0,0,1,1;1,1,1,1;0,0,1,1;1,1,1,1;1,1,1,1;1,1,1,1;0,0,1,1;1,1,1,1;1,1,1,1;1,1,1,1;0,0,1,1;0,0,1,1;0,0,1,1;0,0,1,1;1,1,1,1)

	    4
	(1,1,1,1;1,1,1,1;1,1,1,1;0,0,1,1;0,0,1,1;1,1,1,1;0,0,1,1;1,1,1,1;0,0,1,1;0,0,1,1;0,0,1,1;1,1,1,1;1,1,1,1;0,0,1,1;1,1,1,1;1,1,1,1;1,1,1,1;1,1,1,1;1,1,1,1;0,0,1,1;0,0,1,1;1,1,1,1;0,0,1,1;1,1,1,1;0,0,1,1;0,0,1,1)

	    5
	(1,1,1,1;0,0,1,1;1,1,1,1;1,1,1,1;0,0,1,1;0,0,1,1;0,0,1,1;1,1,1,1;0,0,1,1;1,1,1,1;0,0,1,1;0,0,1,1;1,1,1,1;1,1,1,1;1,1,1,1;1,1,1,1;1,1,1,1;0,0,1,1;1,1,1,1;1,1,1,1;0,0,1,1;0,0,1,1;0,0,1,1;1,1,1,1;0,0,1,1;1,1,1,1)

	    6
	(0,0,1,1;1,1,1,1;0,0,1,1;1,1,1,1;1,1,1,1;0,0,1,1;0,0,1,1;0,0,1,1;0,0,1,1;0,0,1,1;1,1,1,1;0,0,1,1;0,0,1,1;1,1,1,1;1,1,1,1;1,1,1,1;0,0,1,1;1,1,1,1;0,0,1,1;1,1,1,1;1,1,1,1;0,0,1,1;0,0,1,1;0,0,1,1;0,0,1,1;0,0,1,1)

	    7
	(0,0,1,1;0,0,1,1;0,0,1,1;1,1,1,1;0,0,1,1;0,0,1,1;0,0,1,1;0,0,1,1;1,1,1,1;1,1,1,1;1,1,1,1;0,0,1,1;1,1,1,1;1,1,1,1;0,0,1,1;1,1,1,1;0,0,1,1;0,0,1,1;0,0,1,1;1,1,1,1;0,0,1,1;0,0,1,1;0,0,1,1;0,0,1,1;1,1,1,1;1,1,1,1)


Normal burst for 32QAM

	Bit Number (BN)
	Length of field 
(bits)
	Contents of field
	Definition

	0 – 14
	15
	tail bits
	(below)

	15 – 304
	290
	encrypted bits (e0 . e289)
	45.003

	305 – 434
	130
	training sequence bits
	(below)

	435 – 724
	290
	encrypted bits (e290 . e579)
	45.003

	725 – 739
	15
	tail bits
	(below)

	740 - 781
	41.25
	guard period
	Subclause 5.2.8


‑
where the "tail bits" are defined as modulating bits with states as follows (bits are grouped in symbols separated by ;):

(BN0, BN1 .. BN14) 
= (1,1,1,1,0; 0,1,1,1,0; 0,1,1,1,0)
and

(BN725, BN726 .. BN739) 
= (1,1,1,1,0; 0,1,1,1,0; 0,1,1,1,0)

‑
where the "training sequence bits" are defined as modulating bits with states as given in the following table according to the training sequence code, TSC. For BCCH and CCCH, the TSC must be equal to the BCC, as defined in 3GPP TS 23.003. In networks supporting E-OTD Location services (see 3GPP TS 43.059), the use of 32QAM modulation on BCCH frequencies might degrade E-OTD Location service performance.

	Training
	Training sequence symbols

	Sequence
	(BN305, BN306 .. BN434)

	Code (TSC)
	

	
	

	    0
	(0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0)

	    1
	(0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0)

	    2
	(0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0)

	    3
	(0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0)

	    4
	(0,0,0,0,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0;0,0,0,0,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0)

	    5
	(0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0;0,0,0,0,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0)

	    6
	(1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0)

	    7
	(1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;1,0,0,1,0;0,0,0,0,0;0,0,0,0,0)


************** Next Modified Section ****************

6
Mapping of logical channels onto physical channels

6.1
General

The detailed mapping of logical channels onto physical channels is defined in the following sections. Subclause 6.2 defines the mapping from TDMA frame number (FN) to radio frequency channel (RFCH). Subclause 6.3 defines the mapping of the physical channel onto TDMA frame number. Subclause 6.4 lists the permitted channel combinations and subclause 6.5 defines the operation of channels and channel combinations.

In case of VAMOS subchannels, the mapping of the logical channels onto the physical channels in uplink and downlink is done as defined for the corresponding TCH channels in subclauses 6.2 and 6.3. In downlink if 2 VAMOS subchannels have bursts scheduled for transmission on a given timeslot in a given TDMA frame and on a given ARFCN, then the bits from the 2 VAMOS subchannels are mapped on to AQPSK symbols (see subclause 5.2.3).
************** Next Modified Section ****************

6.4
Permitted channel combinations

6.4.1
Permitted channel combinations onto a basic physical channel

The following are the permitted ways, as defined by 3GPP TS 44.003, in which channels can be combined onto basic physical channels for one or several MSs.

The following definitions are used in the list of combinations below. 

	Combination designation
	Channel combination

	SUB_TA
	TCH/H + FACCH/H + SACCH/TH

	SUB_T
	TCH/H

	SUB_PA
	PDTCH/H + PACCH/H

	SUB_TE
	TCH/H + FACCH/H + SACCH/TPH + EPCCH/H

	SUB_OTA
	O-TCH/H + O-FACCH/H + SACCH/TH

	SUB_OT
	O-TCH/H

	SUB_OTE
	O-TCH/H + O-FACCH/H + SACCH/TPH + EPCCH/H


Numbers appearing in parenthesis after channel designations indicate sub‑channel numbers. (0..n) shall be interpreted as subchannel 0, 1,…,n-1 and n. Channels and sub‑channels need not necessarily be assigned.

i) TCH/F + FACCH/F + SACCH/TF

ii) O-TCH/F + O-FACCH/F + SACCH/TF

iii) FCCH + SCH + BCCH + CCCH

iv) FCCH + SCH + BCCH + CCCH + SDCCH/4(0..3) + SACCH/C4(0..3)

v) BCCH + CCCH

vi) SDCCH/8(0 .7) + SACCH/C8(0 . 7)

vii) TCH/F + FACCH/F + SACCH/M

viii) TCH/F + SACCH/M

ix) TCH/FD + SACCH/MD

x) PBCCH + PCCCH + PDTCH/F + PACCH/F + PTCCH/F

xi) PCCCH + PDTCH/F + PACCH/F + PTCCH/F

xii) PDTCH/F + PACCH/F + PTCCH/F

xiii) CTSBCH + CTSPCH + CTSARCH + CTSAGCH

xiv) CTSPCH + CTSARCH + CTSAGCH

xv) CTSBCH

xvi) CTSBCH + TCH/F + FACCH/F + SACCH/CTS

xvii) E-TCH/F + E-IACCH/F + E-FACCH/F + SACCH/TF

xviii) E-TCH/F + E-IACCH/F + E-FACCH/F + SACCH/M

xix) E-TCH/F + E-IACCH/F + SACCH/M

xx) E-TCH/FD + E-IACCH/F + SACCH/MD

xxi) CFCCH + CSCH + CPBCCH + CPCCCH + PDTCH/F + PACCH/F + PTCCH/F

xxii) CPCCCH + PDTCH/F + PACCH/F + PTCCH/F

xxiii) O-TCH/F + O-FACCH/F + SACCH/TPF + EPCCH/F

xxiv) TCH/F + FACCH/F + SACCH/TPF + EPCCH/F

xxv) TCH/F + FACCH/F + SACCH/MP + EPCCH/M

xxvi) TCH/F + SACCH/MP + EPCCH/M

xxvii) TCH/FD + SACCH/MPD + EPCCH/MD

xxix)
PDTCH/F + PACCH/F + SACCH/TF

xxx)
PDTCH/F + PACCH/F + SACCH/TPF + EPCCH/F

xxxi)
PDTCH/F + PACCH/F + SACCH/M

xxxii)
PDTCH/FD + PACCH/FD + SACCH/MD

xxxiii)
PDTCH + PACCH/F + SACCH/M + EPCCH/M

xxxiv)
PDTCH + PACCH/F + SACCH/M + EPCCH/MD

xxxv)
PRACH + PDTCH/U + PACCH/U + PTCCH/U + MPRACH

xxxvi)
PDTCH/U + PACCH/U + PTCCH/U + MPRACH

The following combinations of half rate channels are allowed on a basic physical channel for a single mobile, where the second half rate channel need not be assigned:

a1)
SUB_TA + SUB_T
(Lm + Lm configuration)

a2)
SUB_TA + SUB_OT
(Lm + Lm configuration)

a3)
SUB_TA + SUB_PA
(DTM single slot)

a4)
SUB_TE + SUB_T
(Lm + Lm configuration)

a5)
SUB_TE + SUB_OT
(Lm + Lm configuration)

a6)
SUB_TE + SUB_PA
(DTM single slot)

a7)
SUB_OTA + SUB_OT
(Lm + Lm configuration)

a8)
SUB_OTA + SUB_T
(Lm + Lm configuration)

a9)
SUB_OTA + SUB_PA
(DTM single slot)

a10)
SUB_OTE + SUB_OT
(Lm + Lm configuration)

a11)
SUB_OTE + SUB_T
(Lm + Lm configuration)

a12)
SUB_OTE + SUB_PA
(DTM single slot)

The following combinations of half rate channels are allowed on a basic physical channel for two mobiles:

b1)
SUB_TA + SUB_TA

b2)
SUB_TA + SUB_TE

b3)
SUB_TA + SUB_OTA

b4)
SUB_TA + SUB_OTE

b5)
SUB_TE + SUB_TE

b6)
SUB_TE + SUB_OTA

b7)
SUB_TE + SUB_OTE

b8)
SUB_OTA + SUB_OTA

b9)
SUB_OTA + SUB_OTE

b10)
SUB_OTE + SUB_OTE
The following combinations of full rate channels are allowed on a basic physical channel capable of VAMOS for two mobiles in VAMOS mode (where the 2 full rate channels constitute a VAMOS pair):

c11)
i) + i)
c12)
i) + xxv)
c13)
xxv) + xxv)
The following combinations of full rate and half rate channels are allowed on a basic physical channel capable of VAMOS for three mobiles in VAMOS mode (where the half rate channel on sub-channel number 0 and the full rate channel constitute one VAMOS pair whilst the half rate channel on sub-channel number 1 and the full rate channel constitute a different VAMOS pair on the same basic physical channel capable of VAMOS)
d1)
SUB_TA + SUB_TA + i)
d2)
SUB_TA + SUB_TA + xxv)
d3)
SUB_TA + SUB_TE + i)
d4)
SUB_TA + SUB_TE + xxv)
d5)
SUB_TE + SUB_TE + i)

d6)
SUB_TE + SUB_TE + xxv)

The following combinations of half rate channels are allowed on a basic physical channel capable of VAMOS for 3 mobiles of which 2 are in VAMOS mode (where the pair of half rate channels sharing the same sub-channel number constitutes the VAMOS pair whilst the other half rate channel is not in VAMOS mode)
e1)
SUB_TA + SUB_TA + SUB_TA
e2)
SUB_TA + SUB_TA + SUB_TE
e3)
SUB_TE + SUB_TE + SUB_TA
e4)
SUB_TE + SUB_TE + SUB_TE
The following combinations of half rate channels are allowed on a basic physical channel capable of VAMOS for four mobiles in VAMOS mode (where the pair of half rate channels on the sub-channel number 0 constitutes one VAMOS pair and the other pair of half rate channels on the sub-channel number 1 constitutes the other VAMOS pair):

f1)
SUB_TA + SUB_TA + SUB_TA + SUB_TA

f2)
SUB_TA + SUB_TA + SUB_TA + SUB_TE

f3)
SUB_TA + SUB_TA + SUB_TE + SUB_TE

f4)
SUB_TA + SUB_TE + SUB_TE + SUB_TE

f5)
SUB_TE + SUB_TE + SUB_TE + SUB_TE
NOTE 0: 
CCCH = PCH+ RACH + AGCH + NCH.

PCCCH = PPCH+PRACH+PAGCH


CPCCCH = CPPCH + CPRACH + CPAGCH

NOTE 1:
Where the SMSCB is supported, the CBCH replaces SDCCH number 2 in cases v) and vii) above.

NOTE 2:
A combined CCCH/SDCCH allocation (case v) above) may only be used when no other CCCH channel is allocated.

NOTE 3:
Combinations viii), ix), x), xix), xx), xxi), xxix), xxx), xxxi) and xxxii) are used without EPC in multislot configurations as defined in subclause 6.4.2.

NOTE 4:
Combinations xiv), xv), xvi) and xvii) shall be used in CTS; combinations xiv), xvi) and xvii) shall be mutually exclusive; combinations xiv) and xv) shall also be mutually exclusive.

NOTE 5:
Combinations xxii) and xxiii) shall be used for COMPACT on serving time groups.

NOTE 6:
Combinations i), ii), xiii), xxv), xxiv) or any of a1) to a12) shall be used for single timeslot operation in DTM.

NOTE 7:
A unidirectional TCH combination i), viii), ix) or x) may be combined with the corresponding E-TCH combination xviii), xix), xx) or xxi) respectively in the other direction.

NOTE 8:
Combinations xxvi), xxvii), xxviii) , xxxii), xxxiii) and xxxiv) are used with EPC in multislot configurations as defined in subclause 6.4.2.

NOTE 9:
The basic physical channel onto which channels can be combined according to combinations i), ii), viii), ix), x), xviii), xix), xx), xxi), xxiv), xxv), xxvi), xxvii), xxviii), xxix), xxx), xxxi), xxxii), xxxiii) and xxxiv) is referred to as dedicated basic physical subchannel full rate (DBPSCH/F) in Iu mode.

NOTE 10:
The basic physical channel onto which channels can be combined according to combinations xi), xii) and xiii) is referred to as shared basic physical subchannel full rate (SBPSCH/F) in Iu mode.

NOTE 11:
The part of the basic physical channel onto which channels can be combined according to combinations SUB_TA, SUB_T, SUB_PA, SUB_TE, SUB_OTA, SUB_OT, SUB_OTE is referred to as dedicated basic physical subchannel half rate (DBPSCH/H) in Iu mode.

NOTE 12:
The part of the basic physical channel onto which channels can be combined according to combination SUB_PA is referred to as shared basic physical subchannel half rate (SBPSCH/H) in Iu mode.

NOTE 13:
The parts of the basic physical channel onto which SDCCH and SACCH can be combined according to combination v) are referred to as dedicated basic physical subchannels for SDCCH/4 and SACCH/C4 (DBPSCH/S4) in Iu mode.

NOTE 14:
The parts of the basic physical channel onto which SDCCH and SACCH can be combined according to combination vii) are referred to as dedicated basic physical subchannels for SDCCH/8 and SACCH/C8 (DBPSCH/S8) in Iu mode.

NOTE 15:
Combinations xxxv) and xxxvi) are used only for MBMS.

NOTE 16: In RTTI configuration only combination xiii) shall be used.
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