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3.4.1.2.1
Parameters for Measurements and Reporting

Parameters from the Measurement Information, SI2quater or PSI3quater messages allow an MS to build lists which are used for Measurement reporting, Enhanced Measurement reporting and for CCN mode settings.

A full set/all instances of MEASUREMENT INFORMATION (respectively: SI2quater) messages is defined by a number of different instances indicated by the parameter MI_COUNT (respectively SI2quater_COUNT). Two different instances of MEASUREMENT INFORMATION (respectively: SI2quater) messages are two MEASUREMENT INFORMATION (respectively: SI2quater) messages with different MI_INDEX (respectively: SI2quater_INDEX) parameter values.

In the SI2quater message, the parameters with identical names in the GPRS specific structures (i.e. structures with the prefix GPRS) and in the non-GPRS specific structures (i.e. structures without the prefix GPRS) can have different values. For Measurement reporting and Enhanced Measurement reporting the MS shall ignore the parameters in the GPRS specific structures unless otherwise specified (e.g. sub-clause 3.4.1.2.1.2 and sub-clause 3.4.1.2.1.4). If the SI2quater message is not broadcast or all instances are not yet received or non-GPRS specific parameters in the SI2quater message are omitted, the MS in idle mode or dedicated mode or group transmit mode shall assume the default values defined in 3GPP TS 45.008.

The parameters for Measurements and Reporting received in a MEASUREMENT INFORMATION message shall override the old values.

Upon leaving dedicated mode or group transmit mode and entering idle mode, the MS shall delete the parameters received in all instances of the MEASUREMENT INFORMATION message and read the parameters from the SI2quater message or use the parameters which were stored before entering the dedicated mode if they are still valid or assume the default values if the SI2quater message is not broadcast or non-GPRS specific parameters are omitted.

When fast acquisition of system information is not being used in the cell, the following procedures shall apply. The conditions for applying the fast acquisition of system information procedure are described in sub-clause 3.4.1.2.1.11. In Idle mode a multi-RAT MS supporting UTRAN camping on BCCH shall read and decode a full set of SI2quater messages to form a 3G Neighbour Cell list (each instance can be used as received). When the 3G_BA_IND parameter is changed in idle mode, the MS shall re-read all instances and rebuild the 3G Neighbour Cell list. A multi-RAT MS supporting UTRAN camping on PBCCH shall construct the 3G Neighbour Cell list from PSI3quater messages, see 3GPP TS 44.060. This list (either from SI2quater or from PSI3quater) shall then be used for reporting when the MS enters dedicated mode, until the MS has received a given number of instances of MEASUREMENT INFORMATION messages that contain 3G Neighbour Cell Description. This number of instances is defined by the 3G-WAIT parameter. When the 3G_BA_IND parameter is changed when on SACCH, the MS shall also re-read all instances, rebuild the 3G Neighbour Cell list, and use the new list for reporting based on the parameter 3G-Wait.

When the fast acquisition of system information procedure is being used in the cell, the procedure defined in sub-clause 3.4.1.2.1.11 shall be used.

For the GSM neighbour cell list the MS shall combine the BA (list) received in SI5/SI5bis/SI5ter with the BSIC list received in one or more instances, in ascending order of MI_INDEX, of the MEASUREMENT INFORMATION message with the same BA_IND value as the BA (list). When the BA_IND is changed the MS shall rebuild the combined list (the BSIC list shall also be rebuilt). The GSM neighbour cell list is also defined by the combination of the BA (list) received in SI2/SI2bis/SI2ter and the BSIC list received in one or more instances, in ascending order of SI2quater_INDEX, of the SI2quater message. When the BA_IND is changed the MS shall rebuild the combined list (the BSIC list shall also be rebuilt).

The MS shall combine the BA (list) received in SI5/SI5bis/SI5ter (respectively SI2/SI2bis/SI2ter) messages with the Real Time Differences parameters received in the MEASUREMENT INFORMATION (respectively SI2quater) message with the same BA_IND value as the BA (list). When the BA_IND is changed the MS shall re-read the Real Time Differences parameters in all instances.

The MS shall combine the Neighbour Cell list derived from SI5/SI5bis/SI5ter/MEASUREMENT INFORMATION messages (respectively SI2/SI2bis/SI2ter/SI2quater) with the REP_PRIORITY parameters received in the MEASUREMENT INFORMATION (respectively SI2quater) message with the same BA_IND and 3G_BA_IND values respectively as the Neighbour Cell list. When the BA_IND or 3G_BA_IND are changed the MS shall re-read the REP_PRIORITY parameters in all instances.

The MS shall combine the GSM Neighbour Cell list with the CCN_SUPPORTED parameters received in the SI2quater messages with the same BA_IND value as the GSM Neighbour Cell list. When the BA_IND is changed the MS shall re-read the CCN_SUPPORTED parameters in all instances.

If the MP_CHANGE_MARK parameter is changed, the MS shall re-read the Real Time differences, REP_PRIORITY, CCN_SUPPORTED, Measurement Parameters, 3G Measurement Parameters, Serving Cell Priority Parameters Description (SI2quater message only), 3G Priority Parameters Description (SI2quater message only) and 3G Measurement Control Parameters (MEASUREMENT INFORMATION message only) in all instances. The MS shall start using the parameters as soon as they have been received. In the case that not all the parameters have been received in a full set of instances, then the default values shall be used.
If the 3G_BA_IND parameter is changed the MS shall also re-read the E-UTRAN Measurement Parameters Description. The MS shall start using the parameters as soon as they have been received. In the case that not all the parameters have been received in a full set of instances, then the default values shall be used.
When attempting to decode a full set of SI2quater (respectively MEASUREMENT INFORMATION) messages, if none of the BA_IND, 3G_BA_IND (for a Multi-RAT MS supporting UTRAN or E-UTRAN), and MP_CHANGE_MARK values obtained from the first received SI2quater (respectively MEASUREMENT INFORMATION) message has changed since the previous acquisition then the mobile station can consider the parameters from SI2quater (respectively MEASUREMENT INFORMATION) as unchanged and should not decode the other SI2quater messages (respectively MEASUREMENT INFORMATION) of the set.
@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@

END OF FIRST CHANGE
START OF SECOND CHANGE

@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@

3.4.1.2.1.1a
Deriving the E-UTRAN Neighbour Cell list from the Repeated E-UTRAN Neighbour Cell information sent on BCCH or on SACCH
This applies only to a multi-RAT MS supporting E-UTRAN. One or more instances of the Measurement Information message or SI2quater message may provide E-UTRAN Neighbour Cell Description information in one or more instances of the Repeated E-UTRAN Neighbour Cells IE. This is used to build the E-UTRAN Neighbour Cell list. The E-UTRAN Neighbour Cell list may contain up to 8 E-UTRAN frequencies. For each E-UTRAN frequency, zero or more E-UTRAN neighbour cells may be specified that are not allowed for cell reselection. The list of not allowed cells is defined in the Not Allowed Cells IEs.

Each EARFCN in each instance of the Repeated E-UTRAN Neighbour Cells IE is added to the E-UTRAN Neighbour Cell list in the order in which they appear in the IE. Different instances of the Repeated E-UTRAN Neighbour Cells IE shall be evaluated in ascending order of the SI2quater_INDEX (respectively MI_INDEX) of the SI2quater (respectively MEASUREMENT INFORMATION) message that they are received in.
@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@

END OF SECOND CHANGE

START OF THIRD CHANGE

@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@

9.1.54
MEASUREMENT INFORMATION

This message is sent on the SACCH by the network to the mobile station. If not all information fits into one message, the remaining information will be sent in other instances of this message. This message may contain a combination of information for e.g. 3G Neighbour Cell Description, E-UTRAN Measurement Parameters, 3G Measurement Control Parameters, Real Time Differences, BSICs, Report priority, Measurement parameters or 3G Measurement parameters.

Message type:
MEASUREMENT INFORMATION

Significance:
dual

Direction:
network to mobile station

	<Measurement information> ::=


< RR short PD : bit >



-- See 3GPP TS 24.007


< Message type : bit (5) >


-- See 10.4

< Short layer 2 header : bit (2) >
-- See 3GPP TS 44.006

< BA_IND : bit >


< 3G_BA_IND : bit >


< MP_CHANGE_MARK : bit >


< MI_INDEX : bit (4) >


< MI_COUNT : bit (4) >


< PWRC : bit >


< REPORT_TYPE : bit >


< REPORTING_RATE : bit >


< INVALID_BSIC_REPORTING : bit >


{ 0 | 1
< Real Time Difference Description : < Real Time Difference Description struct >> }


{ 0 | 1
< BSIC Description : < BSIC Description struct >> }


{ 0 | 1
< REPORT PRIORITY Description : < REPORT PRIORITY Description struct >> }


{ 0 | 1
< MEASUREMENT Parameters Description : < MEASUREMENT Parameters Description struct >> }


{ 0 | 1
< extension length : bit (8) >




< spare bit (val(extension length)+1) > } 

-- used for future extensions of the 2G parameters

{ 0 | 1
< 3G Neighbour Cell Description : < 3G Neighbour Cell Description struct >> }


{ 0 | 1
< 3G MEASUREMENT Parameters Description : < 3G MEASUREMENT Parameters Description struct >> }


{
null | L

-- Receiver compatible with earlier release



| H



-- Additions in Rel-5:




{ 0 | 1
< 3G ADDITIONAL MEASUREMENT Parameters Description 2 : 






< 3G ADDITIONAL MEASUREMENT Parameters Description 2 struct >> }




{
null | L

-- Receiver compatible with earlier release





| H


-- Additions in Rel-7:






( 0 | 1
< 700_REPORTING_OFFSET : bit (3) >








< 700_REPORTING_THRESHOLD : bit (3) > }






{ 0 | 1
< 810_REPORTING_OFFSET : bit (3) > 







< 810_REPORTING_THRESHOLD : bit (3) > } 






{ 
null | L 

-- Receiver compatible with earlier release







| H 



-- Additions in Rel-8








{ 0 | 1
< 3G Measurement Control Parameters Description :










< 3G Measurement Control Parameters Description struct >> }








{ 0 | 1
< E-UTRAN Measurement Parameters Description :










< E-UTRAN Measurement Parameters Description struct >> }






}




} 


} 


< spare padding > ;



	< 3G Neighbour Cell Description struct > ::=


( 0 | 1 < 3G_Wait : bit (3) > }


( 0 | 1 < Index_Start_3G : bit (7) > }


( 0 | 1 < Absolute_Index_Start_EMR : bit (7) > }


{ 0 | 1 < UTRAN FDD Description : < UTRAN FDD Description struct >> }


{ 0 | 1 < UTRAN TDD Description : < UTRAN TDD Description struct >> }


{ 0 | 1 < CDMA2000 Description : < CDMA2000 Description struct >> } ;



	< UTRAN FDD Description struct > ::=


{ 0 | 1 < Bandwidth_FDD : bit (3) > }


{ 1 < Repeated UTRAN FDD Neighbour Cells : < Repeated UTRAN FDD Neighbour Cells struct >> } ** 0 ;



	< Repeated UTRAN FDD Neighbour Cells struct > ::=

0 < FDD-ARFCN : bit (14) >

-- The value ‘1’ was used in an earlier version of 










-- the protocol and shall not be used.

< FDD_Indic0 : bit >

< NR_OF_FDD_CELLS : bit (5) >

< FDD_CELL_INFORMATION Field : bit(p(NR_OF_FDD_CELLS)) > ; -- p(x) defined in table 9.1.54.1.



	< UTRAN TDD Description struct > ::=

{ 0 | 1 < Bandwidth_TDD : bit (3) > }

{ 1 < Repeated UTRAN TDD Neighbour Cells : Repeated UTRAN TDD Neighbour Cells struct > } ** 0 ;



	< Repeated UTRAN TDD Neighbour Cells struct > ::=

0 < TDD-ARFCN : bit (14) >

-- The value ‘1’ was used in an earlier version of 










-- the protocol and shall not be used.

< TDD_Indic0 : bit >

< NR_OF_TDD_CELLS : bit (5) >

< TDD_CELL_INFORMATION Field : bit(q(NR_OF_TDD_CELLS) > ; -- q(x) defined in table 9.1.54.1.



	< CDMA 2000 Description struct > ::=


< cdma2000 frequency band : bit(5)>


< cdma2000 frequency : bit(11)>


< number_cdma2000_cells : bit (5) >


{ < Pilot PN offset : bit (9) >




-- this information is enough for 1X Common Pilot



{ 0 | 1
{
000
{
< TD_MODE : bit (2) > < TD_POWER_LEVEL : bit (3) >}









-- additional information for 1X Common Pilot with Transmit Diversity






| 001
{
< QOF : bit (2) > < WALSH_LEN_A : bit (3) >









< AUX_PILOT_WALSH : bit(val(WALSH_LEN_A)+6) >}









-- additional information for 1X Auxiliary Pilot






| 010
{
< QOF : bit (2) > < WALSH_LEN_B : bit (3) >









< AUX_TD_WALSH : bit (val(WALSH_LEN_B)+6) >









< AUX_TD_POWER_LEVEL : bit (2) > <TD_MODE : bit (2) >}









-- additional information for 1X Auxiliary Pilot with Transmit Diversity






| 011
{
< SR3_PRIM_PILOT : bit (2) > < SR3_PILOT_POWER1 : bit (3) >









< SR3_PILOT_POWER2 : bit(3)>}









-- additional information for 3X Common Pilot






| 110
{
< SR3_PRIM_PILOT : bit (2) > < SR3_PILOT_POWER1 : bit (3) >









< SR3_PILOT_POWER2 : bit (3) > < QOF : bit (2) >









< WALSH_LEN_C : bit (3) >









< AUX_WALSH_LEN : bit(val(WALSH_LEN_C)+6) >









{ 0 | 1
< QOF1 : bit (2) > < WALSH_LENGTH1 : bit (3) >











< AUX_PILOT_WALSH1 : bit(val(WALSH_LENGTH1)+6) > }









{ 0 | 1
< QOF2 : bit (2) > < WALSH_LENGTH2 : bit (3) >











< AUX_PILOT_WALSH2 : bit(val(WALSH_LENGTH2)+6)> } 








}









-- additional information for 3X Auxiliary Pilot





}



}


} * val(number_cdma2000_cells) ;



	< Real Time Difference Description struct > ::=


{ 0 | 1
{ 0 | 1
< BA_Index_Start_RTD : bit (5) > }

--default value=0



< RTD Struct : < RTD6 Struct >>



{ 0 < RTD Struct : < RTD6 Struct >> } **1 }


-- '0' indicates to increment by 1


















-- the index of the frequency in the BA (list)


{ 0 | 1
{ 0 | 1
< BA_Index_Start_RTD : bit (5) > }

--default value=0



< RTD Struct : < RTD12 Struct >>



{ 0 < RTD Struct : < RTD12 Struct >> } **1 };


-- '0' indicates to increment by 1


















-- the index of the frequency in the BA (list)



	< RTD6 Struct > ::=


{ 0 < RTD : bit (6) > } ** 1;

-- Repeat until '1' ; '1' means last RTD for this frequency



	< RTD12 Struct > ::=


{ 0 < RTD : bit (12) > } ** 1;

-- Repeat until '1' ; '1' means last RTD for this frequency



	< BSIC Description struct > ::=


{ 0 | 1 < BA_Index_Start_BSIC : bit (5) > }



-- default value=0


< BSIC : bit (6) >


< Number_Remaining_BSIC: bit (7) >


{
< Frequency_Scrolling : bit >






-- 0 means same frequency



< BSIC : bit (6) > 


} * (val(Number_Remaining_BSIC)) ;



	< REPORT PRIORITY Description struct > ::=


< Number_Cells : bit (7) >


{ REP_PRIORITY : bit } * (val(Number_Cells)) ;


	< MEASUREMENT PARAMETERS Description struct > ::=


( 0 | 1
< MULTIBAND_REPORTING: bit (2) > }


( 0 | 1
< SERVING_BAND_REPORTING: bit (2) > }


< SCALE_ORD : bit (2) >


( 0 | 1
< 900_REPORTING_OFFSET : bit (3) >




< 900_REPORTING_THRESHOLD : bit (3) > }


( 0 | 1
< 1800_REPORTING_OFFSET : bit (3) >




< 1800_REPORTING_THRESHOLD : bit (3) > }


( 0 | 1
< 400_REPORTING_OFFSET : bit (3) >




< 400_REPORTING_THRESHOLD : bit (3) > }


( 0 | 1
< 1900_REPORTING_OFFSET : bit (3) >




< 1900_REPORTING_THRESHOLD : bit (3) > }


( 0 | 1
< 850_REPORTING_OFFSET : bit (3) >




< 850_REPORTING_THRESHOLD : bit (3) > } ;



	< 3G MEASUREMENT PARAMETERS Description struct > ::=


< Qsearch_C : bit (4) >


< 3G_SEARCH_PRIO: bit (1) >


< FDD_REP_QUANT : bit (1) >













-- FDD Parameters


( 0 | 1
< FDD_MULTIRAT_REPORTING : bit (2) > }


{ 0 | 1
< FDD_REPORTING_OFFSET : bit (3) >




< FDD_REPORTING_THRESHOLD : bit (3) > }


( 0 | 1
< TDD_MULTIRAT_REPORTING : bit (2) > }







-- TDD Parameters


{ 0 | 1
< TDD_REPORTING_OFFSET : bit (3) >




< TDD_REPORTING_THRESHOLD : bit (3) > }


( 0 | 1
< CDMA2000_MULTIRAT_REPORTING : bit (2) > }





-- CDMA2000 Parameters


( 0 | 1
< CDMA2000_REPORTING_OFFSET : bit (3) >




< CDMA2000_REPORTING_THRESHOLD : bit (3) > } ;



	< 3G ADDITIONAL MEASUREMENT Parameters Description 2 struct > ::=


{ 0 | 1 < FDD_REPORTING_THRESHOLD_2 : bit (6) > } ;



	< 3G Measurement Control Parameters Description struct > ::= 


< UTRAN_Start : bit >

< UTRAN_Stop : bit >


{ 0 | 1
< DEFAULT_Measurement_Control_UTRAN : bit(1) > }


{ 1 < Repeated UTRAN Measurement Control Parameters : < Repeated UTRAN Measurement Control Parameters struct >> } ** 0 ;



	< Repeated UTRAN Measurement Control Parameters struct > ::=

{ 1 < UTRAN Frequency Index : bit(5) > } ** 0


< Measurement_Control_UTRAN : bit(1) > ;



	< E-UTRAN Measurement Parameters Description struct > ::=


< E-UTRAN_BA_IND : bit >


< Qsearch_C_E-UTRAN : bit(4) >


< E-UTRAN_Start : bit >

< E-UTRAN_Stop : bit >


< E-UTRAN_REP_QUANT : bit >


{ 0 | 1
< E-UTRAN_MULTIRAT_REPORTING : bit(2) > }


{ 0

{ 0 | 1
< E-UTRAN_FDD_REPORTING_THRESHOLD : bit(3) > 



-- FDD 6 bit reporting






{ 0 | 1
< E-UTRAN_FDD_REPORTING_THRESHOLD_2 : bit(6) > } }




{ 0 | 1
< E-UTRAN_TDD_REPORTING_THRESHOLD : bit(3) > 



-- TDD 6 bit reporting






{ 0 | 1
< E-UTRAN_TDD_REPORTING_THRESHOLD_2 : bit(6) > } }


| 1

{ 0 | 1
< E-UTRAN_FDD_MEASUREMENT_REPORT_OFFSET: bit(6) >

-- FDD 3 bit reporting






{ 0 | 1
< E-UTRAN_FDD_REPORTING_THRESHOLD_2 : bit(6) > } }




{ 0 | 1
< E-UTRAN_TDD_MEASUREMENT_REPORT_OFFSET: bit(6) >

-- TDD 3 bit reporting






{ 0 | 1
< E-UTRAN_TDD_REPORTING_THRESHOLD_2 : bit(6) > } }




< REPORTING_GRANULARITY : bit(1) > }


{ 1 < Repeated E-UTRAN Neighbour Cells : < Repeated E-UTRAN Neighbour Cells struct >> } ** 0 ;



	< Repeated E-UTRAN Neighbour Cells struct > ::=

{ 1 < EARFCN : bit (16) >



< Measurement_Control_E-UTRAN : bit (1)



{ 0 | 1 < Measurement Bandwidth : bit (3) > } } ** 0


{ 0 | 1 < NOT ALLOWED CELLS : < Not Allowed Cells struct >> } ;



	< Not Allowed Cells struct > ::=


{ 1 < PCID : bit (9) > } ** 0   -- explicit PCID coding

{ 0 | 1
< PCID_BITMAP_GROUP : bit (6) > }

{ 1 < PCID_Pattern_length : bit (3) >


< PCID_Pattern : bit (val(PCID_Pattern_length + 1)) >


< PCID_pattern_sense : bit (1) >


} ** 0; 



Figure 9.1.54.1: Measurement Information message content

Table 9.1.54.1: Measurement Information information element details.

	BA_IND (1 bit), BCCH allocation sequence number indication.
The BA_IND is needed to allow the network to discriminate measurements results related to different GSM Neighbour Cell lists sent to the MS, as described in sub-clause 3.4.1.2.1. The value of this parameter is reflected in the ENHANCED MEASUREMENT REPORT message and in the MEASUREMENT REPORT message.

	3G_BA_IND (1 bit), 3G Sequence Number.
The 3G_BA_IND is needed to indicate new sets of 3G Neighbour Cell information or E-UTRAN Neighbour Cell information, as described in sub-clause 3.4.1.2.1. The value received is reflected in the MEASUREMENT REPORT and ENHANCED MEASUREMENT REPORT message. 

	MP_CHANGE_MARK (1 bit), measurement parameters change mark.
This parameter is used to indicate the MS a change of information concerning REPORT PRIORITY, MEASUREMENT INFORMATION, 3G MEASUREMENT INFORMATION and 3G Measurement Control Parameters, as described in sub-clause 3.4.1.2.1.

	MI_INDEX (4 bits) and MI_COUNT (4 bits)
The purpose of the MI_INDEX and MI_COUNT fields is to indicate the number of individual messages within the sequence of MEASUREMENT INFORMATION messages and to assign an index to identify each of them. The MI_INDEX field is binary coded, range 0 to 15, and provides an index to identify the individual MEASUREMENT INFORMATION message. The MI_COUNT field is binary coded, range 0 to 15, and provides the MI_INDEX value for the last (highest indexed) message in the sequence of MEASUREMENT INFORMATION messages.

	PWRC, Power control indicator (1 bit field)
The use of this parameter is defined in 3GPP TS 45.008.

Bit
0
PWRC is not set
1
PWRC is set.

	REPORT_TYPE (1bit)
This parameter is used to indicate to the mobile to use the Enhanced Measurement report or Measurement report messages for reporting:

Bit

0
The MS shall use the Enhanced Measurement Report message for reporting if at least one BSIC is allocated to each BA (list) frequency. Otherwise, the Measurement Report message shall be used.

1
The MS shall use the Measurement Report message for reporting.

	REPORTING_RATE (1 bit)
This parameter is used for measurements, see 3GPP TS 45.008.

bit
0
SACCH rate reporting
1
Reduced reporting rate allowed.

	INVALID_BSIC_REPORTING (1 bit)
This field specifies if cells with invalid BSIC and allowed NCC part of BSIC are allowed to be reported or not, see 3GPP TS 45.008.

bit
0
Report on cells with invalid BSIC and allowed NCC part of BSIC is not allowed.
1
Report on cells with invalid BSIC and allowed NCC part of BSIC is allowed.

	3G Neighbour Cell Description:

The building of the 3G Neighbour Cell list and the ordering of indices within each Radio Access Technology is described in sub-clause 3.4.1.2.1.1, 'Deriving the 3G Neighbour Cell list from the 3G Neighbour Cell Description'.

	3G WAIT (3 bits)
When 3G_BA_IND is received in a changed state, this parameter indicates the number of instances of MEASUREMENT INFORMATION messages that contain 3G Neighbour Cell Description which shall be received before the MS reports on the new 3G Neighbour Cell list. Two different instances of MEASUREMENT INFORMATION messages are two MEASUREMENT INFORMATION messages with different MI_INDEX. See sub-clause 3.4.1.2.1.

bit

3 2 1

0 0 0
1 instance that contain 3G Neighbour Cell Description shall be received 
0 0 1
2 instances that contain Neighbour Cell Description shall be received
:
:
1 1 1
8 instances that contain Neighbour Cell description shall be received

	Index_Start_3G (7 bit)
This optional information element indicates the binary value of the first index to use to build this instance of the 3G Neighbour Cell list. When missing, the value 0 is assumed. See sub-clause 3.4.1.2.1.1.

	Absolute_Index_Start_EMR (7 bit)
This parameter indicates in binary the value to be added to the indexes of the 3G Neighbour Cell list for reporting 3G Cells with the ENHANCED MEASUREMENT REPORT message (see sub-clause 3.4.1.2.1.1). If different values are received for this parameter in different instances of this message, the instance with the highest index shall be used. If this parameter is absent in all instances of the message, the value "0" shall be used.

NOTE:
This parameter is not used for reporting 3G Cells with the MEASUREMENT REPORT message, see sub-clause 10.5.2.20, 'Measurement Results'.

	UTRAN FDD Description:

	Bandwidth_FDD (3bit field)
This optional information element will be used for future releases of the protocol. When missing, this indicates the present FDD bandwidth. When present, this shall not be considered as an error; indices of the 3G Neighbour Cell list shall be incremented accordingly.

	FDD_ARFCN (14 bit field)
This optional information element is defined as the UARFCN in 3GPP TS 25.101. Any non-supported frequency shall not be considered as an error; indices of the 3G Neighbour Cell list shall be incremented accordingly.

	FDD_Indic0, information 0 indicator (1 bit):
This field indicates if the FDD_CELL_INFORMATION parameter value '0000000000' is a member of the set.

Bit
0
parameter value '0000000000' is not a member of the set
1
parameter value '0000000000' is a member of the set

NOTE:
This bit FDD_Indic0 is equivalent to the bit F0 bit in the frequency list information element (see sub-clause 10.5.2.13.3).

	NR_OF_FDD_CELLS (5 bit field)
This field defines the number of FDD_CELL_INFORMATION parameters.

	FDD_CELL_INFORMATION Field (p bit field)
This field allows to compute a set of 10-bit-long FDD_CELL_INFORMATION parameters, re-using the Range 1024 format compression algorithm, see Annex J: 'Algorithm to encode frequency list information'. The formulas for decoding are given in the 'Range 1024 format' sub-clause, 10.5.2.13.3. The consecutive parameters of this field are concatenated, starting with w1, and then w2, w3…

The total number of bits p of this field depends on the value of the parameter NR_OF_FDD_CELLS = n, as follows:

n

p

n

p

n

p

n

p

0

0

5

44

10

81

15

116

1

10

6

52

11

88

16

122

2

19

7

60

12

95

17-31

0

3

28

8

67

13

102

4

36

9

74

14

109

Table 9.1.54.1a.

If n=0 and FDD_Indic0=0, this indicates the 3G Neighbour Cell list index for report on RSSI, see 3GPP TS 45.008.

If n is equal or greater than 17, this shall not be considered as an error; the corresponding index in the 3G Neighbour Cell list shall be incremented by one.

For each (10-bit-long) decoded Parameter, bits 1-9 are the Scrambling Code and bit 10 is the corresponding Diversity Parameter. 

	Scrambling Code (9 bit field)
This parameter indicates the Primary Scrambling Code as defined in 3GPP TS 25.213.

	Diversity (1 bit field)
This parameter indicates if diversity is applied for the cell:

Bit
0
Diversity is not applied for this cell
1
Diversity is applied for this cell.

	UTRAN TDD Description:

	Bandwidth_TDD (3 bit field)
This optional information element refers to 3GPP TS 25.331.

Bit
321
000
3.84Mcps
001
1.28Mcps
All other values shall not be interpreted as an error; indices of the 3G Neighbour Cell list shall be incremented accordingly (and no measurements can be performed). When missing, this indicates 3.84 Mcps.

	TDD_ARFCN (14 bit field)
This optional information element is defined as the UARFCN in 3GPP TS 25.102. Any non-supported frequency shall not be considered as an error; indices of the 3G Neighbour Cell list shall be incremented accordingly.

	TDD_Indic0, information 0 indicator (1 bit):
This field indicates if the TDD_CELL_INFORMATION parameter value '0000000000' is a member of the set.

Bit
0
parameter value '0000000000' is not a member of the set
1
parameter value '0000000000' is a member of the set

	NR_OF_TDD_CELLS (5 bit field)
This field defines the number of TDD_CELL_INFORMATION parameters.

	TDD_CELL_INFORMATION Field (q bit field)
This field allows to compute a set of 9-bit-long TDD_CELL_INFORMATION parameters, re-using the Range 512 format compression algorithm, see Annex J: 'Algorithm to encode frequency list information'. The formulas for decoding are given in the 'Range 512 format' sub-clause, 10.5.2.13.4, with w0=0. The consecutive parameters of this field are concatenated, starting withw1, and then w2, w3…

The total number of bits q of this field depends on the value of the parameter NR_OF_TDD_CELLS = m, as follows:

m

q

m

q

m

q

m

q

m

q

0

0

5

39

10

71

15

101

20

126

1

9

6

46

11

77

16

106

21-31

0

2

17

7
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12
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17

111

3

25

8

59

13

89

18

116

4
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9
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14

95

19

121
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If m=0 and TDD_Indic0=0 or m is equal or greater than 21, this shall not be considered as an error; the corresponding index in the 3G Neighbour Cell list shall be incremented by one.

For each (9-bit-long) decoded Parameter, bits 1-7 are the Cell Parameter, bit 8 is the Sync Case TSTD and bit 9 is the Diversity TDD bit. 

	Cell Parameter (7 bit field)
This parameter is defined in 3GPP TS 25.213.

	Sync Case TSTD (1 bit field)
For 3.84 Mcps TDD, this parameter indicates the Sync Case as defined in 3GPP TS 25.304. 
Bit
0
Sync case 1
1
Sync case 2.

For 1.28 Mcps TDD, this indicates if TSTD (see 3GPP TS 25.224) is applied for the cell:

Bit
0
TSTD is not applied for this cell
1
TSTD is applied for this cell.

	Diversity TDD (1 bit field)
This parameter indicates if SCTD (see 3GPP TS 25.224) is applied for the cell:

Bit
0
SCTD is not applied for this cell
1
SCTD is applied for this cell.

	CDMA 2000 Description:

	cdma2000 frequency band (5 bit field)
A binary representation of cdma2000 BAND_CLASS, as defined in TIA/EIA-IS-2000-5-A. The mobile station shall ignore all the information relative to a cdma2000 frequency band that it can not support.

	cdma2000 frequency (5 bit field)
A binary representation of cdma2000 CDMA_FREQ, as defined in TIA/EIA-IS-2000-5-A. The mobile station shall ignore all the information relative to a cdma2000 frequency that it can not support.

	number_cdma2000_cells (5 bit field)
This field indicates the number of CDMA 2000 neighbour cells.

	cdma2000 Pilot PN offset (9 bit field)
A binary representation of the PN offset of the Pilot PN sequence (in units of 64 cdma2000 1x-chips), PILOT_PN, as defined in TIA/EIA-IS-2000-5-A.

	TD_MODE (2 bit field)
An indication of transmit diversity mode is specified in TIA/EIA-IS-2000-5-A. The mobile station shall ignore TD_MODE if it does not support 1X Common Pilot with Transmit Diversity.

	TD_POWER_LEVEL (3 bit field)
Power level of the Transmit Diversity Pilot relative to that of the Forward Pilot Channel as specified in TIA/EIA/IS-2000-5-A. The mobile station shall ignore TD_POWER_LEVEL if it does not support 1X Common Pilot with Transmit Diversity.

	QOF (2 bit field)
Quasi-orthogonal function index is defined in TIA/EIA/IS-2000-5-A. The mobile station shall ignore QOF if it does not support the quasi-orthogonal function.

	WALSH_LEN_A, WALSH_LEN_B and WALSH_LEN_C (3 bit field each)
A three bit field to indicate the length of the Walsh code for the pilot that is used in as the Auxiliary Pilot, and specified as WALSH_LEN in TIA/EIA/IS-2000-5-A. The mobile station shall ignore WALSH_LEN if it does not support 1X Auxiliary Pilot.

	AUX_PILOT_WALSH (var. length)
Indicates the walsh code corresponding to the Auxiliary Pilot, as specified in TIA/EIA/IS-2000-5-A. The mobile station shall ignore AUX_PILOT_WALSH if it does not support 1X Auxiliary Pilot.

	AUX_TD_WALSH (var. length)
Indicates the walsh code corresponding to the Auxiliary Transmit Diversity Pilot, as specified in TIA/EIA/IS-2000-5-A. The mobile station shall ignore AUX_TD_WALSH if it does not support 1X Auxiliary Pilot with Transmit Diversity.

	AUX_TD_POWER_LEVEL (2 bit field)
Power level of the Auxiliary Transmit Diversity Pilot relative to that of the Forward Pilot Channel as specified in TIA/EIA/IS-2000-5-A. The mobile station shall ignore AUX_TD_POWER_LEVEL if it does not support 1X Auxiliry Pilot with Transmit Diversity.

	SR3_PRIM_PILOT (2 bit field)
Position of the primary SR3 pilot as specified in TIA/EIA/IS-2000-5-A. The mobile station shall ignore SR3_PRIM_PILOT if it does not support 3X Common Pilot.

	SR3_PILOT_POWER1 (2 bit field)
Relative power level between the primary SR3 pilot and the pilot on the lower frequency of the two remaining SR3 frequencies, as specified in TIA/EIA/IS-2000-5-A. The mobile station shall ignore SR3_PILOT_POWER1 if it does not support 3X Common Pilot.

	SR3_PILOT_POWER2 (2 bit field)
Relative power level between the primary SR3 pilot and the pilot on the higher frequency of the two remaining SR3 frequencies, as specified in TIA/EIA/IS-2000-5-A. The mobile station shall ignore SR3_PILOT_POWER2 if it does not support 3X Common Pilot.

	QOF1 (1 bit field), WALSH_LEN1 (3 bit field) and AUX_PILOT_WALSH1 (var. length)
Are the corresponding quantities for pilot on the lower frequency of the two remaining SR3 frequencies, as specified in TIA/EIA/IS-2000-5-A. The mobile station shall ignore QOF1, WALSH_LEN1 and AUX_PILOT_WALSH1 if it does not support 3X Auxiliary Pilot.

	QOF2 (2 bit field), WALSH_LENGTH2 (3 bit field) and AUX_PILOT_WALSH2 (var. length)
Are the corresponding quantities for pilot on the higher frequency of the two remaining SR3 frequencies, as specified in TIA/EIA/IS-2000-5-A. The mobile station shall ignore QOF2, WALSH_LEN2 and AUX_PILOT_WALSH2 if it does not support 3X Auxiliary Pilot.

	REPORT PRIORITY Description
If the REPORT PRIORITY Description is included in more than one instance of the MEASUREMENT INFORMATION message, the REPORT PRIORITY Description of the instance with the highest MI_INDEX shall be used.

REP_PRIORITY bit:
0
Normal reporting priority
1
High reporting priority
The use of these bits is defined in sub-clause 3.4.1.2.1.5 'Report Priority Description'.

	BSIC Description
BSIC parameters are used to create the GSM Neighbour Cell list, see sub-clause 3.4.1.2.1.2 'Deriving the GSM Neighbour Cell list from the BSICs and the BA (list)'. 
The first BSIC parameter received in the structure relates to the index in the BA(list) frequency referenced by the parameter BA_Index_Start_BSIC (index 0 if BA_Index_Start_BSIC is missing). Then the FREQUENCY_SCROLLING bit indicates whether the next BSIC in the structure relates to the same frequency in the BA(list), with '0', or if the next BSIC in the structure relates to the subsequent frequency in the BA (list), with '1'. Each next BSIC within the structure creates a subsequent GSM Cell list index.
When BSIC information is received in different instances, the first BSIC referring to a BA (list) index in one instance shall be allocated the subsequent GSM Cell list index than the last BSIC referring to a BA (list) index in the previously numbered message instance.
GSM Cell list index = 0 is defined by the first BSIC parameter received in the lowest numbered message instance.

	Real Time Difference Description

BA_Index_Start_RTD (5 bit field)
This field indicates the BA (list) index for the first RTD parameter. When missing, the value '0' is assumed.

RTD (6 or 12 bit field) are defined in 3GPP TS 45.008.
The use of these parameters is defined in sub-clause 3.4.1.2.1.4, 'Real Time Differences'.

	MEASUREMENT PARAMETERS Description
The fields of this Description are used for measurements as defined in 3GPP TS 45.008. If the MEASUREMENT PARAMETERS Description is included in more than one instance of the MEASUREMENT INFORMATION message, the MEASUREMENT PARAMETERS Description of the instance with the highest MI_INDEX shall be used.

	3G MEASUREMENT PARAMETERS Description
The fields of this Description are used for measurements as defined in 3GPP TS 45.008. If the 3G MEASUREMENT PARAMETERS Description is included in more than one instance of the MEASUREMENT INFORMATION message, the 3G MEASUREMENT PARAMETERS Description of the instance with the highest MI_INDEX shall be used.

	3G ADDITIONAL MEASUREMENT Parameters Description 2

The fields of this Description are used for measurements as defined in 3GPP TS 45.008. If the 3G ADDITIONAL MEASUREMENT Parameters Description 2 is included in more than one instance of the MEASUREMENT INFORMATION message, the 3G ADDITIONAL MEASUREMENT Parameters Description 2 of the instance with the highest MI_INDEX shall be used.

	700_REPORTING_OFFSET (3 bit field)
700_REPORTING_THRESHOLD (3 bit field)
These fields are used for measurements as defined in 3GPP TS 45.008. If these fields are included in more than one instance of the MEASUREMENT INFORMATION message, those of the instance with the highest MI_INDEX shall be used.

	810_REPORTING_OFFSET (3 bit field)
810_REPORTING_THRESHOLD (3 bit field)
These fields are used for measurements as defined in 3GPP TS 45.008. If these fields are included in more than one instance of the MEASUREMENT INFORMATION message, those of the instance with the highest MI_INDEX shall be used.

	3G Measurement Control Parameters Description

UTRAN_Start (1 bit field)
This field indicates whether this instance of the message is the first one to contain UTRAN measurement parameters and neighbour cell information. It is coded as follows:

0
This is not the first instance of the message
1
This is the first instance of the message

UTRAN_Stop (1 bit field)

This field indicates whether this instance of the message is the last one to contain UTRAN measurement parameters and neighbour cell information. It is coded as follows:

0
This is not the last instance of the message
1
This is the last instance of the message

DEFAULT_Measurement_Control_UTRAN (1 bit field)
This field is used to control whether measurements are made on UTRAN neighbour cells, as defined in 3GPP TS 45.008. Any UTRAN frequency not explicitly listed in the Repeated UTRAN Priority Parameters structure shall be assigned this default value. 

Any parameter present overwrites any old data held by the mobile station for these parameters.

	Repeated UTRAN Priority Parameters

UTRAN Frequency Index (5 bit field)
This field is an index into the 3G Neighbour Cell list of the UTRAN frequency. A value of 0 refers to the first UTRAN frequency (TDD-ARFCN or FDD-ARFCN) defned in the list. A value of 1 refers to the second defined frequency and so on. The following measurement control parameter applies to each UTRAN frequency indexed within this structure.

Measurement_Control_UTRAN (1 bit field)
This field is used to control whether measurements are made on UTRAN neighbour cells for the UTRAN frequency referenced by UTRAN Frequency Index, as defined in 3GPP TS 45.008.
Any parameter present overwrites any old data held by the mobile station for these parameters.

	E-UTRAN Measurement Parameters Description

If E-UTRAN cells or frequencies are included in the neighbour cell list, this information element shall be included in the message. 

E-UTRAN_BA_IND (1 bit field) 
This parameter is needed to allow the mobile station to associate the measurement reports to the correct Neighbour Cell list. The value of this parameter is reflected in the ENHANCED MEASUREMENT REPORT message and in the MEASUREMENT REPORT message


E-UTRAN_Start (1 bit field)
This field indicates whether this instance of the message is the first one to contain E-UTRAN measurement parameters and neighbour cell information. It is coded as follows:

0
This is not the first instance of the message
1
This is the first instance of the message

E-UTRAN_Stop (1 bit field)

This field indicates whether this instance of the message is the last one to contain E-UTRAN measurement parameters and neighbour cell information. It is coded as follows:

0
This is not the last instance of the message
1
This is the last instance of the message

E-UTRAN_REP_QUANT (1 bit field)
E-UTRAN_MULTIRAT_REPORTING (2 bit field)
E-UTRAN_FDD_REPORTING_THRESHOLD (3 bit field)
E-UTRAN_FDD_REPORTING_THRESHOLD_2 (6 bit field)
E-UTRAN_FDD_MEASUREMENT_REPORT_OFFSET (6 bit field)
E-UTRAN_TDD_REPORTING_THRESHOLD (3 bit field)
E-UTRAN_TDD_REPORTING_THRESHOLD_2 (6 bit field)
E-UTRAN_TDD_MEASUREMENT_REPORT_OFFSET (6 bit field)

REPORTING_GRANULARITY (1 bit field)
Qsearch_C_E-UTRAN (4 bit field)
If both TDD and FDD frequencies are provided in the Repeated E-UTRAN Neighbour Cells IE and the E-UTRAN reporting thresholds are present for only one mode (i.e. TDD or FDD), then the parameter values for both modes shall be interpreted as having the same values.
These fields control the reporting of E-UTRAN cells, as defined in 3GPP TS 45.008.
Any parameter present overwrites any old data held by the mobile station for these parameters.



	Repeated E-UTRAN Neighbour Cells
If E-UTRAN cells or frequencies are included in the neighbour cell list, this information element shall be included in the message.
EARFCN (16 bit field) 
This field specifies the E-UTRA Absolute Radio Frequency Channel Number as defined in 3GPP TS 36.104.

Measurement_Control_E-UTRAN (1 bit field) 
This fields control the measurement of E-UTRAN cells for the specified EARFCN, as defined in 3GPP TS 45.008.
Measurement Bandwidth (3 bit field)
This field specifies the minimum value of the channel bandwidth of all valid E-UTRAN cells on the specified EARFCN. It is defined by the parameter Transmission Bandwidth Configuration, NRB (see 3GPP TS 36.104). The values indicate the number of resource blocks over which the mobile station could measure. The field is coded according to the following table:

bit
3 2 1
0 0 0
NRB = 6
0 0 1
NRB = 15
0 1 0
NRB = 25
0 1 1
NRB = 50
1 0 0
NRB = 75
1 0 1
NRB = 100
All others
Reserved for future use. If received by the mobile station, it shall be interpreted as '101'.

These fields are used for the inter-RAT cell re-selection algorithm based on priority, as defined in 3GPP TS 45.008. These values apply to each of the EARFCN values listed within this structure.

	Not Allowed Cells struct
This structure identifies one or more E-UTRAN cells by means of their physical layer cell identities (see 3GPP TS 36.211). The mobile station shall not perform measurements or attempt reselection to these cells.

PCID (9 bit field) 
This field specifies the physical layer cell identity of a single cell.

PCID_BITMAP_GROUP (6 bit field) 
If bit number n, where n can take the value from 1 to 6, in this field is set to '1', where the first PCID group is indicated by the least significant bit, then cells with PCID values in the range (n-1) * 84 to (n*84)-1 inclusive are not allowed.

PCID_Pattern_length (3 bit field)
PCID_Pattern 
PCID_pattern_sense (1 bit field) 
If the PCID_pattern_sense bit is equal to '0' then the group of identified cells is that where the PCID_Pattern_length + 1 most significant bits of the physical layer cell identity are equal to "PCID_pattern". If the PCID_pattern_sense bit is equal to '1' then the group of identified cells is that where the PCID_Pattern_length + 1 most significant bits of the physical layer cell identity are not equal to the PCID_pattern.



@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@

END OF THIRD CHANGE
START OF FOURTH CHANGE

@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@

10.5.2.33b
SI 2quater Rest Octets

The SI 2quater Rest Octets information element contains neighbour cell lists for UTRAN and/or E-UTRAN cells. For cell reselection to UTRAN, it is used with the SI 2ter Rest Octets information to build the 3G Cell Reselection list, see sub-clause 3.4.1.2.1.7. For cell reselection to E-UTRAN, it is used directly to build the E-UTRAN Cell Reselection list.

The SI 2quater Rest Octets information element is a type 5 information element with 20 octet length.

Table 10.5.2.33b.1: SI2quater Rest Octets information element 

	< SI2quater Rest Octets > ::=


< BA_IND : bit (1) >


< 3G_BA_IND : bit (1) >


< MP_CHANGE_MARK : bit (1) >


< SI2quater_INDEX : bit (4) >


< SI2quater_COUNT : bit (4) >


{ 0 | 1
< Measurement_Parameters Description : < Measurement Parameters Description struct >> }


{ 0 | 1
< GPRS_Real Time Difference Description : < GPRS_Real Time Difference Description struct >> }


{ 0 | 1
< GPRS_BSIC Description : GPRS_BSIC Description struct > }


{ 0 | 1
< GPRS_REPORT PRIORITY Description : < GPRS_REPORT_PRIORITY Description struct >> }


{ 0 | 1
< GPRS_MEASUREMENT_Parameters Description : 



< GPRS_MEASUREMENT Parameters Description struct >> }


{ 0 | 1
< NC Measurement Parameters : < NC Measurement Parameters struct >> }


{ 0 | 1
< extension length : bit (8) >




< < bit (val(extension length)+1) > &




{ < SI2q Extension Information > ! { Ignore: bit ** = <no string> } } > }

{ 0 | 1
< 3G Neighbour Cell Description : < 3G Neighbour Cell Description struct >> }


{ 0 | 1
< 3G Measurement Parameters Description : < 3G Measurement Parameters Description struct >> }


{ 0 | 1
< GPRS_3G_MEASUREMENT Parameters Description : 



< GPRS_3G MEASUREMENT Parameters Description struct >> }


{ 
null 
| L 

-- Receiver compatible with earlier release



| H



-- Additions in Rel-5:



{ 0 | 1 
< 3G Additional Measurement Parameters Description : 





< 3G Additional Measurement Parameters Description struct >> }


 

{ 0 | 1 
< 3G ADDITIONAL MEASUREMENT Parameters Description 2 : 





< 3G ADDITIONAL MEASUREMENT Parameters Description 2 struct >> }



{ null 
| L 

-- Receiver compatible with earlier release



| H 



-- Additions in Rel-6:



< 3G_CCN_ACTIVE : bit (1) >




{ 
null | L 

-- Receiver compatible with earlier release





| H 



-- Additions in Rel-7:





{ 0 | 1
< 700_REPORTING_OFFSET : bit (3) > 







< 700_REPORTING_THRESHOLD : bit (3) > } 






{ 0 | 1
< 810_REPORTING_OFFSET : bit (3) > 







< 810_REPORTING_THRESHOLD : bit (3) > } 





{ 
null | L 

-- Receiver compatible with earlier release







| H 



-- Additions in Rel-8








{ 0 | 1
< Priority and E-UTRAN Parameters Description : 










< Priority and E-UTRAN Parameters Description struct >> }








{ 0 | 1
< 3G CSG Description : < 3G CSG Description struct >> }








{ 0 | 1
< E-UTRAN CSG Description : < E-UTRAN CSG Description struct >> }






}




}



 }

 
}


< spare padding > ;



	< 3G Neighbour Cell Description struct > ::=


{ 0 | 1 < Index_Start_3G : bit (7) }


{ 0 | 1 < Absolute_Index_Start_EMR : bit (7) }


{ 0 | 1 < UTRAN FDD Description : UTRAN FDD Description struct >> }


{ 0 | 1 < UTRAN TDD Description : UTRAN TDD Description struct >> } ;



	< UTRAN FDD Description struct > ::=


{ 0 | 1 < Bandwidth_FDD : bit (3) }


{ 1 < Repeated UTRAN FDD Neighbour Cells : Repeated UTRAN FDD Neighbour Cells struct >> } ** 0 ;



	< Repeated UTRAN FDD Neighbour Cells struct > ::=

0 < FDD-ARFCN : bit (14) >


-- The value ‘1’ was used in an earlier version of the protocol and shall not be used.

< FDD_Indic0 : bit >

< NR_OF_FDD_CELLS : bit (5) >

< FDD_CELL_INFORMATION Field : bit(p(NR_OF_FDD_CELLS)) > ; -- p(x) defined in table 9.1.54.1



	< UTRAN TDD Description struct > : :=


{ 0 | 1 < Bandwidth_TDD : bit (3) }


{ 1 < Repeated UMTS TDD Neighbour Cells : Repeated UMTS TDD Neighbour Cells struct >> } ** 0 ;



	< Repeated UTRAN TDD Neighbour Cells struct > ::=

0 < TDD-ARFCN : bit (14) >



-- The value ‘1’ was used in an earlier version of the protocol and shall not be used.

< TDD_Indic0 : bit >

< NR_OF_TDD_CELLS : bit (5) >

< TDD_CELL_INFORMATION Field : bit(q(NR_OF_TDD_CELLS) > ; -- q(x) defined in table 9.1.54.1



	<MEASUREMENT PARAMETERS Description Struct > ::=


< REPORT_TYPE : bit >

< SERVING_BAND_REPORTING : bit (2) > ;



	< 3G MEASUREMENT PARAMETERS Description struct > ::=


< Qsearch_I : bit (4) > 

< Qsearch_C_Initial : bit (1) >

( 0 | 1
< FDD_Qoffset : bit (4) >








-- FDD information



< FDD_REP_QUANT : bit (1) >



< FDD_MULTIRAT_REPORTING : bit (2) >



< FDD_Qmin : bit (3) > }

( 0 | 1
< TDD_Qoffset : bit (4) >








-- TDD information



< TDD_MULTIRAT_REPORTING : bit (2) > } ;



	< GPRS Real Time Difference Description struct > ::=

{ 0 | 1
{ 0 | 1
< BA_Index_Start_RTD : bit (5) > }

--default value=0



< RTD : < RTD6 Struct >>



{ 0 < RTD : < RTD6 Struct >> } **1 }



-- '0' : increment by 1 the index of the BA (list) frequency



{ 0 | 1
{ 0 | 1
< BA_Index_Start_RTD : bit (5) > }

--default value=0



< RTD : < RTD12 Struct >>



{ 0 < RTD : < RTD12 Struct >> } **1 };



-- '0' : increment by 1 the index of the BA (list) frequency



	< RTD6 Struct > ::=

{ 0 < RTD : bit (6) > } ** 1;

-- Repeat until '1' ; '1' means last RTD for this frequency



	< RTD12 Struct > ::=

{ 0 < RTD : bit (12) > } ** 1;

-- Repeat until '1' ; '1' means last RTD for this frequency



	< GPRS BSIC Description struct > ::=

{ 0 | 1 < BA_Index_Start_BSIC : bit (5) > }



-- default value=0

< BSIC : bit (6) >

< Number_Remaining_BSIC: bit (7) >

{
< Frequency_Scrolling : bit >






-- 0 means same frequency


< BSIC : bit (6) > } * (val(Number_Remaining_BSIC)) ;



	< GPRS REPORT PRIORITY Description struct > ::=

< Number_Cells : bit (7) >

{ REP_PRIORITY: bit } * (val(Number_Cells)) ;



	< GPRS MEASUREMENT PARAMETERS Description struct > ::=

< REPORT_TYPE : bit >

< REPORTING_RATE : bit >

< INVALID_BSIC_REPORTING : bit >

{ 0 | 1
< MULTIBAND_REPORTING : bit (2) > } 

{ 0 | 1
< SERVING_BAND_REPORTING : bit (2) > }

< SCALE_ORD : bit(2) > 


 { 0 | 1
< 900_REPORTING_OFFSET : bit (3) > 



< 900_REPORTING_THRESHOLD : bit (3) > }


 { 0 | 1
< 1800_REPORTING_OFFSET : bit (3) > 



< 1800_REPORTING_THRESHOLD : bit (3) > }


{ 0 | 1
< 400_REPORTING_OFFSET : bit (3) >



< 400_REPORTING_THRESHOLD : bit (3) > }


{ 0 | 1
< 1900_REPORTING_OFFSET : bit (3) > 



< 1900_REPORTING_THRESHOLD : bit (3) > }


{ 0 | 1
< 850_REPORTING_OFFSET : bit (3) > 



< 850_REPORTING_THRESHOLD : bit (3) > } ;



	< GPRS 3G MEASUREMENT PARAMETERS Description struct > ::=


< Qsearch_P : bit (4) >


< 3G_SEARCH_PRIO : bit >


{ 0 | 1
< FDD_REP_QUANT : bit >











-- FDD Parameters




< FDD_MULTIRAT_REPORTING : bit (2) > }


{ 0 | 1
< FDD_REPORTING_OFFSET : bit (3) >




< FDD_REPORTING_THRESHOLD : bit (3) > }


{ 0 | 1
< TDD_MULTIRAT_REPORTING : bit (2) > }






-- TDD Parameters


{ 0 | 1
< TDD_REPORTING_OFFSET : bit (3) >




< TDD_REPORTING_THRESHOLD : bit (3) > } ;



	< NC Measurement Parameters struct > ::=


< NETWORK_CONTROL_ORDER : bit (2) >


{ 0 | 1
< NC_ NON_DRX_PERIOD : bit (3) >




< NC_REPORTING_PERIOD_I : bit (3) >




< NC_REPORTING_PERIOD_T : bit (3) > } ;



	< SI2q Extension Information > :: =


{ 0 | 1
< CCN Support Description : < CCN Support Description struct >> }


<spare bit>** ;



	< CCN Support Description struct > ::=


< Number_Cells : bit (7) >


{ CCN_SUPPORTED : bit } * (val(Number_Cells)) ;



	< 3G Additional Measurement Parameters Description struct > ::= 


< FDD_Qmin_Offset : bit (3) > 









-- FDD information


< FDD_RSCPmin : bit (4) > ;



	< 3G Additional Measurement Parameters Description 2 struct > ::= 

 
{ 0 | 1 < FDD_REPORTING_THRESHOLD_2 : bit (6) > } ;

-- FDD information



	< Priority and E-UTRAN Parameters Description struct > ::= 


< Serving Cell Priority Parameters Description : 




< Serving Cell Priority Parameters Description struct >>


{ 0 | 1
< 3G Priority Parameters Description :




< 3G Priority Parameters Description struct >> }


{ 0 | 1
< E-UTRAN Measurement Parameters Description :




< E-UTRAN Measurement Parameters Description struct >> } ;



	< Serving Cell Priority Parameters Description struct > ::= 


< GERAN_PRIORITY : bit(3) >


< THRESH_Priority_Search : bit(4) >


< THRESH_GSM_low : bit(4) >


< H_PRIO : bit(2) >


< T_Reselection : bit(2) >;



	< 3G Priority Parameters Description struct > ::= 


< UTRAN_Start : bit >

< UTRAN_Stop : bit >



{ 0 | 1
< DEFAULT_UTRAN_PRIORITY : bit(3) >




< DEFAULT_THRESH_UTRAN: bit(5) > 




< DEFAULT_UTRAN_QRXLEVMIN: bit(5) > }


{ 1 < Repeated UTRAN Priority Parameters : < Repeated UTRAN Priority Parameters struct >> } ** 0 ;



	< Repeated UTRAN Priority Parameters struct > ::=

{ 1 < UTRAN Frequency Index : bit (5) > } ** 0


< UTRAN_PRIORITY : bit(3) >

< THRESH_UTRAN_high : bit(5) >


{ 0 | 1
< THRESH_UTRAN_low : bit(5) > }


{ 0 | 1
< UTRAN_QRXLEVMIN: bit(5) > } ;


	< GPRS_3G Priority Parameters Description struct > ::= 


{ 0 | 1
< DEFAULT_UTRAN_PRIORITY : bit(3) >




< DEFAULT_THRESH_UTRAN: bit(5) > 




< DEFAULT_UTRAN_QRXLEVMIN: bit(5) > }


{ 1 < Repeated UTRAN Priority Parameters : < Repeated UTRAN Priority Parameters struct >> } ** 0 ;



	< E-UTRAN Measurement Parameters Description struct > ::=


< E-UTRAN_BA_IND : bit >


< E-UTRAN_CCN_ACTIVE : bit >


< Qsearch_C_E-UTRAN_Initial : bit(2) >


< E-UTRAN_Start : bit >

< E-UTRAN_Stop : bit >


< E-UTRAN_REP_QUANT : bit >


{ 0 | 1
< E-UTRAN_MULTIRAT_REPORTING : bit(2) > }


{ 0

{ 0 | 1
< E-UTRAN_FDD_REPORTING_THRESHOLD : bit(3) > 



-- FDD 6 bit reporting






{ 0 | 1
< E-UTRAN_FDD_REPORTING_THRESHOLD_2 : bit(6) > } }




{ 0 | 1
< E-UTRAN_TDD_REPORTING_THRESHOLD : bit(3) > 



-- TDD 6 bit reporting






{ 0 | 1
< E-UTRAN_TDD_REPORTING_THRESHOLD_2 : bit(6) > } }


| 1

{ 0 | 1
< E-UTRAN_FDD_MEASUREMENT_REPORT_OFFSET: bit(6) >

-- FDD 3 bit reporting






{ 0 | 1
< E-UTRAN_FDD_REPORTING_THRESHOLD_2 : bit(6) > } }




{ 0 | 1
< E-UTRAN_TDD_MEASUREMENT_REPORT_OFFSET: bit(6) >

-- TDD 3 bit reporting






{ 0 | 1
< E-UTRAN_TDD_REPORTING_THRESHOLD_2 : bit(6) > } }




< REPORTING_GRANULARITY : bit(1) > }


{ 1 < Repeated E-UTRAN Neighbour Cells : < Repeated E-UTRAN Neighbour Cells struct >> } ** 0 


{ 1 < Repeated E-UTRAN Not Allowed Cells : < Repeated E-UTRAN Not Allowed Cells struct >> } ** 0 

{ 1 < Repeated E-UTRAN PCID to TA mapping : < Repeated E-UTRAN PCID to TA mapping struct >> } ** 0 ;


	< GPRS_E-UTRAN Measurement Parameters Description struct > ::=


< Qsearch_P_E-UTRAN : bit(2) >


{ 0 | 1
< E-UTRAN_MULTIRAT_REPORTING : bit(2) > }


< E-UTRAN_REP_QUANT : bit >


{ 0 | 1
< E-UTRAN_FDD_REPORTING_THRESHOLD : bit(3) > 




{ 0 | 1
< E-UTRAN_FDD_REPORTING_THRESHOLD_2 : bit(6) > } }


{ 0 | 1
< E-UTRAN_TDD_REPORTING_THRESHOLD : bit(3) > 




{ 0 | 1
< E-UTRAN_TDD_REPORTING_THRESHOLD_2 : bit(6) > } } ;



	< Repeated E-UTRAN Neighbour Cells struct > ::=

{ 1 < EARFCN : bit (16) >



{ 0 | 1 < Measurement Bandwidth : bit (3) > } } ** 0


< E-UTRAN_PRIORITY : bit(3) >


< THRESH_E-UTRAN_high: bit(5) >


{ 0 | 1
< THRESH_E-UTRAN_low: bit(5) > }


{ 0 | 1
< E-UTRAN_QRXLEVMIN : bit(5) > };



	< Repeated E-UTRAN Not Allowed Cells struct > ::=


< NOT ALLOWED CELLS : < Not Allowed Cells struct >> 


{ 1 < E-UTRAN_FREQUENCY_INDEX : bit(3) > } ** 0 ;  

 

	< Not Allowed Cells struct > ::==


{ 1 < PCID : bit (9) > } ** 0   -- explicit PCID coding

{ 0 | 1
< PCID_BITMAP_GROUP : bit (6) > }

{ 1 < PCID_Pattern_length : bit (3) >


< PCID_Pattern : bit (val(PCID_Pattern_length + 1)) >


< PCID_pattern_sense : bit (1) >  


} ** 0; 


	< Repeated E-UTRAN PCID to TA mapping struct > ::=


< PCID to TA MAPPING : < PCID to TA mapping struct >> 


{ 1 < E-UTRAN_FREQUENCY_INDEX : bit(3) > } ** 0 ;


	< PCID to TA mapping struct > ::==


{ 1










-- group of PCIDs belonging to the same TA 

{ 1 < PCID : bit (9) > } ** 0



-- explicit PCID coding

{ 0 | 1
< PCID_BITMAP_GROUP : bit (6) > }

{ 1 < PCID_Pattern_length : bit (3) >


< PCID_Pattern : bit (val(PCID_Pattern_length + 1)) >


< PCID_pattern_sense : bit (1) >  


} ** 0 


} ** 0;


	< 3G CSG Description struct > ::= 


{ 1
< CSG_PSC_SPLIT : <CSG PSC Split struct >>




{ 1
< UTRAN_FREQUENCY_INDEX : bit (5) > } ** 0 }**0


{ 1 { 0 < CSG_FDD_UARFCN : bit (14) > | 1 < CSG_TDD_UARFCN : bit (14) > } } ** 0 ;






















-- UTRAN CSG Dedicated Frequencies



	< E-UTRAN CSG Description struct > ::= 


{ 1
< CSG_PCI_SPLIT : <CSG PCI Split struct >>




{ 1
< E-UTRAN_FREQUENCY_INDEX : bit (3) > } ** 0 }


{ 1 < CSG_EARFCN : bit (16) > } ** 0 ;









-- E-UTRAN CSG Dedicated Frequencies



	< CSG PSC Split struct > ::=


{ 1 < PSC : bit (9) > } ** 0   -- explicit PSC coding


{ 1 < PSC_Pattern_length : bit (3) >



< PSC_Pattern : bit (val(PSC_Pattern_length + 1)) >



< PSC_pattern_sense : bit (1) >  


} ** 0;



	< CSG PCI Split struct > ::=


{ 1 < PCID : bit (9) > } ** 0   -- explicit PCID coding


{ 0 | 1
< PCID_BITMAP_GROUP : bit (6) > }


{ 1 < PCID_Pattern_length : bit (3) >



< PCID_Pattern : bit (val(PCID_Pattern_length + 1)) >



< PCID_pattern_sense : bit (1) >


} ** 0;




Table 10.5.2.33b.2: SI2quater Rest Octets information element 

	BA_IND (1 bit), BCCH allocation sequence number indication.
The BA_IND is needed to allow the network to discriminate measurements results related to different GSM Neighbour Cell lists sent to the MS, as described in sub-clause 3.4.1.2.1. The value of this parameter is reflected in the ENHANCED MEASUREMENT REPORT message and in the MEASUREMENT REPORT message.

	3G_BA_IND (1 bit), 3G BCCH allocation sequence number indication.
The 3G_BA_IND is needed to indicate new sets of 3G Neighbour Cell information or E-UTRAN Neighbour Cell information, as described in sub-clause 3.4.1.2.1. The value received is reflected in the MEASUREMENT REPORT and ENHANCED MEASUREMENT REPORT message.

	MP_CHANGE_MARK (1 bit )
The MP_CHANGE_MARK field is changed each time MEASUREMENT INFORMATION or 3G MEASUREMENT INFORMATION, Serving Cell Priority Parameters or 3G Priority Parameters has been updated in any instance of the SI2quater messages. A new value indicates that the mobile station shall re-read the MEASUREMENT INFORMATION, 3G MEASUREMENT INFORMATION, Serving Cell Priority Parameters and 3G Priority Parameters from all the SI2quater messages, as described in sub-clause 3.4.1.2.1. The coding of this field is network dependent.

	SI2quater_INDEX (4 bit field)
The SI2quater _INDEX field is used to distinguish individual SI2quater messages. The field can take the binary representation of the values 0 to n, where n is the index of the last SI2quater message. (SI2quater_COUNT).

SI2quater_COUNT (4 bit field)

This field is coded as the binary representation of the SI2quater_INDEX for the last (highest indexed) individual SI2quater message. 

	3G Neighbour Cell Description:

The building of the 3G Neighbour Cell list and the ordering of indices within each Radio Access Technology is described in sub-clause 3.4.1.2.1.1, 'Deriving the 3G Neighbour Cell list from the 3G Neighbour Cell Description'.

	Index_Start_3G (7 bit)
This optional information element indicates the binary value of the first index to use to build this instance of the 3G Neighbour Cell list. When missing, the value 0 is assumed. See sub-clause 3.4.1.2.1.1.

	Absolute_Index_Start_EMR (7 bit)
This parameter indicates in binary the value to be added to the indexes of the 3G Neighbour Cell list for reporting 3G Cells with the ENHANCED MEASUREMENT REPORT message (see sub-clause 3.4.1.2.1.1). If different values are received for this parameter in different instances of this message, the instance with the highest index shall be used. If this parameter is absent in all instances of the message, the value "0" shall be used.

	UTRAN FDD DESCRIPTION
For detailed element definitions see the Measurement Information message with the following exception for the FDD_CELL_INFORMATION field:

FDD_CELL_INFORMATION (p bit field)
If parameter n in table 9.1.54.1a. is equal to 31, this indicates that the corresponding UARFCN shall be included in the 3G Cell Reselection list (see sub-clause 3.4.1.2.1.7); no index shall be allocated in the 3G Neighbour Cell list.

	UTRAN TDD DESCRIPTION
For detailed element definitions see the Measurement Information message with the following exception for the TDD_CELL_INFORMATION field:

TDD_CELL_INFORMATION (q bit field)
If parameter m in table 9.1.54.1b. is equal to 31, this indicates that the corresponding UARFCN shall be included in the 3G Cell Reselection list (see sub-clause 3.4.1.2.1.7); no index shall be allocated in the 3G Neighbour Cell list.

	UTRAN FDD DESCRIPTION
For detailed element definitions see the Measurement Information message.

	UTRAN TDD DESCRIPTION
For detailed element definitions see the Measurement Information message.

	MEASUREMENT PARAMETERS Description
The fields of this Description are used for measurements as defined in 3GPP TS 45.008. 
If the MEASUREMENT PARAMETERS Description is included in more than one instance of the SI2quater message, the MEASUREMENT PARAMETERS Description of the instance with the highest SI2quater_INDEX shall be used.

	3G MEASUREMENT PARAMETERS Description
The fields of this Description are used for measurements as defined in 3GPP TS 45.008.
If the 3G MEASUREMENT PARAMETERS Description is included in more than one instance of the SI2quater message, the 3G MEASUREMENT PARAMETERS Description of the instance with the highest SI2quater_INDEX shall be used.

	GPRS REPORT PRIORITY Description
REP_PRIORITY bit:
0
Normal reporting priority
1
High reporting priority

This information is used for GPRS Enhanced (NC) Reporting when the cell has no PBCCH allocated, see 3GPP TS 44.060 sub-clause 5.6.3.5 ("Report Priority Description").

If the GPRS REPORT PRIORITY Description is included in more than one instance of the SI2quater message, the GPRS REPORT PRIORITY Description of the instance with the highest SI2quater_INDEX shall be used.

The use of these bits is similar to the PRIORITY description, see sub-clause 3.4.1.2.1.5("'Report Priority Description").


	GPRS BSIC Description

This information is used for GPRS Enhanced (NC) Measurement reporting when the cell has no PBCCH allocated, see 3GPP TS 44.060 sub-clause 5.6.3.2 ("Deriving the GSM Neighbour Cell list from the BSICs and frequency list"). The use of this information is similar to the BSIC Description, see sub-clause 3.4.1.2.1.2 ("Deriving the GSM Neighbour Cell list from the BSICs and the BA (list)").

	GPRS Real Time Difference Description

This information is used for GPRS neighbour cell measurement when the cell has no PBCCH allocated, see 3GPP TS 44.060 sub-clause 5.6.3.4 ("GPRS Real Time Differences"). The use of this information is similar to the Real Time Difference Description, see sub-clause 3.4.1.2.1.4 ("Real Time Differences").

	GPRS MEASUREMENT PARAMETERS Description
This information is used for GPRS neighbour cell measurement when the cell has no PBCCH allocated, see 3GPP TS 44.060 sub-clause 5.6.3.6 ("GPRS Measurement Parameters and GPRS 3G Measurement Parameters").
If the GPRS MEASUREMENT PARAMETERS Description is included in more than one instance of the SI2quater message, the GPRS MEASUREMENT PARAMETERS Description of the instance with the highest SI2quater_INDEX shall be used.

The fields of this Description are defined in 3GPP TS 45.008.

	GPRS 3G MEASUREMENT PARAMETERS Description

This information is used for GPRS 3G neighbour cell measurement when the cell has no PBCCH allocated, see 3GPP TS 44.060 sub-clause 5.6.3.6 ("GPRS Measurement Parameters and GPRS 3G Measurement Parameters").
If the GPRS 3G MEASUREMENT PARAMETERS Description is included in more than one instance of the SI2quater message, the GPRS 3G MEASUREMENT PARAMETERS Description of the instance with the highest SI2quater_INDEX shall be used.

The fields of this Description are defined in 3GPP TS 45.008.

	NC Measurement Parameters struct
Information in this structure is used when the cell has no PBCCH allocated, for (NC) measurement reporting. See 3GPP TS 44.060 sub-clause 5.6.1 ("Network Control (NC) measurement reporting").
If the NC Measurement Parameters struct is included in more than one instance of the SI2quater message, the NC Measurement Parameters struct of the instance with the highest SI2quater_INDEX shall be used.

Coding of the fields is defined in 3GPP TS 44.060, sub-clause 11.2.23 ("PACKET SYSTEM INFORMATION TYPE5").

	CCN Support Description
CCN_SUPPORTED bit:
0
CCN is enabled towards the corresponding cell
1
CCN is disabled towards the corresponding cell

This information is used for determining whether the mobile station shall enter CCN mode when re-selecting a cell and CCN is enabled, see 3GPP TS 44.060.

If the CCN Support Description is included in more than one instance of the SI2quater message, the CCN Support Description of the instance with the highest SI2quater_INDEX shall be used.

The use of these bits is described in sub-clause 3.4.1.2.1.8("'CCN Support description'").


	3G Additional Measurement Parameters Description
The fields of this Description are used for measurements as defined in 3GPP TS 45.008.
If the 3G Additional MeasurementParameters Description is included in more than one instance of the SI2quater message, the 3G Additional MeasurementParameters Description of the instance with the highest SI2quater_INDEX shall be used.

	3G_CCN_ACTIVE (1 bit field)
This field indicates whether CCN is enabled towards 3G neighbouring cells. It is coded as follows:

0
CCN towards 3G cells is disabled in the cell. 
1
CCN towards 3G cells is enabled in the cell.

	3G Additional Measurement Parameters Description 2
The fields of this Description are used for measurements as defined in 3GPP TS 45.008.
If the 3G Additional Measurement Parameters Description 2 is included in more than one instance of the SI2quater message, the 3G Additional Measurement Parameters Description 2 of the instance with the highest SI2quater_INDEX shall be used.

	700_REPORTING_OFFSET (3 bit field)
700_REPORTING_THRESHOLD (3 bit field)
These fields are used for measurements as defined in 3GPP TS 45.008.
If these fields are included in more than one instance of the SI2quater message, those of the instance with the highest SI2quater_INDEX shall be used.

	810_REPORTING_OFFSET (3 bit field)
810_REPORTING_THRESHOLD (3 bit field)
These fields are used for measurements as defined in 3GPP TS 45.008.
If these fields are included in more than one instance of the SI2quater message, those of the instance with the highest SI2quater_INDEX shall be used.

	Serving Cell Priority Parameters Description
These fields are used for the inter-RAT cell re-selection algorithm based on priority, as defined in 3GPP TS 45.008.
Any parameter present overwrites any old data held by the mobile station for these parameters.

	3G Priority Parameters Description

UTRAN_Start (1 bit field)
UTRAN_Stop (1 bit field)
DEFAULT_UTRAN_PRIORITY (3 bit field)
DEFAULT_THRESH_UTRAN (5 bit field)
DEFAULT_UTRAN_QRXLEVMIN (5 bit field)
These fields are used for the inter-RAT cell re-selection algorithm based on priority, as defined in 3GPP TS 45.008. Any UTRAN frequency not explicitly listed in the Repeated UTRAN Priority Paramters structure shall be assigned these default parameter values. The value of DEFAULT_THRESH_UTRAN shall apply to both THRESH_UTRAN_high and THRESH_UTRAN_low.

Any parameter present overwrites any old data held by the mobile station for these parameters. 

	Repeated UTRAN Priority Parameters

UTRAN Frequency Index (5 bit field) 
This field is defined in sub-clause 9.1.54. The following priority parameters apply to each UTRAN frequency indexed within this structure.

UTRAN_PRIORITY (3 bit field)
THRESH_UTRAN_high (5 bit field)
THRESH_UTRAN_low (5 bit field)
If THRESH_UTRAN_low is not present, then THRESH_UTRAN_low shall take on the same value as THRESH_UTRAN_high.
UTRAN_QRXLEVMIN (5 bit field)

These fields are used for the inter-RAT cell re-selection algorithm based on priority, as defined in 3GPP TS 45.008. Any parameter present overwrites any old data held by the mobile station for these parameters.

	E-UTRAN Measurement Parameters Description

If E-UTRAN cells or frequencies are included in the neighbour cell list, this information element shall be included in the message. 

E-UTRAN_BA_IND (1 bit field) 
This field is defined in sub-clause 9.1.54.

E-UTRAN_CCN_ACTIVE (1 bit field)
This field indicates whether CCN is enabled towards E-UTRAN neighbouring cells. It is coded as follows:

0
The broadcast E-UTRAN_CCN_ACTIVE parameter shall apply if available. Otherwise, CCN towards E-UTRAN cells is disabled in the cell. 

1
CCN towards E-UTRAN cells is enabled in the cell.
E-UTRAN_MULTIRAT_REPORTING (2 bit field)
E-UTRAN_REP_QUANT (1 bit field)
E-UTRAN_FDD_REPORTING_THRESHOLD (3 bit field)
E-UTRAN_FDD_REPORTING_THRESHOLD_2 (6 bit field)
E-UTRAN_FDD_MEASUREMENT_REPORT_OFFSET (6 bit field) 
E-UTRAN_TDD_REPORTING_THRESHOLD (3 bit field)
E-UTRAN_TDD_REPORTING_THRESHOLD_2 (6 bit field)
E-UTRAN_TDD_MEASUREMENT_REPORT_OFFSET (6 bit field)
REPORTING_GRANULARITY (1 bit field)
Qsearch_C_E-UTRAN_Initial (2 bit field)
If both TDD and FDD frequencies are provided in the Repeated E-UTRAN Neighbour Cells IE and the E-UTRAN reporting thresholds are present for only one mode (i.e. TDD or FDD), then the parameter values for both modes shall be interpreted as having the same values.
These fields control the reporting of E-UTRAN cells, as defined in 3GPP TS 45.008.
E-UTRAN_Start (1 bit field)
E-UTRAN_Stop (1 bit field)
These fields are defined in sub-clause 9.1.54.

Any parameter present overwrites any old data held by the mobile station for these parameters.

	Repeated E-UTRAN Neighbour Cells
If E-UTRAN cells or frequencies are included in the neighbour cell list, this information element shall be included in the message.
EARFCN (16 bit field) 
Measurement Bandwidth (3 bit field)
These fields are defined in sub-clause 9.1.54.

E-UTRAN_PRIORITY (3 bit field)
THRESH_E-UTRAN_high (5 bit field)
THRESH_E-UTRAN_low (5 bit field)
If THRESH_E-UTRAN_low is not present, then THRESH_E-UTRAN_low shall take on the same value as THRESH_E-UTRAN_high.
E-UTRAN_QRXLEVMIN (5 bit field)

These fields are used for the inter-RAT cell re-selection algorithm based on priority, as defined in 3GPP TS 45.008. These values apply to each of the EARFCN values listed within this structure.


	Repeated E-UTRAN Not Allowed Cells struct
This structure identifies Not Allowed Cells with zero or more corresponding E-UTRAN frequency indices. If no E-UTRAN_FREQUENCY_INDEX is present, the E-UTRAN Not Allowed Cells IE is applicable to all E-UTRAN frequencies specified in the Repeated E-UTRAN Neighbour Cells struct(s). 

E-UTRAN_FREQUENCY_INDEX (3 bit field)

This field is defined in sub-clause 9.1.55.

	Not Allowed Cells struct
This structure identifies one or more E-UTRAN cells by means of their physical layer cell identities (see 3GPP TS 36.211). The mobile station shall not perform measurements or attempt reselection to these cells.

PCID (9 bit field) 
PCID_BITMAP_GROUP (6 bit field) 
PCID_Pattern_length (3 bit field) 
PCID_Pattern 
PCID_pattern_sense (1 bit field) 
These fields are defined in sub-clause 9.1.54.



	GERAN_PRIORITY (3 bit field)
THRESH_Priority_Search (4 bit field)
THRESH_GSM_low (4 bit field)
H_PRIO (2 bit field)
T_Reselection (2 bit field)
These fields are used for the inter-RAT cell re-selection algorithm based on priority, as defined in 3GPP TS 45.008.

	PCID to TA mapping struct
This structure identifies, on the frequency or frequencies that this information element is associated with, one or more E-UTRAN cells by means of their physical layer cell identities (see 3GPP TS 36.211) that belong to the same Tracking Area. If no PCIDs or groups of PCIDs are indicated within this structure, then all PCIDs belong to the same Tracking Area.

PCID_BITMAP_GROUP (6 bit field) 
PCID_Pattern_length (3 bit field) 
PCID_Pattern 
PCID_pattern_sense (1 bit field) 
These fields are defined in sub-clause 9.1.54.

	3G CSG Description
The fields of this description are used for inter-RAT cell reselection to UTRAN CSG cells as defined in 3GPP TS 45.008.

UTRAN_FREQUENCY_INDEX (5 bit field)
Each instance of this field describes a UTRAN frequency in the 3G Neighbour Cell list where the CSG PSC SPLIT is valid. If the CSG_PSC_SPLIT IE is present but there are no instances of this field present in the message, then the CSG PSC SPLIT shall apply to all UTRAN frequencies in the 3G Neighbour Cell list. This field is described in sub-clause 9.1.54.

CSG_FDD_UARFCN (14 bit field)
Each CSG_FDD_UARFCN describes a UTRAN FDD frequency dedicated to CSG cells. The field is formatted as a UARFCN as defined in 3GPP TS 25.101.

CSG_TDD_UARFCN (14 bit field)
Each CSG_TDD_UARFCN describes a UTRAN TDD frequency dedicated to CSG cells. The field is formatted as a UARFCN as defined in 3GPP TS 25.102.

	E-UTRAN CSG Description
The fields of this description are used for inter-RAT cell reselection to E-UTRAN CSG cells as defined in 3GPP TS 45.008.

E-UTRAN_FREQUENCY_INDEX (3 bit field)
Each instance of this field describes an E-UTRAN frequency in the E-UTRAN Neighbour Cell list where the CSG PCI SPLIT is valid. If the CSG_PCI_SPLIT field is present but there are no instances of this field present in the message, then the CSG PCI SPLIT shall apply to all E-UTRAN frequencies in the E-UTRAN Neighbour Cell list. This field is described in sub-clause 9.1.55.

CSG_EARFCN (16 bit field)
Each CSG_EARFCN describes an E-UTRAN frequency dedicated to CSG cells. The field is formatted as an E-UTRA Absolute Radio Frequency Channel Number as defined in 3GPP TS 36.104.

	CSG PCI Split struct
This structure identifies one or more E-UTRAN physical layer cell identities (see 3GPP TS 36.211) as being reserved for CSG cells. The range of reserved physical layer cell identities applies to all E-UTRAN frequencies specified in the list of frequencies.

PCID (9 bit field)
PCID_BITMAP_GROUP (6 bit field) 
PCID_Pattern_length (3 bit field) 
PCID_Pattern
PCID_pattern_sense (1 bit field) 
These fields are described in sub-clause 9.1.54.

	CSG PSC Split struct
This structure identifies one or more UTRAN primary scrambling code values (see 3GPP TS 36.211) as being reserved for CSG cells. The range of reserved primary scrambling codes applies to all UTRAN frequencies specified in the list of frequencies.

PSC (9 bit field)
This field specifies the primary scrambling code of a single cell.

PSC_Pattern_length (3 bit field)
PSC_Pattern
PSC_pattern_sense (1 bit field)
If the PSC_pattern_sense bit is equal to '0' then the group of identified codes are those where the most significant bits of the primary scrambling code are equal to "PSC_pattern". If the PSC_pattern_sense bit is equal to '1' then the group of identified codes is all those where the most significant bits of the primary scrambling code are not equal to the PSC_pattern.



@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@
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