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	1)

In 6.6.7.1, it is specified that the MS shall use CSG PSC/ PCI split infromation to avoid unnecessary measurement and cell reselection attempt to CSG cell by the MS which does not have allowed CSG list or the list is empty. However, in UMTS, LTE spec, how this information is used is left to UE implementation (cf. 25.331 8.6.2.4, 36.331 6.3.1). To align how much specification specifies among RATs, it is proposed to clarify the use of this information for measurement, cell reselection attmepts should be guideline.

2)

In 6.6.7.1, the network behaviour to broadcast of E-UTRAN CSG frequency, is missing.

	
	

	Summary of change:
(

	1)
Clarified 6.6.7.1 that the use of CSG PSC/ PCI split information to avoid unnecessary measurement and cell reselection attmpt to CSG cell when the MS does not have tht allowed CSG list or the list is empty, is changed from ‘shall’ behaviour to ‘may’ behaviour.
2)

Clarified 6.6.7.1 that the network may provide E-UTRAN CSG frequencies as well as UTRAN CSG frequencies.
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not approved:
	1)
The use of CSG PSC/ PCI split information is left mandatory behaviour contrary to to UMTS, LTE specification.

2)

Specification is inconsisit between 45.008 and 44.018/ 44.060.
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6.6.7.1
Cell re-selection to CSG cells
If a mobile station is a member of at least one Closed Subscriber Group, i.e. at least one CSG ID is included in the MS’s "Allowed CSG list", then, in addition to normal cell reselection, the MS should search for UTRAN and/or E-UTRAN CSG cells depending on the MS capability.

NOTE 1:
The search function and the measurements rules applicable to CSG cells are implementation dependent.
NOTE 2:
A cell is a CSG cell if the CSG Indicator in its system information is set to TRUE.
NOTE 3:
The "Allowed CSG list" is stored in the USIM (see 3GPP TS 31.102).
If the strongest cell (see 3GPP TS 25.304 and 3GPP TS 36.304 for te definition of the strongest cell) which the MS has detected on a UTRAN or E-UTRAN frequency is a suitable CSG cell (see 3GPP TS 25.304 and 3GPP TS 36.304 for suitability criteria for UTRAN and E-UTRAN CSG cells respectively), it should reselect to this cell irrespective of the cell reselection rules applicable for the cell on which the MS is currently camped.

The MS shall disable the search function for CSG cells if the MS has no "Allowed CSG list" or the MS’s "Allowed CSG list" is empty.
When the MS has no or an empty "Allowed CSG list", and the MS has stored "CSG PSC Split Information" or "CSG PCI Split Information", the MS may ignore for measurement and cell re-selection:

-
cells on a UTRAN frequency with PSC in the stored range "CSG PSC Split Information" for that frequency (see 3GPP TS 25.331);

-
cells on an E-UTRAN frequency with PCI in the stored range "CSG PCI Split Information" for that frequency (see 3GPP TS 36.331).

The network may provide information about dedicated E-UTRAN CSG frequencies and/ or UTRAN CSG frequencies. When the MS has no or an empty "Allowed CSG list", the MS shall ignore those frequencies for measurement and cell re-selection.
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