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1. Overall Description:

RAN2 has discovered a limitation in the specification for a PS handover from GERAN to UTRAN. If the handover is accepted without explicitly signalling any PS RABs, the current UE behaviour with respect to the activation of the security for the signalling radio bearers is unspecified.

RAN2 has discussed if there are possible use cases for a PS handover without a data radio bearers. One potential use case mentioned in RAN2 is a PS handover using default configuration. Currently there is default configuration for SRB, but no default configuration is defined for PS bearers. However, the RNC could reject all PS bearers, and accept the default configuration for SRB.

RAN2 would like to also have GERAN opinion on the need for supporting a PS handover without data radio bearers, and would kindly ask GERAN to answer the following question:
Q1: Does GERAN see a use case for supporting a PS handover with signalling connection only?

In order to understand if a default configuration should be used, RAN2 would like to understand whether there is a serious size limitation for the PS handover from GERAN to UTRAN. Also RAN2 would like to understand whether GERAN think a new default configuration for PS data radio bearers should be defined. Therefore RAN2 would like to ask the following question:

Q2:  Is there a serious size limitation for PS handover from GERAN to UTRAN? Does GERAN think that RAN2 should define a new default configuration for PS data radio bearers?
2. Actions:

RAN2 kindly asks GERAN to provide answers to following questions:

Q1: Does GERAN see a use case for supporting a PS handover with signalling connection only?

Q2:  Is there a serious size limitation for PS handover from GERAN to UTRAN? Does GERAN think that RAN2 should define a new default configuration for PS data radio bearers?
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