Page 4
Draft prETS 300 ???: Month YYYY


3GPP TSG-GERAN WG3new Meeting #44 
(
GP-091792
Sophia Antipolis, France, November 16-20

	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	51.010-1
	CR
	4256
	(

rev
	-
	(

Current version:
	8.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	20.22.2 – Changes due to P-Channel removal.

	
	

	Source to WG:
(

	Sierra Wireless

	Source to TSG:
(

	WG3new

	
	

	Work item code:
(

	TEI
	
	Date: (

	15/10/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(
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20.22.2
Cell reselection in Packet Idle mode

20.22.2.1
Definition
-

20.22.2.2
Conformance requirement

1. At least for every new sample or every second, whichever is the greatest, the MS shall update RLA_P and calculate the value of C1, C31 and C32 for the serving cell and the non‑serving cells; 3GPP TS 05.08, subclause 10.1.2 The MS shall make a cell re-selection if:

(i)
The path loss criterion parameter (C1) for the serving cell falls below zero.

(ii)
A non‑serving suitable cell (see 3GPP TS 03.22) is evaluated to be better than the serving cell. The best cell is the cell with the highest value of C32 among:

-
those cells that have the highest PRIORITY_CLASS among those that fulfil the criterion C31 ( 0; or

-
all cells, if no cells fulfil the criterion C31 ( 0.


If the parameter C32_QUAL is set, positive GPRS_RESELECT_OFFSET values shall only be applied to the neighbour cell with the highest RLA_P value of those cells for which C32 is compared above.


PRIORITY_CLASS and C32_QUAL are broadcast on PBCCH of the serving cell.


When evaluating the best cell, the following hysteresis values shall be subtracted from the C32 value for the neighbour cells:

-
in standby state, if the new cell is in the same routing area: 0.

-
in ready state, if the new cell is in the same routing area:

-
GPRS_CELL_RESELECT_HYSTERESIS. If the parameter C31_HYST is set,;

-
GPRS_CELL_RESELECT_HYSTERESIS shall also be subtracted from the C31 value for the neighbour cells.

-
in standby or ready state, if the new cell is in a different routing area:

-
RA_RESELECT_HYSTERESIS.

-
in case of a cell re-selection occurred within the previous 15 s: 5 dB.

-
GPRS_CELL_RESELECT_HYSTERESIS, C31_HYST and RA_RESELECT_HYSTERESIS are broadcast on PBCCH of the serving cell.

20.22.2.3
Test purpose

To verify that the MS reselects the correct cell based on the C32 parameter when GPRS_RESELECT_OFFSET, TEMPORARY_OFFSET and PENALTY_TIME parameters are transmitted..

1.
To verify MS does not reselect on the basis of C31 as there are no HCS threshold values transmitted in the Packet Measurement Order.

20.22.2.4
Method of test

20.22.2.4.1
Initial conditions

Parameters changed from the default values in table 20.22.1.

	Parameter
	Cell A
	Cell B
	Cell C

	
	Carrier 1
	
	Carrier 5
	
	Carrier 3
	

	Channel Type Carried
	BCCH
	
	BCCH
	
	BCCH
	

	RF Signal Level (dBm)
	-65
	
	-60
	
	-70
	

	
	
	
	
	
	
	

	Serving Cell Parameters
	
	
	
	
	
	

	 GPRS_RXLEV_ACCESS_MIN (dBm)
	--
	
	-90
	
	--
	

	
	
	
	
	
	
	

	Neighbour Cell Parameters
	
	
	
	
	
	

	 GPRS_RXLEV_ACCESS_MIN (dBm)
	-85
	
	-90
	
	-100
	

	 GPT
	40 s
	
	Default
	
	Default
	

	 GRO
	20 dB
	
	-20 dB
	
	-20 dB
	

	 GTO
	20 dB
	
	Default
	
	Default
	

	
	
	
	
	
	
	

	C1
	20
	
	30
	
	30
	

	C32
	20-40
	
	30
	
	10
	


NOTE 1:
The BA(GPRS) list only contains the ARFCNs of the carriers used during the test.

NOTE 2:
The HCS structure is omitted from the Packet Measurement Order.


NOTE 4:
Serving Cell Parameters and Neighbour Cell Parameters are coded and transmitted with the Packet Measurement Order.
20.22.2.4.2
Procedure

a) The SS activates carrier 5..

b) The MS is switched on and completes GPRS Attach (ready timer deactivated) on Carrier 5.
c) The SS sends the GPRS reselection parameters through a Packet Measurement Order message (NC0 – HCS structre omitted).

d)
The SS activates carriers 1and 3. The MS is paged on carriers 1 and 3 The SS monitors carriers 1 and 1 for RA requests from the MS.

20.22.2.5
Test Requirements

1) 
After step c) the SS should ensure that the MS final state is in Packet Idle mode on carrier 5.

2)
After step c) there should be no response on carrier 1 within 38 s of activating the carrier but MS should respond on carrier 1 within 48s plus Max{10s,  14 consecutive paging blocks of that MS} of activating the carrier.

NOTE:
Minimum time of 38 s set by penalty timer on carrier 1 less 2 s tolerance. Maximum time includes Max{10s, 14 consecutive paging blocks of that MS} to read BSIC on carrier 1, 40 s + 2 s tolerance for expiry of penalty timer on carrier 4, 2 s to decode BCCH on carrier 1 (taking into account the Scheduling of System Information requirement from setion 20.22), 1 s for reselection, since the MS will already have running averages on carrier 1, when the penalty timers expire, additional time for update of NB-list in the mobile, allow at least 48 s plus Max{10s,  14 consecutive paging blocks of that MS}.
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