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	Reason for change:
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	CMCC deployes the LCR TDD systesm (1.28Mcps). However, the current test cases in 20.25.3 for Intersystem Cell Reselection/Idle Mode/TDD_Qoffset do not cover the corresponding scenrario with the condition of LCR TDD (1.28 Mcps).

	
	

	Summary of change:
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	New test case “Intersystem Cell Reselection/Idle Mode/TDD_Qoffset (1.28Mcps TDD)” foreseen in Table B.1: Applicability of tests.
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	The specification is not complete without the tests for LCR TDD.

	
	

	Clauses affected:
(

	Table B.1: Applicability of tests

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	Affected:
	x
	
	 Test specifications
	51.010-1

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR applies to R99 and later MS


Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	

	[Skip in table]

	20.24.1
	SoLSA Cell Selection suitable cell 
	R99
	All SoLSA MS
	
	C207
	
	

	20.24.2
	SoLSA Cell (Re)Selection emergency call
	R99
	All SoLSA MS
	
	C207
	
	

	20.24.3
	SoLSA Cell Reselection/idle mode support enabled 
	R99
	All SoLSA MS
	
	C207
	
	

	20.24.4
	SoLSA Cell Reselection/idle mode support any
	R99
	All SoLSA MS
	
	C207
	
	

	20.24.5
	SoLSA Cell Reselection/LSA indication for idle mode
	R99
	All SoLSA MS
	
	C207
	
	

	20.25.2
	Intersystem Cell Reselection/Idle Mode/FDD_Qmin
	R99
	MS supporting both GSM and UTRAN
	
	C289
	
	

	20.25.3
	Intersystem Cell Reselection/Idle Mode/FDD_Qoffset
	R99
	MS supporting both GSM and UTRAN
	
	C289
	
	

	20.25.3a
	Intersystem Cell Reselection/Idle Mode/TDD_Qoffset (1.28Mcps TDD)
	R99
	MS supporting both GSM and UTRAN
	
	C289
	
	

	20.25.4
	Intersystem Cell Reselection/Idle Mode/Qsearch_I
	R99
	MS supporting both GSM and UTRAN
	
	C289
	
	

	20.26
	Decoding of BCCH including information for UTRAN TDD cells
	Phase 2
	All MS
	
	A
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