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Background

In the LS from TSG RAN WG4 in [1], there are two concerns raised regarding the way RAN4 has implemented references in TS 37.104 [2] to TS 45.005 using the new TS structure and the new Annex P. These concerns were, as stated by RAN4:

· “When references were done to Annex P, it was noted that the reference channels and propagation conditions are not consistent between the Reference Sensitivity and the other Receiver Characteristics (Blocking etc.). RAN4 believes that since the Reference Sensitivity level is used as a baseline for the other requirements, conditions should be identical.”
· “It was not clear whether Annex P should also be referenced for the performance requirements (Section 8). In the present version of the TS, Annex P is not involved and referencing is done directly to a number of subclauses in TS 45.005. In this context, RAN4 would like to point out that requirements not referenced from TS 37.104 will fall outside the scope of the MSR Base Station specification.”
This contribution proposes a way forward on the referencing to TS 45.005 and Annex P and makes the corresponding Text Proposal for TS 37.104 as attached.

Discussion
In the GERAN WG1 ad hoc discussions on the LS from RAN4 in [1], it was stated that the best way to reference from TS 37.14 to TS 45.005 would be to have “clean” referencing, where for each requirement (as applicable) the reference would be to one single subclause of Annex P in TS 45.005. The reference should not be qualified with any specific side conditions that limit the reference. Instead, any such limitation should be included in Annex P. In this way, the scopes of the RAN and GERAN specifications are kept clearly separate.
The attached text proposal and the corresponding update of Annex P in [3] follow this simple rule. For TS.37.104, the following updates are done in the attached text proposal:
· For reference sensitivity in 7.2.4, a clean reference is made to Annex P.1.

· For blocking requirements in 7.4.1 and 7.4.2, a clean reference is made to Annex P.2.1.

· For GSM/EDGE additional narrowband blocking in 7.4.3, a clean reference is made to Annex P.2.1.

· For GSM/EDGE AM suppression in 7.4.4, a clean reference is made to Annex P.2.3.

· For Out-of-band blocking requirements in 7.5.1 and 7.5.2, a clean reference is made to Annex P.2.1.

· For receiver intermodulation in 7.1.1 and 7.7.2, a clean reference is made to Annex P.2.2.

· For GSM/EDGE additional narrowband intermodulation in 7.7.3, a clean reference is made to Annex P.2.2.

· For the GSM performance requirements in 8.4, the reference to the complete sections 6.2, 6.3, 6.4 and 6.5 is kept as in [2], with brackets removed. A modification of the introduction of clause 8 is also proposed, in order to reflect that the GSM/EGDE performance requirements are specified both in relation to SNR and C/I.
Proposal

It is proposed that the attached text proposal is forwarded to RAN4 for inclusion in TS 37.104.
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TEXT PROPOSAL:

7.2.4
GSM/EDGE minimum requirement
For GSM/EDGE, the minimum requirement for reference sensitivity is specified in TS 45.005 [5], applicable parts of subclause 6.2. 

The conditions specified in TS 45.005 [5], Annex P.1 apply for GSM/EDGE reference sensitivity.

7.3
Dynamic range

The dynamic range is a measure of the capability of the receiver to receive a wanted signal in the presence of an interfering signal inside the received channel bandwidth or the capability of receiving high level of wanted signal. 
7.3.1
E-UTRA minimum requirement

For E-UTRA, the minimum requirement for dynamic range is specified in TS 36.104 [4], subclause 7.3.

7.3.2
UTRA FDD minimum requirement
For UTRA FDD, the minimum requirement for dynamic range is specified in TS 25.104 [2], subclause 7.3.

7.3.3
UTRA TDD minimum requirement

For UTRA TDD, the minimum requirement for dynamic range is specified in TS 25.105 [3], subclause 7.3.

7.3.4
GSM/EDGE minimum requirement
For GSM/EDGE, the minimum requirement for dynamic range is expressed as Nominal Error Rate and is specified in TS 45.005 [5], applicable parts of subclause 6.1.1.1, 6.1.1.3, 6.1.2.2 and 6.1.3.2.

7.4
In-band selectivity and blocking

The in-band selectivity and blocking characteristics are measures of the receiver ability to receive a wanted signal at its assigned channel in the presence of an unwanted interferer inside the operating band and are defined by a (wideband) and a narrowband blocking requirement. 

7.4.1
General blocking minimum requirement
For the general blocking requirement, the interfering signal shall be a UTRA signal as specified in Annex A.

For the wanted and interfering signal coupled to the base station antenna input, using the parameters in Table 7.4.1‑1, the following requirements shall be met:

-
For any E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.

-
For any UTRA carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [2], subclause 7.2.

-
For any GSM/EDGE carrier, the conditions are specified in TS 45.005 [5], Annex P.2.1. 
Table 7.4.1-1: General blocking requirement

	Operating Band Number
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Interfering signal centre frequency minimum frequency offset from the RF bandwidth edge [MHz]

	1-7, 9-11, 13-14, 18,19, 33-40
	(FUL_low -20)
	to
	(FUL_high +20)
	-40
	PREFSENS + x dB*
	7.5

	8
	(FUL_low -20)
	to
	(FUL_high +10)
	
	
	

	12
	(FUL_low  -20)
	to
	(FUL_high +12)
	
	
	

	17
	(FUL_low  -20)
	to
	(FUL_high +18)
	
	
	

	Note*: 
PREFSENS depends on the RAT and on the channel bandwidth, see subclause 7.2.

Note**: 
“x” is equal to 6 in case of E-UTRA or UTRA wanted signals and equal to 3 in case of GSM/EDGE wanted signal.


7.4.2
General narrowband blocking minimum requirement

For the general blocking requirement, the interfering signal shall be an E-UTRA 1RB signal as specified in Annex A.

For the wanted and interfering signal coupled to the base station antenna input, using the parameters in Table 7.4.2‑1, the following requirements shall be met:

-
For any E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.

-
For any UTRA carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [2], subclause 7.2.

-
For any GSM/EDGE carrier, the conditions are specified in TS 45.005 [5], Annex P.2.1.
Table 7.4.2-1: Narrowband blocking requirement

	RAT of the carrier
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	Interfering RB centre frequency offset from the RF bandwidth edge [kHz]

	E-UTRA, UTRA and GSM/EDGE
	PREFSENS + x dB*
	-49
	240 +m*180,

m=0, 1, 2, 3, 4, 9, 14, 19, 24

	Note*: 
PREFSENS depends on the RAT and on the channel bandwidth, see subclause 7.2.

Note**: 
“x” is equal to 6 in case of E-UTRA or UTRA wanted signals and equal to 3 in case of GSM/EDGE wanted signal.


7.4.3
Additional Narrowband blocking minimum requirement for GSM/EDGE

The GSM/EDGE in-band blocking requirement as stated in TS 45.005 [5], applicable parts of subclauses 5.1.3 and 5.1.4, shall apply for any GSM/EDGE carrier.

The conditions specified in TS 45.005 [5], Annex P.2.1 apply for GSM/EDGE in-band narrowband blocking. 

7.4.4
GSM/EDGE requirements for AM suppression

The GSM/EDGE AM suppression requirement as stated in TS 45.005 [5], applicable parts of subclauses 5.2.2, shall apply for any GSM/EDGE carrier.

The conditions specified in TS 45.005 [5], Annex P.2.3 apply for GSM/EDGE AM suppression. 

7.5
Out-of-band blocking

The Out-of-band blocking characteristic is a measure of the receiver ability to receive a wanted signal at its assigned channel in the presence of an unwanted interferer outside the uplink operating band.
7.5.1
General minimum requirement

For a wanted and an interfering signal coupled to BS antenna input using the parameters in Table 7.5.1-1, the following requirements shall be met:

-
For any E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.

-
For any UTRA carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [2], subclause 7.2.

-
For any GSM/EDGE carrier, the conditions are specified in TS 45.005 [5], Annex P.2.1.
Table 7.5.1-1: Blocking performance requirement
	Operating Band Number
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Type of Interfering Signal

	1-7, 9-11, 13-14, 18,19, 33-40
	1 

(FUL_high +20)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS + x dB* 
	CW carrier 

	8
	1 

(FUL_high +10)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS + x dB* 
	CW carrier 

	12
	1 

(FUL_high +12)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS + x dB* 
	CW carrier 

	17
	1 

(FUL_high +18)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS + x dB* 
	CW carrier 

	Note*: 
PREFSENS depends on the RAT and the channel bandwidth, see subclause 7.2. 

“x” is equal to 6 in case of E-UTRA or UTRA wanted signals and equal to 3 in case of GSM/EDGE wanted signal.


7.5.2
Co-location minimum requirement

This additional blocking requirement may be applied for the protection of BS receivers when E-UTRA BS, UTRA or GSM/EDGE operating in a different frequency band are co-located with an E-UTRA BS.

The requirements in this subclause assume a 30 dB coupling loss between the interfering transmitter and the BS receiver. 

NOTE:
For co-location with UTRA, the requirements are based on co-location with Wide Area UTRA FDD or TDD base stations.

For a wanted and an interfering signal coupled to BS antenna input using the parameters in Table 7.5.2-1, the following requirements shall be met:

-
For any E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.

-
For any UTRA carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [2], subclause 7.2.

-
For any GSM/EDGE carrier, the conditions are specified in TS 45.005 [5], Annex P.2.1.
Table 7.5.2-1: Blocking requirement for when co-located with BS in other frequency bands.

	Type of co-located BS
	Centre Frequency of Interfering Signal (MHz)
	Interfering Signal mean power (dBm)
	Wanted Signal mean power (dBm)
	Type of Interfering Signal

	Macro GSM850
	869 – 894
	+16
	PREFSENS + x dB*
	CW carrier

	Macro GSM900
	921 – 960
	+16
	PREFSENS + x dB*
	CW carrier

	Macro DCS1800
	1805 – 1880
	+16
	PREFSENS + x dB*
	CW carrier

	Macro PCS1900
	1930 – 1990
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band I or E-UTRA Band 1
	2110 – 2170
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band II or E-UTRA Band 2
	1930 – 1990
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band III or E-UTRA Band 3
	1805 – 1880
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band IV or E-UTRA Band 4
	2110 – 2155
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band V or E-UTRA Band 5
	869 – 894
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band VI or E-UTRA Band 6
	875 – 885
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band VII or E-UTRA Band 7
	2620 – 2690
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band VIII or E-UTRA Band 8
	925 – 960
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band IX or E-UTRA Band 9
	1844.9 – 1879.9
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band X or E-UTRA Band 10
	2110 – 2170
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XI or E-UTRA Band 11
	1475.9 - 1500.9
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XII or E-UTRA Band 12
	728 - 746
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XIIII or E-UTRA Band 13
	746 - 756
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XIV or E-UTRA Band 14
	758 - 768
	+16
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 17
	734 - 746
	+16
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 18
	860 - 875
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XIX or E-UTRA Band 19
	875 - 890
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA TDD in Band a)
	1900-1920

2010-2025
	+16
	PREFSENS + x dB*
	CW carrier

	E-UTRA TDD in Band 33
	1900-1920
	+16
	PREFSENS + x dB*
	CW carrier

	E-UTRA TDD in Band 34
	2010-2025
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA TDD in Band b)
	1850-1910

1930-1990
	+16
	PREFSENS + x dB*
	CW carrier

	E-UTRA TDD in Band 35
	1850-1910


	+16
	PREFSENS + x dB*
	CW carrier

	E-UTRA TDD in Band 36
	1930-1990
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA TDD in Band c) or E-UTRA TDD in Band 37
	1910-1930
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA TDD in Band d) or E-UTRA in Band 38
	2570-2620
	+16
	PREFSENS + x dB*
	CW carrier

	E-UTRA in Band 39
	1880-1920
	+16
	PREFSENS + x dB*
	CW carrier

	E-UTRA in Band 40
	2300-2400
	+16
	PREFSENS + x dB*
	CW carrier

	Note 1 (*):
PREFSENS depends on the RAT and the channel bandwidth, see subclause 7.2. 

“x” is equal to 3 in case of GSM/EDGE wanted signal and equal to 6 in case of UTRA or E-UTRA wanted signals.
Note 2: 
Except for a BS operating in Band 13, these requirements do not apply when the interfering signal falls within the uplink operating band or in the 10 MHz immediately outside the uplink operating band.
For a BS operating in band 13 the requirements do not apply when the interfering signal falls within the frequency range 768-797 MHz.

Note 3: 
Some combinations of bands may not be possible to co-site based on the requirements above. The current state-of-the-art technology does not allow a single generic solution for co-location of UTRA TDD or E-UTRA TDD with E-UTRA FDD on adjacent frequencies for 30dB BS-BS minimum coupling loss.  However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [7].


7.6
Receiver spurious emissions

The receiver spurious emissions power is the power of emissions generated or amplified in a receiver that appear at the BS receiver antenna connector. The requirements apply to all BS with separate RX and TX antenna ports. In this case for FDD BS the test shall be performed when both TX and RX are on, with the TX port terminated. 

For TDD BS with common RX and TX antenna port the requirement applies during the Transmitter OFF period. For FDD BS with common RX and TX antenna port the transmitter spurious emission limits as specified in subclause 6.6.1 are valid.

7.6.1
General minimum requirement

The power of any spurious emission shall not exceed the levels in Table 7.6.1-1:
Table 7.6.1-1: General spurious emissions requirement

	Frequency range
	Maximum level
	Measurement Bandwidth
	Note

	30MHz ‑ 1 GHz
	-57 dBm
	100 kHz 
	

	1 GHz ‑ 12.75 GHz
	-47 dBm
	1 MHz
	

	NOTE:
The frequency range from [FBW RF,DL,low -10 MHz] to [FBW RF,,DLhigh + 10 MHz] may be excluded from the requirement.


In addition to the requirements in Table 7.6.1-1, the power of any spurious emission shall not exceed the Additional spurious emissions requirements in subclause 6.6.1.3 and in case of FDD BS (for BC1 and BC2) emission shall not exceed the levels specified for Protection of the BS receivers of own or different BS in subclause 6.6.1.2. In addition, the requirements for co-location with other base stations specified in subclause 6.6.1.4 may also be applied.
7.7
Receiver intermodulation

Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel. Intermodulation response rejection is a measure of the capability of the receiver to receive a wanted signal on its assigned channel frequency in the presence of two interfering signals which have a specific frequency relationship to the wanted signal. 
7.7.1 General intermodulation minimum requirement

Interfering signals shall be a CW signal and an E-UTRA signal as specified in Annex A. 

For the wanted signal at the assigned channel frequency and two interfering signals coupled to the base station antenna input, using the parameters in Table 7.7.1-1 and 7.7.1-2, the following requirements shall be met:

-
For any E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.

-
For any UTRA carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [2], subclause 7.2.

-
For any GSM/EDGE carrier, the conditions are specified in TS 45.005 [5], Annex P.2.2.
Table 7.7.1-1: General intermodulation requirement 

	Mean power of interfering signals [dBm]
	Wanted Signal mean power [dBm]
	Type of interfering signal

	-48
	PREFSENS +x dB*
	See Table 7.7.1-2

	Note*: 
PREFSENS depends on the RAT and on the channel bandwidth, see subclause 7.2.
“x” is equal to 6 in case of E-UTRA or UTRA wanted signals and equal to 3 in case of GSM/EDGE wanted signal.


Table 7.7.1-2: Interfering signals for intermodulation requirement 
	RAT of the carrier
	Interfering signal centre frequency offset from the RF bandwidth edge [MHz]
	Type of interfering signal

	E-UTRA 1.4 MHz

	2.0 (BC1) / 2.1 (BC2)
	CW

	
	4.9
	1.4MHz E-UTRA signal

	E-UTRA 3 MHz

	4.4 (BC1) / 4.5 (BC2)
	CW

	
	10.5
	3MHz E-UTRA signal

	UTRA and E-UTRA 5 MHz
	7.5
	CW

	
	17.5
	5MHz E-UTRA signal

	E-UTRA 10 MHz

	7.375
	CW

	
	17.5
	5MHz E-UTRA signal

	E-UTRA 15 MHz

	7.25
	CW

	
	17.5
	5MHz E-UTRA signal

	E-UTRA 20 MHz
	7.125
	CW

	
	17.5
	5MHz E-UTRA signal

	GSM/EDGE
	7.575
	CW

	
	17.5
	5MHz E-UTRA signal


7.7.2
General narrowband intermodulation minimum requirement

Interfering signals shall be a CW signal and an E-UTRA 1RB signal as specified in Annex A.

For the wanted signal at the assigned channel frequency and two interfering signals coupled to the base station antenna input, using the parameters in Table 7.7.2-1 and 7.7.2-2, the following requirements shall be met:

-
For any E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.

-
For any UTRA carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [2], subclause 7.2.

-
For any GSM/EDGE carrier, the conditions are specified in TS 45.005 [5], Annex P.2.2.
Table 7.7.2-1: General narrowband intermodulation requirement 

	Mean power of interfering signals [dBm]
	Wanted Signal mean power [dBm]
	Type of interfering signal

	-52
	PREFSENS +x dB*
	See Table 7.7.2-2

	Note*: 
PREFSENS depends on the RAT and on the channel bandwidth, see subclause 7.2.
“x” is equal to 6 in case of E-UTRA or UTRA wanted signals and equal to 3 in case of GSM/EDGE wanted signal.


Table 7.7.2-2: Interfering signals for narrowband intermodulation requirement 
	RAT of the carrier
	Interfering signal centre frequency offset from the RF bandwidth edge [kHz]
	Type of interfering signal

	E-UTRA 1.4 MHz

	260 (BC1) /  270 (BC2)
	CW

	
	970 (BC1) / 790 (BC2)
	1.4 MHz E-UTRA signal, 1 RB*

	E-UTRA 3 MHz

	260 (BC1) / 270 (BC2)
	CW

	
	960 (BC1) / 780 (BC2)
	3.0 MHz E-UTRA signal, 1 RB*

	E-UTRA 5 MHz
	360
	CW

	
	1060
	5 MHz E-UTRA signal, 1 RB*

	E-UTRA 10 MHz
(**)
	325
	CW

	
	1240
	5 MHz E-UTRA signal, 1 RB*

	E-UTRA 15 MHz
(**)
	380
	CW

	
	1600
	5MHz E-UTRA signal, 1 RB*

	E-UTRA 20 MHz
(**)
	345
	CW

	
	1780
	5MHz E-UTRA signal, 1 RB*

	UTRA
	345
	CW

	
	1780
	5MHz E-UTRA signal, 1 RB*

	GSM/EDGE
	340
	CW

	
	880
	5MHz E-UTRA signal, 1 RB*

	Note*: 
Interfering signal consisting of one resource block positioned at the stated offset. 

Note**:
This requirement shall apply only for an E-UTRA FRC A1-3 mapped to the frequency range at the channel edge adjacent to the interfering signals.


7.7.3
Additional narrowband intermodulation minimum requirement for GSM/EDGE

The GSM/EDGE MC-BTS receiver intermodulation requirement as stated in TS 45.005 [5], applicable parts of subclause 5.3.2 shall apply for any GSM/EDGE carrier.

The conditions specified in TS 45.005 [5], Annex P.2.2 apply for the GSM/EDGE intermodulation requirement.

7.8
In-channel selectivity

In-channel selectivity (ICS) is a measure of the receiver ability to receive a wanted signal at its assigned resource block locations in the presence of an interfering signal received at a larger power spectral density. In this condition a throughput requirement shall be met for a specified reference measurement channel. 

7.8.1
E-UTRA minimum requirement

For E-UTRA, the minimum requirement for in-channel selectivity is specified in TS 36.104 [4], subclause 7.4.

8
Performance requirements

Performance requirements specify the ability of the BS to correctly demodulate signals in various conditions and configurations. For UTRA and E-UTRA the requirements specify a minimum throughput or maximum BLER or BER that should be achieved at a specific SNR. For GSM/EDGE the requirements specify a maximum FER, BLER or BER that shall be achieved at specific sensitivity levels (C) and specific carrier-to-interference ratios (C/I).
8.1
E-UTRA minimum requirement

For E-UTRA, the minimum requirements for performance are specified in TS 36.104 [4], clause 8.

8.2
UTRA FDD minimum requirement

For UTRA FDD, the minimum requirements for performance are specified in TS 25.104 [2], clause 8.

8.3
UTRA TDD minimum requirement

For UTRA TDD, the minimum requirements for performance are specified in TS 25.105 [3], clause 8.

8.4
GSM/EDGE minimum requirement

For GSM/EDGE, the minimum requirements for reference sensitivity level and reference interference level are specified in TS 45.005 [5], applicable parts of clauses 6.2, 6.3, 6.4, 6.5 and 6.6. The conditions specified in TS 45.005 [5], Annex P.1 are valid for GSM sensitivity and interference performance.



