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	Reason for change:
(

	PMO, PCCO may be issued irrespective of update of individual priorities e.g. just to update measurement related parameters. Therefore, it should be possible for network to signal PMO, PCCO, CHANNEL RELEASE with indicating to keep individual priorities. Also, it should be possible for network to delete individual prioriteis.

As 3 code points are needed i.e. to keep, to update, to delete individual priorities, another Choice is needed within Individual Priorities IE.

Regarding assignment of code points, we propose as follows:
#
Individual Priorities IE

Choice
MS’s behaviour

1

Not included

-

To keep individual priorities

2

Included

1
To update individual priorities

3
Included

0
To delete the existing individual priorities

Above assignment of code points allows:

· In GERAN supporting interworking with LTE but not supporting individual priorities, individual priorities are kept until e.g. validity timer expires, PLMN selection. This allows to assign individual priorities in e.g. E-UTRA and to keep using while the MS is in GERAN.
· In the pre Rel-8 GERAN network not supporting interworking with LTE, individual priorities are also kept. However, this does not cause any issue as priority based reselection is not used in GERAN as threshold information is not provided from GERAN serving cell
· In GERAN supporting interworking with LTE and provision of individual priorities, network has full control in PMO, PCCO; to keep, to update, to delete



	
	

	Summary of change:
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	Updated 3.2.3.3 

· to clarify that the mobile station shall update individual priorities if it is received with priority for the serving cell.

· to clarify that individual priorities are not considered valid if CHANNEL RELEASE message with an indication that the individual priorities shall be removed
Updated 10.5.2.75 to add another level of Choice in Individual Priorities IE to signal “delete individual priorities”.
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not approved:
	It is not possible to delete individual priorities in explicit signalling. Also, it is not clear if PMO, PCCO, CHANNEL RELEASE is signalled without Individual Priorities IE means to delete or to keep individual priorites.
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3.2.3.3
Provision of individual priorities information
A mobile station may receive individual priorities information in the Individual Priorities IE in the CHANNEL RELEASE message. The mobile station shall use these parameters for inter-RAT cell reselection as specified in 3GPP TS 45.008. If the T3230 timeout value is provided the mobile station shall set timer T3230 to the value received and start timer T3230 (or restart timer T3230 with the timeout value provided if already running).

Individual priorities shall be considered valid by the mobile station until either:

-
a PLMN selection is performed and results in a change of PLMN which is not an equivalent PLMN, see 3GPP TS 23.122; or

-
the mobile station is switched off; or

-
a CHANNEL RELEASE message is received with an indication that the individual priorities shall be deleted; or
-
new individual priorities are received in which case the MS shall delete all previously assigned individual priorities and consider the new ones as valid; or
-
timer T3230 expires.
At inter-RAT cell reselection from UTRAN or E-UTRAN to GERAN, the MS shall inherit valid individual priority information from the source RAT. In this case the mobile station shall start timer T3230 with the timeout value set to the remaining validity time of the corresponding timer from the source RAT (i.e. T320 in E-UTRA, T322 in UTRA). If more than one valid individual priority applied for GERAN frequencies while in the source RAT then, following inter-RAT reselection to GERAN, the mobile station shall apply, as GERAN individual priority, only the one applicable to the BCCH carrier of the GERAN cell that was reselected, for as long as it is valid and the mobile station remains in GERAN. In this case the mobile station shall not apply the other GERAN individual priority(ies) until a further inter-RAT reselection from GERAN occurs (see 3GPP TS 25.331, 3GPP TS 36.331).

NOTE:
The network may provide individual priorities information for inter-RAT frequencies not configured by system information.

	Unmodified sections skipped


10.5.2.75
Individual priorities

The Individual priorities information element is coded as shown in figure 10.5.2.75.1 and table 10.5.2.75.1.
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	Individual priorities IEI
	octet 1

	Length of Individual priorities
	octet 2

	Individual priorities
	octet 3 – n


Figure 10.5.2.75.1 Individual priorities
Table 10.5.2.75.1: Individual priorities information element

	< Individual priorities > ::=


{ 0 |

-- delete all stored individual priorities

  1


-- provide individual priorities


< GERAN_PRIORITY : bit(3) >



{ 0 | 1
< 3G Individual Priority Parameters Description :





< 3G Individual Priority Parameters Description struct >> }


{ 0 | 1
< E-UTRAN Individual Priority Parameters Description :





< E-UTRAN Individual Priority Parameters Description struct >> }


{ 0 | 1
< T3230 timeout value : bit(3) >} ;

}


	< 3G Individual Priority Parameters Description struct > ::=


{ 0 | 1
< DEFAULT_UTRAN_PRIORITY : bit(3) >}


{ 1 < Repeated Individual UTRAN Priority Parameters : < Repeated Individual UTRAN Priority Parameters struct >> } ** 0 ;


	< Repeated Individual UTRAN Priority Parameters struct > ::=

{ 0 { 1 < FDD-ARFCN : bit (14) > } ** 0 | 1 { 1 < TDD-ARFCN : bit (14) > } ** 0 }

< UTRAN_PRIORITY : bit(3) > ;


	< E-UTRAN Individual Priority Parameters Description struct > ::=


{ 0 | 1
< DEFAULT_E-UTRAN_PRIORITY : bit(3) > }


{ 1
< Repeated Individual E-UTRAN Priority Parameters : 



< Repeated Individual E-UTRAN Priority Parameters Description struct >> } ** 0 ;


	< Repeated Individual E-UTRAN Priority Parameters Description struct > ::=


{ 1 < EARFCN : bit (16) > } ** 0

< E-UTRAN_PRIORITY : bit(3) > ;




Table 10.5.2.75.2:  Individual priorities information element details
	GERAN_PRIORITY (3 bit field)

DEFAULT_UTRAN_PRIORITY (3 bit field)

UTRAN_PRIORITY (3 bit field)

E-UTRAN_PRIORITY (3 bit field)

These fields are used for the inter-RAT cell re-selection algorithm based on priority information, see sub-clause 10.5.2.33b.


	FDD-ARFCN (14 bit field)

TDD-ARFCN (14 bit field)

EARFCN (16 bit field)

These fields are used to indicate the frequencies for which priorities are provided, see sub-clause 9.1.54.


	T3230 timeout value (3 bit field)

The timer uses 3 bits to indicate the time for which the signalled individual priorities are valid:
0 0 0
5 minute timeout;

0 0 1
10 minute timeout;

0 1 0
20 minute timeout;

0 1 1
30 minute timeout;

1 0 0
60 minute timeout;

1 0 1
120 minute timeout;

1 1 0
180 minute timeout;

1 1 1
reserved for future use; if received, it shall be interpreted by the mobile station as ‘110’;
If this information element is not present, the mobile station shall consider the signalled individual priorities to be valid until the occurrence of one of the conditions specified in subclause 3.2.3.3.
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