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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication and/or edition number or version number) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the relevant Release.

-
For a GSM Phase 2+ Release 7 MS, references to GSM documents are to version 7.x.y, when available.

-
For a GSM Phase 2+ Release 6 MS, references to GSM documents are to version 6.x.y, when available.

-
For a GSM Phase 2+ Release 5 MS, references to GSM documents are to version 5.x.y, when available.

-
For a GSM Phase 2+ Release 4 MS, references to GSM documents are to version 4.x.y, when available.

-
For a GSM Phase 2+ Release 1999 MS, references to GSM documents are to version 8.x.y (for 01.-series to 12.-series) or (3.x.y for 21.-series to 35.-series), when available.

-
For a GSM Phase 2+ Release 1998 MS, references to GSM documents are to version 7.x.y, when available.

-
For a GSM Phase 2+ Release 1997 MS, references to GSM documents are to version 6.x.y, when available.

-
For a GSM Phase 2+ Release 1996 MS, references to GSM documents are to version 5.x.y,. when available.

-
For a GSM Phase 2 MS, references to GSM documents are to version 4.x.y.

NOTE:
References to 3GPP Technical Specifications and Technical Reports throughout the presnt document shall be interpreted according to the Release shown in the formal reference in this clause, based upon the Release of the implementation under test.

EXAMPLE 1:
References for a Ph2 MS shall be interpreted as:



[1]

3GPP TS 01.04 Ph2



[2]

3GPP TS 02.02 Ph2



etc.

EXAMPLE 2:
References for a Rel-4 MS shall be interpreted as:



[1]

3GPP TS 21.905 Rel-4


[2]

3GPP TS 22.002 Rel-4


etc.

[1]
3GPP TS 01.04 (Ph2 to R99): "Abbreviations and acronyms".
3GPP TR 21.905 (R99 onwards): "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 02.02 (Ph2 to R98): "Bearer Services (BS) supported by a GSM Public Land Mobile Network (PLMN)".
3GPP TS 22.002 (R99 onwards): "Circuit Bearer Services (BS) supported by a Public Land Mobile Network (PLMN)".

[3]
3GPP TS 02.03 (Ph2 to R98): "Teleservices supported by a GSM Public Land Mobile Network (PLMN)".
3GPP TS 22.003 (R99 onwards): "Circuit Teleservices supported by a Public Land Mobile Network (PLMN)".

[4]
3GPP TS 02.04 (Ph2 to R98): "General on supplementary services".
3GPP TS 22.004 (R99 onwards): "General on supplementary services".

[5]
3GPP TS 02.06 (Ph2 to R98): "Types of Mobile Stations (MS)".

[6]
3GPP TS 02.07 (Ph2 to R98): "Mobile Station (MS) features".

[7]
3GPP TS 02.09 (Ph2 to R99): "Security aspects".
3GPP TS 42.009 (Rel-4 onwards): "Security aspects".

[8]
3GPP TS 02.11 (Ph2 to R98): "Service accessibility".
3GPP TS 22.011 (R99 onwards): "Service accessibility".

[9]
3GPP TS 02.17 (Ph2 to R99): "Subscriber Identity Modules (SIM); Functional characteristics".

3GPP TS 42.017 (Rel-4 onwards): "Subscriber Identity Modules (SIM); Functional characteristics".

[10]
3GPP TS 02.24 (Ph2 to R98): "Description of Charge Advice Information (CAI)".
3GPP TS 22.024 (R99 onwards): "Description of Charge Advice Information (CAI)".

[11]
3GPP TS 02.30 (Ph2 to R98): "Man-Machine Interface (MMI) of the Mobile Station (MS)".
3GPP TS 22.030 (R99 onwards): "Man-Machine Interface (MMI) of the User Equipment (UE)".

[12]
3GPP TS 02.81 (Ph2 to R98): "Line identification supplementary services; Stage 1".
3GPP TS 22.081 (R99 onwards): "Line identification supplementary services; Stage 1".

[13]
3GPP TS 02.83 (Ph2 to R98): "Call Waiting (CW) and Call Holding (HOLD); Supplementary Services; Stage 1".3GPP TS 22.083 (R99 onwards): "Call Waiting (CW) and Call Holding (HOLD); Supplementary Services; Stage 1".

[14]
3GPP TS 02.84 (Ph2 to R98): "MultiParty (MPTY) supplementary services; Stage 1".
3GPP TS 22.084 (R99 onwards): "MultiParty (MPTY) Supplementary Services; Stage 1".

[15]
3GPP TS 02.86 (Ph2 to R98): "Advice of Charge (AoC) Supplementary Services; Stage 1".3GPP TS 22.086 (R99 onwards): "Advice of Charge (AoC) Supplementary Services; Stage 1".

[16]
3GPP TS 02.88 (Ph2 to R98): "Call Barring (CB) Supplementary Services; Stage 1".3GPP TS 22.088 (R99 onwards): "Call Barring (CB) Supplementary Services; Stage 1".

[17]
3GPP TS 02.90 (Ph2 to R98): "Unstructured Supplementary Service Data (USSD); Stage 1".
3GPP TS 22.090 (R99 onwards): "Unstructured Supplementary Service Data (USSD); Stage 1".

[18]
3GPP TS 03.03 (Ph2 to R98): "Numbering, addressing and identification".
3GPP TS 23.003 (R99 onwards): "Numbering, Addressing and Identification".

[19]
3GPP TS 03.11 (Ph2 to R98): "Technical realization of supplementary services".
3GPP TS 23.011 (R99 onwards): "Technical realization of Supplementary Services".

[20]
3GPP TS 03.20 (Ph2 to R99): "Security related network functions".
3GPP TS 43.020 (Rel-4 onwards): "Security related network functions ".

[21]
3GPP TS 03.22 (Ph2 to R99): "Functions related to Mobile Station (MS) in idle mode and group receive mode".
3GPP TS 43.022 (Rel-4 onwards): "Functions related to Mobile Station (MS) in idle mode and group receive mode".

[22]
3GPP TS 03.38 (Ph2 to R98): "Alphabets and language-specific information".
3GPP TS 23.038 (R99 onwards): "Alphabets and language-specific information".

[23]
3GPP TS 03.40 (Ph2 to R98): "Technical realization of the Short Message Service (SMS); Point‑to‑Point (PP)".
3GPP TS 23.040 (R99 onwards): "Technical realization of the Short Message Service (SMS)".

[24]
3GPP TS 03.41 (Ph2 to R98): "Technical realization of Cell Broadcast Service (CBS)".
3GPP TS 23.041 (R99 onwards): "Technical realization of Cell Broadcast Service (CBS)".

[25]
3GPP TS 03.45 (Ph2 to R99): "Technical realization of facsimile group 3 transparent".
3GPP TS 43.045 (Rel-4 onwards): "Technical realization of facsimile group 3 service - transparent".

[26]
3GPP TS 03.50 (Ph2 to R99): "Transmission planning aspects of the speech service in the GSM Public Land Mobile Network (PLMN) system".
3GPP TS 43.050 (Rel-4 onwards): "Transmission planning aspects of the speech service in the GSM Public Land Mobile Network (PLMN) system".

[27]
3GPP TS 03.86 (Ph2 to R98): "Advice of Charge (AoC) supplementary services; Stage 2".
3GPP TS 23.086 (R99 onwards): "Advice of Charge (AoC) supplementary services; Stage 2".

[28]
3GPP TS 04.04 (Ph2 to R99): "Layer 1; General requirements".
3GPP TS 44.004 (Rel-4 onwards): "Layer 1; General requirements".

[29]
3GPP TS 04.05 (Ph2 to R99): "Data Link (DL) layer; General aspects".
3GPP TS 44.005 (Rel-4 onwards): "Data Link (DL) layer; General aspects".

[30]
3GPP TS 04.06 (Ph2 to R99): "Mobile Station - Base Station System (MS-BSS) interface; Data Link (DL) layer specification".
3GPP TS 44.006 (Rel-4 onwards): "Mobile Station - Base Station System (MS-BSS) interface; Data Link (DL) layer specification".

[31]
3GPP TS 04.07 (Ph2 to R98): "Mobile radio interface signalling layer 3; General aspects".
3GPP TS 24.007 (R99 onwards): "Mobile radio interface signalling layer 3; General aspects".

[32]
3GPP TS 04.08 (Ph2 to R99): "Mobile radio interface layer 3 specification" (see note 1).3GPP TS 24.008 (R99 onwards): "Mobile radio interface layer 3 specification; Core network protocols; Stage 3" (see note 1).
3GPP TS 44.008 (Rel-4): "Mobile radio interface layer 3 specification" (see note 1).

[33]
3GPP TS 04.10 (Ph2 to R98): "Mobile radio interface layer 3; Supplementary services specification; General aspects".
3GPP TS 24.010 (R99 onwards): "Mobile radio Interface Layer 3; Supplementary services specification; General aspects".

[34]
3GPP TS 04.11 (Ph2 to R98): "Point-to-Point (PP) Short Message Service (SMS) support on mobile radio interface".
3GPP TS 24.011 (R99 onwards): "Point-to-Point (PP) Short Message Service (SMS) Support on mobile radio interface".

[35]
3GPP TS 04.12 (Ph2 to R99): "Short Message Service Cell Broadcast (SMSCB) support on the mobile radio interface".
3GPP TS 44.012 (Rel-4 onwards): "Short Message Service Cell Broadcast (SMSCB) Support on the mobile radio interface".

[36]
3GPP TS 04.13 (Ph2 to R99): "Performance requirements on the mobile radio interface".3GPP TS 44.013 (Rel-4 onwards): "Performance requirements on the mobile radio interface".

[37]
3GPP TS 04.21 (Ph2 to R99): "Rate adaption on the Mobile Station - Base Station System (MS - BSS) Interface".
3GPP TS 44.021 (Rel-4 onwards): "Rate adaption on the Mobile Station - Base Station System (MS - BSS) Interface".

[38]
3GPP TS 04.22 (Ph2 to R98): "Radio Link Protocol (RLP) for data and telematic services on the Mobile Station - Base Station System (MS-BSS) interface and the Base Station System - Mobile-services Switching Centre (BSS-MSC) interface".3GPP TS 24.022 (R99 onwards): " Radio Link Protocol (RLP) for circuit switched bearer and teleservices".

[39]
3GPP TS 04.80 (Ph2 to R98): "Mobile radio interface layer 3 supplementary services specification; Formats and coding".
3GPP TS 24.080 (R99 onwards): "Mobile radio layer 3 supplementary services specification; Formats and coding".

[40]
3GPP TS 04.81 (Ph2 to R98): "Line identification supplementary services; Stage 3".
3GPP TS 24.081 (R99 onwards): "Line identification supplementary services; Stage 3".

[41]
3GPP TS 04.82 (Ph2 to R98): "Call Forwarding (CF) supplementary services; Stage 3".
3GPP TS 24.082 (R99 onwards): "Call Forwarding (CF) supplementary services; Stage 3".

[42]
3GPP TS 04.83 (Ph2 to R98): "Call Waiting (CW) and Call Hold (HOLD) supplementary services; Stage 3".
3GPP TS 24.083 (R99 onwards): "Call Waiting (CW) and Call Hold (HOLD) supplementary services; Stage 3".

[43]
3GPP TS 04.84 (Ph2 to R98): "MultiParty (MPTY) supplementary services; Stage 3".
3GPP TS 24.084 (R99 onwards): "Multiparty (MPTY) supplementary services; Stage 3".

[44]
3GPP TS 04.86 (Ph2 to R98): "Advice of Charge (AoC) supplementary services; Stage 3".
3GPP TS 24.086 (R99 onwards): "Advice of Charge (AoC) supplementary services; Stage 3".

[45]
3GPP TS 04.88 (Ph2 to R98): "Call Barring (CB) supplementary services; Stage 3".
3GPP TS 24.088 (R99 onwards): "Call Barring (CB) supplementary services; Stage 3".

[46]
3GPP TS 04.90 (Ph2 to R98): "Unstructured Supplementary Service Data (USSD); Stage 3".
3GPP TS 24.090 (R99 onwards): "Unstructured Supplementary Service Data (USSD); Stage 3".

[47]
3GPP TS 05.02 (Ph2 to R99): "Multiplexing and multiple access on the radio path".
3GPP TS 45.002 (Rel-4 onwards): "Multiplexing and multiple access on the radio path".

[48]
3GPP TS 05.03 (Ph2 to R99): "Channel coding".
3GPP TS 45.003 (Rel-4 onwards): "Channel coding".

[49]
3GPP TS 05.04 (Ph2 to R99): "Modulation".
3GPP TS 45.004 (Rel-4 onwards): "Modulation".

[50]
3GPP TS 05.05 (Ph2 to R99): "Radio transmission and reception".
3GPP TS 45.005 (Rel-4 onwards): "Radio transmission and reception".

[51]
3GPP TS 05.08 (Ph2 to R99): "Radio subsystem link control".
3GPP TS 45.008 (Rel-4 onwards): "Radio subsystem link control".

[52]
3GPP TS 05.09 (Ph2 to R99): "Link Adaptation".
3GPP TS 45.009 (Rel-4 onwards): "Link Adaptation".

[53]
3GPP TS 05.10 (Ph2 to R99): "Radio subsystem synchronization".
3GPP TS 45.010 (Rel-4 onwards): "Radio subsystem synchronization".

[54]
3GPP TS 06.01 (Ph2 to R99): "Full rate speech; Processing functions".
3GPP TS 46.001 (Rel-4 onwards): "Full rate speech; Processing functions".

[55]
3GPP TS 06.02 (Ph2 to R99): " Half rate speech; Half rate speech processing functions".
3GPP TS 46.002 (Rel-4 onwards): "Half rate speech processing functions".

[56]
3GPP TS 06.07 (Ph2 to R99): "Half rate speech; Test sequences for the GSM half rate speech codec".
3GPP TS 46.007 (Rel-4 onwards): "Half rate speech; Test sequences for the GSM half rate speech codec".

[57]
3GPP TS 06.10 (Ph2 to R99): "Full rate speech; Transcoding".
3GPP TS 46.010 (Rel-4 onwards): "Full rate speech transcoding".

[58]
3GPP TS 06.11 (Ph2 to R99): "Full rate speech; Substitution and muting of lost frames for full rate speech channels".
3GPP TS 46.011 (Rel-4 onwards): "Substitution and muting of lost frames for full rate speech channels".

[59]
3GPP TS 06.12 (Ph2 to R99): "Comfort noise aspect for full rate speech traffic channels".
3GPP TS 46.012 (Rel-4 onwards): "Comfort noise aspect for full rate speech traffic channels".

[60]
3GPP TS 06.20 (Ph2 to R99): "Half rate speech; Half rate speech transcoding".
3GPP TS 46.020 (Rel-4 onwards): "Half rate speech transcoding ".

[61]
3GPP TS 06.21 (Ph2 to R99): "Half rate speech; Substitution and muting of lost frames for half rate speech traffic channels".
3GPP TS 46.021 (Rel-4 onwards): "Half rate speech; Substitution and muting of lost frames for half rate speech traffic channels".

[62]
3GPP TS 06.22 (Ph2 to R99): "Half rate speech; Comfort noise aspects for the half rate speech traffic channels".3GPP TS 46.022 (Rel-4 onwards): "Half rate speech; Comfort noise aspects for the half rate speech traffic channels".

[63]
3GPP TS 06.31 (Ph2 to R99): "Full rate speech; Discontinuous Transmission (DTX) for full rate speech traffic channels".
3GPP TS 46.031 (Rel-4 onwards): "Full rate speech; Discontinuous Transmission (DTX) for full rate speech traffic channels".

[64]
3GPP TS 06.32 (Ph2 to R99): "Full rate speech; Voice Activity Detector (VAD) for full rate speech traffic channels".
3GPP TS 46.032 (Rel-4 onwards): "Full rate speech; Voice Activity Detector (VAD) for full rate speech traffic channels".

[65]
3GPP TS 06.41 (Ph2 to R99): "Half rate speech; Discontinuous Transmission (DTX) for half rate speech traffic channels".
3GPP TS 46.041 (Rel-4 onwards): "Half rate speech; Discontinuous Transmission (DTX) for half rate speech traffic channels".

[66]
3GPP TS 06.42 (Ph2 to R99): "Half rate speech; Voice Activity Detector (VAD) for half rate speech traffic channels".
3GPP TS 46.042 (Rel-4 onwards): "Half rate speech; Voice Activity Detector (VAD) for half rate speech traffic channels".

[67]
3GPP TS 07.01 (Ph2 to R98): "General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)".
3GPP TS 27.001 (R99 onwards): "General on Terminal Adaptation Functions (TAF) for Mobile stations (MS)".

[68]
3GPP TS 07.02 (Ph2 to R98): "Terminal Adaptation Functions (TAF) for services using asynchronous bearer capabilities".
3GPP TS 27.002 (R99 onwards): "Terminal Adaptation Functions (TAF) for services using asynchronous bearer capabilities".

[69]
3GPP TS 07.03 (Ph2 to R98): "Terminal Adaptation Functions (TAF) for services using synchronous bearer capabilities".
3GPP TS 27.003 (R99 onwards): "Terminal Adaptation Functions (TAF) for services using synchronous bearer capabilities".

[70]
3GPP TS 09.02 (Ph2 to R98): "Mobile Application Part (MAP) specification".
3GPP TS 29.002 (R99 onwards): "Mobile Application Part (MAP) specification".

[71]
3GPP TS 09.06 (Ph2 to R98): "Interworking between a Public Land Mobile Network (PLMN) and a Packet Switched Public Data Network/Intergrated Services digital Network (PSPDN/ISDN) for support of packet switched data transmission services".3GPP TS 29.006 (R99 onwards): "Interworking between a Public Land Mobile Network (PLMN) and a Packet Switched Public Data Network/Integrated Services Digital Network (PSPDN/ISDN) for the support of packet switched data transmission services".

[72]
3GPP TS 09.07 (Ph2 to R98): "General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)".
3GPP TS 29.007 (R99 onwards): "General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)".

[73]
3GPP TS 11.11 (Ph2 to R99): "Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface".
3GPP TS 51.011 (Rel-4 onwards): "Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface".

[74]
3GPP TS 11.12 (Ph2): "Specification of the 3 Volt Subscriber Identity Module - Mobile Equipment (SIM-ME) interface".

[75]
ITU‑T Recommendation E.164: "The international public telecommunication numbering plan".

[76]
ITU‑T Recommendation G.122: "Influence of national systems on stability and talker echo in international connections".

[77]
ITU‑T Recommendation G.223: "Assumptions for the calculation of noise on hypothetical reference circuits for telephony".

[78]
ITU‑T Recommendation G.714: "Separate performance characteristics for the encoding and decoding sides of PCM channels applicable to 4-wire voice-frequency interfaces".

[79]
ITU‑T Recommendation G.721: "32 kbit/s Adaptive Differential Pulse Code Modulation (ADPCM)".

[80]
ITU‑T Recommendation O.131: "Quantizing distortion measuring equipment using a pseudo‑random noise test signal".

[81]
ITU‑T Recommendation O.132: "Quantizing distortion measuring equipment using a sinusoidal test signal".

[82]
ITU‑T Recommendation O.153: "Basic parameters for the measurement of error performance at bit rates below the primary rate".

[83]
ITU‑T Recommendation P.340: "Transmission characteristics of hands-free telephones".

[84]
ITU‑T Recommendation P.35: "Handset telephones".

[85]
ITU‑T Recommendation P.50: "Artificial voices".

[86]
ITU‑T Recommendation P.51: "Artificial mouth".

[87]
ITU‑T Recommendation P.64: "Determination of sensitivity/frequency characteristics of local telephone systems".

[88]
ITU‑T Recommendation P.76: "Determination of loudness ratings; fundamental principles".

[89]
ITU‑T Recommendation P.79: "Calculation of loudness ratings for telephone sets".

[90]
ITU‑T Recommendation T.4: "Standardization of Group 3 facsimile terminals for document transmission".

[91]
ITU‑T Recommendation T.21: "Standardized tests charts for document facsimile transmission".

[92]
ITU‑T Recommendation T.30: "Procedures for document facsimile transmission in the general switched telephone network".

[93]
ITU‑T Recommendation V.1: "Equivalence between binary notation symbols and the significant conditions of a two-condition code".

[94]
ITU‑T Recommendation V.14: "Transmission of start-stop characters over synchronous bearer channels".

[95]
ITU‑T Recommendation V.24: "List of definitions for interchange circuits between data terminal equipment (DTE) and data circuit-terminating equipment (DCE)".

[96]
ITU‑T Recommendation V.25bis: "Synchronous and asynchronous automatic dialling procedures on switched networks".

[97]
ITU‑T Recommendation V.110: "Support by an ISDN of data terminal equipments with V-Series type interfaces".

[98]
ITU‑T Recommendation X.21: "Interface between data terminal equipment and data circuit-terminating equipment for synchronous operation on public data networks".

[99]
ITU‑T Recommendation X.208: "Specification of Abstract Syntax Notation One (ASN.1)".

[100]
ITU‑T Recommendation X.290: "OSI conformance testing methodology and framework for protocol Recommendations for ITU‑T applications - General concepts".

[101]
ISO 3: "Preferred Numbers - Series of preferred Numbers".

[102]
ISO 2110: "Information technology - Data Communication - 25-Pole DTE/DCE interface connector and contact number assignments".

[103]
ISO/IEC 7816‑3: "Information technology - Identification cards - Integrated circuit(s) cards with contacts - Part 3: Electronic signals and transmission protocols".

[104]
IEC publication 6068‑2‑1: "Environmental Testing - Part 2: Tests - Tests A: Cold".

[105]
IEC publication 6068‑2‑2: "Environmental Testing - Part 2: Tests - Tests B: Dry heat".

[106]
IEC publication 6068‑2‑36: "Environmental Testing - Part 2: Tests - Test Fdb: Random vibration wide band - Reproducibility Medium".

[107]
ETSI ETR 028: "Radio Equipment and Systems (RES); Uncertainties in the measurement of mobile radio equipment characteristics".

[108]
ITU‑T Recommendation P.57 (2005): "Artificial ears".

[109]
3GPP TS 02.43 (R98 to R99): "Support of Localised Service Area (SoLSA); Service description; Stage 1".

[110]
3GPP TS 03.73 (R98): "Support of Localised Service Area (SoLSA); Stage 2".
3GPP TS 23.073 (R99 onwards): "Support of Localised Service Area (SoLSA); Stage 2".

[111]
3GPP TS 04.18 (R99): "Mobile radio interface layer 3 specification; Radio Resource Control Protocol" (see note 1).


3GPP TS 44.018 (Rel-4 onwards): "Mobile radio interface layer 3 specification; Radio Resource Control Protocol" (see note 1).

[112]
Void.

[114]
3GPP TS 02.67 (R96 to R98): "enhanced Multi-Level Precedence and Pre-emption Service (eMLPP); Stage 1".
3GPP TS 22.067 (R99 onwards): "enhanced Multi-Level Precedence and Pre-emption service (eMLPP); Stage 1".

[115]
3GPP TS 02.68 (R96 to R99): "Voice Group Call Service (VGCS); Stage 1".

3GPP TS 42.068 (Rel-4 onwards): "Voice Group Call Service (VGCS); Stage 1".

[116]
3GPP TS 02.69 (R96 to R99): "Voice Broadcast Service (VBS); Stage 1".
3GPP TS 42.069 (Rel-4 onwards): "Voice Broadcast Service (VBS); Stage 1".

[117]
3GPP TS 02.87 (R98): "User-to-User Signalling (UUS); Service description; Stage 1".
3GPP TS 22.087 (R99 onwards): "User-to-User Signalling (UUS); Service description; Stage 1".

[118]
3GPP TS 22.094 (R99 onwards): "Follow Me Service description; Stage 1".

[119]
3GPP TS 03.67 (R96 to R98): "enhanced Multi-Level Precedence and Pre-emption service (eMLPP); Stage 2".
3GPP TS 23.067 (R99 onwards): "enhanced Multi-Level Precedence and Pre-emption service (eMLPP); Stage 2".

[120]
3GPP TS 03.68 (R96 to R99): "Voice Group Call Service (VGCS); Stage 2".
3GPP TS  43.068 (Rel-4 onwards): "Voice Group Call Service (VGCS); Stage 2".

[121]
3GPP TS 03.69 (R96 to R99): "Voice Broadcast Service (VBS); Stage 2".
3GPP TS  43.069 (Rel-4 onwards): "Voice Broadcast Service (VBS); Stage 2".

[122]
3GPP TS 23.094 (R99 onwards): "Follow-Me (FM); Stage 2".

[123]
3GPP TS 04.67 (R96 to R98): "enhanced Multi-Level Precedence and Pre-emption service (eMLPP); Stage 3".
3GPP TS 24.067 (R99 onwards): "enhanced Multi-Level Precedence and Pre-emption service (eMLPP); Stage 3".

[124]
3GPP TS 04.68 (R96 to R98): "Group Call Control (GCC) protocol".
3GPP TS 44.068 (Rel-4 onwards): "Group Call Control (GCC) protocol".

[125]
3GPP TS 04.69 (R96 to R99): "Broadcast Call Control (BCC) protocol".
3GPP TS 44.069 (Rel-4 onwards): "Broadcast Call Control (BCC) protocol".

[126]
3GPP TS 04.87 (R98): "User-to-User Signalling (UUS) Supplementary Service; Stage 3".
3GPP TS 24.087 (R99 onwards): "User-to-User Signalling (UUS) Supplementary Service; Stage 3".

[127]
Void

[128]
3GPP TS 25.331 (R99 onwards): "Radio Resource Control (RRC) protocol specification".

[129]
Void

[130]
3GPP TS 26.131 (R99 onwards): "Terminal Acoustic Characteristics for Telephony: Requirements".

[131]
3GPP TS 26.132 (R99 onwards): "Narrow band (3,1 kHz) speech and video telephony terminal acoustic test specification".

[132]
3GPP TS 04.60 (R97 to R99): "General Packet Radio Service (GPRS); Mobile Station (MS) - Base Station System (BSS) interface; Radio Link Control/Medium Access Control (RLC/MAC) protocol".
3GPP TS 44.060 (Rel-4 onwards): "General Packet Radio Service (GPRS); Mobile Station (MS) - Base Station System (BSS) interface; Radio Link Control/Medium Access Control (RLC/MAC) protocol".

[133]
3GPP TS 04.64 (R97 to R99): "General Packet Radio Service (GPRS); Mobile Station - Serving GPRS Support Node (MS-SGSN) Logical Link Control (LLC) layer specification".
3GPP TS 44.064 (Rel-4 onwards): "Mobile Station - Serving GPRS Support Node (MS-SGSN) Logical Link Control (LLC) layer specification".

[134]
3GPP TS 04.65 (R97 to R99): "General Packet Radio Service (GPRS); Mobile Station (MS) - Serving GPRS Support Node (SGSN); Subnetwork Dependent Convergence Protocol (SNDCP)".
3GPP TS 44.065 (Rel-4 onwards): "Mobile Station (MS) - Serving GPRS Support Node (SGSN); Subnetwork Dependent Convergence Protocol (SNDCP)".[135]
3GPP TS 03.87 (R98): User-to-User Signalling (UUS); Stage 2".

3GPP TS 23.087 (R99 onwards): "User-to-User Signalling (UUS) Supplementary Service; Stage 2".

[136]
Council Directive 91/263/EEC of 29 April 1991 on the approximation of the laws of the Member States concerning telecommunications terminal equipment, including the mutual recognition of their conformity".

[137]
3GPP TS 11.18 (R98): "Specification of the 1.8 Volr Subscriber Identity Module - Mobile Equipment (SIM-ME) interface".
3GPP TS 31.101 (R99 onwards): "UICC-terminal interface; Physical and logical characteristics".

[138]
ISO 6429: "Information technology - Control funtions for coded character sets".

[139]
IS-GPS-200, Revision D, Navstar GPS Space Segment/Navigation User Interfaces, March 7th, 2006.

[140]
P. Axelrad, R.G. Brown, "GPS Navigation Algorithms", in Chapter 9 of "Global Positioning System: Theory and Applications", Volume 1, B.W. Parkinson, J.J. Spilker (Ed.), Am. Inst. of Aeronautics and Astronautics Inc., 1996.

[141]
S.K. Gupta, "Test and Evaluation Procedures for the GPS User Equipment", ION-GPS Red Book, Volume 1, p. 119.

[142]
STANAG 4294 Issue 1, NATO Standard Agreement.
[143]
IS-GPS-705, Navstar GPS Space Segment/User Segment L5 Interfaces, September 22, 2005.

[144]
IS-GPS-800, Navstar GPS Space Segment/User Segment L1C Interfaces, September 4, 2008.

[145]
IS-QZSS, Quasi Zenith Satellite System Navigation Service Interface Specifications for QZSS, Ver.1.1, July 31, 2009.

[146]
Galileo OS Signal in Space ICD (OS SIS ICD), Draft 0, Galileo Joint Undertaking, May 23rd, 2006.

[147]
Global Navigation Satellite System GLONASS Interface Control Document, Version 5.1, 2008.

[148]
Specification for the Wide Area Augmentation System (WAAS), US Department of Transportation, Federal Aviation Administration, DTFA01-96-C-00025, 2001.

NOTE 1:
From Rel-4 onwards, references to 3GPP TS 04.08 are replaced by references to 3GPP TS 44.018 (for RR) and 3GPP TS 24.008 (for CN).

NEXT CHANGED SECTION
70.16
A-GNSS Minimum Performance tests

This section specifies the measurement procedures for the conformance test of the minimum performance requirements for GSM user equipment (MS) that supports Assisted Global Navigation Satellite Systems (A-GNSS). It excludes performance requirements for MSs where the only A-GNSS supported is A-GPS L1C/A which are specified in section 70.11
70.16.1
Abbreviations

A-GNSS
Assisted - Global Navigation Satellite Systems 
A-GPS
Assisted - Global Positioning System

C/A
Coarse/Acquisition 

ECI
Earth-Centered-Inertial
ECEF
Earth Centred, Earth Fixed

EGNOS
European Geostationary Navigation Overlay Service

FEC
Forward Error Correction

GAGAN
GPS Aided Geo Augmented Navigation 

GANSS
Galileo and Additional Navigation Satellite Systems

GLONASS
GLObal'naya NAvigatsionnaya Sputnikovaya Sistema (Engl.: Global Navigation Satellite System)

GNSS
Global Navigation Satellite System

GPS
Global Positioning System

GSS
GNSS System Simulator

HDOP
Horizontal Dilution Of Precision

ICD
Interface Control Document

LOS
Line Of Sight

MSAS
Multi-functional Satellite Augmentation System

QZSS
Quasi-Zenith Satellite System

SBAS
Space Based Augmentation System

WAAS
Wide Area Augmentation System 
WLS
Weighted Least Square
WGS-84
World Geodetic System 1984

70.16.2
GNSS test conditions

70.16.2.1
GNSS signals

The GNSS signal is defined at the A-GNSS antenna connector of the MS. For MS with integral antenna only, a reference antenna with a gain of 0 dBi is assumed.

70.16.2.2
GNSS frequency

The GNSS signals shall be transmitted with a frequency accuracy of  ( 0.025 PPM.

70.16.2.3
GNSS static propagation conditions

The propagation for the static performance measurement is an Additive White Gaussian Noise (AWGN) environment. No fading and multi-paths exist for this propagation model.

70.16.2.4
GNSS multi-path conditions

Doppler frequency difference between direct and reflected signal paths is applied to the carrier and code frequencies. The Carrier and Code Doppler frequencies of LOS and multi-path for GNSS signals are defined in table 70.16.2.1.

Table 70.16.2.1: Multi-path Conditions for GNSS Signals

	Initial relative Delay
[GNSS chip]
	Carrier Doppler frequency of tap [Hz]
	Code Doppler frequency of tap [Hz]
	Relative mean Power [dB]

	0
	Fd
	Fd / N
	0

	X
	Fd - 0.1
	(Fd-0.1) /N
	Y

	NOTE:
Discrete Doppler frequency is used for each tap.


Where the X and Y depends on the GNSS signal type and is shown in Table 70.16.2.2, and N is the ratio between the transmitted carrier frequency of the signals and the transmitted chip rate as shown in Table 70.16.2.3 (where k in Table 70.16.2.3 is the GLONASS frequency channel number). 

Table 70.16.2.2

	System
	Signals
	X [m]
	Y [dB]

	Galileo
	E1
	125
	[-4.5]

	
	E5a
	15
	-6

	
	E5b
	15
	-6

	GPS/Modernized GPS
	L1 C/A
	150
	-6

	
	L1C
	125
	[-4.5]

	
	L2C
	150
	-6

	
	L5
	15
	-6

	GLONASS
	G1
	275
	-12.5

	
	G2
	275
	-12.5


Table 70.16.2.3

	System
	Signals
	N

	Galileo
	E1
	1540

	
	E5a
	115

	
	E5b
	118

	GPS/Modernized GPS
	L1 C/A
	1540

	
	L1C
	1540

	
	L2C
	1200

	
	L5
	115

	GLONASS
	G1
	3135.03 + k ( 1.10

	
	G2
	2438.36 + k ( 0.86


The initial carrier phase difference between taps shall be randomly selected between 0 and 2radians. The initial value shall have uniform random distribution.
70.16.2.5
Mobile stations supporting multiple GNSS signals

For mobile stations supporting multiple GNSS signals, different minimum performance requirements may be associated with different signals. The satellite simulator shall generate all signals supported by the MS. Signals not supported by the MS do not need to be simulated. The relative power levels of each signal type for each GNSS are defined in Table 70.16.2.4. The individual test scenarios define the reference signal power level for each satellite. The power level of each simulated satellite signal type shall be set to the reference signal power level defined in each test scenario plus the relative power level defined in Table 70.16.2.4.

Table 70.16.2.4: Relative signal power levels for each signal type for each GNSS
	
	Galileo
	GPS/Modernized GPS
	GLONASS
	QZSS
	SBAS

	Signal power levels relative to reference power levels
	E1
	0 dB
	L1 C/A
	0 dB
	G1
	0 dB
	L1 C/A
	0 dB
	L1
	0 dB

	
	E6
	+2 dB
	L1C
	+1.5 dB
	G2
	-6 dB
	L1C
	+1.5 dB
	
	

	
	E5
	+2 dB
	L2C
	-1.5 dB
	
	
	L2C
	-1.5 dB
	
	

	
	
	
	L5
	+3.6 dB
	
	
	L5
	+3.6 dB
	
	


NOTE 1: 
For test cases which involve “Modernized GPS”, the satellite simulator shall also generate the GPS L1 C/A signal if the MS supports “GPS” in addition to “Modernized GPS”. 

NOTE 2: The signal power levels in the Test Parameter Tables represent the total signal power of the satellite per channel not e.g. pilot and data channels separately.

70.16.2.6
GNSS multi System Time Offsets

If more than one GNSS is used in a test, the accuracy of the GNSS-GNSS Time Offsets used at the system simulator shall be better than 3 ns.

70.16.3
 GSM and other test conditions

70.16.3.1
GSM frequency band and frequency range

The tests in this section are performed on one of the mid range ARFCNs of the GSM operating frequency band of the MS. The ARFCNs to be used for mid range are defined in Table 3.3 

If the MS supports multiple frequency bands then the Sensitivity tests in clause 70.16.5 shall be repeated in each supported frequency band.

70.11.3.2
Sensors

The minimum performances shall be met without the use of any data coming from sensors that can aid the positioning. A dedicated test message 'RESET MS POSITIONING STORED INFORMATION' has been defined in TS 44.014 for the purpose of disabling any such sensors.

70.16.4
A-GNSS test conditions

70.16.4.1
General

This section defines the minimum performance requirements for both MS based and MS assisted A‑GNSS terminals. If a terminal supports both modes then it shall be tested in both modes.

70.16.4.2
Measurement parameters

70.16.4.2.1
MS based A-GNSS measurement parameters

In case of MS-based A-GNSS, the measurement parameters are contained in the RRLP GANSS LOCATION INFORMATION IE. The measurement parameter is the horizontal position estimate reported by the MS and expressed in latitude/longitude.

70.16.4.2.2
MS assisted A-GNSS measurement parameters

In case of MS-assisted A-GNSS, the measurement parameters are contained in the RRLP GANSS MEASUREMENT INFORMATION IE, and in the  RRLP GPS MEASUREMENT INFORMATION IE if GPS L1C/A is supported. The measurement parameters are the MS GANSS Code Phase measurements and the MS GPS Code Phase measurements (if supported). The MS GANSS Code Phase measurements and MS GPS Code Phase measurements are converted into a horizontal position estimate using the procedure detailed in clause 70.16.4.3.
70.16.4.2.3
2D position error

The 2D position error is defined by the horizontal difference in meters between the ellipsoid point reported or calculated from the MS Measurement Report and the actual simulated position of the MS in the test case considered.

70.16.4.2.4
Response time

Max Response Time is defined as the time starting from the moment that the MS has received the final RRLP MEASURE POSITION REQUEST sent before the MS sends the MEASURE POSITION RESPONSE containing the Location Information or the GPS and GANSS Measurement Information, and ending when the MS starts sending the MEASURE POSITION RESPONSE containing the Location Information or the GPS and GANSS Measurement Information on the Air interface. The response times specified for all test cases are Time-to-First-Fix (TTFF), i.e. the MS shall not re‑use any information on GNSS time, location or other aiding data that was previously acquired or calculated and stored internally in the MS. A dedicated test message 'RESET MS POSITIONING STORED INFORMATION' has been defined in TS 44.014 for the purpose of deleting this information.

70.16.4.3
Converting MS-assisted measurement reports into position estimates

To convert the MS measurement reports in case of MS-assisted mode of A-GNSS into position errors, a transformation between the "measurement domain" (code-phases, etc.) into the "state" domain (position estimate) is necessary. Such a transformation procedure is outlined in the following clauses. The details can be found in [ICD-GPS 200], [IS-GPS-705], [IS-GPS-800], [SBAS], [IS-QZSS], [GLONASS ‑ICD], [Galileo-ICD], [P. Axelrad, R.G. Brown] and [S.K. Gupta]

70.16.4.3.1
MS measurement reports

In case of MS-assisted A-GANSS, the measurement parameters are contained in the RRLP GANSS MEASUREMENT INFORMATION ELEMENT (subclause A.3.2.10 in 3GPP TS 44.031). In case the MS provides also measurements on the GPS L1 C/A signal, the measurement parameters are contained in the RRLP GPS MEASUREMENT INFORMATION ELEMENT (subclause A.3.2.5 in 3GPP TS 44.031). The measurement parameters required for calculating the MS position are:
1)
Reference Time: The MS has two choices for the Reference Time:

a)
"Reference Frame";

b)
"GANSS TOD" and/or "GPS TOW" if GPS L1 C/A signal measurements are also provided.

Note:
It is not expected that an MS will ever report both a GANSS TOD and a GPS TOW. However if two time stamps are provided and they derive from different user times, be aware that no compensation is made for this difference and this could affect the location accuracy.

2)
Measurement Parameters for each GANSS and GANSS Signal: 1 to <maxSat>:

a)
"SV ID"; mapping according to Table A.10.14 in 3GPP TS 44.031;

b)
"Code Phase";

c)
"Integer Code Phase";

d)
"Code Phase RMS Error";

3)
Additional Measurement Parameters in case of GPS L1 C/A signal measurements are also provided: 1 to <maxSat>:

a)
"Satellite ID (SV PRN)";

b)
"Whole GPS chips";

c)
"Fractional GPS Chips";

d)
"Pseudorange RMS Error".

Additional information required at the system simulator:

1)
"Reference Location" (subclause A.4.2.4 or A.4.2.6.1 in 3GPP TS 44.031):
Used for initial approximate receiver coordinates.

2)
"GANSS Navigation Model" (subclause A.4.2.6.2 in 3GPP TS 44.031):
Contains the ephemeris and clock correction parameters as specified in the relevant ICD of each supported GANSS; used for calculating the satellite positions and clock corrections.

3)
"GANSS Ionospheric Model" (subclause A.4.2.6.1 in 3GPP TS 44.031):
Contains the ionospheric parameters which allow the single frequency user to utilize the ionospheric model as specified in [Galileo-ICD] for computation of the ionospheric delay.

4)
"GANSS Additional Ionospheric Model" (subclause A.4.2.6.1 in 3GPP TS 44.031):
Contains the ionospheric parameters which allow the single frequency user to utilize the ionospheric model as specified in [QZSS-ICD] for computation of the ionospheric delay.

5)
"GANSS Time Model" (subclause A.4.2.6.2 in 3GPP TS 44.031):
Contains the GNSS-GNSS Time Offset for each supported GANSS. Note, that "GANSS Time Model" IE contains only the sub-ms part of the offset. Any potential integer seconds offset may be obtained from "UTC Model" (subclause A.4.2.4 in 3GPP TS 44.031), "GANSS UTC Model" (subclause A.4.2.6.2 in 3GPP TS 44.031), or "GANSS Additional UTC Model" (subclause A.4.2.6.2 in 3GPP TS 44.031).

6)
"Navigation Model" (subclause A.4.2.4 in 3GPP TS 44.031):
Contains the GPS ephemeris and clock correction parameters as specified in [IS-GPS-200]; used for calculating the GPS satellite positions and clock corrections in case of GPS L1 C/A signal measurements are the only GPS measurements provided in addition to GANSS measurements.

7)
"Ionospheric Model" (subclause A.4.2.4 in 3GPP TS 44.031):
Contains the ionospheric parameters which allow the single frequency user to utilize the ionospheric model as specified in [IS-GPS 200] for computation of the ionospheric delay.

70.16.4.3.2
WLS position solution

The WLS position solution problem is concerned with the task of solving for four unknowns; xu, yu, zu the receiver coordinates in a suitable frame of reference (usually ECEF) and bu the receiver clock bias relative to the selected GNSS specific system time. It typically requires the following steps:

Step 1: Formation of pseudo-ranges

The observation of code phase reported by the MS for each satellite SVi is related to the pseudo-range/c modulo the "GANSS Code Phase Ambiguity", or modulo 1 ms (the length of the C/A code period) in case of GPS L1 C/A signal measurements. For the formation of pseudo-ranges, the integer number of milliseconds to be added to each code-phase measurement has to be determined first. Since 1 ms corresponds to a travelled distance of 300 km, the number of integer ms can be found with the help of reference location and satellite ephemeris. The distance between the reference location and each satellite SVi at the time of measurement is calculated, and the integer number of milliseconds to be added to the MS code phase measurements is obtained.

Step 2: Correction of pseudo-ranges for the GNSS-GNSS time offsets

In case the MS reports measurements for more than a single GNSS, the pseudo-ranges are corrected for the time offsets between the GNSSs relative to the selected reference time using the GNSS-GNSS time offsets available at the system simulator:
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Step 3: Formation of weighting matrix

The MS reported "Code Phase RMS Error" and/or "Pseudorange RMS Error" values are used to calculate the weighting matrix for the WLS algorithm described in [P. Axelrad, R.G. Brown]. According to 3GPP TS 44.031, the encoding for these fields is a 6 bit value that consists of a 3 bit mantissa, Xi and a 3 bit exponent, Yi for each SVi of GNSSj:
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The weighting Matrix W is defined as a diagonal matrix containing the estimated variances calculated from the "Code Phase RMS Error" and/or "Pseudorange RMS Error" values:
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Step 4: WLS position solution

The WLS position solution is described in e.g., [P. Axelrad, R.G. Brown] and usually requires the following steps:

1)
Computation of satellite locations at time of transmission using the ephemeris parameters and user algorithms defined in the relevant ICD of the particular GNSS. The satellite locations are transformed into WGS-84 reference frame, if needed.

2)
Computation of clock correction parameters using the parameters and algorithms as defined in the relevant ICD of the particular GNSS. 

3)
Computation of atmospheric delay corrections using the parameters and algorithms defined in the relevant ICD of the particular GNSS for the ionospheric delay, and using the Gupta model defined in [S.K. Gupta] p. 121 equation (2) for the tropospheric delay. For GNSSs which do not natively provide ionospheric correction models (e.g., GLONASS), the ionospheric delay is determined using the available ionospheric model adapted to the particular GNSS frequency.

4)
The WLS position solution starts with an initial estimate of the user state (position and clock offset). The Reference Location is used as initial position estimate. The following steps are required:

a)
Calculate geometric range (corrected for Earth rotation) between initial location estimate and each satellite included in the MS measurement report.

b)
Predict pseudo-ranges for each measurement including clock and atmospheric biases as calculated in 1) to 3) above and defined in the relevant ICD of the particular GNSS and [P. Axelrad, R.G. Brown].

c)
Calculate difference between predicted and measured pseudo-ranges 
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d)
Calculate the "Geometry Matrix" G as defined in [P. Axelrad, R.G. Brown]:



[image: image8.wmf]ú

ú

ú

ú

ú

ú

ú

ú

ú

ú

ú

ú

ú

û

ù

ê

ê

ê

ê

ê

ê

ê

ê

ê

ê

ê

ê

ê

ë

é

-

-

-

-

-

-

º

1

ˆ

1

ˆ

1

ˆ

1

ˆ

1

ˆ

1

ˆ

,

2

,

1

,

,

2

,

1

,

1

1

1

T

l

GNSS

T

GNSS

T

GNSS

T

n

GNSS

T

GNSS

T

GNSS

m

m

m

1

1

1

1

1

1

G

M

M

M

M

M

M

 with 
[image: image9.wmf]u

s

u

s

i

GNSS

i

m

GNSS

i

m

GNSS

m

r

r

r

r

1

ˆ

ˆ

ˆ

,

,

,

-

-

º

 where rsGNSSm,i is the satellite position vector for SVi of GNSSm (calculated in 1) above), and 
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is the estimate of the user location.

e)
Calculate the WLS solution according to [P. Axelrad, R.G. Brown]:
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f)
Adding the 
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to the initial state estimate gives an improved estimate of the state vector:
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5)
This new state vector 
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can be used as new initial estimate and the procedure is repeated until the change in 
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Step 4: Transformation from Cartesian coordinate system to Geodetic coordinate system

The state vector 
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 calculated in Step 3 contains the MS position in ECEF Cartesian coordinates together with the MS receiver clock bias relative to the selected GNSS system time. Only the user position is of further interest.  It is usually desirable to convert from ECEF coordinates xu, yu, zu to geodetic latitude ( , longitude  and altitude h on the WGS84 reference ellipsoid.

Step 5: Calculation of "2-D Position Errors"

The latitude ( / longitude obtained after Step 4 is used to calculate the 2-D position error.
70.16.5
Sensitivity

70.16.5.1
Sensitivity Coarse Time Assistance

70.16.5.1.1a
Sub-tests 

This test case includes sub-test cases dependent on the GNSS supported by the MS. Each sub-test case is identified by a Sub-Test Case Number as defined in Table 70.16.5.1.1. 

Table 70.16.5.1.1: Sub-Test Case Number Definition

	Sub-Test Case Number
	Supported GNSS

	1
	MS supporting A-GLONASS only

	2
	MS supporting A-Galileo only

	3
	MS supporting A-GPS and Modernized GPS only

	4
	MS supporting A-GPS and A-GLONASS only


70.16.5.1.1
Definition

Sensitivity with coarse time assistance is the minimum level of GNSS satellite signals required for the MS to make an A-GNSS position estimate to a specific accuracy and within a specific response time when the network only provides coarse time assistance.

70.16.5.1.2
Conformance requirement

The first fix position estimates shall meet the accuracy and response time requirements in table 70.16.5.1.4 for the parameters specified in table 70.16.5.1.2.

Table 70.16.5.1.2: Test parameters for Sensitivity Coarse Time Assistance
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 70.16.5.1.3

	
	Total number of generated satellites 
	-
	6

	
	HDOP range
	
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(2

	Galileo
	Reference high signal power level 
	dBm
	TBD

	
	Reference low signal power level
	dBm
	TBD

	GPS(1)
	Reference high signal power level
	dBm
	-142

	
	Reference low signal power level
	dBm
	-147

	GLONASS
	Reference high signal power level
	dBm
	-142

	
	Reference low signal power level
	dBm
	-147

	NOTE 1:   ”GPS” here means GPS L1 C/A, Modernized GPS, or both, dependent on MS capabilities.


Table 70.16.5.1.3: Power level and satellite allocation
	
	Satellite allocation for each constellation

	
	GNSS-1(1)
	GNSS-2
	GNSS-3

	Single constellation
	High signal level
	1
	-
	-

	
	Low signal level
	5
	-
	-

	Dual constellation
	High signal level
	1
	-
	-

	
	Low signal level
	2
	3
	-

	Triple constellation
	High signal level
	1
	-
	-

	
	Low signal level
	1
	2
	2

	Note 1: 
For GPS capable receivers, GNSS-1, i.e. the system having the satellite with high signal level, shall be GPS.


Table 70.16.5.1.4: Conformance requirement for Sensitivity Coarse Time Assistance 

	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	100 m
	20 s


The reference for this requirement is 3GPP TS 45.005, clause O.2.1.1.

70.16.5.1.3
Test purpose

To verify the MS's first position estimate meets the Conformance requirement under GNSS satellite signal conditions that represent weak signal conditions and with only Coarse Time Assistance provided by the SS.

70.16.5.1.4
Method of test

Initial conditions

Test environment: normal; see clause A1.2.2.

1.
Connect SS and GSS to the MS antenna connector or antenna connectors.

2.
Set the GNSS test parameters as specified in table 70.16.5.1.5 for GNSS scenario #1. For GNSS-1, select the first satellite PRN defined in the relevant table of Satellites to be simulated in clause 6.2.1.2 in TS 51.010-7 for the one satellite with the higher level. 

3.
Switch on the MS.

4.
Establish a signalling connection according to the generic procedure in clause [TBD] on a channel in the Mid ARFCN range.

Specific PICS statements

- 

PIXIT statements

- 

Procedure 

1.
Start GNSS scenario #1 as specified in clause 6.2.1.2 of TS 51.010-7 with the MS location randomly selected to be within 3 km of the Reference Location and the altitude of the MS randomly selected between 0 m to 500 m above WGS‑84 reference ellipsoid using the method described in clause 6.2.1.2.5 of TS 51.010-7 
2.
Send a RESET MS POSITIONING STORED INFORMATION message followed by RRLP Assistance Data and RRLP Measure Position Request messages containing appropriate assistance data; as specified in clauses 6.2.2 and 6.2.6 of TS 51.010-7 for MS based testing; or clauses 6.2.4 and 6.2.6 of TS 51.010-7 for MS assisted testing with the value of GNSS TOW offset by a random value as specified in clause 6.2.6.2 of TS 51.010-7; as required to obtain a fix.

3.
If the MS returns a valid result in the Measure Position Response message within the Max response time specified in table 70.16.5.1.7 then record the result and process it as specified in step 4. If the MS does not return a valid result within the Max response time specified in table 70.16.5.1.7 or reports a MS positioning error in the Measure Position Response message then record one Bad Result.

4.
For MS based testing compare the reported Location Information in the Measure Position Response message against the simulated position of the MS used in step 1, and calculate the 2D position error as specified in clause 70.16.4.3.2. Compare the 2D position error against the value in table 70.16.5.1.7 and record one Good Result or Bad Result as appropriate; or


For MS assisted testing convert the GNSS Measurement Information reported in the Measure Position Response message to a 2D position using the method described in clause 70.16.4.5 and then compare the result against the simulated position of the MS, used in step 1, and calculate the 2D position error as specified in clause 70.16.4.3.2. Compare the 2D position error against the value in table 70.16.5.1.7 and record one Good Result or Bad Result as appropriate.

5.
Repeat steps 1 to 4 using GNSS scenario #2 instead of #1 so that the reference location changes sufficiently such that the MS shall have to use the new assistance data. For GNSS-1, select the first satellite PRN defined in the relevant table of Satellites to be simulated in clause 6.2.1.2 in TS 51.010-7 for the one satellite with the higher level. Use new random values for the MS location and altitude in step 1 and for the GNSS TOW offset in step 2.

6.
Repeat steps 1 to 5 until the statistical requirements of clause 70.16.5.1.5 are met. Each time scenario #1 or #2 is used, the start time of the GNSS scenario shall be advanced by 2 minutes from the time used previously for that scenario. Once a scenario reaches the end of its viable running time, restart it from its nominal start time again. Each time scenario #1 or #2 is used, for GNSS-1 select the next satellite PRN from the one used previously, defined in the relevant table of Satellites to be simulated in clause 6.2.1.2 in TS 51.010-7, for the one satellite with the higher level.

7.
Release the signalling connection.

Minimum / Maximum duration of the test

Minimum duration approximately 1 hour, maximum duration approximately 20 hours

Specific Message Contents

MEASURE POSITION REQUEST (3GPP TS 44.031 subclause A.2) to the MS

	Information Element
	Value/remark

	Positioning Instructions

Accuracy

Required Response Time
	51.2m

20s


70.16.5.1.5
Test Requirements

For the parameters specified in table 70.16.5.1.5 the MS shall meet the requirements and the success rate specified in table 70.16.5.1.7 with a confidence level of 95% according to annex A7.2.

Table 70.16.5.1.5: Test parameters for Sensitivity Coarse Time Assistance
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 70.16.5.1.6

	
	Total number of generated satellites 
	-
	6

	
	HDOP range
	
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(1.8

	Galileo
	Reference high signal power level 
	dBm
	TBD

	
	Reference low signal power level
	dBm
	TBD

	GPS(1)
	Reference high signal power level
	dBm
	-141

	
	Reference low signal power level
	dBm
	-146

	GLONASS
	Reference high signal power level
	dBm
	-141

	
	Reference low signal power level
	dBm
	-146

	NOTE 1:   ”GPS” here means GPS L1 C/A, Modernized GPS, or both, dependent on MS capabilities.


Table 70.16.5.1.6: Power level and satellite allocation
	
	Satellite allocation for each constellation

	
	GNSS-1(1)
	GNSS-2
	GNSS-3

	Single constellation
	High signal level
	1
	-
	-

	
	Low signal level
	5
	-
	-

	Dual constellation
	High signal level
	1
	-
	-

	
	Low signal level
	2
	3
	-

	Triple constellation
	High signal level
	1
	-
	-

	
	Low signal level
	1
	2
	2

	Note 1: 
For GPS capable receivers, GNSS-1, i.e. the system having the satellite with high signal level, shall be GPS.


Table 70.16.5.1.7: Test requirements for Sensitivity Coarse Time Assistance 

	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	101.3 m
	20.3 s


NOTE:
If the above Test Requirement differs from the Conformance requirement then the Test Parameter Relaxation applied for this test is non-zero. The Test Parameter Relaxation for this test is defined in clause A5.5.2 and the explanation of how the Conformance requirement has been relaxed by the Test Parameter Relaxation is given in clause A5.5.4.

70.16.5.2
Sensitivity Fine Time Assistance

70.16.5.2.1a
Sub-tests 

This test case includes sub-test cases dependent on the GNSS supported by the MS. Each sub-test case is identified by a Sub-Test Case Number as defined in Table 70.16.5.2.1. 

Table 70.16.5.2.1: Sub-Test Case Number Definition

	Sub-Test Case Number
	Supported GNSS

	1
	MS supporting A-GLONASS only

	2
	MS supporting A-Galileo only

	3
	MS supporting A-GPS and Modernized GPS only

	4
	MS supporting A-GPS and A-GLONASS only


70.16.5.2.1
Definition

Sensitivity with fine time assistance is the minimum level of GNSS satellite signals required for the MS to make an A-GNSS position estimate to a specific accuracy and within a specific response time when the network provides fine time assistance in addition to coarse time assistance.

70.16.5.2.2
Conformance requirement

The first fix position estimates shall meet the accuracy and response time requirements in table 70.16.5.2.4 for the parameters specified in table 70.16.5.2.2.

Table 70.16.5.2.2: Test parameters for Sensitivity Fine Time Assistance
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 70.16.5.2.3

	
	Total number of generated satellites 
	-
	6

	
	HDOP range
	
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(2

	
	GNSS fine time assistance error range
	s
	(10

	Galileo
	Reference signal power level 
	dBm
	TBD

	GPS(1)
	Reference signal power level
	dBm
	-147

	GLONASS
	Reference signal power level
	dBm
	-147

	NOTE 1:   ”GPS” here means GPS L1 C/A, Modernized GPS, or both, dependent on MS capabilities.


Table 70.16.5.2.3: Satellite allocation

	
	Satellite allocation for each constellation

	
	GNSS-1
	GNSS-2
	GNSS-3

	Single constellation
	6
	-
	-

	Dual constellation
	3
	3
	-

	Triple constellation
	2
	2
	2


Table 70.16.5.2.4: Conformance requirement for Sensitivity Fine Time Assistance 

	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	100 m
	20 s


The reference for this requirement is 3GPP TS 45.005, clause O.2.1.2.

70.16.5.2.3
Test purpose

To verify the MS's first position estimate meets the Conformance requirement under GNSS satellite signal conditions that represent weak signal conditions and with Fine Time Assistance provided by the SS.

70.16.5.2.4
Method of test

Initial conditions

Test environment: normal; see clause A1.2.2.

1.
Connect SS and GSS to the MS antenna connector or antenna connectors.

2.
Set the GNSS test parameters as specified in table 70.16.5.2.5 for GNSS scenario #1.

3.
Switch on the MS.

4.
Establish a signalling connection according to the generic procedure in clause [TBD] on a channel in the Mid ARFCN range.

Specific PICS statements

- 

PIXIT statements

- 

Procedure 

1.
Start GNSS scenario #1 as specified in clause 6.2.1.2 of TS 51.010-7 with the MS location randomly selected to be within 3 km of the Reference Location and the altitude of the MS randomly selected between 0 m to 500 m above WGS‑84 reference ellipsoid using the method described in clause 6.2.1.2.5 of TS 51.010-7 
2.
Send a RESET MS POSITIONING STORED INFORMATION message followed by RRLP Assistance Data and RRLP Measure Position Request messages containing appropriate assistance data; as specified in clauses 6.2.2 and 6.2.6 of TS 51.010-7 for MS based testing; or clauses 6.2.4 and 6.2.6 of TS 51.010-7 for MS assisted testing with the values of GNSS TOW and BN offset by random values as specified in clause 6.2.6.2 of TS 51.010-7; as required to obtain a fix.

3.
If the MS returns a valid result in the Measure Position Response message within the Max response time specified in table 70.16.5.2.7 then record the result and process it as specified in step 4. If the MS does not return a valid result within the Max response time specified in table 70.16.5.2.7 or reports a MS positioning error in the Measure Position Response message then record one Bad Result.

4.
For MS based testing compare the reported Location Information in the Measure Position Response message against the simulated position of the MS used in step 1, and calculate the 2D position error as specified in clause 70.16.4.3.2. Compare the 2D position error against the value in table 70.16.5.2.7 and record one Good Result or Bad Result as appropriate; or


For MS assisted testing convert the GNSS Measurement Information reported in the Measure Position Response message to a 2D position using the method described in clause 70.16.4.3 and then compare the result against the simulated position of the MS used in step  1, and calculate the 2D position error as specified in clause 70.16.4.3.2. Compare the 2D position error against the value in table 70.16.5.2.7 and record one Good Result or Bad Result as appropriate.

5.
Repeat steps 1 to 4 using GNSS scenario #2 instead of #1 so that the reference location changes sufficiently such that the MS shall have to use the new assistance data. Use new random values for the MS location and altitude in step 1 and for the GNSS TOW and BN offsets in step 2.

6.
Repeat steps 1 to 5 until the statistical requirements of clause 70.16.5.2.5 are met. Each time scenario #1 or #2 is used, the start time of the GNSS scenario shall be advanced by 2 minutes from the time used previously for that scenario. Once a scenario reaches the end of its viable running time, restart it from its nominal start time again.

7.
Release the signalling connection.

Minimum / Maximum duration of the test

Minimum duration approximately 1 hour, maximum duration approximately 20 hours

Specific Message Contents

MEASURE POSITION REQUEST (3GPP TS 44.031 subclause A.2) to the MS

	Information Element
	Value/remark

	Positioning Instructions

Accuracy

Required Response Time
	51.2m

20s


70.16.5.2.5
Test Requirements

For the parameters specified in table 70.16.5.2.5 the MS shall meet the requirements and the success rate specified in table 70.16.5.2.7 with a confidence level of 95% according to annex A7.2.

Table 70.16.5.2.5: Test parameters for Sensitivity Fine Time Assistance 
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 70.16.5.2.6

	
	Total number of generated satellites 
	-
	6

	
	HDOP range
	
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(1.8

	
	GNSS fine time assistance error range
	s
	(9

	Galileo
	Reference signal power level 
	dBm
	TBD


	GPS(1)
	Reference signal power level
	dBm
	-146

	GLONASS
	Reference signal power level
	dBm
	-146

	NOTE 1:   ”GPS” here means GPS L1 C/A, Modernized GPS, or both, dependent on MS capabilities.


Table 70.16.5.2.6: Satellite allocation

	
	Satellite allocation for each constellation

	
	GNSS-1
	GNSS-2
	GNSS-3

	Single constellation
	6
	-
	-

	Dual constellation
	3
	3
	-

	Triple constellation
	2
	2
	2


Table 70.16.5.2.7: Test requirements for Sensitivity Fine Time Assistance 

	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	101.3 m
	20.3 s


NOTE:
If the above Test Requirement differs from the Conformance requirement then the Test Parameter Relaxation applied for this test is non-zero. The Test Parameter Relaxation for this test is defined in clause A5.5.2 and the explanation of how the Conformance requirement has been relaxed by the Test Parameter Relaxation is given in clause A5.5.4.

70.16.6
Nominal Accuracy

70.16.6.1a
Sub-tests 

This test case includes sub-test cases dependent on the GNSS supported by the MS. Each sub-test case is identified by a Sub-Test Case Number as defined in Table 70.16.6.1. 

Table 70.16.6.1: Sub-Test Case Number Definition

	Sub-Test Case Number
	Supported GNSS

	1
	MS supporting A-GLONASS only

	2
	MS supporting A-Galileo only

	3
	MS supporting A-GPS and Modernized GPS only

	4
	MS supporting A-GPS and A-GLONASS only


70.16.6.1
Definition

Nominal accuracy is the accuracy of the MS's A-GNSS position estimate under ideal GNSS signal conditions.

70.16.6.2
Conformance requirement

The first fix position estimates shall meet the accuracy and response time requirements in table 70.16.6.4 for the parameters specified in table 70.16.6.2.

Table 70.16.6.2: Test parameters for Nominal Accuracy 
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 70.16.6.3

	
	Total number of generated satellites 
	-
	6 or 7(2)

	
	HDOP Range
	-
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(2

	GPS(1)
	Reference signal power level for all satellites
	dBm
	-128.5

	Galileo
	Reference signal power level for all satellites
	dBm
	-127

	GLONASS
	Reference signal power level for all satellites
	dBm
	-131

	QZSS
	Reference signal power level for all satellites
	dBm
	-128.5

	SBAS
	Reference signal power level for all satellites
	dBm
	-131

	NOTE 1:   ”GPS” here means GPS L1 C/A, Modernized GPS, or both, dependent on MS capabilities.

NOTE 2:    7 satellites apply only for SBAS case.


If QZSS is supported, one of the GPS satellites will be replaced by a QZSS satellite with respective signal support.

If SBAS is supported, the SBAS satellite with the highest elevation will be added to the scenario.

Table 70.16.6.3: Satellite allocation

	
	Satellite allocation for each constellation

	
	GNSS 1(1)
	GNSS 2(1)
	GNSS 3(1)
	SBAS

	Single constellation
	6
	--
	--
	1

	Dual constellation
	3
	3
	--
	1

	Triple constellation
	2
	2
	2
	1

	NOTE1: GNSS refers to global systems i.e., GPS, Galileo, GLONASS


Table 70.16.6.4: Conformance requirement for Nominal Accuracy 

	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	30 m
	20 s


The reference for this requirement is 3GPP TS 45.005, clause O.2.2.

70.16.6.3
Test purpose

To verify the MS's first position estimate meets the Conformance requirement under GNSS satellite signal conditions that represent ideal conditions.

70.16.6.4
Method of test

Initial conditions

Test environment:  normal; see clause A1.2.2.

1.
Connect SS and GSS to the MS antenna connector or antenna connectors.

2.
Set the GNSS test parameters as specified in table 70.16.6.5 for GNSS scenario #3.

3.
Switch on the MS.

4.
Establish a signalling connection according to the generic procedure in clause [TBD] on a channel in the Mid ARFCN range.

Specific PICS statements

- 

PIXIT statements

- 

Procedure

1.
Start GNSS scenario #3 as specified in clause 6.2.1.2 of TS 51.010-7 with the MS location randomly selected to be within 3 km of the Reference Location and the altitude of the MS randomly selected between 0 m to 500 m above WGS‑84 reference ellipsoid using the method described in clause 6.2.1.2.5 of TS 51.010-7 
2.
Send a RESET MS POSITIONING STORED INFORMATION message followed by RRLP Assistance Data and RRLP Measure Position Request messages containing appropriate assistance data; as specified in clauses 6.2.2 and 6.2.6 of TS 51.010-7 for MS based testing; or clauses 6.2.4 and 6.2.6 of TS 51.010-7 for MS assisted testing with the value of GNSS TOW offset by a random value as specified in clause 6.2.6.2 of TS 51.010-7; as required to obtain a fix.

3.
If the MS returns a valid result in the Measure Position Response message within the Max response time specified in table 70.16.6.7 then record the result and process it as specified in step 4. If the MS does not return a valid result within the Max response time specified in table 70.16.6.7 or reports a MS positioning error in the Measure Position Response message then record one Good Result.

4.
For MS based testing compare the reported Location Information in the Measure Position Response message against the simulated position of the MS used in step 1, and calculate the 2D position error as specified in clause 70.16.4.3.2. Compare the 2D position error against the value in table 70.16.6.7 and record one Good Result or Bad Result as appropriate; or


For MS assisted testing convert the GNSS Measurement Information reported in the Measure Position Response message to a 2D position using the method described in clause 70.16.4.5 and then compare the result against the simulated position of the MS used in step 1, and calculate the 2D position error as specified in clause 70.16.4.3.2. Compare the 2D position error against the value in table 70.16.6.7 and record one Good Result or Bad Result as appropriate.

5.
Repeat steps 1 to 4 using GNSS scenario #4 instead of #3 so that the reference location changes sufficiently such that the MS shall have to use the new assistance data. Use new random values for the MS location and altitude in step 1 and for the GNSS TOW offset in step 2.

6.
Repeat steps 1 to 5 until the statistical requirements of clause 70.16.6.5 are met. Each time scenario #3 or #4 is used, the start time of the GNSS scenario shall be advanced by 2 minutes from the time used previously for that scenario. Once a scenario reaches the end of its viable running time, restart it from its nominal start time again.

7.
Release the signalling connection.

Minimum / Maximum duration of the test

Minimum duration approximately 1 hour, maximum duration approximately 20 hours

Specific Message Contents

MEASURE POSITION REQUEST (3GPP TS 44.031 subclause A.2) to the MS

	Information Element
	Value/remark

	Positioning Instructions

Accuracy

Required Response Time
	16m

20s


70.16.6.5
Test Requirements

For the parameters specified in table 70.16.6.5 the MS shall meet the requirements and the success rate specified in table 70.16.6.7 with a confidence level of 95% according to annex A7.2.

Table 70.16.6.5: Test parameters for Nominal Accuracy 
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 70.16.6.3

	
	Total number of generated satellites 
	-
	6 or 7(2)

	
	HDOP Range
	-
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(1.8

	GPS(1)
	Reference signal power level for all satellites
	dBm
	-128.5

	Galileo
	Reference signal power level for all satellites
	dBm
	-127

	GLONASS
	Reference signal power level for all satellites
	dBm
	-131

	QZSS
	Reference signal power level for all satellites
	dBm
	-128.5

	SBAS
	Reference signal power level for all satellites
	dBm
	-131

	NOTE 1:   ”GPS” here means GPS L1 C/A, Modernized GPS, or both, dependent on MS capabilities.

NOTE 2:    7 satellites apply only for SBAS case.


If QZSS is supported, one of the GPS satellites will be replaced by a QZSS satellite with respective signal support.

If SBAS is supported, the SBAS satellite with the highest elevation will be added to the scenario.

Table 70.16.6.3: Satellite allocation

	
	Satellite allocation for each constellation

	
	GNSS 1(1)
	GNSS 2(1)
	GNSS 3(1)
	SBAS

	Single constellation
	6
	--
	--
	1

	Dual constellation
	3
	3
	--
	1

	Triple constellation
	2
	2
	2
	1

	NOTE1: GNSS refers to global systems i.e., GPS, Galileo, GLONASS


Table 70.16.6.7: Test requirements for Nominal Accuracy 

	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	31.3 m
	20.3 s


NOTE:
If the above Test Requirement differs from the Conformance requirement then the Test Parameter Relaxation applied for this test is non-zero. The Test Parameter Relaxation for this test is defined in clause A5.5.2 and the explanation of how the Conformance requirement has been relaxed by the Test Parameter Relaxation is given in clause A5.5.4.

70.16.7
Dynamic Range

70.16.7.1a
Sub-tests 

This test case includes sub-test cases dependent on the GNSS supported by the MS. Each sub-test case is identified by a Sub-Test Case Number as defined in Table 70.16.7.1. 

Table 70.16.7.1: Sub-Test Case Number Definition

	Sub-Test Case Number
	Supported GNSS

	1
	MS supporting A-GLONASS only

	2
	MS supporting A-Galileo only

	3
	MS supporting A-GPS and Modernized GPS only

	4
	MS supporting A-GPS and A-GLONASS only


70.16.7.1
Definition

Dynamic Range is the maximum difference in level of the GNSS signals from a number of satellites that allows the MS to make an A-GNSS position estimate with a specific accuracy and a specific response time.

70.16.7.2
Conformance requirement

The first fix position estimates shall meet the accuracy and response time requirements in table 70.16.7.4 for the parameters specified in table 70.16.7.2.

Table 70.16.7.2: Test parameters for Dynamic Range
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 70.16.7.3

	
	Total number of generated satellites
	-
	6

	
	HDOP Range
	-
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(2

	Galileo
	Reference high signal power level
	dBm
	TBD

	
	Reference low signal power level
	dBm
	TBD

	GPS(1)
	Reference high signal power level
	dBm
	-129

	
	Reference low signal power level
	dBm
	-147

	GLONASS
	Reference high signal power level
	dBm
	-131.5

	
	Reference low signal power level
	dBm
	-147

	NOTE 1:   ”GPS” here means GPS L1 C/A, Modernized GPS, or both, dependent on MS capabilities.


Table 70.16.7.3: Power level and satellite allocation
	
	Satellite allocation for each constellation

	
	GNSS 1(1)
	GNSS 2(1)
	GNSS 3(1)

	Single constellation
	High signal level
	2
	--
	--

	
	Low signal level
	4
	--
	--

	Dual constellation
	High signal level
	1
	1
	--

	
	Low signal level
	2
	2
	--

	Triple constellation
	High signal level
	1
	1
	1

	
	Low signal level
	1
	1
	1

	NOTE1: GNSS refers to global systems i.e., GPS, Galileo, GLONASS


Table 70.16.7.4: Conformance requirement for Dynamic Range

	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	100 m
	20 s


The reference for this requirement is 3GPP TS 45.005, clause O.2.3.

70.16.7.3
Test purpose

To verify the MS's first position estimate meets the Conformance requirement under GNSS satellite signal conditions that have a wide dynamic range. Strong satellites are likely to degrade the acquisition of weaker satellites due to their cross‑correlation products.

70.16.7.4
Method of test

Initial conditions

Test environment:  normal; see clause A1.2.2.

1.
Connect SS and GSS to the MS antenna connector or antenna connectors.

2.
Set the GNSS test parameters as specified in table 70.16.7.5 for GNSS scenario #1. Randomly select from the satellite PRNs defined in the relevant table of Satellites to be simulated in clause 6.2.1.2 in TS 51.010-7 for the satellites with the higher levels. 

3.
Switch on the MS.

4.
Establish a signalling connection according to the generic procedure in clause [TBD] on a channel in the Mid ARFCN range.

Specific PICS statements

-

PIXIT statements

-

Procedure

1.
Start GNSS scenario #1 as specified in clause 6.2.1.2 of TS 51.010-7 with the MS location randomly selected to be within 3 km of the Reference Location and the altitude of the MS randomly selected between 0 m to 500 m above WGS‑84 reference ellipsoid using the method described in clause 6.2.1.2.5 of TS 51.010-7 
2.
Send a RESET MS POSITIONING STORED INFORMATION message followed by RRLP Assistance Data and RRLP Measure Position Request messages containing appropriate assistance data; as specified in clauses 6.2.2 and 6.2.6 of TS 51.010-7 for MS based testing; or clauses 6.2.4 and 6.2.6 of TS 51.010-7 for MS assisted testing with the value of GNSS TOW offset by a random value as specified in clause 6.2.6.2 of TS 51.010-7; as required to obtain a fix.

3.
If the MS returns a valid result in the Measure Position Response message within the Max response time specified in table 70.16.7.7 then record the result and process it as specified in step 4. If the MS does not return a valid result within the Max response time specified in table 70.16.7.7 or reports a MS positioning error in the Measure Position Response message then record one Bad Result.

4.
For MS based testing compare the reported Location Information in the Measure Position Response message against the simulated position of the MS used in step 1, and calculate the 2D position error as specified in clause 70.16.4.3.2. Compare the 2D position error against the value in table 70.16.7.7 and record one Good Result or Bad Result as appropriate; or


For MS assisted testing convert the GNSS Measurement Information reported in the Measure Position Response message to a 2D position using the method described in clause 70.16.4.5 and then compare the result against the simulated position of the MS used in step 1, and calculate the 2D position error as specified in clause 70.16.4.3.2. Compare the 2D position error against the value in table 70.16.7.7 and record one Good Result or Bad Result as appropriate.

5.
Repeat steps 1 to 4 using GNSS scenario #2 instead of #1 so that the reference location changes sufficiently such that the MS shall have to use the new assistance data. Randomly select from the satellite PRNs defined in the relevant table of Satellites to be simulated in clause 6.2.1.2 in TS 51.010-7 for the satellites with the higher levels. Use new random values for the MS location and altitude in step 1 and for the GNSS TOW offset in step 2.

6.
Repeat steps 1 to 5 until the statistical requirements of clause 70.16.7.5 are met. Each time scenario #1 or #2 is used, the start time of the GNSS scenario shall be advanced by 2 minutes from the time used previously for that scenario. Once a scenario reaches the end of its viable running time, restart it from its nominal start time again. Each time scenario #1 or #2 is used, randomly select from the satellite PRNs defined in the relevant table of Satellites to be simulated in clause 6.2.1.2 in TS 51.010-7, for the satellites with the higher levels.

7.
Release the signalling connection.

Minimum / Maximum duration of the test

Minimum duration approximately 1 hour, maximum duration approximately 20 hours

Specific Message Contents

MEASURE POSITION REQUEST (3GPP TS 44.031 subclause A.2) to the MS

	Information Element
	Value/remark

	Positioning Instructions

Accuracy

Required Response Time
	51.2m

20s


70.16.7.5
Test Requirements

For the parameters specified in table 70.16.7.5 the MS shall meet the requirements and the success rate specified in table 70.16.7.7 with a confidence level of 95% according to annex A7.2.

Table 70.16.7.5: Test parameters for Dynamic Range 
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 70.16.7.6

	
	Total number of generated satellites
	-
	6

	
	HDOP Range
	-
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(1.8

	Galileo
	Reference high signal power level
	dBm
	TBD

	
	Reference low signal power level
	dBm
	TBD

	GPS(1)
	Reference high signal power level
	dBm
	-128.2

	
	Reference low signal power level
	dBm
	-146

	GLONASS
	Reference high signal power level
	dBm
	-130.7

	
	Reference low signal power level
	dBm
	-146

	NOTE 1:   ”GPS” here means GPS L1 C/A, Modernized GPS, or both, dependent on MS capabilities.


Table 70.16.7.6: Power level and satellite allocation
	
	Satellite allocation for each constellation

	
	GNSS 1(1)
	GNSS 2(1)
	GNSS 3(1)

	Single constellation
	High signal level
	2
	--
	--

	
	Low signal level
	4
	--
	--

	Dual constellation
	High signal level
	1
	1
	--

	
	Low signal level
	2
	2
	--

	Triple constellation
	High signal level
	1
	1
	1

	
	Low signal level
	1
	1
	1

	NOTE1: GNSS refers to global systems i.e., GPS, Galileo, GLONASS


Table 70.16.7.7: Test requirements for Dynamic Range

	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	101.3 m
	20.3 s


NOTE:
If the above Test Requirement differs from the Conformance requirement then the Test Parameter Relaxation applied for this test is non-zero. The Test Parameter Relaxation for this test is defined in clause A5.5.2 and the explanation of how the Conformance requirement has been relaxed by the Test Parameter Relaxation is given in clause A5.5.4.

70.16.8
Multi-Path scenario

70.16.8.1a
Sub-tests 

This test case includes sub-test cases dependent on the GNSS supported by the MS. Each sub-test case is identified by a Sub-Test Case Number as defined in Table 70.16.8.1. 

Table 70.16.8.1: Sub-Test Case Number Definition

	Sub-Test Case Number
	Supported GNSS

	1
	MS supporting A-GLONASS only

	2
	MS supporting A-Galileo only

	3
	MS supporting A-GPS and Modernized GPS only

	4
	MS supporting A-GPS and A-GLONASS only


70.16.8.1
Definition

Multi-path performance measures the accuracy and response time of the MS's A-GNSS position estimate in a specific GNSS signal multi-path environment.

70.16.8.2
Conformance requirement

The first fix position estimates shall meet the accuracy and response time requirements in table 70.16.8.4 for the parameters specified in table 70.16.8.2.

Table 70.16.8.2: Test parameters for Multi-Path scenario 
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 70.16.8.3

	
	Total number of generated satellites 
	-
	6

	
	HDOP range
	
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(2

	Galileo
	Reference signal power level 
	dBm
	-127

	GPS(1)
	Reference signal power level
	dBm
	-128.5

	GLONASS
	Reference signal power level
	dBm
	-131

	NOTE 1:   ”GPS” here means GPS L1 C/A, Modernized GPS, or both, dependent on MS capabilities.


Table 70.16.8.3: Channel model allocation
	
	Channel model allocation for each constellation

	
	GNSS-1
	GNSS-2
	GNSS-3

	Single constellation
	One-tap channel (see note)
	2
	--
	--

	
	Two-tap channel (see note)
	4
	--
	--

	Dual constellation
	One-tap channel (see note)
	1
	1
	--

	
	Two-tap channel (see note)
	2
	2
	--

	Triple constellation
	One-tap channel (see note)
	1
	1
	1

	
	Two-tap channel (see note)
	1
	1
	1

	NOTE:
One-tap channel: no multi-path. Two-tap channel: multi-path defined in clause 70.16.2.4


Table 70.16.8.4: Conformance requirement for Multi-Path scenario 

	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	100 m
	20 s


The reference for this requirement is 3GPP TS 45.005, clause O.2.4.

70.16.8.3
Test purpose

To verify the MS's first position estimate meets the Conformance requirement under GNSS satellite signal conditions that represent simple multi-path conditions.
70.16.8.4
Method of test

Initial conditions

Test environment:  normal; see clause A1.2.2.

1.
Connect SS and GSS to the MS antenna connector or antenna connectors.

2.
Set the GNSS test parameters as specified in table 70.16.8.5 for GNSS scenario #1. Randomly select from the satellite PRNs defined in the relevant table of Satellites to be simulated in clause 6.2.1.2 in TS 51.010-7 for the satellites with one-tap channels.

3.
Switch on the MS.

4.
Establish a signalling connection according to the generic procedure in clause [TBD] on a channel in the Mid ARFCN range.

Specific PICS statements:

-

PIXIT statements:

-

Procedure 

1.
Start GNSS scenario #1 as specified in clause 6.2.1.2 of TS 51.010-7 with the MS location randomly selected to be within 3 km of the Reference Location and the altitude of the MS randomly selected between 0 m to 500 m above WGS‑84 reference ellipsoid using the method described in clause 6.2.1.2.5 of TS 51.010-7 . The initial carrier phase difference between taps of the multi-path model shall be randomly selected between 0 and  2radians by selecting the next random number from a standard uniform random number generator, in the range 0 to 2, representing radians with a resolution of 0.1, representing 0.1 radians.

2.
Send a RESET MS POSITIONING STORED INFORMATION message followed by RRLP Assistance Data and RRLP Measure Position Request messages containing appropriate assistance data; as specified in clauses 6.2.2 and 6.2.6 of TS 51.010-7 for MS based testing; or clauses 6.2.4 and 6.2.6 of TS 51.010-7 for MS assisted testing with the value of GNSS TOW offset by a random value as specified in clause 6.2.6.2 of TS 51.010-7; as required to obtain a fix.

3.
If the MS returns a valid result in the Measure Position Response message within the Max response time specified in table 70.16.8.8 then record the result and process it as specified in step 4. If the MS does not return a valid result within the Max response time specified in table 70.16.8.8 or reports a MS positioning error in the Measure Position Response message then record one Bad Result.

4.
For MS based testing compare the reported Location Information in the Measure Position Response message against the simulated position of the MS used in step 1, and calculate the 2D position error as specified in clause 70.16.4.3.2. Compare the 2D position error against the value in table 70.16.8.8 and record one Good Result or Bad Result as appropriate; or


For MS assisted testing convert the GNSS Measurement Information reported in the Measure Position Response message to a 2D position using the method described in clause 70.16.4.3 and then compare the result against the simulated position of the MS used in step 1, and calculate the 2D position error as specified in clause 70.16.4.3.2. Compare the 2D position error against the value in table 70.16.8.8 and record one Good Result or Bad Result as appropriate.

5.
Repeat steps 1 to 4 using GNSS scenario #2 instead of #1 so that the reference location changes sufficiently such that the MS shall have to use the new assistance data. Randomly select from the satellite PRNs defined in the relevant table of Satellites to be simulated in clause 6.2.1.2 in TS 51.010-7 for the satellites with the one-tap channels. Use new random values for the MS location and altitude, and the initial carrier phase difference between taps of the multi-path model in step 1 and for the GNSS TOW offset in step 2.

6.
Repeat steps 1 to 5 until the statistical requirements of clause 70.16.8.5 are met. Each time scenario #1 or #2 is used, the start time of the GNSS scenario shall be advanced by 2 minutes from the time used previously for that scenario. Once a scenario reaches the end of its viable running time, restart it from its nominal start time again. Each time scenario #1 or #2 is used, randomly select from the satellite PRNs defined in the relevant table of Satellites to be simulated in clause 6.2.1.2 in TS 51.010-7, for the satellites with the one-tap channels.
7.
Release the signalling connection
Minimum / Maximum duration of the test

Minimum duration approximately 1 hour, maximum duration approximately 20 hours

Specific Message Contents

MEASURE POSITION REQUEST (3GPP TS 44.031 subclause A.2) to the MS

	Information Element
	Value/remark

	Positioning Instructions

Accuracy

Required Response Time
	51.2m

20s


70.16.8.5
Test Requirements

For the parameters specified in table 70.16.8.5 the MS shall meet the requirements and the success rate specified in table 70.16.8.8 with a confidence level of 95% according to annex A7.2.

Table 70.16.8.5: Test parameters for Multi-Path scenario 
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 70.16.8.6

	
	Total number of generated satellites 
	-
	6

	
	HDOP range
	
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(1.8

	Galileo
	Reference signal power level 
	dBm
	-127

	GPS(1)
	Reference signal power level
	dBm
	-128.5

	GLONASS
	Reference signal power level
	dBm
	-131

	NOTE 1:   ”GPS” here means GPS L1 C/A, Modernized GPS, or both, dependent on MS capabilities.


Table 70.16.8.6: Channel model allocation
	
	Channel model allocation for each constellation

	
	GNSS-1
	GNSS-2
	GNSS-3

	Single constellation
	One-tap channel(see note)
	2
	--
	--

	
	Two-tap channel(see note)
	4
	--
	--

	Dual constellation
	One-tap channel(see note)
	1
	1
	--

	
	Two-tap channel(see note)
	2
	2
	--

	Triple constellation
	One-tap channel(see note)
	1
	1
	1

	
	Two-tap channel(see note)
	1
	1
	1

	NOTE:
One-tap channel: no multi-path. Two-tap channel: multi-path defined in clause 70.16.2.4 with Relative mean Power (Y) defined in Table 70.16.8.7.


Table 70.16.8.7: Relative mean Power (Y)for use in Table 70.16.2.1

	System
	Signals
	Y [dB]

	Galileo
	E1
	[-4.7]

	
	E5a
	-6.2

	
	E5b
	-6.2

	GPS/Modernized GPS
	L1 C/A
	-6.2

	
	L1C
	[-4.7]

	
	L2C
	-6.2

	
	L5
	-6.2

	GLONASS
	G1
	-12.7

	
	G2
	-12.7


Table 70.16.8.8: Test requirements for Multi-Path scenario

	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	101.3 m
	20.3 s


NOTE:
If the above Test Requirement differs from the Conformance requirement then the Test Parameter Relaxation applied for this test is non-zero. The Test Parameter Relaxation for this test is defined in clause A5.5.2 and the explanation of how the Conformance requirement has been relaxed by the Test Parameter Relaxation is given in clause A5.5.4.
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