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Table B.1: Applicability of tests
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	70.2.2
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	70.2.3
	Network Induced E-OTD emergency call test on an SDCCH
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	
	

	70.2.4
	E-OTD test for NI-LR on the TCH
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	
	

	70.3.1.1
	MO_LR Basic Self Location Request In Idle Mode (Normal Case)
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	
	

	70.3.1.2
	MO_LR Basic Self Location Request In Dedicated Mode (Normal Case)
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	
	

	70.3.2
	MO_LR Transfer to 3rd Party
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	
	

	70.3.3
	MOLR_Autonomous Location
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	
	

	70.3.4.1
	MO_LR Positioning Measurement / Protocol Error
	R98
	MSs supporting MS-Assisted EOTD
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	70.3.4.2
	MO_LR Positioning Measurement / Location Error
	R98
	MSs supporting MS-Assisted EOTD and do not support LCS MS-Assisted GPS
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	70.3.4.3
	MO_LR Positioning Measurement / Multiple RRLP REQUEST with same Reference Number
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	70.3.4.4
	MO_LR Positioning Measurement / Multiple RRLP REQUEST with different Reference Number
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	
	

	70.3.4.5
	MO_LR Positioning Measurement / RR Management Commands
	R98
	MSs supporting MS-Assisted EOTD
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	70.4.1
	E-OTD test for MT-LR Location Notification
	R98
	MSs supporting MS-Assisted EOTD
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	70.4.2.1
	E-OTD test for MT-LR Privacy Options – Location Allowed.
	R98
	MSs supporting MS-Assisted EOTD and Privacy Options
	
	C304
	
	

	70.4.2.2
	E-OTD test for MT-LR Privacy Options – Location Not Allowed.
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	MSs supporting MS-Assisted EOTD and Privacy Options
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	70.6.1
	E-OTD Sensitivity Performance Tests for GMSK
	R98
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	70.6.2
	E-OTD Interference performance test for GMSK
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	All MSs supporting MS-Assisted EOTD for GMSK
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	E-OTD Multipath performance test for GMSK
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	All MSs supporting MS-Assisted EOTD for GMSK
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	E-OTD Interference performance test  for 8PSK
	R99
	All MSs supporting MS-Assisted EOTD for 8PSK
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	70.6.5
	E-OTD Multipath performance test for 8PSK
	R98
	All MSs supporting MS-Assisted EOTD for 8PSK
	
	C314
	
	

	70.6.6
	E-OTD Sensitivity Performance Tests for 8PSK
	R99
	All MSs supporting MS-Assisted EOTD for 8PSK
	
	C314
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	70.7.4.1
	Network Induced Location Request Emergency Call on TCH for mobiles supporting MS-Based GPS
	R98
	All MSs supporting LCS MS-Based GPS
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