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	When a TFI is used to identify the intended recipient of a message, two conditions must be met:

· the TFI must correspond to an assigned TBF of the MS

· the message must be sent on a timeslot which is (or, in the case of an uplink TBF, corresponds to) a timeslot assigned as part of the identified TBF.

The second of these criteria does not appear anywhere in the specifications.
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5.2.2
Temporary Flow Identity

Each TBF is assigned a Temporary Flow Identity (TFI) by the network. The mobile station shall assume that the TFI value is unique among concurrent TBFs in the same direction (uplink or downlink) on all PDCHs used for the TBF. In (E)GPRS, the same TFI value may be used concurrently for TBFs on other PDCHs in the same direction and for TBFs in the opposite direction. For a TBF with FANR activated, the TFI value shall be unique among concurrent TBFs assigned to one mobile station in the same direction (uplink or downlink). If Enhanced Multiplexing for Single TBF (EMST) is used, the network shall assign, according to the rules above, a unique TFI value to each RLC entity multiplexed on the TBF. If a mobile station receives a message which includes an uplink (respectively downlink) TFI equal to the TFI of an uplink (respectively downlink) TBF assigned to the mobile station, which is received on a timeslot or PDCH-pair which does not correspond to (respectively, is not) a timeslot or PDCH-pair which is assigned to the mobile station as part of that TBF, the mobile station shall consider that message as not addressed to it.
An RLC/MAC block associated with a certain TBF shall comprise a TFI. The TBF is identified by the TFI together with, in case of a RLC data block, the direction (uplink or downlink) in which the RLC data block is sent; and in case of a RLC/MAC control message, the direction in which the RLC/MAC control message is sent and the message type.

Global_TFI is used to unambiguously identify the mobile station in packet transfer mode, MAC-Shared state, dual transfer mode or MAC-DTM state within an uplink or downlink RLC/MAC control message. If present, the Global TFI addresses the MS using an uplink TFI or downlink TFI identifying a TBF assigned to the MS such that the timeslot on which the Global TFI is sent is (for a downlink TBF) or corresponds to (for an uplink TBF) a timeslot assigned to that TBF. If there is a choice of TFI to use, which TFI is used is at the discretion of the sender except where explicitly defined by procedure. For the mobile station in broadcast/multicast receive mode, the Global TFI includes the MBMS Bearer Identity of the MBMS radio bearer the RLC/MAC control message relates to (in the most significant bit(s) of the DOWNLINK_TFI field) and, where explicitly defined by procedure, the current MS_ID of the mobile station the message relates to (in the remaining least significant bit(s) of the DOWNLINK_TFI field).
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