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*********************************** First modified section ************************************
3.4.1.2.1.7
The 3G Cell Reselection list

This applies only to a multi-RAT MS. One or more instances of the SI2quater and/or SI2ter messages may provide 3G Cells. If 3G Cells are provided in both of these messages, the union of the cells shall be included in the 3G Cell Reselection list. The 3G Cell Reselection list may contain up to 96 3G Cells. 3G Cells not provided explicitly in the SI2ter message or in the SI2quater message (frequencies on their own) are not included in these 96 cells. Up to 8 frequencies on their own, can be added to these 96 cells.

NOTE1:
Frequencies in the SI2quater message for which the parameter NR_OF_FDD_CELLS or NR_OF_TDD_CELLS is set to 31 are only added to the 3G Cell Reselection list (frequencies on their own). Frequencies for which NR_OF_FDD_CELLS is set to 0 (and FDD_Indic0 is set to 0) are only added to the 3G Neighbour Cell list where they are used for RSSI reporting (subject to the restrictions given in 3GPP TS 45.008). Frequencies for which NR_OF_FDD_CELLS is set to a value from 17 to 30 or NR_OF_TDD_CELLS is set to a value of 0 with TDD_indic0 set to 0 or from 21 to 30 are only added to the 3G Neighbour Cell list, however, the corresponding entry in the 3G Neighbour Cell list does not contain valid information (see sub-clause 10.5.2.33b).
NOTE2:    Frequencies in the SI2ter message without scrambling code information or Cell Parameter information (frequencies on their own) are only added to the 3G Cell Reselection list (see sub-clause 3.4.1.2.1.7).
The MS behaviour is not specified if the number of 3G frequencies or cells exceeds the MS monitoring capabilities as defined in 3GPP TS 45.008.

***********************************Next modified section ************************************
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