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---------------------------------For information only---------------------------
4.6.2
QPSK, 8-PSK, 16-QAM and 32-QAM modulations
The modulation accuracy is defined by the error vector between the vector representing the actual transmitted signal and the vector representing the error-free modulated signal. The magnitude of the error vector is called Error Vector Magnitude (EVM). For definition of the different measures of EVM, see annex G.

When transmitting a burst, the magnitude of the error vector of the signal, relative to the theoretical modulated waveforms as specified in 3GPP TS 45.004, is specified in the following way.

The magnitude of the error vector shall be computed by measuring the error vector between the vector representing the transmitted waveform and the vector representing the ideal one on the useful part of the burst (excluding tail symbols). When measuring the error vector a receive filter at baseband shall be used, defined as
· a raised-cosine filter with roll-off 0,25 and single side-band 6 dB bandwidth 90 kHz for normal symbol rate and for higher symbol-rate using narrow pulse-shaping filter.
· a raised-cosine filter with roll-off 0,25 and single side-band 6 dB bandwidth 108 kHz for higher symbol-rate  using wide pulse-shaping filter.

The measurement filter is windowed by multiplying its impulse response by a raised cosine window given as:
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where T is the normal symbol period.

The transmitted waveforms shall be Normal Bursts for QPSK, 8-PSK, 16-QAM and 32-QAM as defined in 3GPP TS 45.002, with encrypted bits generated using consecutive bits from the 32767 bit length pseudo random sequence defined in ITU-T Recommendation O.151 (1992).

---------------------------------First change---------------------------
6.1.3.2
Requirements for BTS

The RX performance requirements of BTS for modulation schemes using higher symbol rate apply to all specified, pulse shaping filter used for the input signal.

For static propagation conditions, the chip error rate, equivalent to the bit error rate of the uncoded data bits shall have the following limits for input levels specified below:

Normal symbol rate

-
BTS including multicarrier BTS:
BER ( 10-4 for levels ( -84 dBm;

Higher symbol rate

-
BTS including multicarrier BTS:
BER ( 10-4 for levels ( -78 dBm;

This performance shall be maintained up to ‑40 dBm input level. The low level limit for other equipment shall be adjusted according to correction table in subclause 6.2.

NOTE:
Uncoded data bits refer to the encrypted bits of a burst, extracted by the receiver without any signal processing improvement from encoding/decoding of the signal.

Furthermore, a bit error rate of 10-3 shall be maintained by BTS for input levels up to -29 dBm.

For pico-BTS, for static conditions, a bit error rate of 10-3 shall be maintained with input levels up to -19 dBm for GSM 900; GSM 850 MXM 850 and GSM 700, and -20 dBm for DCS 1800, PCS 1900 and MXM 1900.

For micro-BTS, the maximum input level shall be adjusted according to the correction table for reference sensitivity level in subclause 6.2. In addition, for GSM 850, MXM 850, GSM 700 and GSM 900 the limits shall be reduced by 5 dB.

For other equipment the low signal level limit shall be adjusted according to correction table 6-4 in subclause 6.2.

---------------------------------Next change---------------------------
6.3.3.1.2
BTS requirements

Table 6-9b Reference interference ratio requirements in adjacent channels for Packet-switched (Normal symbol-rate), Enhanced circuit-switched data, Wideband AMR and 8-PSK modulated AMR channels - BTS

	Modulation of wanted signal
	
	
	GMSK
	8-PSK
	16-QAM
	

	‑
	for adjacent (200 kHz) interference
	C/Ia1
	=
	C/Ic ‑ 18 dB
	See table 2l for speech, see tables 2f, 2h, and 2n for other channels
	See tables 2v
	

	‑
	for adjacent (400 kHz) interference
	C/Ia2
	=
	C/Ic ‑ 50 dB
	C/Ic –50 dB
	C/Ic –48 dB
	

	
	
	
	
	
	
	
	

	‑
	for adjacent (600 kHz) interference
	C/Ia3
	=
	C/Ic ‑ 58 dB
	C/Ic –58 dB
	
	


NOTE:
The C/Ia3 figure is given for information purposes and will not require testing. It was calculated for the case of an equipment with an antenna connector, operating at output power levels of +33 dBm and below. Rejection of signals at 600 kHz is specified in subclause 5.1.

The requirements for adjacent channel performance in the tables above apply to channels with BTTI and no PAN used. 

The values in tables 2f, 2h, 2l, 2n and 2v, are also valid for GSM 400 with the exception that MS speed is doubled, e.g. TU50 becomes TU100. For GSM 700 the values in tables 2f, 2h, 2l, 2n and 2v, are valid with the exception that GSM 700 MS speed is increased by a factor of 1.2, e.g. TU50 becomes TU60.

---------------------------------Next change---------------------------
Annex G (normative):
Calculation of Error Vector Magnitude

The Error Vector Magnitude (EVM) is computed at the symbol times in the useful part of the burst (excluding tail symbols).
Let Y(t) be the complex signal produced by observing the real transmitter at instant t. R(t) is defined to be an ideal transmitted signal. The symbol timing phase of Y(t) is aligned with the ideal signal. The transmitter is modelled as: 


Y(t) = C1{R(t) + D(t) + C0}Wt
where

W = e ( + j( accounts for both a frequency offset of "(" radians per second phase rotation and an amplitude change of  "(" nepers per second,

C0 is a constant origin offset representing carrier feedthrough,

C1 is a complex constant representing the arbitrary phase and output power of the transmitter and

D(t) is the residual complex error on signal R(t).

Y(t) is compensated in amplitude, frequency and phase by multiplying by the complex factor

W-t/C1

After compensation, Y(t) is passed through the specified measurement filter to produce the signal 

Z(k) = S(k) + E(k) + C0

where

S(k) is the ideal transmitter signal observed through the measurement filter. 


k = floor(t/Ts), where Ts  corresponds to the symbol time.
(Ts= 48/13 µsec or 1/270.833kHz for normal symbol rate, and Ts= 40/13 µsec for higher symbol rate)

The error vector E(k) 


 E(k) = Z(k) – C0 –S(k)
is measured and calculated for each instant k.

The sum square vector error for each component is calculated over one burst. The relative RMS vector error is defined as:
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and shall not exceed the specified value.

The symbol vector error magnitude (EVM) at symbol k is defined as
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where N is the number of elements in the set (. EVM(k) is the vector error length relative the root average energy of the useful part of the burst.

C0, C1 and W shall be chosen to minimise RMS EVM per burst and are then used to compute the individual vector errors E(k) on each symbol. The symbol timing phase of the samples used to compute the vector error should also be chosen to give the lowest value for the RMS EVM.

Origin offset suppression  (in dB) is defined as
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The minimum value of origin offset suppression is specified separately.

In the above equation, the errors shall be measured after a measurement receive filter at baseband. The specification is based on using the specified, windowed, raised-cosine, filter with roll-off 0.25 and single side-band bandwidth of 90 kHz for normal symbol rate and for higher symbol-rate using narrow pulse-shaping filter, and the specified, windowed, raised-cosine, filter with roll-off 0.25 and single side-band bandwidth of 108 kHz for higher symbol rate using wide pulse-shaping filter as the measurement receive filter (see 4.6.2). Sufficient over-sampling is assumed (at least 4 times).
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