Page 1



3GPP TSG GERAN WG G3NEW Meeting #47 
(
GP-101110
Kunming, P. R. China, 30 th Aug to 3rd Sep, 2010
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	51.010-1
	CR
	4454
	(

rev
	-
	(

Current version:
	9.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	TC 42.4.8.3.6 Establishment Cause corrected

	
	

	Source to WG:
(

	Rohde & Schwarz

	Source to TSG:
(

	G3new

	
	

	Work item code:
(

	TEI
	
	Date: (

	22/07/2010

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	During the conversion of the TC, because of PBCCH removal, the establishment cause have not been updated.

	
	

	Summary of change:
(

	· Steps 3,6 and 13 the establishment cause is ‘Single Block Packet Access’

	
	

	Consequences if 
(

not approved:
	A correctly implemented MS may fail the test case.

	
	

	Clauses affected:
(

	42.4.8.3.6

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR applies to R97 and later MS.


42.4.8.3.6
Network Control measurement reporting / Dedicated connection / Assignment Reject/

42.4.8.3.6.1
Conformance requirement

When in mode NC1 or NC2, the mobile station shall perform the NC measurements as defined in 3GPP TS 05.08. The reporting periods are indicated in the NC_REPORTING_PERIOD_I and NC_REPORTING_PERIOD_T field of the PSI5, the SI2quater, the PACKET CELL CHANGE ORDER or the PACKET MEASUREMENT ORDER message. If NC_NON_DRX_PERIOD, NC_REPORTING_PERIOD_I or NC_REPORTING_PERIOD_T have not been received by the mobile station the default values shall be used.

The measurement results shall be sent to the network using the procedures specified in sub-clause 7.3 for packet idle mode, and in sub-clause 8.3 for packet transfer mode.

On expiry of timer T3158, the mobile station shall restart timer T3158 with the indicated reporting period, perform the measurements and send either the PACKET MEASUREMENT REPORT message or the PACKET ENHANCED MEASUREMENT REPORT to the network

On receipt of an IMMEDIATE ASSIGNMENT REJECT message corresponding to one of its 3 last CHANNEL REQUEST messages, the mobile station, stops sending CHANNEL REQUEST messages, starts timer T3122 with the indicated value, ("wait indication" information element), starts T3126 if it has not already been started, and listens to the downlink CCCH until T3126 expires.

The Wait Indication IE (i.e. T3122) relates to the cell from which it was received.

The mobile station in packet idle mode (only applicable to mobile station supporting GPRS) may initiate packet access in the same cell before T3122 has expired, see 3GPP TS 04.60 and sub-clause 3.5.2.1.3.4.

After T3122 expiry, no CHANNEL REQUEST message shall be sent as a response to a page until a PAGING REQUEST message for the mobile station is received.

Reference


3GPP TS 04.60/44.060, subclause 5.6.1 

3GPP TS 04.08/44.018, subclause 3.3.1.1.3.2 

42.4.8.3.6.2
Test Purpose

To verify that if a MS involved in NC measurement reporting is paged for CS connection but receives an IMMEDIATE ASSIGNMENT REJECT to its CHANNEL REQUEST sent in response to the paging, the MS continues its NC measurement reporting.

42.4.8.3.6.3
Method of test

Initial conditions

System Simulator:


1 cell, GPRS supported, NC0, Ready Timer set to 5 minutes

Mobile Station:

The MS is in packet idle mode, with a TMSI, P-TMSI allocated
Specific PICS Statements

-

PIXIT Statements

-

Foreseen final state of the MS

-
MS is in packet idle mode

Test procedure 

MS is in packet idle mode, on a NC0 Cell, and receive a PACKET MEASUREMENT ORDER to override the NC parameters broadcasted. The MS sends PACKET MEASUREMENT REPORT based on T3158 calculation done on the NC parameters of the PACKET MEASUREMENT ORDER. The MS is then paged on its paging channel. Upon receipt of the PAGING REQUEST message, the MS sends a CHANNEL REQUEST but the SS denies the dedicated connection by sending an IMMEDIATE ASSIGNMENT REJECT with a wait indication (T3122) of 20 seconds.

The MS does not enter any dedicated connection and should so continue its NC reporting measurement, even if T3122 is not expired at T3158 expiry.

Maximum duration of the test

-

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	SS->MS
	IMMEDIATE ASSIGNMENT
	SS establishes a single block down link

	2
	SS->MS
	PACKET MEASUREMENT ORDER
	-Sent on PACCH.

-Contains NETWORK_CONTROL_ORDER and NC_REPORTING_PERIOD_I 

See specific message contents

	3
	MS ->SS
	CHANNEL REQUEST
	'Single block packet access'

	4
	SS -> MS
	IMMEDIATE ASSIGNMENT
	Sent on AGCH.

	5
	MS ->SS
	PACKET MEASUREMENT REPORT
	Sent on the allocated PDCH. 

	6
	MS ->SS
	CHANNEL REQUEST
	'Single block packet access'

	7
	SS 
	
	Verify that RACH in step 6 is sent T3158 +/-10% after step 3.

T3158 calculated using NC parameters sent in the PMO in step 2.

	8
	SS -> MS
	IMMEDIATE ASSIGNMENT
	Sent on AGCH.

	9
	MS ->SS
	PACKET MEASUREMENT REPORT
	Sent on the allocated PDCH. 

	10
	SS -> MS
	PAGING REQUEST
	1st Repeated Page info contains TMSI of the MS, PAGE_MODE = " same as before ", sent on downlink PCH 

	11
	MS -> SS
	CHANNEL REQUEST
	Response to paging

	12
	SS -> MS
	IMMEDIATE ASSIGNMENT REJECT
	Request Reference = pertaining to the message received in step 11.

Wait indication 20 seconds

Sent on AGCH.

	13
	MS ->SS
	CHANNEL REQUEST
	'Single block packet access'

	14
	SS -> MS
	IMMEDIATE ASSIGNMENT
	Sent on AGCH.

	15
	MS ->SS
	PACKET MEASUREMENT REPORT
	Sent on the allocated PDCH. 


PACKET MEASUREMENT ORDER in step 1:

	NC Measurement parameters
	

	    NETWORK_CONTROL_ORDER
	10 (NC2)

	    NC_REPORTING_PERIOD_I
	101 (15.36secs)
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