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	This test case cannot be applicable for SDCCH only MS for the following limitations.

1. From the test specification for TC 22.1, it is mentioned that “The SS measures the MS transmitter output power on TDMA frames 6, 19, 32 and every subsequent 13th TDMA frame to TDMA frame 214” but as per specification 05.02(Clause 7 Table 5 of 9), MS only uses 1/8th bandwidth of the SDCCH8 channel configuration and transmit only on limited frame numbers(depends on subchannel configuration) on this channel which does not cover all frame number mentioned in the step b) & d).

2. As per the conformance requirement 3, “Upon receipt of a command on the SACCH to change its RF power level, the MS shall change to the new level at a rate of one nominal 2 dB power control step every 60 ms”. For TCH configuration it is possible every 60 ms.But in SDCCH8 case, it is not possible for power control changes of 2dB every 60 ms as MS does not transmit uplink bursts in every 60 ms.
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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	--skip table-
	
	
	
	
	
	
	

	21.8
	GMSK_MEAN_BEP Measurement for PDTCH
	R99
	MS supporting EGPRS
	
	C216
	
	

	21.9
	8PSK_MEAN_BEP Measurement for PDTCH
	R99
	MS supporting EGPRS
	
	C216
	
	

	21.10.1.1
	1,28Mcps TDD / P-CCPCH RSCP Measurement accuracy in AWGN propagation condition
	Rel-8
	MS supporting both GSM and UTRAN TDD
	
	C504
	
	

	22.1
	Transmit power control timing and confirmation, single slot
	R96
	All MS (Except SDCCH only device)
	
	 Cxxx
	
	

	--skip table-
	
	
	
	
	
	
	


Table B.1a: Applicability of tests – Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	--skip table-
	
	

	Cxxx
	IF NOT A.25 / 21 THEN A ELSE N/A
	-- NOT TSPC AddInfo_SDCCHOnly
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