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Intellectual Property Rights

IPRs essential or potentially essential to the present document may have been declared to ETSI. The information pertaining to these essential IPRs, if any, is publicly available for ETSI members and non-members, and can be found in ETSI SR 000 314: "Intellectual Property Rights (IPRs); Essential, or potentially Essential, IPRs notified to ETSI in respect of ETSI standards", which is available from the ETSI Secretariat. Latest updates are available on the ETSI Web server (http://webapp.etsi.org/IPR/home.asp).

Pursuant to the ETSI IPR Policy, no investigation, including IPR searches, has been carried out by ETSI. No guarantee can be given as to the existence of other IPRs not referenced in ETSI SR 000 314 (or the updates on the ETSI Web server) which are, or may be, or may become, essential to the present document.

Foreword

This Technical Specificaion (TS) has been produced by ETSI Special Committee EMTEL.

Introduction

The Netherlands have taken the lead in an EC funded project on “Cell Broadcast for Public Warning” having announced publicly that the Netherlands will implement such a service in 2010. A number of European countries are investigating the possibility to deploy a Public Warning Service in their own country and have given their support to the EC funded project.
The generic name for the European Public Warning System is EU-ALERT. The letters EU will be replaced by characters identifying a particular country (e.g. NL-ALERT signifying the Netherlands, UK-ALERT signifying the United Kingdom). Such a strategy will allow each country to configure their own Public Warning System to meet their specific national requirements whilst adhereing to a common core  specification agreed by all European countries.

It is intended that this ETSI Specification shall provide an input to 3GPP so that the European PWS requirements can be captured in a 3GPP stage 1 requirement specification and assigned a similar status to that of CMAS and ETWS, already defined in 3GPP.

· 
· 
· 

1
Scope

The present document defines  the system requirements for a European Public Warning Service using the Cell Broadcast Service [1] as a means of message distribution and delivery to UE’s.

2
References

References are either specific (identified by date of publication and/or edition number or version number) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· Non-specific reference may be made only to a complete document or a part thereof and only in the following cases:
· if it is accepted that it will be possible to use all future changes of the referenced document for the purposes of the referring document;
· for informative references.

Referenced documents which are not found to be publicly available in the expected location might be found at http://docbox.etsi.org/Reference.

NOTE:
While any hyperlinks included in this clause were valid at the time of publication ETSI cannot guarantee their long term validity.

2.1
Normative references

The following referenced documents are indispensable for the application of the present document. For dated references, only the edition cited applies. For non-specific references, the latest edition of the referenced document (including any amendments) applies.

[1] 
ETSI TS 123.041: “Technical realization of Cell Broadcast Service (CBS)”
[2]
ETSI TR 122.968: “Study for requirements for a Public Warning System (PWS) service”.

[3]
ETSI TS 122.268: “Public Warning System (PWS) Requirements”.

[4]
ETSI TS 102 182: "Requirements for communications from authorities/organizations to individuals, groups or the general public during emergencies".
[5]
ETSI TR 102 850: ”Emergency Communications EMTEL; Mobile Device Functionality for PWS”.
[6]
ITU-T-SG2 COM 2 – LS 113 – E: “Draft ITU-T Recommendation on Administration and allocation of multicast addresses for civic purposes”.

[7]
ETSI TS 125.331: "Radio Resource Control (RRC); Protocol specification".

[8]
ISO 3166-1: “Codes for the representation of names of countries and their subdivisions -- Part 1: Country codes”. 
[9]
ETSI TS 123.038: “Alphabets and language-specific information”
[10]
EU Position Paper v5.1: [https://service.projectplace.com/pub/english.cgi/0/283748154]
2.2
Informative references

The following referenced documents are not essential to the use of the present document but they assist the user with regard to a particular subject area. For non-specific references, the latest version of the referenced document (including any amendments) applies.
[i1] 
ETSI TR 102 444: “Analysis of the Short Message Service (SMS) and Cell Broadcast Service (CBS) for Emergency Messaging”.
[i2]
Joint ATIS/TIA specification J-STD-100: "CMAS Mobile Device Behavior Specification".
[i3]
The Dutch Ministry of the Interior and Kingdom Relations: “NL-Alert High Level Service Design”,  March 2010; [https://service.projectplace.com/pub/english.cgi/0/283748154].
3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply:



Amber alert: Alert to seek help from citizens to find abducted children.
EU-ALERT:
The generic term for the European Public Warning Service

Specific Countries are identified by replacing the letters EU with the Country Identification letters in ISO 3166 [8]

E.G.

NL-ALERT:
The national variant of EU-ALERT for the Netherlands

UK-ALERT:
The national variant of EU-ALERT for the United Kingdom

FR-ALERT:
The national variant of EU-ALERT for France
Message Identifier: Parameter in a Cell Broadcast message that is an indication of the topic. A topic shall be activated on the UE. The UE will only process messages with a Message Identifier that is in the topic list.
3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

CBS
Cell Broadcast Service
CMAS
Commercial Mobile Alert Service

ETWS
Earthquake and Tsunami Warning System
ITU
International Telecommunications Union
MI
Message Identifier
PWS
Public Warning System
4
Background
For the public authorities, warning the population on the occurrence of a possible disaster is one of their responsibilities. They will use for this purpose all means of communication, in relation with the specific features of the disaster (e.g;: the level of risks, it can be forecast or not; the coverage is limited or broad).

The mobile device PWS is in this view a complement to a whole set of communication media and should be taken in consideration by the authorities organising the Civil Safety, in the frame of an overall scheme of population protection.

The characteristics of the mobile radio services and their rather extensive coverage with GSM and UMTS technology make it a very relevant tool for addressing the population in real time with short notice, selecting the targeted area, broadcasting relevant information or advice. Additionally it can be assumed that the PWS service can be used not only for warning but also during the phases after the occurrence of the catastrophic event to distribute updated instructions to the affected population.
ETSI’s Special Committee EMTEL’s Technical Specification ETSI TS 102 182 [4] provides an overview of the requirements for communication from authorities/organizations to individuals, groups or the general public in all types of emergencies. It collects operational and organizational requirements as a basis for a common notification service, including targeting of the area to be notified. Although many of the requirements relate to national public policies and regulations, there are a number of service and technical aspects which are better dealt with on the European level to ensure harmonized access and services over Europe and service effectiveness through increased user awareness by using standardized solutions.
ETSI’s Special Committee EMTEL’s Technical Report ETSI TR 102 444 [i1]  contains an analysis of the use of CBS for broadcasting emergency messages.
3GPP WG SA1 conducted a study for requirements for PWS in ETSI TR 122.968 [2], where the EMTEL specification ETSI TS 102 182 [4], ETSI Technical Report ETSI TR 102 444 [i1],  requirements from Japan for ETWS and requirements from the USA for CMAS were used as input.

From this study, SA1 delivered a specification for PWS Requirements in ETSI TS 122.268 [3]. This specification covers PWS in general, where both ETWS and CMAS are regional adaptations of PWS. However, the European Requirements are not currently considered in ETSI TS 122.268 [3], due to the lack of ongoing input from Europe.
The EC funded project on “Cell Broadcast for Public Warning”  has provided the mechanism for Europe to reach a concensus on the requirements for a Public Warning Service – vital for harmonisation across European countries without which significant issues concerning roaming would arise.

The EC funded project “Cell Broadcast for Public Warning” was initiated by the Ministry of Interior and Kingdom Relations of the Netherlands. The purpose of the project was to share knowledge, experiences and to identify the need for standardization of (technical) requirements among the participating European countries.
A Position Paper has been created from the EC funded project [10]. 
A number of European countries have signed their support for the EU Position Paper [10]. The signatory documents are contained in Annex A.
Not only the EU project has concluded that Cell Broadcast would be the bearer technology best suited for the purpose of EU-Alert, but also ETWS and CMAS are based on the Cell Broadcast Service as specified in ETSI TS 123.041 [1]. The remainder of this specification assumes Cell Broadcast as bearer technology. 
 It is now possible to provide 3GPP with a consensus of European  requirements.
The ongoing sub sections identify the key aspects from the EU Position Paper [10], and uses the results from the analysis of mobile device functionality in TR 102 850 [5].
5
EU-Alert capabilities
5.1
Language 
The need to support Public Warning Messages in various languages is necessary for the European Public Warning System because there are many European countries that share boarders where there is a frequent and significant movement of mobile subscribers across those boarders. I.e. a high instance of international roaming. 

The EU Position Paper [10] identifies that emergency messages should be sent out to users in their own language but when not practicable, then in the language of the message originator. 
It is impractical to determine the language of the user and so messages shall be sent out in the native language of the country originating the message and subject to national requirements, in any other language or languages that the originator chooses.
To support international roaming, it would be beneficial if all European countries would use the same Message Identifier for emergency messages in the local language. If emergency messages are broadcast in other languages besides the local language, then the Message Identifier for such messages should also be the same across  Europe.
This will require a CBS structure to accommodate the requirement to broadcast messages in multiple languages virtually simultaneously in order not to disadvantage any recipient of a message in a particular language.

The use of CBS Message Identifiers defined in ETSI TS 123.041[1] is one mechanism that would be able to identify that a message is in a particular language.

Much of this work is being studied by the ITU [6].



· 
· 
· 





5.2
Message Types 

EU-Alert has identified the need for three types of messages:

· Alert messages to warn citizens of an imminent emergency situation
· Advisory messages of lesser urgency
· Amber alerts
The Alert messages may have three levels of severity:

· EU-Alert level 1

· EU-Alert level 2

· EU-Alert level 3

EU-Alert level 1 shall have no opt-out; levels 2 and 3 do allow opt-out by the user. 

All levels of EU-Alert messages shall be associated with a dedicated alerting indication (see section 6.1.2).

Note: EU-Alert level 1 is compatible with the Presidential Alert in CMAS. EU-Alert level 2 is compatible with CMAS Extreme Alerts and EU-Alert level 3 is compatible with CMAS Severe Alert. 

The Advisory messages have only one level:

· EU-Info

EU-Info messages shall not be associated with any dedicated alerting indication.
Depending on national requirements of a particular European country, Amber alerts may need to be broadcast as part of the EU-Alert service:

· EU-Amber

EU-Amber messages shall not be associated with any dedicated alerting indication.
The following message types have not been identified in the EU Position Paper [10], but are added for compatibility with CMAS.
· EU-Monthly Test
· EU-Exercise

· EU-Reserved
EU-Monthly Test messages may be broadcast with a separate Message Identifier, but test messages may also be broadcast on a regular basis as an EU-Alert message to the general public. Test messages could for example be broadcast at the same time as the monthly test of the sirens is done. UEs may be made available with the capability of receiving EU-Monthly Test messages.  The ability of a UE to receive and present EU-Monthly Test message is an optional capability.  
EU-Exercise messages are for further study. 

EU-Reserved messages are reserved for national government- specific use.
5.2.1
Message Identifiers

The use of CBS Message Identifiers defined in ETSI TS 123.041 [1] is one mechanism that would allow Message Types to be identified. Message Identifiers for EU-Alert are related to the level of the severity of the message and to the language. There is also a relation with the types of UEs that may be served.

Four types of UEs can be distinguished for the purpose of EU-Alert:

1. Legacy UEs; currently in use and supporting Cell Broadcast. These UEs will have to be manually activated by citizens. Only Message Identifiers below 1000 are accessible.

2. UEs that are to be sold in the coming period are not-compliant with EU-Alert, and but do support Cell Broadcast. Mobile operators may support provisioning of these UEs in order to enable maximum support for EU-Alert.

3. Future UEs that are EU-Alert compliant

4. UEs that do not support Cell Broadcast at all. 

The use and assignment of CBS Message Identifiers is as follows:

	Type
	MI
	Comment

	EU-Alert level 1
	4370 and 
919
	4370 is for broadcasting level 1 alerts in the local language where opt-out is not allowed; 
919 is temporary for legacy UEs

	EU-Alert level 2
	4371- 4372

and 919
	Any one or more MIs in the range 4371-4372 is for broadcasting level 2 alerts in the local language where opt-out is allowed; 
919 is temporary for legacy UEs

	EU-Alert level 3
	4373-4378
	Any one or more MIs in the range 4373-4378 is for broadcasting level 3 alerts in the local language where opt-out is allowed.

	EU-Info
	5400
and 519
	Users should be able to opt-out from these MIs
519 is temporary for legacy UEs and UEs that are to be sold in the coming period

	EU-Amber
	4379
	Allocated for Amber alerts in the local language

	EU-Monthly Test
	4380
	Allocated for monthly test messages that may or may not involve the general public and may or may not require special UEs 

	EU-Exercise
	4381
	Allocated for use during exercises. Its use is for further study. 

	EU-Reserved
	4382
	Reserved for national government specific use.


Roaming on a network that offers a CMAS compliant service will provide a similar user experience as is offered by the EU-Alert service, and vice versa, Roaming individuals with a CMAS compliant UE should receive alert messages of similar severity levels as they may expect in their home network.

It depends on national requirements which Message Types will be used for broadcasting.

5.2.2
Support of multiple languages

EU-Alert uses the same Message Identifiers all across  Europe for broadcasting alert messages in the local language. Depending on national requirements, it may be required to offer EU-Alert messages in multiple languages. Additional Message Identfiers, beyond those listed in clause 5.2.1, need to be allocated for this purpose. In order to support roaming, each European country shall use the same Message Identifier for additional languages.

For example, should the Netherlands support English messages, and one or more Message Identfiers are allocated for this, then these should be the same Message Identifiers as used in other European countries that broadcast alert messages in English. The UK would broadcast English alert messages with Message Identfiers for the local language.

Message Identifiers for the support of additional languages next to the local language shall be formally allocated when required. 3GPP WG CT1 is responsible for allocating Message Identifiers in the range 1000 decimal and above. GSMA is responsible for registration of Message Identifiers in the range below 1000 decimal.

5.3
Service activation

With regards to service activation, EU-Alert may be subject to local regulatory requirements, such as:

· Provisioning of the UE by the operator with the service activated by default.

· Activation of the Cell Broadcast capability in the UE remotely through the network (see ETSI TS 125.331 [7]).
Activation of CBS is possible through the Index Message, but may also be available through a specific menu in the MMI. The Cell Broadcast services that are referred to are EU-Alert and also other, commercial services that may be offered by the operator.
5.4
Bearer technology

The EU-Alert service is based on the Cell Broadcast Service as specified in ETSI TS 123.041 [1] and shall be supported on 2G as well as 3G technologies. 
Since a Public Warning System is usually deployed for many years, future technologies, such as LTE, shall also provide a broadcast capability that fulfils the requirements set forth in this specification. 
5.5
Security considerations
For a reliable use of the Cell Broadcast service the user must have the highest possible confidence in the validity of the message received. As Cell Broadcast Service does not provide any capability for the UE to authenticate that the EU-Alert messages received are from a genuine source. It is possible that malicious EU-Alert messages can be transmitted. Therefore, additional security measures should be provided in the network to ensure that the source of the EU-Alert message is genuine. 
It is possible that malicious Cell Broadcast messages could be sent from a spoofed base station, which the network or the UE may not be able to detect. A long-term solution to authenticate the source of a Cell Broadcast message may require specific functionality in the UE. 
In general it may therefore be necessary for a recipient of an EU-Alert message to cross check with other means of public warning messages that the received message is genuine (TV messages, Radio, Internet sites for additional information). It should be supposed that in the context of an EU-Alert, the public authorities will use several mechanisms for transmitting the alert notification. Attention is therefore drawn to the corresponding issues which require a combination of security and reliability measures to be observed by all.
Hereunder are some examples of possible measures:

· maintain strict access control to all facilities (firstly control rooms) used in the transmission line

· adopt strict processes in checking the validity of IP addresses of servers involved in the transmission of a message from the authorities to each network operator.

· have clearly established procedures between those who will be involved at the time of an Alert (personal contacts, planned exercises, regular updates etc.)

Refer to [i1] for additional information.
6
UE specific aspects 

It is assumed that at least the capabilities that are provided through the Cell Broadcast Service are supported by the UE. These capabilities are for example:

· Support for CBS, regardless if the UE is connected to a 2G or a 3G network.

· Detection and suppression of duplicate messages.

· Support for Class 0 and Class 1 type messages as per ETSI TS 123.038 [9]

· Support of the Index Message to select the message types with the desired alert level and desired language.

In TR 102 850 [5] an analysis was done into existing requirements for UE specific aspects for use in a PWS, and included the requirements from the EU Position Paper [10]. The below listed requirements are based on the result of the analysis. 
6.1
UE requirements
UE requirements in this clause are related not only to EU-Alert messages, but also to EU-Info and EU-Amber Message Types, unless specifically mentioned otherwise.
6.1.1
Maintaining user preferences
The following are the requirements on the UE for the support of user preferences for EU-Alert.

1. The UE shall be able to maintain user alert opt-out selections for all Message Types. Depending on national regulatory requirements, it may not be allowed to opt-out of all types of Alert Messages.

2. The UE shall be able to maintain user EU-Alert language preferences. If the user has opted-in to receiving EU-Alert messages then these will be presented in the local language. The user may wish to receive messages in other languages than the local language as well. A typical example would be the additional selection to receive messages in English for those users that do not understand the local language, provided that messages in English are broadcast next to messages in the local language. See Annex B for a possible embodiment of support of multiple languages.
3. It shall be possible for users to configure the behavior of a UE with regard to alerting and should allow at least volume adjustment.
6.1.2
Presentation of the message
The following are the requirements on the UE for the presentation of EU-Alert messages.

1. The presentation of EU-Alert messages shall take priority over all other UE functions, but shall not preempt active voice or data sessions.

A momentary interruption of a voice or data session to alert the user that an EU-Alert message has been received is not considered preemtion as long as the voice or data session is not terminated.

2. The UE shall support a dedicated alerting indication (audio attention signal and a dedicated vibration cadence) and be distinct from any other device alerts and restricted to use for EU-Alert notification purposes. 

The alerting indication requirements may be specific for a European country.
3. It shall be possible for an EU-Alert message to be displayed on the screen of the UE upon reception and without any user interaction. (This assumes support for Class 0 type messages.)  The need for scrolling to view the entire message should be minimized.

4. The EU-Alert message shall stay on the display, until the message indication is cancelled by the user (e.g. by pushing keys). The frequency and duration of the continued alerting indication is UE implementation specific.

5. It shall be possible for the user to review the EU-Alert messages at a later time.
6. The UE shall not support any capabilities to forward received EU-Alert messages, to reply to received EU-Alert messages, or to copy and paste the content of EU-Alert messages.
7. The UE shall be able to support concurrent reception of multiple EU-Alert messages.
8. The UE may be able to process a Uniform Resource Locator (URL), which is a reference (an address) to a resource on the internet, or an embedded telephone number. 
Note: In case regulatory requirements prohibit the use of URLs or embedded phone numbers, then the message text should not contain such a URL or phone number.

6.1.3
Feature behaviour

An EU-Alert message shall not preempt any active voice or data sessions, but the UE shall alert the user that an EU-Alert message has been received with the alerting indication that is specific for EU-Alert messages, and the EU-Alert message shall be displayed immediately.

When an EU-Alert message is displayed, it shall remain on the display until it is acknowledged by the user. When during that time another EU-Alert message is received, the UE will notify the user of this through the EU-Alert attention signals. This new message will be displayed after the user has acknowledged the previous EU-Alert message.

The UE will continue to display EU-Alert messages when any non-EU-Alert messages (e.g. another Cell Broadcast message, an SMS or an MMS message) or voice call is received, till the user has acknowledged the EU-Alert messages. After the EU-Alert messages have been acknowledged shall the user be able to respond to non-EU-Alert messages or voice calls.

The user may be notified of any incoming non-EU-Alert message or voice call in a manner consistent with normal device behaviour for such messages or calls, but the displaying of the EU-Alert message shall not be interrupted.
6.2
Considerations for individuals with special needs

Special consideration shall be required in the UE receiving a PWS message for hearing impaired persons. Whilst a UE receiving a Public Warning Message is expected to give an unmistakeable audible warning sound, this is of no use to a hearing impaired person. The UE could of course ‘vibrate’ in a special way but that will only be of use to a hearing impaired person if the phone is in contact with the person’s body. There will be cases where the hearing impaired persons UE is  not  in contact with the person’s body and so another means of indicating the receipt of a PWS message is required. That may take the form of a visible flashing indication on the UE.
The EU Project has stated in its Position Paper [10] that the use of pictograms should be studied. Pictograms may overcome language barriers. The use of pictograms in Cell Broadcast messages assumes support for EMS messages.
.

Annex A (informative): European countries letters of support

The letter of support for the EU Project Position Paper [10] is presented in a letter from the Dutch Ministry of Interior and Kingdom Relations. The Dutch Ministry does the project management for the project "Cell Broadcast for Public Warning".
[image: image1.wmf]
The support letter has been signed by

· The Director National Security of the Dutch Ministry of Inerior and Kingdom Relations.

Copies of this letter (same text, but different letter head and signature) have been signed by:

· The Deputy Director, Capabilities  Civil Contingencies Secretariat in the UK Cabinet Office
· The Head of Training, Exercises & Emergency Preparedness Department of the Swedish Civil Contingencies Agency
· The Head of the Norwegian Directorate of Civil Preparedness
· The Deputy Secretary-General for Internal Security of the Estonian Ministry of Interior
· The Federal Office for Civil Protection and Disaster Assistance of the German Ministry of Interior
· A French government representative during the closing seminar of the EU project in the Netherlands
· Hungary
· Poland
· Finland
· Spain
It was deemed necessary to have member states sign a support letter, since the project is not an official EU government body and officially ended in December 2009.
Annex B (informative):Use case for languages support

The use case that is described in this annex shows a possible assignment of Message Identifiers if all official languages of the European countries would have to be supported.

The following table shows the Message Identifiers (MI) for EU-Alert.
	Language
	Device Types

	
	Legacy UEs
(Temporary allocation)
	Provisioned by operator
	Future UEs

	
	Alert
	Info
	Alert
(opt-out)
	Alert
(no opt-out)
	Info
	Alert
	Info

	Local
- EU-Alert Level 1
- EU-Alert Level 2
- EU-Alert Level 3
- EU-Info
- EU-Amber
- EU-Monthly Test
- EU-Exercise
- EU-Reserved
	
919
919
919
	



519
	
919
919
919
	
4370
4371-4372
4373-4378

4379
4380
4381
4382
	



519
	
4370
4371-4372
4373-4378

4379
4380
4381
4382
	



5400



	Spanish
	941
	541
	941
	4384-4391
	541
	4384-4391
	5401

	French
	922
	522
	922
	4397-4405
	522
	4397-4405
	5402

	Dutch
	920
	520
	920
	4410
	520
	4410
	5410

	English
	921
	521
	921
	4411
	521
	4411
	5411

	German
	923
	523
	923
	4412
	523
	4412
	5412

	Albanian
	924
	524
	924
	4413
	524
	4413
	5413

	Bosnian
	925
	525
	925
	4414
	525
	4414
	5414

	Bulgarian
	926
	526
	926
	4415
	526
	4415
	5415

	Croatian
	927
	527
	927
	4416
	527
	4416
	5416

	Czech
	928
	528
	928
	4417
	528
	4417
	5417

	Danish
	929
	529
	929
	4418
	529
	4418
	5418

	Estonian
	930
	530
	930
	4419
	530
	4419
	5419

	Finnish
	931
	531
	931
	4420
	531
	4420
	5420

	Greek
	932
	532
	932
	4421
	532
	4421
	5421

	Hungarian
	933
	533
	933
	4422
	533
	4422
	5422

	Irish
	934
	534
	934
	4423
	534
	4423
	5423

	Icelandic
	935
	535
	935
	4424
	535
	4424
	5424

	Irish
	936
	536
	936
	4425
	536
	4425
	5425

	Italian
	937
	537
	937
	4426
	537
	4426
	5426

	Latvian
	938
	538
	938
	4427
	538
	4427
	5427

	Lithuanian
	939
	539
	939
	4428
	539
	4428
	5428

	Macedonian
	940
	540
	940
	4429
	540
	4429
	5429

	Maltese
	942
	542
	942
	4430
	542
	4430
	5430

	Moldovan
	943
	543
	943
	4431
	543
	4431
	5431

	Norwegian
	944
	544
	944
	4432
	544
	4432
	5432

	Polish
	945
	545
	945
	4433
	545
	4433
	5433

	Portuguese
	946
	546
	946
	4434
	546
	4434
	5434

	Romanian
	947
	547
	947
	4435
	547
	4435
	5435

	Russian
	948
	548
	948
	4436
	548
	4436
	5436

	Serbian
	949
	549
	949
	4437
	549
	4437
	5437

	Slovak
	950
	550
	950
	4438
	550
	4438
	5438

	Slovenian
	951
	551
	951
	4439
	551
	4439
	5439

	Swedish
	952
	552
	952
	4440
	552
	4440
	5440

	Turkish
	953
	553
	953
	4441
	553
	4441
	5441

	Ukranian
	954
	554
	954
	4442
	554
	4442
	5442

	Non-EU 1
	955
	555
	955
	4443
	555
	4443
	5443

	Non-EU 2
	956
	556
	956
	4444
	556
	4444
	5444

	Non-EU 3
	957
	557
	957
	4445
	557
	4445
	5445

	Non-EU 4
	958
	558
	958
	4446
	558
	4446
	5446

	Non-EU 5
	959
	559
	959
	4447
	559
	4447
	5447


Messages in the local language are broadcast throughout  Europe with the same MI to support international roaming and to make it easier for the operator to provision the UEs before they are sold to the end user. With a single MI or the same MI range, it is no longer relevant in which country the UE is sold. The entire range (3270-4382) for messages in the local language maps onto the CMAS range for English. 
The Message Identifiers for Spanish and French are out-of-sequence. These Message Identifiers are inside the CMAS range in the assumption that CMAS in the US and Canada will use these Message Identifiers and will be specified accordingly by ATIS once the FCC mandates support of Spanish and French.

It depends on national requirements if some or all of the Message Identifiers in the range will be used and what meaning any severity level has.
All official European languages have been assigned an MI for roaming purposes in case the local language is not understood by the user. For example, if the Netherlands would want to broadcast messages in English too, then this shall be done on MI=921 and MI=4411. Any  citizen who wants to receive messages in English in any European country  that broadcasts in English, should activate MI=921 or MI=4411. UK citizens will receive English messages broadcasted with the local MI. Apart from Spanish and French, there is only a single severity level defined and it is at a national authorities’ discretion which levels of the local language shall be broadcasted on the language specific channels. 
If the local language, or Spanish or French has been activated, then it should not be possible to opt-out of the Level 1 alerts for any of these languages.
If devices are provisioned by the operator and users should be able to opt-out, then Message Identifiers below 1000 should be configured. Users cannot opt-out in case Message Identifiers above 1000 are configured.
Any country that wants to broadcast messages in a non-European language can select an MI in the range of 943-947 and 4431-4435 and this would be specific for this country; each country would be free to allocate any MI in this range for any non-European language. An example of this could be the Netherlands where additionally NL-Alert messages could be broadcasted in Turkish with MI=4431 and 943. It would be at the discretion of each European country to allocate a non-European language to any of the Message Identifiers in the non-EU MI range.
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| Koninkrijksrelaties

> Postbus 20011 2500 EA Den Haag The Netherlands

Whomever it may concern

Date February 24, 2009
Subject Position Paper EU Project Cell Broadcast

Whomever it may concern,

Hereby I would like to present to you the Position Paper, which is the result of
discussions held during the workshops of the EC funded project “Cell Broadcast
for public warning - Sharing knowledge and experiences and identification and
standardisation of (technical) requirements.”

With this position paper, we aim to describe the common position of the partner
and participating countries of the project towards the possible use of cell
broadcast for civil alert applications. The objective is to provide direction for the
mobile (standardization) industry and the European Commission in order to offer
our citizens a seamless Cell Broadcast service for alerting and informing the public
in times of crisis at both national and international level. As a partner country of
this project, we support all statements made in the position paper.

Director National Security of the Dutch Ministry Interior and Kingdom
Relations

Ministerie van Binnenlandse Zaken en

DCB/BO/1Z

Schedeldoekshaven 200
The Hague

The Netherlands
Postbus 20011

2500 EA Den Haag
The Netherlands
www.minbzk.nl

Information
J. Zaal

T +31 70 426 82 28
janneke.zaal@minbzk.nl
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