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4.10.10
Multicarrier BTS

If the BTS belongs to a multicarrier BTS class the configuration and number of TRXs to be used in the test corresponds to the configuration and number of active carriers at each transmitting antenna connector (i.e. at each transmitter output of a multicarrier transmitter or transceiver). The tests shall be repeated for each transmitting antenna connector, if connected to a multicarrier transmitter. If the maximum Base Station RF bandwidth is less than the relevant transmit band, and the transmitter is capable of operating on all parts of the relevant transmit band or a declared part of it (operating TX band according to subclause 4.2) by tuning, the transmitter tests are repeated until the whole relevant transmit band or the declared operating band is tested. Similarly, if the maximum Base Station RF bandwidth is less than the relevant receive band, the receiver tests are to be repeated until the whole relevant receive band is tested. 

For a multicarrier BTS, when the test case specifies minimum equal frequency spacing, the carrier spacing of 600 kHz shall be used.

The tests in this specification are based on the testing of multicarrier configurations for the supported numbers of carriers, operating at declared maximum power for each number of carriers equally distributed among the carriers. All supported numbers of carriers shall be included in the tests unless otherwise stated in the test case. Equipment that passes all the tests in this specification shall also comply in other configurations, with unequal distribution of power among the carriers, as long as these configurations are defined within the limits of total power, power control margin and maximum number of carriers in the multicarrier transmitter. To verify this compliance a test case with unequal power distribution shall be tested when stated in the subclause:

· If support of four or more active carriers is declared: two carriers are configured to 2 dB higher power  and  two to 4 dB lower power than the declared maximum power at equal distribution. Any additional carrier shall be configured to the declared maximum power at equal distribution. If one carrier needs to be defined as BCCH carrier according to test case, the carrier with highest power shall be used for BCCH.

· If support of less than four active carriers is declared: One carrier is configured to 2 dB higher power  and  one to 4 dB lower power than the declared maximum power at equal distribution. Any additional carrier shall be configured to the declared maximum power at equal distribution. If one carrier needs to be defined as BCCH carrier according to test case, the carriers with highest power shall be used for BCCH. 

If the BTS belongs to a multicarrier BTS class the manufacturer shall declare whether the equipment complies with multicarrier BTS class 1 or 2 and the corresponding supported combinations of number of carriers, output powers and the maximum Base Station RF bandwidth for the respective class. The manufacturer shall also declare if the multicarrier BTS is equipped with receiver.
In test cases regarding unwanted emissions inband, i.e. including spectrum due to modulation and wideband noise, spurious emissions and Intermodulation attenuation, detector mode AVG or RMS can be used for conformance testing. If the requirements are fulfilled in either detector mode, the tests are sufficient for compliance. The detector mode used, shall be stated in the conformance test report.

The vendor shall declare if the multicarrier BTS supports non-contiguous frequency allocation, defined as an allocation where two groups of frequencies are separated with at least 5.4 MHz.

NEXT MODIFICATION

7
Receivers

All tests unless otherwise stated in this subclause shall be conducted on Base Station Systems fitted with a full complement of Transceivers for the configuration. The manufacturer shall provide appropriate logical or physical test access to perform all tests in this subclause. Measurements shall include any RX multicoupler.

The tests in this subclause assume that the receiver is not equipped with diversity. For receivers with diversity, the tests may be performed by applying the specified signals to one of the receiver inputs, and terminating or disabling the other(s). The tests and requirements are otherwise unchanged.

For receivers with diversity, testing of essential conformance shall be performed by applying the specified signals to one of the receiver inputs, and terminating or disabling the other(s). This does not apply to cases which are specified for two antenna configuration only, i.e. EGPRS2-B with higher symbol rate. In this case all receiver tests are performed in two antenna configuration except in Static propagation conditions. At two-antenna configuration the requirements are specified for no correlation or gain imbalance between the two receive branches.
The Rx performance requirements for modulation schemes using higher symbol rate are based on input signals using the wide pulse shaping filter unless otherwise stated. For definition of narrow and wide pulse-shaping filters, see 3GPP TS 45.004 [21]. The input signals used are defined by

Narrow pulse-shaping filter:
 Higher symbol rate using spectrally narrow pulse shaping filter.

Wide pulse-shaping filter: Higher symbol rate using spectrally wide pulse shaping filter. 

For multicarrier BTS the test cases and requirements for normal BTS apply except when stated otherwise for multicarrier receiver. 
In all the relevant subclauses in this clause all Bit Error Ratio (BER), Residual BER (RBER), Block error Ratio (BLER) and Frame Erasure Ratio (FER) measurements shall be carried out according to the general rules for statistical testing in annex A.

7.1
Static Layer 1 receiver functions (nominal error ratios)

7.1.1
Test Purpose

The static Layer 1 receiver functions verified in these tests are the RF parts, the multiplexing and multiple access functions, any existing equalizer, the deciphering functions, the de‑interleaving and the channel decoding on the receive side. The performance of the receiver at the maximum specified input level is also verified.

Nominal error ratios (Bit Error Ratio ‑ BER) are measured at a logical reference point that represents the performance before channel decoding. This measurement can be performed for TCH/FS, using unprotected class II bits extracted after channel decoding, but before any extrapolation. Therefore, the results obtained are representative of the logical reference point before channel decoding. The test can also be performed on the uncoded bits extracted before any channel decoding of a PDTCH channel.

If the BTS supports SFH, this test also verifies the TCH/FS performance in frequency hopping under interference conditions. In this case, the Frame Erasure Ratio (FER) for TCH/FS is used as the performance criteria.

The Random access performance at high input levels is verified by measuring the Frame Erasure Ratio for RACH.

7.1.2
Test Case

GMSK modulation

1)
For BER measurements, if Slow Frequency Hopping (SFH) is supported by the BSS, the BSS shall be hopping over the maximum range and number of ARFCNs possible for the test environment and which are available in the BSS configuration. If SFH is not supported, the test shall be performed for the radio frequency channels B, M and T. In both cases the tests shall be repeated until all the RF equipment in the BSS configuration is tested on all specified carrier frequencies.


If test is performed with TCH/FS a test signal with normal TCH/FS modulation originating from the BSSTE shall be applied to the BSS receiver input. The unprotected class II bits obtained from the BSS receiver after channel decoding and before any extrapolation shall be compared with the unprotected class II bits originating from the BSSTE. 


If test is not performed with TCH/FS a test signal with normal PDTCH modulation originating from the BSSTE shall be applied to the BSS receiver input. The uncoded data bits obtained from the BSS receiver shall be compared with the bits originating from the BSSTE. 

NOTE:
Uncoded data bits refer to the encrypted bits of a burst, extracted by the receiver without any signal processing improvement from encoding/decoding of the signal.


The test shall be performed at the following power levels of test signal:

a)
A lower limit (20 dB above the reference sensitivity level of the BSS under test), as specified in table 12, for static propagation conditions.

b)
‑40 dBm, for static propagation conditions.

c)  ‑15 dBm for GSM 400, GSM 700, GSM900, GSM850 and MXM 850, -18 dBm for GSM 400, T-GSM 810, GSM850 and E-GSM 900 for multicarrier receiver in both multicarrier BTS classes, and -23 dBm for DCS1800, PCS 1900 and MXM 1900, for static propagation conditions only.

d)
-5 dBm for GSM900, GSM 700, GSM850 and MXM 850 pico-BTS and -14 dBm for DCS1800, PCS 1900 and MXM 1900 pico-BTS, for static propagation conditions only.

e)
A lower limit (20 dB above the reference sensitivity level of the BSS under test), as specified in table 12, for EQ50 propagation conditions, except for GSM 400 where EQ100 applies and for GSM 700 where EQ60 applies, step e) does not apply to  pico-BTS.

f)
-40dBm, for EQ50 propagation conditions, except for GSM 400 where EQ100 applies and for GSM 700 where EQ60 applies, step f) does not apply to pico-BTS.

2)
For RACH, the test shall be performed for the radio frequency channels B, M and T. A test signal consisting of RACH bursts originating from the BSSTE shall be applied to the BSS receiver input. The proportion of RACH bursts at the input to the receiver which are not correctly identified by the BSS shall be measured.


The test shall be performed at the following power levels of test signal:

a)
A lower limit (20 dB above the reference sensitivity level of the BSS under test), as specified in table 12, for static propagation conditions.

b)
‑40 dBm, for static propagation conditions.

c)
‑15 dBm for GSM 400, GSM 700, GSM900, GSM850 and MXM 850, -16 dBm for GSM 400, T-GSM 810, GSM850 and E-GSM 900 for multicarrier receiver in both multicarrier BTS classes and -23 dBm for DCS1800, PCS 1900 and  MXM 1900 for static propagation conditions.

3)
For TCH/FS FER measurements in frequency hopping under interference conditions, two signals are connected to the BSS receiver input via a combining network. The wanted signal with an RF level given in table 12 shall be cyclically frequency hopping on four carrier frequencies under static conditions. The interfering signal shall be a random continuous, GMSK-modulated signal on only one of the carriers at a level 10 dB higher than the wanted signal.

The test shall be performed with the hopping frequencies centered around RF channel M.


8-PSK, QPSK, 16-QAM and 32-QAM modulations

1)
If Slow Frequency Hopping (SFH) is supported by the BSS, the BSS shall be hopping over the maximum range and number of ARFCNs possible for the test environment and which are available in the BSS configuration. If SFH is not supported, the test shall be performed for the radio frequency channels B, M and T. In either case the tests shall be repeated until all the RF equipment in the BSS configuration is tested on all specified carrier frequencies.


A test signal with normal PDTCH modulation originating from the BSSTE shall be applied to the BSS receiver input. The  uncoded data bits obtained from the BSS receiver shall be compared with the bits originating from the BSSTE. 

NOTE:
Uncoded data bits refer to the encrypted bits of a burst, extracted by the receiver without any signal processing improvement from encoding/decoding of the signal.


The test shall be performed at the following power levels of test signal:

a) A lower limit level, as specified in table 12, for static propagation conditions.

b) –40dBm, for static propagation conditions.

c) The maximum limit as specified in table 12, for static propagation conditions.

d) Step a and b shall be repeated with the frequency of the input 8-PSK and, if supported, QPSK, modulated signal randomly offset,  by +-0,1 ppm (except +-0,2 ppm for GSM400), on a burst-by-burst basis. For each burst, the sign of the frequency offset is chosen according to a 511-bit pseudo-random sequence, defined in ITU-T recommendation O.153.

Table 12: Limit of RF input for testing of Static Layer 1 receiver functions

	BTS Type
	Lower Limit 

GMSK, 8-PSK and QPSK
	Maximum Limit     

8-PSK and QPSK             
	Lower Limit 16-QAM and 32-QAM

EGPRS2-A
	Lower Limit 16-QAM and 32-QAM

EGPRS2-B
	Maximum Limit 16-QAM and 32-QAM

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/MXM 850/MXM 1900/GSM 700 BTS
	‑84 dBm
	-26 dBm
	-84
	-78
	-29

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M1
	‑77 dBm
	-24 dBm
	-77
	-71
	-27

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M2
	‑72 dBm
	-19 dBm
	-72
	-66
	-22

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M3
	‑67 dBm
	-14 dBm
	-67
	-61
	-17

	GSM900/GSM850/MXM 850/GSM 700  pico‑BTS P1
	-68 dBm
	-16 dBm
	-68
	-62
	-19

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M1
	‑82 dBm
	-24 dBm
	-82
	-76
	-27

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M2
	‑77 dBm
	-19 dBm
	-77
	-71
	-22

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M3
	‑72 dBm
	-14 dBm
	-72
	-66
	-17

	DCS1800/PCS 1900/ MXM 1900 pico-BTS P1
	-75 dBm
	-17 dBm
	-75
	-69
	-20


7.1.3
Essential conformance

This test need not be performed.

7.1.4
Complete conformance

Test Environment:

Normal:
For GMSK BER measurements, each TRX shall be tested. 


For RACH, the TRX supporting the BCCH shall be tested.


For 8-PSK, QPSK, 16-QAM and 32-QAM modulation, each TRX shall be tested. Any modulated channel type for each modulation can be used.

Extreme Temperature:
For GMSK BER measurements, one TRX shall be tested on one timeslot, for static propagation conditions only. 


For RACH, the TRX supporting the BCCH shall be tested. 


For TCH/FS FER measurements, the test need not be performed.


For 8-PSK, QPSK, 16-QAM and 32-QAM modulation, one TRX shall be tested on one timeslot, for static propagation conditions only. Any modulated channel type for each modulation can be used.

Vibration:
For GMSK BER measurements, one TRX shall be tested on one timeslot, for static propagation conditions only. 


For TCH/FS FER measurements in frequency hopping under interference conditions and for RACH, the test need not be performed.


For 8-PSK, QPSK, 16-QAM and 32-QAM modulation, one TRX shall be tested on one timeslot, for static propagation conditions only. Any modulated channel type for each modulation can be used.

For multicarrier BTS with multicarrier receiver the tests above shall be tested for each receiver antenna port.
Conformance Requirement
The bit error ratio of the unprotected bits (TCH/FS, Class II or uncoded PDTCH bits) shall not exceed:


Static propagation conditions BER ≤ 10‑4 For input levels up to ‑40 dBm


Static propagation conditions BER ≤ 10‑3 For input levels > ‑40 dBm


EQ50 (except for GSM400, where EQ100 applies) propagation conditions BER ≤ 3 % 

The FER of TCH/FS under interfering conditions shall not exceed 5 %.

The frame erasure ratio of the RACH shall not exceed 0.5%.

The bit error ratio of uncoded data bits in 8-PSK, QPSK, 16-QAM and 32-QAM channels shall not exceed:

Static propagation conditions (steps a, b and d) BER ≤ 10‑4 for input levels up to -40 dBm.

Static propagation conditions (step c) BER ≤ 10‑3 for input levels > ‑40 dBm. 

7.1.5
Requirement Reference

3GPP TS 45.005 subclause 6.1, subclause 6.5 and subclause 6.6.

END OF MODIFICATIONS
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