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A.4.3
Mobile Station Features

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the mobile station features given in the table below.

Table A.2: Mobile Station Features

	Item
	Mobile Station Feature
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Display of Called Number.
	3GPP TS 02.07 B.1.1
	 Phase 2
	C.202
	
	TSPC_Feat_DCN

	2
	Indication of Call Progress Signals.
	3GPP TS 02.07 B.1.2
	 Phase 2
	C.204
	
	TSPC_Feat_CPSind

	3
	Country/PLMN Indication.
	3GPP TS 02.07 B.1.3
	 Phase 2
	C.202
	
	TSPC_Feat_PLMNind

	
	
	
	
	
	
	

	
	<Rows skipped here>
	
	
	
	
	

	
	
	
	
	
	
	

	101
	Support of GAN Iu mode
	3GPP TS 44.318
	Rel-8
	C.218
	
	TSPC_EGAN

	102
	Support of MS-Based E-OTD
	3GPP TS 03.71

7.6.1
	R98
	O
	
	TSPC_EOTD_MS_BASED

	103
	Additional Positioning Capabilities
	3GPP TS 24.008,  section10.5.1.7
	Rel-7
	O
	
	TSPC_Additional_Positioning_Cap

	104
	Ciphering Mode Setting Capability
	3GPP TS 24.008,  section10.5.1.7
	R99
	O
	
	TSPC_Ciphering_Mode_Setting_Cap

	xx1
	Support of PS Handover to GAN
	3GPP 44.318
	Rel-7
	O
	
	TSPC_PS_Handover_To_GAN

	xx2
	Support of Multiple TBFs
	3GPP 44.060, 7.0
	Rel-6
	O
	
	TSPC_Multiple_TBF

	xx3
	Support of Downlink Advanced Receiver Performance
	3GPP 45.005
	Rel-6
	O
	
	TSPC_DL_Adv_Rx_Performance

	xx4
	Support of Extended RLC/MAC control message segmentation
	3GPP 44.060, 9.1.12a
	Rel-6
	O
	
	TSPC_Xtd_Ctrl_Message_Segmentation

	xx5
	Support of DTM Handover
	3GPP 44.060, 5.8
	Rel-6
	O
	
	TSPC_DTM_Handover

	xx6
	Support of Flexible Timeslot Assignment
	3GPP 45.002
	Rel-7
	O
	
	TSPC_Flexible_Timeslot

	xx7
	Support of RLC Non-persistent Mode
	3GPP 44.060
	Rel-7
	O
	
	TSPC_RLC_Non_Persistent_Mode

	xx8
	Support of E-UTRA CCN
	3GPP 44.060
	Rel-8
	O
	
	TSPC_EUTRA_CCN

	xx9
	Support of PS Handover to E-UTRA
	3GPP 44.060
	Rel-8
	O
	
	TSPC_PS_Handover_To_EUTRA

	x10
	Support of EGPRS2A Uplink
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_EGPRS2A_UL

	x11
	Support of EGPRS2A Downlink
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_EGPRS2A_DL

	x12
	Support of EGPRS2B Uplink
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_EGPRS2B_UL

	x13
	Support of EGPRS2B Downlink
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_EGPRS2B_DL

	x14
	Support of Indication of Upper Layer PDU Start Capability for RLC UM
	3GPP TS 44.060
	Rel-9
	O
	
	TSPC_UpperLayer_PDU_Start_Ind

	x15
	Support of Enhanced Multiplexing for Single TBF
	3GPP TS 44.060
	Rel-9
	O
	
	TSPC_EMST

	x16
	Support of Multiple TTI configurations
	3GPP TS 44.060
	Rel-9
	O
	
	TSPC_MTTI

	C.201
	IF A.3/1 OR A.3/2 OR A.4/20 OR A.4/21 THEN M ELSE N/A
	-- TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_BS61 OR TSPC_Serv_BS81

	C.202
	IF A.2/27 THEN M ELSE N/A
	-- TSPC_Feat_Alphanum_Display 

	C.203
	IF A.2/27 OR A.2/28 THEN M ELSE N/A
	-- TSPC_AlphaNum_Display OR TSPC_Other_Means_of_Display

	C.204
	IF A.2/29 THEN M ELSE N/A
	-- TSPC_Speech_Indicator

	C.205
	IF A.2/26 OR A.2/40 THEN M ELSE N/A
	-- TSPC_Feat_Autocall

	C.206
	IF A.1/16 OR A.1/17 THEN M ELSE N/A
	-- TSPC_Feat_Ext_TA

	C.207
	IF A.2/41 OR A.2/42 THEN M ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C.208
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C.209
	IF A.2/41 or A.2/42 THEN at least one of these items shall be supported ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C.210
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C.211
	IF A.3/2 THEN M ELSE N/A
	-- TSPC_Serv_TS12

	C.212
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C.213
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C.214
	IF (A.2/41 AND A.1/51) OR (A.2/42 AND A.1/66)THEN O ELSE N/A
	-- (TSPC_GPRS AND TSPC_Type_GPRS_Multislot_operation)  OR (TSPC_EGPRS AND TSPC_Type_EGPRS_Multislot_operation )

	C.215
	IF A.2/59 OR A.2/94 OR A.2/60 OR A.2/95 THEN O ELSE N/A
	-- TSPC_A-GPS_Based OR TSPC_MSB_A-GANSS OR TSPC_A-GPS_Assist OR TSPC_MSA_A-GANSS)

	C.216
	IF A.2/71 THEN O ELSE N/A
	-- TSPC_GAN

	C.217
	IF A.2/96 or A.2/97 or A.2/98 THEN at least one of these items shall be supported ELSE N/A
	-- TSPC_GLONASS OR TSPC_MGPS OR TSPC_GALILEO

	C.218
	IF A.2/99 OR A.2/100 THEN M ELSE N/A
	-- TSPC_CS_EGAN OR TSPC_PS_EGAN
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