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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	

	--skip table-
	
	
	
	
	
	
	

	70.13.2-3
	Network Induced Location Request Emergency Call on TCH Radio Channel for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 3
	Rel-8
	All MS supporting MS-Assisted A-GPS and GANSS with Modernized GPS only
	
	C496-3
	
	

	70.13.2-4
	Network Induced Location Request Emergency Call on TCH Radio Channel for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 4
	Rel-8
	All MS supporting MS-Assisted A-GPS and GANSS with GLONASS only
	
	C496-4
	
	

	70.14.1-1
	MO-LR Idle mode for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 1
	Rel-8
	All MS supporting MS-Assisted GANSS with GLONASS only
	
	C496-1
	
	

	70.14.1-2
	MO-LR Idle mode for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 2
	Rel-7
	All MS supporting MS-Assisted GANSS with Galileo only
	
	C496-2
	
	

	70.14.1-3
	MO-LR Idle mode for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 3
	Rel-8
	All MS supporting MS-Assisted A-GPS and GANSS with Modernized GPS only
	
	C496-3
	
	

	70.14.1-4
	MO-LR Idle mode for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 4
	Rel-8
	All MS supporting MS-Assisted A-GPS and GANSS with GLONASS only
	
	C496-4
	
	

	70.14.2-1
	MO-LR Idle mode for Mobiles Supporting MS-Based GNSS (Assistance Data Request);

Sub-Test 1
	Rel-8
	All MS supporting MS-Based GANSS with GLONASS only and Support of MO-LR request for assistance data
	
	Cxxx-1
	
	

	70.14.2-2
	MO-LR Idle mode for Mobiles Supporting MS-Based GNSS (Assistance Data Request);

Sub-Test 2
	Rel-7
	All MS supporting MS-Based GANSS with Galileo only and Support of MO-LR request for assistance data
	
	Cxxx-2
	
	

	70.14.2-3
	MO-LR Idle mode for Mobiles Supporting MS-Based GNSS (Assistance Data Request);

Sub-Test 3
	Rel-8
	All MS supporting MS-Based A-GPS and GANSS with Modernized GPS only and Support of MO-LR request for assistance data 
	
	Cxxx-3
	
	

	70.14.2-4
	MO-LR Idle mode for Mobiles Supporting MS-Based GNSS (Assistance Data Request);

Sub-Test 4
	Rel-8
	All MS supporting MS-Based A-GPS and GANSS with GLONASS only and Support of MO-LR request for assistance data 
	
	Cxxx-4
	
	

	70.14.3-1
	MO-LR Idle mode for Mobiles Supporting MS-Based GNSS (Location Estimate Request);

Sub-Test 1
	Rel-8
	All MS supporting MS-Based GANSS with GLONASS only and Support of MO-LR request for a position estimate
	
	Cyyy-1
	
	

	70.14.3-2
	MO-LR Idle mode for Mobiles Supporting MS-Based GNSS (Location Estimate Request);

Sub-Test 2
	Rel-7
	All MS supporting MS-Based GANSS with Galileo only and Support of MO-LR request for a position estimate
	
	Cyyy-2
	
	

	70.14.3-3
	MO-LR Idle mode for Mobiles Supporting MS-Based GNSS (Location Estimate Request);

Sub-Test 3
	Rel-8
	All MS supporting MS-Based A-GPS and GANSS with Modernized GPS only and Support of MO-LR request for a position estimate
	
	Cyyy-3
	
	

	70.14.3-4
	MO-LR Idle mode for Mobiles Supporting MS-Based GNSS (Location Estimate Request);

Sub-Test 4
	Rel-8
	All MS supporting MS-Based A-GPS and GANSS with GLONASS only and Support of MO-LR request for a position estimate
	
	Cyyy-4
	
	

	70.15.1
	Location Notification


	Rel-7
	All MSs supporting MS-Based A-GANSS or MS-Assisted A-GANSS and supporting MT-LR
	
	C506
	
	

	--skip table-
	
	
	
	
	
	
	


Table B.1a: Applicability of tests – Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI

	C4
	IF A.5/14 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC

	C5
	IF A.25/11 THEN A ELSE N/A
	-- TSPC_AddInfo_AsyncNonTransData

	C6
	IF A.25/10 THEN A ELSE N/A
	-- TSPC_AddInfo_AsyncData

	C7
	IF A.2/26 THEN A ELSE N/A
	-- TSPC_Feat_Autocall

	C8
	IF A.2/26 AND A.25/56 THEN A ELSE N/A
	-- TSPC_Feat_Autocall  AND TSPC_AddInfo_AutocallBnoGreaterM

	C9
	IF A.2/22 THEN A ELSE N/A
	-- TSPC_Feat_BO

	C10
	IF A.25/17 THEN A ELSE N/A
	-- TSPC_AddInfo_fullRate48

	C11
	IF A.25/5 THEN A ELSE N/A
	-- TSPC_AddInfo_FullRateData

	--skip table-
	
	

	C507
	IF (A.2/94 OR A.2/95) AND A.2/61 AND A.5/39 THEN A ELSE N/A
	-- (TSPC_MSB_A-GANSS OR TSPC_MSA_A-GANSS) AND TSPC_PRIVACY AND TSPC_MTLR

	C508
	IF A.25/139 AND A.25/26 THEN A ELSE N/A
	-- TSPC_Repeated_SACCH AND TSPC_Addinfo_CCprotocol_oneBC

	Cxxx-1
	IF (A.2/94 AND A.2/96 AND NOT (A.2/59 OR A.2/97 OR A.2/98)) AND A.5/40 THEN A ELSE N/A
	-- (TSPC_MSB_GANSS AND TSPC_GLONASS AND NOT (TSPC_A-GPS_Based OR TSPC_MGPS OR TSPC_GALILEO)) AND TSPC_MOLR_ASSIS

	Cxxx-2
	IF (A.2/94 AND A.2/98 AND NOT (A.2/59 OR A.2/96 OR A.2/97)) AND A.5/40 THEN A ELSE N/A
	-- (TSPC_MSB_GANSS AND TSPC_GALILEO AND NOT (TSPC_A-GPS_Based OR TSPC_GLONASS OR TSPC_MGPS)) AND TSPC_MOLR_ASSIS

	Cxxx-3
	IF (A.2/94 AND A.2/97 AND A.2/59 AND NOT (A.2/96 OR A.2/98)) AND A.5/40 THEN A ELSE N/A
	-- (TSPC_MSB_GANSS AND TSPC_MGPS AND TSPC_A-GPS_Based AND NOT (TSPC_GLONASS OR TSPC_GALILEO)) AND TSPC_MOLR_ASSIS

	Cxxx-4
	IF (A.2/94 AND A.2/96 AND A.2/59 AND NOT (A.2/97 OR A.2/98)) AND A.5/40 THEN A ELSE N/A
	-- (TSPC_MSB_GANSS AND TSPC_GLONASS AND TSPC_A-GPS_Based AND NOT (TSPC_MGPS OR TSPC_GALILEO)) AND TSPC_MOLR_ASSIS

	Cyyy-1
	IF (A.2/94 AND A.2/96 AND NOT (A.2/59 OR A.2/97 OR A.2/98)) AND A.5/37 THEN A ELSE N/A
	(TSPC_MSB_GANSS AND TSPC_GLONASS AND NOT (TSPC_A-GPS_Based OR TSPC_MGPS OR TSPC_GALILEO)) AND TSPC_MOLR_POS

	Cyyy-2
	IF (A.2/94 AND A.2/98 AND NOT (A.2/59 OR A.2/96 OR A.2/97)) AND A.5/37 THEN A ELSE N/A
	-- (TSPC_MSB_GANSS AND TSPC_GALILEO AND NOT (TSPC_A-GPS_Based OR TSPC_GLONASS OR TSPC_MGPS)) AND TSPC_MOLR_POS

	Cyyy-3
	IF(A.2/94 AND A.2/97 AND A.2/59 AND NOT (A.2/96 OR A.2/98)) AND A.5/37 THEN A ELSE N/A
	--(TSPC_MSB_GANSS AND TSPC_MGPS AND TSPC_A-GPS_Based AND NOT (TSPC_GLONASS OR TSPC_GALILEO)) AND TSPC_MOLR_POS

	Cyyy-4
	IF (A.2/94 AND A.2/96 AND A.2/59 AND NOT (A.2/97 OR A.2/98)) AND A.5/37 THEN A ELSE N/A
	--(TSPC_MSB_GANSS AND TSPC_GLONASS AND TSPC_A-GPS_Based AND NOT (TSPC_MGPS OR TSPC_GALILEO)) AND TSPC_MOLR_POS

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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