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*******       First Change       *******
3.3
RR connection establishment

3.3.1
RR connection establishment initiated by the mobile station

The purpose of the immediate assignment procedure is to establish an RR connection between the mobile station and the network.

3.3.1.1
Entering the dedicated mode : immediate assignment procedure

The immediate assignment procedure can only be initiated by the RR entity of the mobile station. Initiation is triggered by request from the MM sublayer or LLC layer to enter the dedicated mode or by the RR entity in response to a PAGING REQUEST message, to initiate a notification response procedure or to initiate a priority uplink request procedure. Upon such a request:

-
if access to the network is allowed (as defined in sub-clause 3.3.1.1.1), the RR entity of the mobile station initiates the immediate assignment procedure as defined in sub-clause 3.3.1.1.2;

-
otherwise, it rejects the request.

The request from the MM sublayer to establish an RR connection specifies an establishment cause. Similarly, the request from the RR entity to establish a RR connection in response to a PAGING REQUEST 1, 2 or 3 message specifies one of the establishment causes "answer to paging"; the request from the RR entity to establish an RR connection in order to initiate a notification response procedure or a priority uplink request procedure specifies one of the establishment causes " procedures that can be completed with a SDCCH".

3.3.1.1.1
Permission to access the network

All mobile stations with an inserted SIM are members of one out of 10 access classes numbered 0 to 9. The access class number is stored in the SIM. In addition, mobile stations may be members of one or more out of 5 special access classes (access classes 11 to 15) (see 3GPP TS 22.011), this is also held on the SIM card.  A mobile station may also be a member of one or more out of 20 extended access classes numbered 0 to 19 (see 3GPP TS 22.011). Whether or not this information is held on the SIM card is FFS.
The system information messages on the BCCH broadcast the list of authorized access classes, authorized special access classes and authorized extended access classes in the system information messages, and whether emergency calls are allowed in the cell to all mobile stations or only to the members of authorized special access classes.

If the establishment cause for the request of the MM sublayer is not "emergency call", access to the network is allowed if and only if the mobile station is a member of at least one authorized:

-
access class; or

-
special access class; or

-
extended access class.

If the establishment cause for the request of the MM sublayer is "emergency call", access to the network is allowed if and only if:

-
emergency calls are allowed to all mobile stations in the cell; or 

-
the mobile station is a member of at least one authorized special access class.

A mobile station that is a member of at least one extended access class shall also be a member of one access class and may also be a member of one or more special access classes. When such a mobile station attempts a system access triggered by a low priority application and the system supports the use of EGPRS PACKET CHANNEL REQUEST messages, it shall send an EGPRS PACKET CHANNEL REQUEST message that indicates one of the following:

-
For the PS domain, an access type of ‘One Phase Access Request’, ‘Two Phase Access Request’ or ‘One Phase Access Request by Reduced Latency MS’ where the priority field indicates the lowest priority.

-
For the CS domain, an access type of ‘Low Priority CS Access Request – SDCCH’ or ‘Low Priority CS Access Request – SDCCH or TCH/F’ (these establishment causes shall only be used if the GPRS Cell Options IE indicates that LOW_PRIORITY_ACCESS is supported).
A system may support the transmission of Extended Access Barring (EAB) status information in order to restrict system access attempts triggered by low priority applications by sending the list of authorized extended access classes within SI K (FFS):
· -
The frequency with which the system transmits SI K is described in TS 45.002 (FFS).
· -
The frequency with which a mobile station reads SI K is implementation specific unless otherwise specified.

A system that supports EAB may also support the transmission of Coarse Access Barring (CAB) status information in order to restrict system access attempts triggered by roaming mobile stations. CAB status information shall be sent within SI K (FFS) and shall indicate if:
-
A mobile station not in a HPLMN or not in an equivalent HPLMN is barred.

-
A mobile station not in a PLMN listed as most preferred PLMN of the country in the operator-defined PLMN list on the SIM/USIM is barred.

A mobile station that is a member of one access class and at least one extended access class shall proceed as follows:
· -
If system information includes CAB status information then the mobile station shall determine if its access attempt is permitted according to CAB as described above.

-
If system information does not include CAB status information or the mobile station determines that its access attempt is permitted according to CAB then if the access attempt is triggered by a low priority application the mobile station shall determine if it is permitted to access the system according to EAB. If the mobile station is not barred according to CAB or EAB then it shall proceed with its access attempt. 
-
If system information does not include CAB status information or the mobile station determines that its access attempt is permitted according to CAB then if the access attempt is not triggered by a low priority application the mobile station shall determine if it is permitted to access the system according to Access Barring (AB) status information (i.e. system information that provides the list of authorized access classes). If the mobile station is not barred according to CAB or AB then it shall proceed with its access attempt.
*******       Next Change       *******
3.5.2
Packet access procedure using CCCH

The packet access procedure using CCCH may be used to establish a temporary block flow to support the transfer of LLC PDUs in the direction from the mobile station to the network. Establishment using one phase and two phase packet access, see 3GPP TS 44.060, are supported. The two phase packet access is supported by means of the single block or multiple block packet access option in this procedure, allowing the transfer of a PACKET RESOURCE REQUEST and possibly an ADDITIONAL MS RADIO ACCESS CAPABILITIES message to the network.

The single block packet access option in this procedure may also be used by a mobile station in packet idle mode to transfer an RLC/MAC control message other than the PACKET RESOURCE REQUEST message to the network, see sub-clause 3.5.2.2.

The single block MBMS access option in this procedure shall be used by a mobile station in packet idle mode to transfer the RLC/MAC control message MBMS SERVICE REQUEST message network, see sub-clause 3.5.4.
3.5.2.1
Entering the packet transfer mode: packet access procedure

The establishment of an uplink temporary block flow may be initiated by the RR entity of the mobile station using the packet access procedure. The procedure is triggered by a request from upper layers to transfer a LLC PDU, see 3GPP TS 24.007. The request from upper layers specifies radio priority and an RLC mode associated with the packet transfer or it indicates that the packet to be transferred contains signalling.

Upon such a request,

-
if access to the network is allowed (sub-clause 3.5.2.1.1), the RR entity of the mobile station initiates the packet access procedure as defined in sub-clause 3.5.2.1.2;

-
otherwise, it rejects the request.

If the request from upper layers indicates signalling, the highest radio priority level shall be used at determination if access to the network is allowed, and the acknowledged RLC mode shall be requested.

3.5.2.1.1
Permission to access the network

Access to the network is allowed:

-
if the mobile station is a member of at least one authorized access class or special access class or extended access class as defined in sub-clause 3.3.1.1.1; and

-
if packet access is allowed in the cell for the radio priority level associated with the packet transfer, as indicated by the PRIORITY_ACCESS_THR parameter broadcast in SI 13 message;

-
if the cell belongs to one of the allowed LSAs for the mobile station, as indicated on the SIM, in the case where the mobile station is a LSA only access subscriber.

*******       Next Change       *******
9.1
Messages for Radio Resources management

Table 9.1.1 summarizes the messages for Radio Resources management.

Table 9.1.1: Messages for Radio Resources management

	Channel establishment messages:
	Reference

	ADDITIONAL ASSIGNMENT
	9.1.1

	IMMEDIATE ASSIGNMENT
	9.1.18

	IMMEDIATE ASSIGNMENT EXTENDED
	9.1.19

	IMMEDIATE ASSIGNMENT REJECT
	9.1.20

	DTM ASSIGMENT FAILURE
	9.1.12f

	DTM REJECT
	9.1.12h

	DTM REQUEST
	9.1.12i

	PACKET ASSIGNMENT 
	9.1.21f

	Ciphering messages:
	Reference

	CIPHERING MODE COMMAND
	9.1.9

	CIPHERING MODE COMPLETE
	9.1.10

	Handover messages:
	Reference

	ASSIGNMENT COMMAND
	9.1.2

	ASSIGNMENT COMPLETE
	9.1.3

	ASSIGNMENT FAILURE
	9.1.4

	DTM ASSIGMENT COMMAND
	9.1.12e

	INTER SYSTEM TO UTRAN HANDOVER COMMAND
	9.1.15a

	HANDOVER ACCESS
	9.1.14

	HANDOVER COMMAND
	9.1.15

	HANDOVER COMPLETE
	9.1.16

	HANDOVER FAILURE
	9.1.17

	PHYSICAL INFORMATION
	9.1.28

	INTER SYSTEM TO CDMA2000 HANDOVER COMMAND
	9.1.15b

	Channel release messages:
	Reference

	CHANNEL RELEASE
	9.1.7

	PARTIAL RELEASE
	9.1.26

	PARTIAL RELEASE COMPLETE
	9.1.27

	Paging messages:
	Reference

	PACKET NOTIFICATION
	9.1.21g

	PAGING REQUEST TYPE 1
	9.1.22

	PAGING REQUEST TYPE 2
	9.1.23

	PAGING REQUEST TYPE 3
	9.1.24

	PAGING RESPONSE
	9.1.25

	System information messages:
	Reference

	SYSTEM INFORMATION TYPE 1
	9.1.31

	SYSTEM INFORMATION TYPE 2
	9.1.32

	SYSTEM INFORMATION TYPE 2bis
	9.1.33

	SYSTEM INFORMATION TYPE 2ter
	9.1.34

	SYSTEM INFORMATION TYPE 2quater
	9.1.34a

	SYSTEM INFORMATION TYPE 2n
	9.1.34b

	SYSTEM INFORMATION TYPE 3
	9.1.35

	SYSTEM INFORMATION TYPE 4
	9.1.36

	SYSTEM INFORMATION TYPE 5
	9.1.37

	SYSTEM INFORMATION TYPE 5bis
	9.1.38

	SYSTEM INFORMATION TYPE 5ter
	9.1.39

	SYSTEM INFORMATION TYPE 6
	9.1.40

	SYSTEM INFORMATION TYPE 7
	9.1.41

	SYSTEM INFORMATION TYPE 8
	9.1.42

	SYSTEM INFORMATION TYPE 9
	9.1.43

	SYSTEM INFORMATION TYPE 10
	9.1.50

	SYSTEM INFORMATION TYPE 10bis
	9.1.50a

	SYSTEM INFORMATION TYPE 10ter
	9.1.50b

	SYSTEM INFORMATION TYPE 13
	9.1.43a

	SYSTEM INFORMATION TYPE 13alt
	9.1.43k

	SYSTEM INFORMATION TYPE 14
	9.1.43i

	SYSTEM INFORMATION TYPE 15
	9.1.43j

	SYSTEM INFORMATION TYPE 16
	9.1.43d

	SYSTEM INFORMATION TYPE 17
	9.1.43e

	SYSTEM INFORMATION TYPE 18
	9.1.43g

	SYSTEM INFORMATION TYPE 19
	9.1.43f

	SYSTEM INFORMATION TYPE 20
	9.1.43h

	SYSTEM INFORMATION TYPE K
	9.1.43.m

	DTM INFORMATION
	9.1.12g

	Specific messages for VBS/VGCS:
	Reference

	NOTIFICATION/FACCH
	9.1.21a

	NOTIFICATION/NCH
	9.1.21b

	NOTIFICATION RESPONSE
	9.1.21d

	VBS/VGCS RECONFIGURE
	9.1.21h

	VBS/VGCS RECONFIGURE2
	9.1.21i

	TALKER INDICATION
	9.1.44

	UPLINK ACCESS
	9.1.45

	UPLINK BUSY
	9.1.46

	UPLINK FREE
	9.1.47

	UPLINK RELEASE
	9.1.48

	VGCS UPLINK GRANT
	9.1.49

	PRIORITY UPLINK REQUEST
	9.1.44a

	VGCS Neighbour Cell Information
	9.1.57

	DATA INDICATION
	9.1.44b

	DATA INDICATION 2
	9.1.44c

	NOTIFY APPLICATION DATA
	9.1.58

	Measurement specific messages:
	Reference

	EXTENDED MEASUREMENT ORDER
	9.1.51

	EXTENDED MEASUREMENT REPORT
	9.1.52

	MEASUREMENT REPORT
	9.1.21

	MEASUREMENT INFORMATION
	9.1.54

	ENHANCED MEASUREMENT REPORT
	9.1.55

	Miscellaneous messages:
	Reference

	CHANNEL MODE MODIFY
	9.1.5

	CHANNEL MODE MODIFY ACKNOWLEDGE
	9.1.6

	CHANNEL REQUEST
	9.1.8

	CLASSMARK CHANGE
	9.1.11

	CLASSMARK ENQUIRY
	9.1.12

	UTRAN CLASSMARK CHANGE
	9.1.11a

	cdma2000 CLASSMARK CHANGE
	9.1.11b

	GERAN IU MODE CLASSMARK CHANGE
	9.1.11d

	FREQUENCY REDEFINITION
	9.1.13

	SYNCHRONIZATION CHANNEL INFORMATION
	9.1.30

	RR STATUS
	9.1.29

	GPRS SUSPENSION REQUEST
	9.1.13b

	Configuration Change messages:
	Reference

	CONFIGURATION CHANGE COMMAND
	9.1.12b

	CONFIGURATION CHANGE ACKNOWLEDGE
	9.1.12c

	CONFIGURATION CHANGE REJECT
	9.1.12d

	Application messages:
	Reference 

	APPLICATION INFORMATION
	9.1.53


*******       Next Change       *******
9.1.43m
System information type K

This message is sent optionally on the BCCH by the network to provide mobile stations with Extended Access Barring and Coarse Access Barring status information.  A mobile station that is not a member of at least one extended access class shall ignore this message. Multiple instances of this message may be sent by the network. Special requirements for the transmission of this message apply on BCCH, see 3GPP TS 45.002.

This message has a L2 pseudo length of 22.

Message type:
SYSTEM INFORMATION TYPE K

Significance:
dual

Direction:
network to mobile station

Table 9.1.43m.1: SYSTEM INFORMATION TYPE K message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	L2 Pseudo Length
	L2 Pseudo Length
10.5.2.19
	M
	V
	 1

	
	RR management Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	System Information Type K Message Type
	Message Type
10.4
	M
	V
	1

	
	SI K Rest Octets
	SI K Rest Octets
10.5.2.37M
	M
	V
	20


*******       Next Change       *******
10.4
Message Type

The message type IE and its use are defined in 3GPP TS 24.007. Tables 10.1.1 and 10.4.2 define the value part of the message type IE used in the Radio Resource management protocol. Table 10.4.3 defines the value part of the message type IE used in the GPRS Transparent Transport protocol.

Table 10.4.1: Message types for Radio Resource management

	8 7 6 5 4 3 2 1

	Channel establishment messages:

0 0 1 1 1 1 0 0
Reserved (see NOTE)

0 0 1 1 1 0 1 1
ADDITIONAL ASSIGNMENT

0 0 1 1 1 1 1 1
IMMEDIATE ASSIGNMENT

0 0 1 1 1 0 0 1
IMMEDIATE ASSIGNMENT EXTENDED

0 0 1 1 1 0 1 0
IMMEDIATE ASSIGNMENT REJECT



	Ciphering messages:

0 0 1 1 0 1 0 1
CIPHERING MODE COMMAND

0 0 1 1 0 0 1 0
CIPHERING MODE COMPLETE



	Configuration change messages:

0 0 1 1 0 0 0 0
CONFIGURATION CHANGE COMMAND

0 0 1 1 0 0 0 1
CONFIGURATION CHANGE ACK.

0 0 1 1 0 0 1 1
CONFIGURATION CHANGE REJECT



	Handover messages:

0 0 1 0 1 1 1 0
ASSIGNMENT COMMAND

0 0 1 0 1 0 0 1
ASSIGNMENT COMPLETE

0 0 1 0 1 1 1 1
ASSIGNMENT FAILURE

0 0 1 0 1 0 1 1
HANDOVER COMMAND

0 0 1 0 1 1 0 0
HANDOVER COMPLETE

0 0 1 0 1 0 0 0
HANDOVER FAILURE

0 0 1 0 1 1 0 1
PHYSICAL INFORMATION

0 0 0 0 1 0 0 0
Reserved (see NOTE)

0 0 1 0 0 0 1 1
Reserved (see NOTE)



	Channel release messages:

0 0 0 0 1 1 0 1
CHANNEL RELEASE

0 0 0 0 1 0 1 0
PARTIAL RELEASE

0 0 0 0 1 1 1 1
PARTIAL RELEASE COMPLETE



	Paging and Notification messages:

0 0 1 0 0 0 0 1
PAGING REQUEST TYPE 1

0 0 1 0 0 0 1 0
PAGING REQUEST TYPE 2

0 0 1 0 0 1 0 0
PAGING REQUEST TYPE 3

0 0 1 0 0 1 1 1
PAGING RESPONSE

0 0 1 0 0 0 0 0
NOTIFICATION/NCH

0 0 1 0 0 1 0 1
Reserved (see NOTE)

0 0 1 0 0 1 1 0
NOTIFICATION/RESPONSE

0 0 0 0 1 0 1 1
Reserved (see NOTE)



	System information messages:

0 0 0 1 1 0 0 0
SYSTEM INFORMATION TYPE 8

0 0 0 1 1 0 0 1
SYSTEM INFORMATION TYPE 1

0 0 0 1 1 0 1 0
SYSTEM INFORMATION TYPE 2

0 0 0 1 1 0 1 1
SYSTEM INFORMATION TYPE 3

0 0 0 1 1 1 0 0
SYSTEM INFORMATION TYPE 4

0 0 0 1 1 1 0 1
SYSTEM INFORMATION TYPE 5

0 0 0 1 1 1 1 0
SYSTEM INFORMATION TYPE 6

0 0 0 1 1 1 1 1
SYSTEM INFORMATION TYPE 7



	System information messages:

0 0 0 0 0 0 1 0
SYSTEM INFORMATION TYPE 2bis

0 0 0 0 0 0 1 1
SYSTEM INFORMATION TYPE 2ter

0 0 0 0 0 1 1 1
SYSTEM INFORMATION TYPE 2quater

0 0 0 0 0 1 0 1
SYSTEM INFORMATION TYPE 5bis

0 0 0 0 0 1 1 0
SYSTEM INFORMATION TYPE 5ter

0 0 0 0 0 1 0 0
SYSTEM INFORMATION TYPE 9

0 0 0 0 0 0 0 0
SYSTEM INFORMATION TYPE 13



	System information messages:

0 0 1 1 1 1 0 1
SYSTEM INFORMATION TYPE 16

0 0 1 1 1 1 1 0
SYSTEM INFORMATION TYPE 17



	Miscellaneous messages:

0 0 0 1 0 0 0 0
CHANNEL MODE MODIFY

0 0 0 1 0 0 1 0
RR STATUS

0 0 0 1 0 1 1 1
CHANNEL MODE MODIFY ACKNOWLEDGE

0 0 0 1 0 1 0 0
FREQUENCY REDEFINITION

0 0 0 1 0 1 0 1
MEASUREMENT REPORT

0 0 0 1 0 1 1 0
CLASSMARK CHANGE

0 0 0 1 0 0 1 1
CLASSMARK ENQUIRY

0 0 1 1 0 1 1 0
EXTENDED MEASUREMENT REPORT

0 0 1 1 0 1 1 1
EXTENDED MEASUREMENT ORDER

0 0 1 1 0 1 0 0
GPRS SUSPENSION REQUEST

0 0 0 1 0 1 1 0
MBMS ANNOUNCEMENT

0 0 1 1 0 1 1 0
SERVICE INFORMATION



	VGCS uplink control messages:

0 0 0 0 1 0 0 1
VGCS UPLINK GRANT

0 0 0 0 1 1 1 0
UPLINK RELEASE

0 0 0 0 1 1 0 0
Reserved (see NOTE)

0 0 1 0 1 0 1 0
UPLINK BUSY

0 0 0 1 0 0 0 1
TALKER INDICATION

0 1 1 0 0 1 1 0
PRIORITY UPLINK REQUEST

0 1 1 0 0 1 1 1
DATA INDICATION

0 1 1 0 1 0 0 0
DATA INDICATION 2



	Application messages:

0 0 1 1 1 0 0 0
APPLICATION INFORMATION



	System information messages:

0 0 0 0 0 0 0 1
SYSTEM INFORMATION TYPE 14

0 1 0 0 0 0 1 1
SYSTEM INFORMATION TYPE 15

0 1 0 0 0 0 0 0
SYSTEM INFORMATION TYPE 18

0 1 0 0 0 0 0 1
SYSTEM INFORMATION TYPE 19

0 1 0 0 0 0 1 0
SYSTEM INFORMATION TYPE 20

0 1 0 0 0 1 0 0
SYSTEM INFORMATION TYPE 13alt

0 1 0 0 0 1 0 1
SYSTEM INFORMATION TYPE 2n
0 1 0 0 0 1 1 0
SYSTEM INFORMATION TYPE K


	DTM control messages:

0 1 0 0 1 0 0 0
DTM ASSIGNMENT FAILURE

0 1 0 0 1 0 0 1
DTM REJECT

0 1 0 0 1 0 1 0
DTM REQUEST

0 1 0 0 1 0 1 1
PACKET ASSIGNMENT

0 1 0 0 1 1 0 0
DTM ASSIGNMENT COMMAND

0 1 0 0 1 1 0 1
DTM INFORMATION

0 1 0 0 1 1 1 0
PACKET NOTIFICATION

	3G specific messages:

0 1 1 0 0 0 0 0
UTRAN CLASSMARK CHANGE

0 1 1 0 0 0 1 0
CDMA 2000 CLASSMARK CHANGE

0 1 1 0 0 0 1 1
INTER SYSTEM TO UTRAN HANDOVER COMMAND

0 1 1 0 0 1 0 0
INTER SYSTEM TO CDMA2000 HANDOVER COMMAND

0 1 1 0 0 1 0 1
GERAN IU MODE CLASSMARK CHANGE




Bit 8 is reserved for possible future use as an extension bit, see 3GPP TS 24.007.

NOTE 
This value was allocated but never used in earlier phases of the protocol.

Table 10.4.2: Message types for Radio Resource management messages
using the RR short protocol discriminator

	5
	4
	3
	2
	1
	

	0
	0
	0
	0
	0
	System Information Type 10

	0
	0
	0
	0
	1
	Notification/FACCH

	0
	0
	0
	1
	0
	Uplink Free

	0
	0
	1
	0
	0
	Enhanced Measurement Report (uplink)

	0
	0
	1
	0
	1
	Measurement Information (downlink)

	0
	0
	1
	1
	0
	VBS/VGCS Reconfigure

	0
	0
	1
	1
	1
	VBS/VGCS Reconfigure2

	0
	1
	0
	0
	0
	VGCS Additional Information

	0
	1
	0
	0
	1
	VGCS SMS Information

	0
	1
	0
	1
	0
	System Information Type 10bis

	0
	1
	0
	1
	1
	System Information Type 10ter

	0
	1
	1
	0
	0
	VGCS Neighbour Cell Information

	0
	1
	1
	0
	1
	Notify Application Data


Table 10.4.3: Message types for GTTP messages 

	Message type
	Message

	8 7 6 5 4 3 2 1
	

	0 0 0 0 0 0 0 0
	GPRS Information


*******       Last Change       *******
10.5.2.37M
SI K Rest Octets

The SI K Rest Octets information element contains Extended Access Barring and Coarse Access Barring status information. 
The SI K Rest Octets information element is a type 5 information element with 20 octet length.

Table 10.5.2.37M.1: SI K Rest Octets information element 

	< SI2 K Rest Octets > ::=


< SI K_CHANGE_MARK : bit (2) >

< SI K_INDEX : bit (2) >


< SI K_COUNT : bit (2) >


< Extended Access Barring : bit (20) >


< Coarse Access Barring : bit (2) >


< spare padding > ;




Table 10.5.2.37M.2: SI K Rest Octets information element 

	SI K_CHANGE_MARK (2 bit)
This field is changed each time Extended Access Class Barring or Coarse Access Barring status information has been updated in any instance of the SI K message.

	SI K_INDEX (2 bits) and SI K_COUNT (2 bits)
The purpose of these fields is to indicate the number of individual messages within the sequence of SI K messages and to assign an index to identify each instance. The SI K_INDEX field is binary coded, range 0 to 3, and provides an index to identify an individual SI K message. The SI K_COUNT field is binary coded, range 0 to 3, and provides the value of the highest indexed message in the sequence of SI K messages.

	Extended Access Barring (20 bit)
This field provides the list of authorized extended access classes applicable to mobile stations that are a member of at least one extended access class.


	Coarse Access Barring (2 bit)
This field provides status information used to bar access attempts from roaming mobile stations that are a member of at least one extended access class.
Bit 0 = CAB1:

‘0’ indicates system accesses for mobile stations not in a HPLMN or not in an equivalent HPLMN are not barred.

‘1’ indicates system accesses for mobile stations not in a HPLMN or not in an equivalent HPLMN are barred.
Bit 1 = CAB2:

‘0’ indicates system accesses for mobile stations not in a PLMN listed as most preferred PLMN of the country in the operator-defined PLMN list on the SIM/USIM are not barred.
‘1’ indicates system accesses for mobile stations not in a PLMN listed as most preferred PLMN of the country in the operator-defined PLMN list on the SIM/USIM are barred.




�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





