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A.4.8
Additional Information

The supplier of the implementation shall state the support of the implementation for each of the questions concerning additional information given in the table below.

Table A.25: Additional Information

	Item
	Additional Information
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	at least one half rate service.
	3GPP TS 02.06 3.2.2

3GPP TS 22.101, 3.2.2
	Phase 2
	O
	
	TSPC_AddInfo_HalfRate

	2
	Speech supported for Full rate version 1 (GSM FR).
	3GPP TS 04.08, 10.5.4.5

3GPP TS 24.008, 10.5.4.5
	Phase 2
	C.2501
	
	TSPC_AddInfo_Full_rate_version_1

	3
	Speech supported for Half rate version 1 (GSM HR).
	3GPP TS 04.08, 10.5.4.5

3GPP TS 24.008, 10.5.4.5
	Phase 2
	O
	
	TSPC_AddInfo_Half_rate_version_1
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	165
	Support of public basic MMI strings to change/unblock PIN
	3GPP TS 02.30 section 4.6

3GPP TS 22.030 section 6.6
	Phase 2
	O
	
	TSPC_PIN_MMI_Strings

	166
	UMTS AKA capable
	3GPP TS 31.900 section 4.3
	R99
	C.2508
	
	TSPC_UMTS_AKA

	
	
	
	Rel-5
	M
	
	

	167
	Support for a method for resetting stored A-GNSS assistance data
	3GPP TS 44.014, 12
	Rel-9
	O
	
	TSPC_A-GNSS_Data_Reset

	O.2502
	At least one of the requirements shall be supported.
	

	O.2503
	At least one of these items shall be supported.
	

	O.2504
	At least one of these items shall be supported.
	

	C.2501
	IF A.25/3 THEN M ELSE O
	-- TSPC_AddInfo_Half_rate_version_1

	C.2502
	IF A.25/2 THEN O ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1

	C.2503
	IF A.25/69 OR A.25/70 THEN M ELSE O
	-- TSPC_AddInfo VGCS OR TSPC_AddInfo_VGCS_Talking

	C.2504
	IF A.25/70 THEN M ELSE O
	-- TSPC_AddInfo VGCS

	C.2505
	IF A.3/2 THEN O ELSE N/A
	-- TSPC_Serv_TS12

	C.2506
	IF A.25/79 THEN M ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3

	C.2507
	IF A.25/144 OR A.25/145 OR A.25/146 OR A.25/147 OR A.25/119 THEN O ELSE N/A
	-- TSPC_NITZ_Full_Name OR TSPC_NITZ_Short_Name OR TSPC_NITZ_Universal_Time OR TSPC_NITZ_Time_Zone OR TSPC_NITZ_DST

	C.2508
	IF A.1/56 THEN M ELSE O
	-- TSPC_Type_UTRAN

	Comments:


	
	


NEXT CHANGED SECTION
Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	

	11.3
	Verification of non-support of services (Advice of Charge Charging (AOCC))
	Phase 2
	MS which support at least one circuit switched basic service and do not support AOCC
	
	C32
	TSPC_Addinfo_MTsvc

TSPC_Addinfo_MOsvc
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	70.11.6
	Nominal Accuracy
	Rel-7
	All MSs supporting MS-Based A-GPS or MS-Assisted A-GPS and not supporting MS-Based A-GANSS or MS-Assisted A-GANSS
	
	C398
	
	

	70.11.7
	Dynamic Range
	Rel-7
	All MSs supporting MS-Based A-GPS or MS-Assisted A-GPS and not supporting MS-Based A-GANSS or MS-Assisted A-GANSS
	
	C398
	
	

	70.11.8
	Multi-Path scenario
	Rel-7
	All MSs supporting MS-Based A-GPS or MS-Assisted A-GPS and not supporting MS-Based A-GANSS or MS-Assisted A-GANSS
	
	C398
	
	

	70.12.1
	Positioning Capability Transfer procedure
	Rel-7
	All MSs supporting MS-Based A-GANSS or MS-Assisted A-GANSS
	
	C494
	
	

	70.13.1-1
	NI-LR / Emergency Call on TCH Radio Channel for Mobiles Supporting MS-Based GNSS;

Sub-Test 1
	Rel-8
	All MS supporting MS-Based GANSS with GLONASS only
	
	C495-1
	
	

	70.13.1-2
	NI-LR / Emergency Call on TCH Radio Channel for Mobiles Supporting MS-Based GNSS;

Sub-Test 2
	Rel-7
	All MS supporting MS-Based GANSS with Galileo only
	
	C495-2
	
	

	70.13.1-3
	NI-LR / Emergency Call on TCH Radio Channel for Mobiles Supporting MS-Based GNSS;

Sub-Test 3
	Rel-8
	All MS supporting MS-Based A-GPS and GANSS with Modernized GPS only
	
	C495-3
	
	

	70.13.1-4
	NI-LR / Emergency Call on TCH Radio Channel for Mobiles Supporting MS-Based GNSS;

Sub-Test 4
	Rel-8
	All MS supporting MS-Based A-GPS and GANSS with GLONASS only
	
	C495-4
	
	

	70.13.2-1
	NI-LR / Emergency Call on TCH Radio Channel for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 1
	Rel-8
	All MS supporting MS-Assisted GANSS with GLONASS only
	
	C496-1
	
	

	70.13.2-2
	NI-LR / Emergency Call on TCH Radio Channel for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 2
	Rel-7
	All MS supporting MS-Assisted GANSS with Galileo only
	
	C496-2
	
	

	70.13.2-3
	NI-LR / Emergency Call on TCH Radio Channel for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 3
	Rel-8
	All MS supporting MS-Assisted A-GPS and GANSS with Modernized GPS only
	
	C496-3
	
	

	70.13.2-4
	NI-LR / Emergency Call on TCH Radio Channel for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 4
	Rel-8
	All MS supporting MS-Assisted A-GPS and GANSS with GLONASS only
	
	C496-4
	
	

	70.14.1-1
	MO-LR / Idle mode for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 1
	Rel-8
	All MS supporting MS-Assisted GANSS with GLONASS only
	
	C496-1
	
	

	70.14.1-2
	MO-LR / Idle mode for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 2
	Rel-7
	All MS supporting MS-Assisted GANSS with Galileo only
	
	C496-2
	
	

	70.14.1-3
	MO-LR / Idle mode for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 3
	Rel-8
	All MS supporting MS-Assisted A-GPS and GANSS with Modernized GPS only
	
	C496-3
	
	

	70.14.1-4
	MO-LR / Idle mode for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 4
	Rel-8
	All MS supporting MS-Assisted A-GPS and GANSS with GLONASS only
	
	C496-4
	
	

	70.14.2-1
	MO-LR / Idle mode for Mobiles Supporting MS-Based GNSS / Assistance Data Request;

Sub-Test 1
	Rel-8
	All MS supporting MS-Based GANSS with GLONASS only and Support of MO-LR request for assistance data
	
	C511
	
	

	70.14.2-2
	MO-LR / Idle mode for Mobiles Supporting MS-Based GNSS / Assistance Data Request;

Sub-Test 2
	Rel-7
	All MS supporting MS-Based GANSS with Galileo only and Support of MO-LR request for assistance data
	
	C512
	
	

	70.14.2-3
	MO-LR / Idle mode for Mobiles Supporting MS-Based GNSS / Assistance Data Request;

Sub-Test 3
	Rel-8
	All MS supporting MS-Based A-GPS and GANSS with Modernized GPS only and Support of MO-LR request for assistance data 
	
	C513
	
	

	70.14.2-4
	MO-LR / Idle mode for Mobiles Supporting MS-Based GNSS / Assistance Data Request;

Sub-Test 4
	Rel-8
	All MS supporting MS-Based A-GPS and GANSS with GLONASS only and Support of MO-LR request for assistance data 
	
	C514
	
	

	70.14.3-1
	MO-LR / Idle mode for Mobiles Supporting MS-Based GNSS / Location Estimate Request;

Sub-Test 1
	Rel-8
	All MS supporting MS-Based GANSS with GLONASS only and Support of MO-LR request for a position estimate
	
	C515
	
	

	70.14.3-2
	MO-LR / Idle mode for Mobiles Supporting MS-Based GNSS / Location Estimate Request;

Sub-Test 2
	Rel-7
	All MS supporting MS-Based GANSS with Galileo only and Support of MO-LR request for a position estimate
	
	C516
	
	

	70.14.3-3
	MO-LR / Idle mode for Mobiles Supporting MS-Based GNSS / Location Estimate Request;

Sub-Test 3
	Rel-8
	All MS supporting MS-Based A-GPS and GANSS with Modernized GPS only and Support of MO-LR request for a position estimate
	
	C517
	
	

	70.14.3-4
	MO-LR / Idle mode for Mobiles Supporting MS-Based GNSS / Location Estimate Request;

Sub-Test 4
	Rel-8
	All MS supporting MS-Based A-GPS and GANSS with GLONASS only and Support of MO-LR request for a position estimate
	
	C518
	
	

	70.14.8.1
	MO-LR / Location Error / Requested Method not Supported
	Rel-9
	All MSs supporting MS-Assisted A-GANSS and (not supporting Galileo or not supporting MS-Assisted GPS) and Support of MO-LR request for a position estimate
	
	C520
	
	

	70.14.8.2
	MO-LR / Location Error / GNSS Assistance Data Missing
	Rel-9
	All MSs supporting MS-Assisted A-GANSS and supporting a method for resetting stored A-GNSS assistance data and Support of MO-LR request for a position estimate
	
	C521
	
	

	70.14.9
	MO-LR / Multiple RRLP Requests with Same Reference Number and Extended Reference Number
	Rel-9
	All MSs supporting MS-Assisted A-GANSS and Support of MO-LR request for a position estimate
	
	C522
	
	

	70.14.10
	MO-LR / Multiple RRLP Requests with Different Reference Number
	Rel-9
	All MSs supporting MS-Assisted A-GANSS and Support of MO-LR request for a position estimate
	
	C522
	
	

	70.14.11
	MO-LR / Multiple RRLP Requests with Different Extended Reference Number
	Rel-9
	All MSs supporting MS-Assisted A-GANSS and Support of MO-LR request for a position estimate
	
	C522
	
	

	70.14.12
	MO-LR  / RR Management Commands
	Rel-9
	All MSs supporting MS-Assisted A-GANSS and Support of MO-LR request for a position estimate
	
	C522
	
	

	70.15.1
	MT-LR / Location Notification


	Rel-7
	All MSs supporting MS-Based A-GANSS or MS-Assisted A-GANSS and supporting MT-LR
	
	C506
	
	

	70.15.2
	MT-LR / Notification and Verification / Location Allowed If No Response 
	Rel-7
	All MSs supporting MS-Based A-GANSS or MS-Assisted A-GANSS and supporting Privacy Options and MT-LR
	
	C507
	
	

	70.15.3
	MT-LR / Notification and Verification / Location Not Allowed If No Response
	Rel-7
	All MSs supporting MS-Based A-GANSS or MS-Assisted A-GANSS and supporting Privacy Options and MT-LR
	
	C507
	
	

	70.15.5.1
	MT-LR / Location Error / Requested Method not Supported
	Rel-9
	All MSs supporting MS-Based A-GANSS and (not supporting Galileo or not supporting MS-Based GPS)
	
	C523
	
	

	70.15.5.2
	MT-LR / Location Error / GNSS Assistance Data Missing
	Rel-9
	All MSs supporting MS-Based A-GANSS and supporting a method for resetting stored A-GNSS assistance data
	
	C524
	
	

	70.15.6
	MT-LR / Multiple RRLP Requests with Same Reference Number and Extended Reference Number
	Rel-9
	All MSs supporting MS-Based A-GANSS
	
	C525
	
	

	70.15.7
	MT-LR / Multiple RRLP Requests with Different Reference Number
	Rel-9
	All MSs supporting MS-Based A-GANSS
	
	C525
	
	

	70.15.8
	MT-LR / Multiple RRLP Requests with Different Extended Reference Number
	Rel-9
	All MSs supporting MS-Based A-GANSS
	
	C525
	
	

	70.15.9
	MT-LR / RR Management Commands
	Rel-9
	All MSs supporting MS-Based A-GANSS
	
	C525
	
	

	70.16.5.1-1
	Sensitivity Coarse Time Assistance: Sub-Test 1
	Rel-9
	All MSs supporting MS-Based A-GANSS or MS-Assisted A-GANSS with GLONASS only
	
	C497-1
	
	

	70.16.5.1-2
	Sensitivity Coarse Time Assistance: Sub-Test 2
	Rel-9
	All MSs supporting MS-Based A-GANSS or MS-Assisted A-GANSS with Galileo only
	
	C497-2
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