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10.1.2
Definition of system information messages

The following parameters shall be coded into the system information messages. Parameters shall be coded according to 3GPP TS 04.08 / 3GPP TS 44.018.

The RACH Control Parameters IE shall be the same in SYSTEM INFORMATION TYPE 1, TYPE 2, TYPE 3 and TYPE 4 messages.

The Location Area Identification IE, Cell Selection Parameters IE, and P1 bit shall be the same in SYSTEM INFORMATION TYPE 3 and TYPE 4 messages.

SYSTEM INFORMATION TYPE 1

	Information Element
	Value/remark

	Cell channel description
	Includes the hopping sequence ARFCNs, if hopping is used

	RACH control parameters
	

	
MAX RETRANS
	Any Value

	
TX-INTEGER
	Any Value

	
CELL BAR ACCESS
	Not barred

	
CALL RE-ESTABLISHMENT
	Not Allowed

	
EMERGENCY CALL
	Allowed

	
ACCESS CONTROL CLASS
	None Barred

	
(0...9, 11...15)
	

	SI1 rest octets
	Spare Octets


SYSTEM INFORMATION TYPE 2

	Information Element
	Value/remark

	BCCH Frequency list
	Indicates seven surrounding cells on any ARFCN of the supported band, excluding ARFCNs in or immediately adjacent to those specified in subclause 6.2

	NCC permitted
	

	NCC PERMITTED
	e.g. all NCCs permitted

	RACH control parameters
	

	
MAX RETRANS
	Any Value

	
TX-INTEGER
	Any Value

	
CELL BAR ACCESS
	Not barred

	
CALL RE-ESTABLISHMENT
	Not Allowed

	
EMERGENCY CALL
	Allowed

	
ACCESS CONTROL CLASS
	None Barred

	
(0...9, 11...15)
	


SYSTEM INFORMATION TYPE 3

	Information Element
	Value/remark

	Cell identity
	

	
CI VALUE
	0001 hex (not relevant)

	Location Area Identification
	

	
MCC
	001  decimal (not relevant)

	
MNC
	01 or 011 (see Table 3.1) decimal (not relevant) 



	
LAC
	0001 hex (not relevant)

	Control Channel Description
	

	
MSCR
	1 MSC is Release ’99 onwards

	
ATT (IMSI att/det)
	MS shall not apply (not relevant)

	
BS-AG-BLKS-RES
	0 blocks reserved (not relevant)

	
CCCH-CONF
	Combined CCCH/SDCCH (not relevant)

	
BS-PA-MFRMS
	5 multiframes (not relevant)

	
T3212
	Infinite

	Cell options
	

	
PWRC
	power control not set

	
DTX
	MS must not use DTX

	
RADIO LINK TIME-OUT
	8

	Cell selection parameters
	

	
CELL RESELECT HYSTERESIS
	0 dB

	
MS-TXPWR-MAX-CCH
	Max. output power of MS

	
RXLEV-ACCESS-MIN
	‑90 dBm

	
ACS
	There are no additional cell parameters included in SI7 and SI8

	
NECI
	New establishment cause not supported

	RACH control parameters
	

	
MAX RETRANS
	Any Value

	
TX-INTEGER
	Any Value

	
CELL BAR ACCESS
	Not barred

	
CALL RE-ESTABLISHMENT
	Not Allowed

	
EMERGENCY CALL
	Allowed

	
ACCESS CONTROL CLASS
	None Barred

	
(0...9, 11...15)
	

	SI3 rest octets
	

	
P1
	C2 parameters not present


SYSTEM INFORMATION TYPE 4

	Information Element
	Value/remark

	Location Area Identification
	

	
MCC
	001 decimal (not relevant)

	
MNC
	01 or 011 (see Table 3.1) decimal (not relevant)

	
LAC
	0001 hex (not relevant)

	Cell selection parameters
	

	
CELL RESELECT HYSTERESIS
	0 dB

	
MS-TXPWR-MAX-CCH
	Max. output power of MS

	
RXLEV-ACCESS-MIN
	‑90 dBm

	RACH control parameters
	

	
MAX RETRANS
	Any Value

	
TX-INTEGER
	Any Value

	
CELL BAR ACCESS
	Not barred

	
CALL RE-ESTABLISHMENT
	Not Allowed

	
EMERGENCY CALL
	Allowed

	
ACCESS CONTROL CLASS
	None Barred

	
(0...9, 11...15)
	

	CBCH Channel Description
	Omitted

	CBCH Mobile Allocation
	Omitted

	SI4 rest octets
	

	
P1
	C2 parameters not present


SYSTEM INFORMATION TYPE 5

	Information Element
	Value/remark

	Neighbour cell description
	As BCCH Frequency list in SI 2


SYSTEM INFORMATION TYPE 6

	Information Element
	Value/remark

	Cell identity
	

	
CI VALUE
	0001 hex (not relevant)

	Location Area Identification
	

	
MCC
	001 decimal (not relevant)

	
MNC
	01 or 011 (see Table 3.1) decimal (not relevant

	
LAC
	0001 hex (not relevant)

	Cell options
	

	
PWRC
	power control not set

	
DTX
	MS must not use DTX

	
RADIO LINK TIME-OUT
	8

	NCC permitted
	

	
NCC PERMITTED
	e.g. all NCCs permitted
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