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26.5.1
Handling of unknown, unforeseen, and erroneous protocol data, and of parallel transactions / unknown protocol discriminator

An MS ignores messages with unknown protocol discriminator. This allows for the introduction of new messages which will be ignored by MS of earlier phases.

26.5.1.1
Conformance requirements

If the Mobile Station receives, on a SAP where it expects standard L3 messages, a standard L3 message with a protocol discriminator different from those specified in table 11.2, or for a protocol that it does not support, the Mobile Station shall ignore the message.


References

3GPP TS 04.07 / 3GPP TS 24.007, subclause 11.2.3.1 table 11.2.

26.5.1.2
Test purpose

To verify that a MS supporting TCH and the call control protocol ignores a message containing an undefined or unsupported protocol discriminator in the special case of a message coded otherwise like a CC STATUS ENQUIRY message received by the MS having a mobile terminating call in CC-state U10, "active".

26.5.1.3
Method of test

Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:


The MS has been paged and an RR connection has been established.


If the MS supports the call control protocol, the test may alternatively be performed with the MS having a mobile terminating call in the CC-state U10, "active".

Specific PICS statements:

-

PIXIT Statements:

-

Foreseen Final State of the MS

Same as in the initial conditions.

Test Procedure

The SS sends a message to the MS which is coded like a CC STATUS ENQUIRY message relating to the active call except for the fact that the protocol discriminator of the message is undefined or unsupported by the MS under test.

Maximum duration of test

11 s.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	SS -> MS
	UNKNOWN MESSAGE
	

	2
	SS
	
	The SS waits between 5 s and 10 s verifying during this period that the MS does not send a L3 message on the main signalling link.


Specific message contents

UNKNOWN MESSAGE

	Information element
	Value/remark

	Protocol discriminator
	An undefined value (or unsupported for this MS)

	TI flag
	transaction originated by SS

	TI value
	TI value of the active call if the test is performed in state U10 otherwise the value is arbitrary.

	Message Type
	H'34
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