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	Reason for change:
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	New VAMOS test case to be added to applicability table according to VAMOS work plan and new PICS required for VAMOS.
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	Other comments:
(

	This CR applies to Rel-9 and later MS.

The place holder XXX must be set to the new next number in sequence in table A.4.3 Mobile Station Features

The place holder Cyyy must be set to the new next number in sequence in table Table B.1a: Applicability of tests – Conditions definitions


A.4.3
Mobile Station Features

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the mobile station features given in the table below.

Table A.2: Mobile Station Features

	Item
	Mobile Station Feature
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Display of Called Number.
	3GPP TS 02.07 B.1.1
	 Phase 2
	C.202
	
	TSPC_Feat_DCN

	2
	Indication of Call Progress Signals.
	3GPP TS 02.07 B.1.2
	 Phase 2
	C.204
	
	TSPC_Feat_CPSind

	3
	Country/PLMN Indication.
	3GPP TS 02.07 B.1.3
	 Phase 2
	C.202
	
	TSPC_Feat_PLMNind


[ Skip table ]
	116
	Support of EGPRS2B Uplink
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_EGPRS2B_UL

	117
	Support of EGPRS2B Downlink
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_EGPRS2B_DL

	118
	Support of Indication of Upper Layer PDU Start Capability for RLC UM
	3GPP TS 44.060
	Rel-9
	O
	
	TSPC_UpperLayer_PDU_Start_Ind

	119
	Support of Enhanced Multiplexing for Single TBF
	3GPP TS 44.060
	Rel-9
	O
	
	TSPC_EMST

	120
	Support of Multiple TTI configurations
	3GPP TS 44.060
	Rel-9
	O
	
	TSPC_MTTI

	XXX
	Support of VAMOS
	3GPP TS 44.060
	Rel-9
	O
	
	TSPC_VAMOS

	C.201
	IF A.3/1 OR A.3/2 OR A.4/20 OR A.4/21 THEN M ELSE N/A
	-- TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_BS61 OR TSPC_Serv_BS81

	C.202
	IF A.2/27 THEN M ELSE N/A
	-- TSPC_Feat_Alphanum_Display 

	C.203
	IF A.2/27 OR A.2/28 THEN M ELSE N/A
	-- TSPC_AlphaNum_Display OR TSPC_Other_Means_of_Display

	C.204
	IF A.2/29 THEN M ELSE N/A
	-- TSPC_Speech_Indicator

	C.205
	IF A.2/26 OR A.2/40 THEN M ELSE N/A
	-- TSPC_Feat_Autocall

	C.206
	IF A.1/16 OR A.1/17 THEN M ELSE N/A
	-- TSPC_Feat_Ext_TA

	C.207
	IF A.2/41 OR A.2/42 THEN M ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C.208
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C.209
	IF A.2/41 or A.2/42 THEN at least one of these items shall be supported ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C.210
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C.211
	IF A.3/2 THEN M ELSE N/A
	-- TSPC_Serv_TS12

	C.212
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C.213
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C.214
	IF (A.2/41 AND A.1/51) OR (A.2/42 AND A.1/66)THEN O ELSE N/A
	-- (TSPC_GPRS AND TSPC_Type_GPRS_Multislot_operation)  OR (TSPC_EGPRS AND TSPC_Type_EGPRS_Multislot_operation )

	C.215
	IF A.2/59 OR A.2/94 OR A.2/60 OR A.2/95 THEN O ELSE N/A
	-- TSPC_A-GPS_Based OR TSPC_MSB_A-GANSS OR TSPC_A-GPS_Assist OR TSPC_MSA_A-GANSS)

	C.216
	IF A.2/71 THEN O ELSE N/A
	-- TSPC_GAN

	C.217
	IF A.2/96 or A.2/97 or A.2/98 THEN at least one of these items shall be supported ELSE N/A
	-- TSPC_GLONASS OR TSPC_MGPS OR TSPC_GALILEO

	C.218
	IF A.2/99 OR A.2/100 THEN M ELSE N/A
	-- TSPC_CS_EGAN OR TSPC_PS_EGAN
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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
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	26.19.9.11
	Change of Active Codec Set
	Rel-5
	MS supporting TCH/WFS or O-TCH/WFS or O-TCH/WHS
	
	C390
	TSPC_O-TCH_WFS

TSPC_O-TCH_WHS

TSPC_TCH_WFS
	

	26.19.10.1
	WB AMR signalling test of the channel mode modify procedure / full rate
	Rel-5
	MS supporting TCH/WFS or O-TCH/WFS
	
	C467
	TSPC_O-TCH_WFS

TSPC_TCH_WFS
	

	26.20.1
	Enhanced Power Control / MS Supports EPC
	Rel-5
	MS supporting GERAN FEATURE PACKAGE 2
	
	C426 
	
	

	26.21.1
	VAMOS Signalling / MS originated call FR / TSC assignment in ASSIGNMENT COMMAND
	Rel-9
	MS supporting VAMOS
	
	Cyyy
	TSPC_AddInfo_Full_rate_version_2
TSPC_AddInfo_Full_rate_version_3
	

	27.1.1
	MS identification by short IMSI - Normal case
	Phase 2
	All ME
	
	A
	
	

	27.1.2
	MS identification by short IMSI - Phase 1 DCS SIM
	Phase 2
	All ME supporting DCS or Simultaneous MultiBand operation
	
	C129
	
	

	27.2
	MS identification by short TMSI
	Phase 2
	All ME
	
	A
	
	


< Skip section >

Table B.1a: Applicability of tests – Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI


[ Skip table ]
	C519
	Void
	

	C520
	IF A.2/95 AND (NOT (A.2/98) OR NOT (A.2/60)) AND A.5/37 THEN A ELSE N/A
	-- TSPC_MSA_A-GANSS AND (NOT TSPC_GALILEO OR NOT TSPC_A-GPS_Assist) AND TSPC_MOLR_POS

	C521
	IF A.2/95 AND A.25/167 AND A.5/37 THEN A ELSE N/A
	-- TSPC_MSA_A-GANSS AND TSPC_A-GNSS_Data_Reset AND TSPC_MOLR_POS

	C522
	IF A.2/95 AND A.5/37 THEN A ELSE N/A
	-- TSPC_MSA_A-GANSS AND TSPC_MOLR_POS

	C523
	IF A.2/94 AND (NOT (A.2/98) OR NOT (A.2/59)) THEN A ELSE N/A
	-- TSPC_MSB_A-GANSS AND (NOT TSPC_GALILEO OR NOT TSPC_A-GPS_Based)

	C524
	IF A.2/94 AND A.25/167 THEN A ELSE N/A
	-- TSPC_MSB_A-GANSS AND TSPC_A-GNSS_Data_Reset

	C525
	IF A.2/94 THEN A ELSE N/A
	-- TSPC_MSB_A-GANSS

	C526
	IF A.25/139 AND A.25/26 THEN A ELSE N/A
	-- TSPC_Repeated_SACCH AND TSPC_Addinfo_CCprotocol_oneBC

	Cyyy
	IF A.2/XXX THEN A ELSE N/A
	-- TSPC_VAMOS

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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