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	IEI ‘Ciphering Mode Setting Capability’ was added as part of Release7.  
However PICS applicability of this IEI is mentioned as R99.

It is proposed that the release of this PICS is change to Rel7 so as to align TS 51.010-2 with TS 24..008
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	Release value of IEI ‘Ciphering Mode Setting Capability’ changed to Rel7.
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A.4.3
Mobile Station Features

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the mobile station features given in the table below.

Table A.2: Mobile Station Features

	Item
	Mobile Station Feature
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Display of Called Number.
	3GPP TS 02.07 B.1.1
	 Phase 2
	C.202
	
	TSPC_Feat_DCN

	2
	Indication of Call Progress Signals.
	3GPP TS 02.07 B.1.2
	 Phase 2
	C.204
	
	TSPC_Feat_CPSind

	3
	Country/PLMN Indication.
	3GPP TS 02.07 B.1.3
	 Phase 2
	C.202
	
	TSPC_Feat_PLMNind

	4
	Country/PLMN Selection.
	3GPP TS 02.07 B.1.4
	 Phase 2
	M
	
	TSPC_Feat_PLMNsel

	5
	Keypad.
	3GPP TS 02.07 B.1.5
	 Phase 2
	O
	
	TSPC_Feat_Keypad
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	103
	Additional Positioning Capabilities
	3GPP TS 24.008,  section10.5.1.7
	Rel-7
	O
	
	TSPC_Additional_Positioning_Cap

	104
	Ciphering Mode Setting Capability
	3GPP TS 24.008,  section10.5.1.7
	Rel-7
	O
	
	TSPC_Ciphering_Mode_Setting_Cap

	105
	Support of PS Handover to GAN
	3GPP 44.318
	Rel-7
	O
	
	TSPC_PS_Handover_To_GAN
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