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1. Overall Description:

RAN5 would like to thank ETSI TC MSG for informing RAN5 about the LS on eCall testing deliverables (R5-110110). RAN5 is pleased to provide the following responses:
A.1       eCall Inactivity State after T3243 expires 
RAN5 will be pleased to write the suggested test case, but questions the amount of time that is required by the timer in TS 24.008.  Since a terminal should be able to complete its reconfiguration in a short period of time after making the reconfiguration call, there should be no need for it to stay registered on the network for 12 hours.  In fact, since the timer is only relevant when reconfiguring to eCall-only mode, having the minimum timer set so long negatively and unnecessarily impacts the network due to unnecessary registrations.
The previous value considered for this timer in CT WG1 was about 900s and the equivalent functionality in the CEN specifications is 1 hour (T9). 

Testing a 12 hour timer requires that the test set-up be operated at least as long as the timer is being tested.  This adds significant cost and complexity to the entire testing process.  RAN5 has already defined a test for the other 12 hour T3242 timer which is enabled after an eCall is made.  Requiring another 12 hour test will make the testing of eCall devices very costly and should be avoided for this public safety service if possible.

Given the cost and time needed to perform such a test, RAN5 would like CEN to consider reducing or clarifying the amount of time that an eCall only UE shall remain registered on the network following a test or reconfiguration call.  Not only would this allow implementations to have less impact on the network,  but it also enables RAN5 to develop the necessary test case without adding a significant and undue burden to the testing process.
A.2       Measurement of start and finish of eCall PUSH/INITIATION sequence
The suggested test case and its requirements were discussed at RAN5#48 and was deemed to be out of scope for RAN5. As a result this test case was removed from TS 34.123-1.
A.3 
Verification that an eCall capable UE can be configured for eCall ‘only’ (restricted) operation.

RAN5 would require CT WG6 to specify test requirements before test definition can start.

A.4 
Verification that an eCall capable UE (configured for ‘eCall only’ mode) can be reconfigured to permit access to additional subscribed to services
RAN5 would require CT WG6 to specify test requirements before test definition can start..

2. Actions:

To CEN TC278 WG15
 RAN5 kindly requests:

1. Clarification of Timer T3243 value – the amount of time that an eCall only UE shall remain    registered on the network following a test or reconfiguration call.


2. Specification of test requirements to enable start of test case definition for


a. Verification that an eCall capable UE can be configured for eCall ‘only’ (restricted) operation
b. Verification that an eCall capable UE (configured for ‘eCall only’ mode) can be reconfigured to permit access to additional subscribed to services
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