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1. Overall Description
3GPP TSG GERAN WG2 would like to thank 3GPP TSG RAN WG3 for their reply about the introduction of a new SON feature for detecting unnecessary IRAT HO from E-UTRAN to UTRAN or GERAN in Rel-10.
In order to proceed with Stage 3 CRs, 3GPP TSG GERAN WG2 would like to ask 3GPP TSG RAN WG3 provides feedback on the following:
· C1: Can you please confirm that the MS/UE behaviour and the existing measurement and measurement reporting procedures supported in the target RAT are to be left unchanged?
· C2: It is unclear what additional information in terms of measurement results is expected to be received from a MS/UE shortly after successful handover which cannot be obtained otherwise while camping on the E-UTRAN serving cell e.g. how will the HO Report provided by GERAN will be of benefit to the source RAT given that the MS/UE measurements made in the source RAT and the target RAT should be very similar.
Additionally 3GPP TSG GERAN2 would like to inform 3GPP TSG RAN WG3 that from GERAN perspective concerns have been raised which can be summarized as follows:

· C3: The new procedure is a hybrid between the RIM procedure and handover procedure where a trigger for sending the HO Report is not a RIM message (i.e. an IE in the Source to Target transparent container) whereas the HO Report is a RIM message. In addition the procedures seem to imply that the SON transfer will be initiated from a BSS, which is not allowed by the current Rel-10 3GPP TS 48.018. It seems therefore necessary to introduce a dedicated RIM procedure within 3GPP TS 48.018 to handle HO Report.
C4: O&M coordination seems necessary for the E-UTRAN threshold and the threshold used by GERAN to manage the MS/UE measurements reporting. For instance in the case the threshold provided by E-UTRAN is lower than the threshold used by GERAN the HO Report will be always sent to E-UTRAN for all E-UTRAN cells included in the measurement reporting, irrespective of the E-UTRAN threshold actual value. 

2. Actions:
To TSG RAN WG3
ACTION: 
TSG GERAN2 kindly asks TSG RAN WG3 to provide feedback on the comments listed above.
3. Date of Next TSG-GERAN WG2 Meetings:

3GPP GERAN WG2 #51

30th August – 1st September 2011
Goteborg, Sweden

3GPP GERAN WG2 #52
                        22nd November – 24th November 2011 
Bratislava, Slovakia
