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	FIRST AND ONLY MODIFICATION


7.8
AM suppression

7.8.1
Test Purpose

AM suppression is a measure of the ability of a BSS receiver to receive a wanted GSM modulated signal without exceeding a given degradation due to the presence of an unwanted modulated signal.

7.8.2
Test Case

If Slow Frequency Hopping (SFH) is supported by the BSS, it shall be disabled during this measurement. The measurement is performed only under static conditions. 
a)
In case of BTS without multicarrier receiver 

This test shall be performed at any one ARFCN on one TRX and on supported channels in table 7.8-1.

b)
In case of multicarrier BTS equipped with multicarrier receiver 

The BTS shall be configured according to subclause 4.10.10 with the maximum supported number of wanted carriers, as declared by the manufacturer, applied for supported channels at a signal level as specified in table 7.8-1 at the receiver input. The frequencies of the wanted signals are allocated within the maximum Base Station RF bandwidth as symmetrically located as possible around centre frequency of the maximum Base Station RF bandwidth with two wanted signals at frequencies 6.0 MHz from the interfering signal, and the remaing wanted signals located at the edges of the maximum supported RF bandwidth, as long as the frequency separation in the respective frequency pairs is at least 400 kHz, as indicated in figure 7.8-1. 
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Figure 7.8-1 Allocation of wanted signals and interferer

If the maximum Base Station RF bandwidth does not allow allocating the signals at 6 MHz and more on each side of the interferer according to the description above, the frequency of the interferer is allocated to keep frequency separation to the wanted signals on one side of the interferer fixed at ≥ 6 MHz as described above and the remaining wanted signal(s) on the other side of the interferer are still allocated at the edge of the maximum Base Station RF bandwidth.

The wanted signal(s) shall have normal GSM modulation with a power level as defined in table 7.8-1.

If BSS supports both EGPRS and ECSD, it is not necessary to perform testing in both modes. If ECSD channel other than E-TCH/F43.2 NT is to be measured a wanted signal level 3 dB above the test signal level specified in subclause 7.3 shall be used. If TCH/FS is not supported, the highest supported of  PDTCH/MCS-1 to MCS-4 shall be measured using a wanted signal level 3 dB above the test signal level specified in subclause 7.3.

Table 7.8-1: Test signal input level

	BTS Type
	Test signal Input

Level to receiver TCH/FS
	Power level of Wanted Signal     


	
	
	E-TCH/

F43.2 NT
	PDTCH/ MCS-5
	PDTCH/ MCS-6
	PDTCH/ MCS-7
	PDTCH/ MCS-8
	PDTCH/ MCS-9

	GSM400/GSM700/GSM850/MXM850/GSM900/DCS1800/PCS 1900/MXM 1900 BTS
	‑101 dBm
	-94 dBm
	-98 dBm
	-96.5 dBm
	-93 dBm
	-90 dBm
	-88.5 dBm

	GSM900/GSM700/GSM850/MXM 850 micro‑BTS M1
	‑94 dBm
	-87 dBm
	-91 dBm
	-89.5 dBm
	-86 dBm
	-83 dBm
	-81.5 dBm

	GSM900/GSM700/GSM850/MXM 850 micro‑BTS M2
	‑89 dBm
	-82 dBm
	-86 dBm
	-84.5 dBm
	-81 dBm
	-78 dBm
	-76.5 dBm

	GSM900/GSM700/GSM850/MXM 850 micro‑BTS M3
	‑84 dBm
	-77 dBm
	-81 dBm
	-79.5 dBm
	-76 dBm
	-73 dBm
	-71.5 dBm

	GSM900/GSM700/GSM850/MXM 850 pico-BTS P1
	‑85 dBm
	-78 dBm
	-82 dBm
	-80.5 dBm
	-93 dBm
	-74 dBm
	-72.5 dBm

	DCS1800/PCS1900/MXM 1900 micro‑BTS M1
	‑99 dBm
	-92 dBm
	-96 dBm
	-94.5 dBm
	-91 dBm
	-88 dBm
	-86.5 dBm

	DCS1800/PCS1900/MXM 1900 micro‑BTS M2
	‑94 dBm
	-87 dBm
	-91 dBm
	-89.5 dBm
	-86 dBm
	-83 dBm
	-81.5 dBm

	DCS1800/PCS1900/MXM 1900 micro‑BTS M3
	‑89 dBm
	-82 dBm
	-86 dBm
	-84.5 dBm
	-81 dBm
	-78 dBm
	-76.5 dBm

	DCS1800/PCS1900/MXM 1900 pico-BTS P1
	‑92 dBm
	-85 dBm
	-89 dBm
	-87.5 dBm
	-84 dBm
	-81 dBm
	-79.5 dBm


The interfering signal is GMSK modulated according to GSM characteristics (with or without a midamble) with a pseudo random bit sequence of at least 511 bits length.

NOTE 1:
A 148‑bit sequence of the 511‑bit of a pseudo‑random bit sequence as defined in CCITT Recommendation 0.153 fascile IV.4 is recommended.

i)
In case of BTS without multicarrier receiver 
The frequency (f) of the interfering signal shall be in the relevant receive band, at least 6 MHz separated from the ARFCN under test. Frequency f is an integer multiple of 200 kHz and at least 2 ARFCNs separated from any identified spurious response in step 9 of the test case in subclause 7.6.2.
ii) In case of multicarrier BTS with multicarrier receiver
The frequency (f) of the interfering signal shall be within the maximum Base Station RF bandwidth, at least 6 MHz separated from the ARFCN(s) under test. Frequency f is an integer multiple of 200 kHz and at least 2 ARFCNs separated from any identified spurious response in 9 in the test case in subclause 7.6.2.
The performances achieved in two of the wanted signals at 6 MHz or more from the interferer are recorded simultaneously without reallocation of receiver resources during the test. This test shall be done on the same timeslot. The remaining carriers shall be generated with dummy bursts on the same timeslot to demonstrate the activity of the receiver in these channels. The test will be repeated until the performances of all carriers are captured,

The interferer shall have one timeslot active, meeting the power/time mask of figure 6.4-1. The transmitted bursts shall be synchronized to but delayed in time between 61 and 86 symbol periods relative to the bursts of the wanted signal. The mean level of the interferer over the useful part of the burst is defined in table 7.8-2.

Table 7.8-2: Interfering signal level

	
	Micro‑BTS
	Pico-BTS

	
	BTS

(dBm)
	M1

(dBm)
	M2

(dBm)
	M3

(dBm)
	P1

(dBm)

	GSM 400
	-31
	-
	-
	-
	-

	GSM 900
	‑31
	‑34
	‑29
	‑24
	-21

	GSM 850
	-31
	-34
	-29
	-24
	-21

	MXM 850
	-33
	‑34
	‑29
	‑24
	-21

	GSM 700
	-31
	-34
	-29
	-24
	-21

	DCS 1800
	‑35
	‑33
	‑28
	‑23
	-26

	PCS 1900
	‑35
	‑33
	‑28
	‑23
	-26

	MXM 1900
	‑35
	‑33
	‑28
	‑23
	-26


All input signals shall be connected to the receiver via a combining network. The referred power level for all signals shall be the power into the BSS RX antenna connector.

NOTE 2:
When testing this requirement, a notch filter may be necessary to ensure that the co channel performance of the receiver is not compromised.

7.8.3
Essential conformance

Test Environment:

Normal.

Conformance Requirement
For a TCH/FS the RBER of class II, class Ib and the FER the error performance shall not exceed the values given in table 7.3-6.

For a E-TCH/F43,2 NT the BLER or for the highest supported data speed the BLER (or BER) performance shall not exceed the values given in table 7.3-6.

For a PDTCH/MCS-5 or, if not supported, for a PDTCH/MCS-x 

with the next higher supported number x the BLER performance shall not exceed the values given in table 15.

For packet-switched channels, the tests and requirements apply for BTTI without PAN

If TCH/FS is not supported the BLER of the tested PDTCH/MCS-1 to MCS-4 shall not exceed the values given in table 7.3-6.

7.8.4
Complete conformance

Test Environment:

Normal.

Conformance Requirement
The requirements of essential conformance shall apply.

7.8.5
Requirement Reference

3GPP TS 45.005 subclause 5.2.
	END OF MODIFICATIONS


�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





