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Introduction
At GERAN3#50 meeting the issue of testing GPRS-only devices was discussed. It was identified that a number of existing at present TC with Applicability set to "All MS" in TS 51.010-2, Annex B, Table B.1: Applicability of tests may in fact not be applicable to such devices because the test are utilising circuit switched basic service procedures.
In this regard GERAN3#50 meeting set up a task to:

1
Identify such TCs and change their applicability so that it is clear that the TCs are not applicable to GPRS-only devices
2
Investigate possible changes to such TCs to make them applicable also to GPRS-only devices

The present document suggests means for Test Case Applicability Indication for GPRS-only Devices.

Present situation
At present TS 51.010-2, section A.4.8 contains the following PICS that aimed at identifying devices that support circuit switched basic service:

Table A.25: Additional Information
	19
	at least one MT circuit switched basic service
	TSPC_AddInfo_MTsvc

	20
	at least one MO circuit switched basic service
	TSPC_AddInfo_MOsvc


These are then utilised for applicability purposes in Annex B as in the following example:

In Table B.1: Applicability of tests
	26.5.1
	Handling of unknown, unforeseen, and erroneous protocol data, and of parallel transactions/unknown protocol discriminator
	MS supporting at least one circuit switched basic service
	C412


Where the condition is defined as:
	C412
	IF A.25/19 OR A.25/20 THEN A ELSE N/A
	-- TSPC_AddInfo_MOsvc OR TSPC_AddInfo_MTsvc


Proposal
It is proposed to use the already defined in TS 51.010-2 means for the purposes of GPRS-only devices applicability.

For TCs that have applicablity set to 'All MS' and Condition set to 'A' where appropriate these shall be replaced by:
[TCs that do not specify if MT or MO call is used]

-
the applicability 'All MS' with 'All MS supporting at least one circuit switched basic service'
-
the condition 'A' with the condition 'C421'

[TCs that do specify if MT or MO call is used]

-
the applicability 'All MS' with 'All MS supporting at least one MT circuit switched basic service' (or respectively 'All MS supporting at least one MO circuit switched basic service')

-
the condition 'A' with the condition 'C31' (or respectively 'C36' for the MO case)

For TCs that have applicablity set to 'All MS supporting/not-supporting XYZ' and Condition set to 'Cnnn' where appropriate these shall be replaced by:

[TCs that do not specify if MT or MO call is used]

-
the applicability 'All MS' with 'All MS supporting at least one circuit switched basic service and supporting/not-supporting XYZ'

-
the condition 'Cnnn' with the condition 'Ckkk' which equals the statements as in Cnnn AND C421; or, if appropriate instead of adding a new codnition the condition Cnnn shall be extended with the statement 'AND A.25/19 OR A.25/20' (the mnemonics shall be extended accordingly to add 'AND (TSPC_AddInfo_MOsvc OR TSPC_AddInfo_MTsvc)'
[TCs that do specify if MT or MO call is used]

-
the applicability 'All MS' with 'All MS supporting at least one MT circuit switched basic service and supporting/not-supporting XYZ' (or respectively 'All MS supporting at least one MO circuit switched basic service and supporting/not-supporting XYZ')

-
the condition 'Cnnn' with the condition 'Ckkk' which equals the statements as in Cnnn AND C31 (or C36 for the MO case); or, if appropriate instead of adding a new codnition the condition Cnnn shall be extended with the statement 'AND A.25/20' (the mnemonics shall be extended accordingly to add 'AND (TSPC_AddInfo_MTsvc)' (similarly for the MO case 'AND A.25/19' and for the mnemonics 'AND (TSPC_AddInfo_MOsvc)'
EXAMPLES:

Note:
The examples below are only for ilustration purposes.
	13.2
	Frequency error under multipath and interference conditions
	All MS supporting at least one circuit switched basic service 
	C421
	


	13.3.4.1
	Transmitter output power and burst timing - MS with permanent- or temporary antenna connector
	All MS supporting at least one circuit switched basic service and equipped with a permanent- or temporary antenna connector
	C413
	


...
	C413
	IF (A.25/19 OR A.25/20) AND A.25/60 OR A.25/148 THEN A ELSE N/A
	-- '(TSPC_AddInfo_MOsvc OR TSPC_AddInfo_MTsvc) AND TSPC_AddInfo_PermAntenna OR TSPC_AddInfo_TempAntenna


1

