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26.21
VAMOS Signalling

26.21.0
General

VAMOS signalling test cases in this section are performed with SCPIR = 0 if not otherwise defined in the test case. 

Table 26.21-1 lists the VAMOS TSC sets and channel types used to achieve a good coverage for the possible TSC sets and channel types within the test procedures of the VAMOS signalling test cases.

Table 26.21.0

	Test Case
	Exec

counter M
	call establishemnt
	Cell A
channel type
	Cell A
TSC set
	Handover
	Cell B
channel type
	Cell B
 TSC set

	26.21.1
	1
	MO (late assign.)
	TCH/FS
	1 (Set 2)
	-
	-
	-

	26.21.1
	2
	MO (late assign.)
	TCH/EFS
	3 (Set 2)
	-
	-
	-

	26.21.1
	3
	MO (late assign.)
	TCH/AFS
	5 (Set 2)
	-
	-
	-

	26.21.2
	1
	MT (very early assign.)
	TCH/FS
	2 (Set 2)
	-
	-
	-

	26.21.2
	2
	MT (very early assign.)
	TCH/EFS
	3 (Set 2)
	-
	-
	-

	26.21.2
	3
	MT (very early assign.)
	TCH/AFS
	4 (Set 2)
	-
	-
	-

	26.21.2
	4
	MT (very early assign.)
	TCH/HS
	6 (Set 2)
	-
	-
	-

	26.21.2
	5
	MT (very early assign.)
	TCH/AHS
	7 (Set 2)
	-
	-
	-

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	26.21.4
	1
	MT (late assign.)
	TCH/FS
	1 (Set 2)
	non synced
	TCH/FS
	2 (Set 2)

	26.21.4
	2
	MT (late assign.)
	TCH/EFS
	3 (Set 2)
	non synced
	TCH/EFS
	4 (Set 2)

	26.21.4
	3
	MT (late assign.)
	TCH/AFS
	5 (Set 2)
	non synced
	TCH/AFS
	5 (Set 2)

	26.21.4
	4
	MT (late assign.)
	TCH/FS
	2 (Set 2)
	finely synced
	TCH/FS
	3 (Set 2)

	26.21.4
	5
	MT (late assign.)
	TCH/EFS
	4 (Set 2)
	finely synced
	TCH/EFS
	5 (Set 2)

	26.21.4
	6
	MT (late assign.)
	TCH/AFS
	6 (Set 2)
	finely synced
	TCH/AFS
	7 (Set 2)

	
	
	
	
	
	
	
	

	26.21.5
	-
	DTM
	TCH/FS
	3 (Set 2)
	-
	-
	-

	26.21.6
	1
	MO (late assign.)
	TCH/HS
	1 (Set 2)
	non synced
	TCH/FS
	2 (Set 1)

	26.21.6
	2
	MO (late assign.)
	TCH/AHS
	3 (Set 2)
	non synced
	TCH/EFS
	4 (Set 1)

	26.21.6
	3
	MO (late assign.)
	TCH/AHS
	5 (Set 2)
	non synced
	TCH/AFS
	5 (Set 1)

	26.21.6
	4
	MO (late assign.)
	TCH/HS
	0 (Set 2)
	finely synced
	TCH/FS
	1 (Set 1)

	26.21.6
	5
	MO (late assign.)
	TCH/AHS
	2 (Set 2)
	finely synced
	TCH/EFS
	5 (Set 1)

	26.21.6
	6
	MO (late assign.)
	TCH/AHS
	4 (Set 2)
	finely synced
	TCH/AFS
	7 (Set 1)

	26.21.7
	1
	Emergency call
	TCH/FS
	5 (Set 2)
	-
	-
	-

	26.21.7
	2
	Emergency call
	TCH/EFS
	6 (Set 2)
	-
	-
	-

	26.21.7
	3
	Emergency call
	TCH/AFS
	7 (Set 2)
	-
	-
	-

	26.21.7
	4
	Emergency call
	TCH/HS
	0 (Set 2)
	-
	-
	-

	26.21.7
	5
	Emergency call
	TCH/AHS
	1 (Set 2)
	-
	-
	-

	26.21.8
	1
	MO (early assign.)
	TCH/AFS 12.2
	1 (Set 2)
	finely synced
	TCH/AFS 10.2
	2 (Set 2)

	26.21.8
	2
	MO (early assign.)
	TCH/AFS 7.95
	3 (Set 2)
	finely synced
	TCH/AHS 7.4
	4 (Set 2)

	26.21.8
	3
	MO (early assign.)
	TCH/AHS 6.7
	5 (Set 2)
	finely synced
	TCH/AFS 5.9
	5 (Set 2)

	26.21.8
	4
	MO (early assign.)
	TCH/AHS 5.15
	0 (Set 2)
	finely synced
	TCH/AHS 4.75
	1 (Set 2)


NOTE:
When procedures in the table are modified or added the affected test case definitions need to be aligned or enhanced.

Editor’s Notes: Classmark checking has to be added to one of the VAMOS signalling test cases or checked in section 26.6.11. 
Additional execution counter M for other speech modes (e.g. TCH/WFS) could be added to the table and test cases.
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