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[Start of changes]
31.2.1
Call forwarding supplementary services

31.2.1.1
Registration

31.2.1.1.1
Registration accepted

31.2.1.1.1.1
Conformance requirements

For registration of any type of call forwarding with any parameters, the MS shall transmit successively:

1)
a CHANNEL REQUEST with establishment cause set to "other services requested by the mobile user";

2)
a CM SERVICE REQUEST with CM service type indicating "supplementary service activation";

3)
and then the REGISTER message containing a facility IE that includes an invoke of the RegisterSS operation with parameter values according to the user's request (MMI action);

4)
Upon receipt of the RELEASE COMPLETE message, the MS shall provide the appropriate user indication (which is to be described by the manufacturer).

References

1)
3GPP TS 04.08 / 3GPP TS 44.018 subclauses 3.3.1.1.2 and 9.1.9.

2)
3GPP TS 04.08 / 3GPP TS 24.008 subclauses 4.5.1.1, 9.2.9 and 10.5.3.3.

3)
3GPP TS 04.82, 3GPP TS 04.80 subclauses 2.3 and 3.6.

4)
3GPP TS 02.30 subclause 4.5.

31.2.1.1.1.2
Test purpose
.
[Skip]
.
31.2.1.1.2
Registration rejected

31.2.1.1.2.1
Conformance requirements

1)
A transaction of any kind being already established, for registration of any type of call forwarding with any parameters, the MS shall establish a parallel MM transaction, sending a CM SERVICE REQUEST with CM service type indicating "supplementary service activation".

2)
Then the MS shall send a REGISTER message related to the present SS transaction containing a facility IE that includes an invoke of the RegisterSS operation with parameter values according to the user's request (MMI action).

3)
Upon receipt of the RELEASE COMPLETE message related to the present SS transaction, the SS transaction shall be released but the first transaction shall remain unaffected.

4)
Upon receipt of the RELEASE COMPLETE message, the MS shall provide the appropriate user indication (which is to be described by the Manufacturer).

References

1)
3GPP TS 04.08 / 3GPP TS 44.018 subclauses 3.3.1.1.2 and 9.1.9.

2)
3GPP TS 04.08 / 3GPP TS 24.008 subclauses 4.5.1.1, 9.2.9 and 10.5.3.3.

3)
3GPP TS 04.82, 3GPP TS 04.80 subclauses 2.3 and 3.6.

4)
3GPP TS 02.30 subclause 4.5.

31.2.1.1.2.2
Test purpose

.
[Skip]
.
31.2.1.2
Erasure by the subscriber

31.2.1.2.1
Erasure accepted

31.2.1.2.1.1
Conformance requirements

For erasure of any type of call forwarding, the MS shall transmit successively:

1)
a CHANNEL REQUEST with establishment cause set to "other services requested by the mobile user";

2)
a CM SERVICE REQUEST with CM service type indicating "supplementary service activation";

3)
and then the REGISTER message containing a facility that includes an invoke of the EraseSS operation with the expected parameter values according to the user request (MMI action);

4)
Upon receipt of the RELEASE COMPLETE message, the MS shall provide the appropriate user indication (which is to be described by the manufacturer).

References

1)
3GPP TS 04.08 / 3GPP TS 44.018 subclauses 3.3.1.1.2 and 9.1.9.

2)
3GPP TS 04.08 / 3GPP TS 24.008 subclauses 4.5.1.1, 9.2.9 and  10.5.3.3.

3)
3GPP TS 04.82, 3GPP TS 04.80 subclauses 2.3 and 3.6.

4)
3GPP TS 02.30 subclause 4.5.

31.2.1.2.1.2
Test purpose

.
[Skip]
.
31.2.1.2.2
Erasure rejected

31.2.1.2.2.1
Conformance requirements

1)
A transaction of any kind being already established, for erasure of any type of call forwarding with any parameters, the MS shall establish a parallel MM transaction, sending a CM SERVICE REQUEST with CM service type indicating "supplementary service activation".

2)
Then the MS shall send a REGISTER message related to the present SS transaction containing a facility IE that includes an invoke of the EraseSS operation with parameter values according to the user's request (MMI action).

3)
Upon receipt of the RELEASE COMPLETE message related to the present SS transaction, the SS transaction shall be released but the first transaction shall remain unaffected.

4)
Upon receipt of the RELEASE COMPLETE message, the MS shall provide the appropriate user indication (which is to be described by the Manufacturer).

References

1)
3GPP TS 04.08 / 3GPP TS 44.018 subclauses 3.3.1.1.2 and 9.1.9.

2)
3GPP TS 04.08 / 3GPP TS 24.008 subclauses 4.5.1.1, 9.2.9 and 10.5.3.3.

3)
3GPP TS 04.82,
3GPP TS 04.80 subclauses 2.3 and 3.6.

4)
3GPP TS 02.30 subclause 4.5.

31.2.1.2.2.2
Test purpose

.
[Skip]
.
31.2.1.3
Activation

31.2.1.3.1
Conformance requirements

For activation of any type of call forwarding with any parameters, the MS shall transmit successively

1)
a CHANNEL REQUEST with establishment cause set to "other services requested by the mobile user";

2)
a CM SERVICE REQUEST with CM service type indicating "supplementary service activation";

3)
and then the REGISTER message containing a facility IE that includes an invoke of the ActivateSS operation with parameter values according to the user's request (MMI action);

4)
upon receipt of the RELEASE COMPLETE message, the MS shall provide the appropriate user indication (which is to be described by the manufacturer).

References

1)
3GPP TS 04.08 / 3GPP TS 44.018 subclauses 3.3.1.1.2 and 9.1.9.

2)
3GPP TS 04.08 / 3GPP TS 24.008 subclauses 4.5.1.1, 9.2.9 and 10.5.3.3.

3)
3GPP TS 04.82,
3GPP TS 04.80 subclauses 2.3 and 3.6.

4)
3GPP TS 02.30 subclause 4.5.

31.2.1.3.2
Test purpose
.
[Skip]
.
31.2.1.4
Deactivation

31.2.1.4.1
Conformance requirements

For deactivation of any type of call forwarding with any parameters, the MS shall transmit successively:

1)
a CHANNEL REQUEST with establishment cause set to "other services requested by the mobile user";

2)
a CM SERVICE REQUEST with CM service type indicating "supplementary service activation";

3)
and then the REGISTER message containing a facility IE that includes an invoke of the DeactivateSS operation with parameter values according to the user's request (MMI action);

4)
upon receipt of the RELEASE COMPLETE message, the MS shall provide the appropriate user indication (which is to be described by the manufacturer).

References

1)
3GPP TS 04.08 / 3GPP TS 44.018 subclauses 3.3.1.1.2 and 9.1.9.

2)
3GPP TS 04.08 / 3GPP TS 24.008 subclauses 4.5.1.1, 9.2.9 and 10.5.3.3.

3)
3GPP TS 04.82,
3GPP TS 04.80 subclauses 2.3 and 3.6.

4)
3GPP TS 02.30 subclause 4.5.

31.2.1.4.2
Test purpose

.
[Skip]
.
31.2.1.6
Interrogation

31.2.1.6.1
Interrogation accepted

31.2.1.6.1.1
Conformance requirements

For interrogation of any specific call forwarding service (not applicable to a group of services) with any parameters, the MS shall transmit successively:

1)
a CHANNEL REQUEST with establishment cause set to "other services requested by the mobile user";

2)
a CM SERVICE REQUEST with CM service type indicating "supplementary service activation";

3)
and then the REGISTER message containing a facility IE that includes an invoke of the InterrogateSS operation with parameter values according to the user's request (MMI action);

4)
upon receipt of the RELEASE COMPLETE message, the MS shall provide the appropriate user indication (which is to be described by the manufacturer).

References

1)
3GPP TS 04.08 / 3GPP TS 44.018 subclauses 3.3.1.1.2 and 9.1.9.

2)
3GPP TS 04.08 / 3GPP TS 24.008 subclauses 4.5.1.1, 9.2.9 and 10.5.3.3.

3)
3GPP TS 04.82,
3GPP TS 04.80 subclauses 2.3 and 3.6.

4)
3GPP TS 02.30 subclause 4.5.

31.2.1.6.1.2
Test purpose

.
[Skip]
.
31.2.1.6.2
Interrogation rejected

31.2.1.6.2.1
Conformance requirements

1)
A transaction of any kind being already established, for interrogation of any specific call forwarding service with any parameters, the MS shall establish a parallel MM transaction, sending a CM SERVICE REQUEST with CM service type indicating "supplementary service activation".

2)
Then the MS shall send a REGISTER message related to the present SS transaction containing a facility IE that includes an invoke of the InterrogateSS operation with parameter values according to the user's request (MMI action).

3)
Upon receipt of the RELEASE COMPLETE message related to the present SS transaction, the SS transaction shall be released but the first transaction shall remain unaffected.

4)
Upon receipt of the RELEASE COMPLETE message, the MS shall provide the appropriate user indication (which is to be described by the Manufacturer).

References

1)
3GPP TS 04.08 / 3GPP TS 44.018 subclauses 3.3.1.1.2 and 9.1.9.

2)
3GPP TS 04.08 / 3GPP TS 24.008 subclauses 4.5.1.1, 9.2.9 and 10.5.3.3.

3)
3GPP TS 04.82,
3GPP TS 04.80 subclauses 2.3 and 3.6.

4)
3GPP TS 02.30 subclause 4.5.

31.2.1.6.2.2
Test purpose
.
[Skip]
.
31.8.1.1
Registration accepted

31.8.1.1.1
Conformance requirements

1)
For registration of a password for all barring services, the MS shall transmit successively:

1.1)
a CHANNEL REQUEST with establishment cause set to "other services requested by the mobile user";

1.2)
a CM SERVICE REQUEST with CM service type indicating "supplementary service activation";

1.3)
and then the REGISTER message containing a facility IE that includes an invoke of the RegisterPassword operation with parameter values according to the user's request (MMI action).

2)
When the mobile subscriber wants to register a new password, the old password, the new password and the repeat of the new password shall be entered into the MS. Then the MS sends to the network an invoke component of the operation "register password".

3)
The MS shall be able to send a password by sending a FACILITY message in accordance to the user request (MMI actions).

4)
Upon receipt of the result of the procedure, contained in RELEASE COMPLETE or FACILITY message, the MS shall provide the appropriate user indication (which is to be described by the manufacturer).

References

1.1)
3GPP TS 04.08 / 3GPP TS 44.018 subclauses 3.3.1.1.2 and 9.1.9.

1.2)
3GPP TS 04.08 / 3GPP TS 24.008 subclauses 4.5.1.1, 9.2.9 and 10.5.3.3.

1.3)
3GPP TS 04.88, 3GPP TS 04.80 subclauses 2.3 and 3.6.

2)
3GPP TS 04.10 subclause 4.2.

3)
3GPP TS 04.80.

4)
3GPP TS 02.30.

31.8.1.1.2
Test purpose

.
. [Skip]
31.8.1.2
Registration rejected

31.8.1.2.1
Rejection after invoke of the RegisterPassword operation

31.8.1.2.1.1
Conformance requirements

1)
A transaction of any kind being already established, for registration of a password for all call restriction services, the MS shall establish a parallel MM transaction, sending a CM SERVICE REQUEST with CM service type indicating "supplementary service activation",

2)
Then the MS shall send a REGISTER message related to the present SS transaction containing a facility IE that includes an invoke of the RegisterPassword operation with parameter values according to the user's request (MMI action).

3)
Upon receipt of the RELEASE COMPLETE message related to the present SS transaction, the SS transaction shall be released but the first transaction shall remain unaffected.

4)
Upon receipt of the RELEASE COMPLETE message, the MS shall provide the appropriate user indication (which is to be described by the Manufacturer).

References

1)
3GPP TS 04.08 / 3GPP TS 44.018 subclauses 3.3.1.1.2 and 9.1.9.

2)
3GPP TS 04.08 / 3GPP TS 24.008 subclauses 4.5.1.1, 9.2.9 and 10.5.3.3.

3)
3GPP TS 04.88,
3GPP TS 04.80 subclauses 2.3 and 3.6.

4)
3GPP TS 02.30 subclause 4.5.

31.8.1.2.1.2
Test purpose

.
[Skip]
.
31.8.1.2.2
Rejection after password check with negative result

31.8.1.2.2.1
Conformance requirements

1)
A transaction of any kind being already established, for registration of a password for all call restriction services, the MS shall establish a parallel MM transaction, sending a CM SERVICE REQUEST with CM service type indicating "supplementary service activation".

2)
Then the MS shall send a REGISTER message related to the present SS transaction containing a facility IE that includes an invoke of the RegisterPassword operation with parameter values according to the user's request (MMI action).

3)
Upon receipt of the RELEASE COMPLETE message related to the present SS transaction, the SS transaction shall be released but the first transaction shall remain unaffected.

4)
Upon receipt of the RELEASE COMPLETE message, the MS shall provide the appropriate user indication (which is to be described by the Manufacturer).

References

1)
3GPP TS 04.08 / 3GPP TS 44.018 subclauses 3.3.1.1.2 and 9.1.9.

2)
3GPP TS 04.08 / 3GPP TS 24.008 subclauses 4.5.1.1, 9.2.9 and 10.5.3.3.

3)
3GPP TS 04.88,
3GPP TS 04.80 subclauses 2.3 and 3.6,
3GPP TS 04.10 subclause 4.2.2,
3GPP TS 03.11 clause 3.

4)
3GPP TS 02.30 subclause 4.5.

31.8.1.2.2.2
Test purpose

.
[Skip]
.
31.8.1.2.3
Rejection after new password mismatch

31.8.1.2.3.1
Conformance requirements

1)
A transaction of any kind being already established, for registration of a password for all call restriction services, the MS shall establish a parallel MM transaction, sending a CM SERVICE REQUEST with CM service type indicating "supplementary service activation".

2)
Then the MS shall send a REGISTER message related to the present SS transaction containing a facility IE that includes an invoke of the RegisterPassword operation with parameter values according to the user's request (MMI action).

3)
Upon receipt of the RELEASE COMPLETE message related to the present SS transaction, the SS transaction shall be released but the first transaction shall remain unaffected.

4)
Upon receipt of the RELEASE COMPLETE message, the MS shall provide the appropriate user indication (which is to be described by the Manufacturer).

References

1)
3GPP TS 04.08 / 3GPP TS 44.018 subclauses 3.3.1.1.2 and 9.1.9.

2)
3GPP TS 04.08 / 3GPP TS 24.008 subclauses 4.5.1.1, 9.2.9 and 10.5.3.3.

3)
3GPP TS 04.88,
3GPP TS 04.80 subclauses 2.3 and 3.6.

4)
3GPP TS 02.30 subclause 4.5.

5)
3GPP TS 04.10 subclause 4.2.

31.8.1.2.3.2
Test purpose
.
[Skip]
.
31.8.3.2
Activation rejected

31.8.3.2.1
Rejection after invoke of ActivateSS operation

31.8.3.2.1.1
Conformance requirements

1)
A transaction of any kind being already established, for activation of one specific barring services, the MS shall establish a parallel MM transaction, sending a CM SERVICE REQUEST with CM service type indicating "supplementary service activation".

2)
Then the MS shall send a REGISTER message related to the present SS transaction containing a facility IE that includes an invoke of the ActivateSS operation with parameter values according to the user's request (MMI action).

3)
Upon receipt of the RELEASE COMPLETE message related to the present SS transaction, the SS transaction shall be released but the first transaction shall remain unaffected.

4)
Upon receipt of the RELEASE COMPLETE message, the MS shall provide the appropriate user indication (which is to be described by the Manufacturer).

References

1)
3GPP TS 04.08 / 3GPP TS 44.018 subclauses 3.3.1.1.2 and 9.1.9.

2)
3GPP TS 04.08 / 3GPP TS 24.008 subclauses 4.5.1.1, 9.2.9 and 10.5.3.3.

3)
3GPP TS 04.88,
3GPP TS 04.80 subclauses 2.3 and 3.6.

4)
3GPP TS 02.30 subclause 4.5.

31.8.3.2.1.2
Test purpose

.
[Skip]
.
31.8.3.2.2
Rejection after use of password procedure

31.8.3.2.2.1
Conformance requirements

1)
A transaction of any kind being already established, for activation of any specific call restriction services, the MS shall establish a parallel MM transaction, sending a CM SERVICE REQUEST with CM service type indicating "supplementary service activation".

2)
Then the MS shall send a REGISTER message related to the present SS transaction containing a facility IE that includes an invoke of the ActivateSS operation with parameter values according to the user's request (MMI action).

3)
Upon receipt of the RELEASE COMPLETE message related to the present SS transaction, the SS transaction shall be released but the first transaction shall remain unaffected.

4)
Upon receipt of the RELEASE COMPLETE message, the MS shall provide the appropriate user indication (which is to be described by the Manufacturer).

References

1)
3GPP TS 04.08 / 3GPP TS 44.018 subclauses 3.3.1.1.2 and 9.1.9.

2)
3GPP TS 04.08 / 3GPP TS 24.008 subclauses 4.5.1.1, 9.2.9 and 10.5.3.3.

3)
3GPP TS 04.88,
3GPP TS 04.80 subclauses 2.3 and 3.6.

4)
3GPP TS 02.30 subclause 4.5.

31.8.3.2.2.2
Test purpose

.
[Skip]
.
31.8.4.2
Deactivation rejected

31.8.4.2.1
Rejection after invoke of DeactivateSS operation

31.8.4.2.1.1
Conformance requirements

1)
A transaction of any kind being already established, for deactivation of a group of call restriction services, the MS shall establish a parallel MM transaction, sending a CM SERVICE REQUEST with CM service type indicating "supplementary service activation".

2)
Then the MS shall send a REGISTER message related to the present SS transaction containing a facility IE that includes an invoke of the DeactivateSS operation with parameter values according to the user's request (MMI action).

3)
Upon receipt of the RELEASE COMPLETE message related to the present SS transaction, the SS transaction shall be released but the first transaction shall remain unaffected.

4)
Upon receipt of the RELEASE COMPLETE message, the MS shall provide the appropriate user indication (which is to be described by the Manufacturer).

References

1)
3GPP TS 04.08 / 3GPP TS 44.018 subclauses 3.3.1.1.2 and 9.1.9.

2)
3GPP TS 04.08 / 3GPP TS 24.008 subclauses 4.5.1.1, 9.2.9 and 10.5.3.3.

3)
3GPP TS 04.88,
3GPP TS 04.80 subclauses 2.3 and 3.6.

4)
3GPP TS 02.30 subclause 4.5.

31.8.4.2.1.2
Test purpose

.
[Skip]
.
31.8.4.2.2
Rejection after use of password procedure

31.8.4.2.2.1
Conformance requirements

1)
A transaction of any kind being already established, for deactivation of a group of call restriction services, the MS shall establish a parallel MM transaction, sending a CM SERVICE REQUEST with CM service type indicating "supplementary service activation".

2)
Then the MS shall send a REGISTER message related to the present SS transaction containing a facility IE that includes an invoke of the DeactivateSS operation with parameter values according to the user's request (MMI action).

3)
Upon receipt of the RELEASE COMPLETE message related to the present SS transaction, the SS transaction shall be released but the first transaction shall remain unaffected.

4)
Upon receipt of the RELEASE COMPLETE message, the MS shall provide the appropriate user indication (which is to be described by the Manufacturer).

References

1)
3GPP TS 04.08 / 3GPP TS 44.018 subclauses 3.3.1.1.2 and 9.1.9.

2)
3GPP TS 04.08 / 3GPP TS 24.008 subclauses 4.5.1.1, 9.2.9 and 10.5.3.3.

3)
3GPP TS 04.88,
3GPP TS 04.80 subclauses 2.3 and 3.6.

4)
3GPP TS 02.30 subclause 4.5.

31.8.4.2.2.2
Test purpose
.
[Skip]
.
31.8.6
Interrogation

31.8.6.1
Interrogation accepted

31.8.6.1.1
Conformance requirements

1)
For interrogation of any specific call restriction service with any parameters, the MS shall transmit successively:

1.1)
a CHANNEL REQUEST with establishment cause set to "other services requested by the mobile user";

1.2)
a CM SERVICE REQUEST with CM service type indicating "supplementary service activation";

1.3)
and then the REGISTER message containing a facility IE that includes an invoke of the InterrogateSS operation with parameter values according to the user's request (MMI action).

2)
Upon receipt of the RELEASE COMPLETE message, the MS shall provide the appropriate user indication (which is to be described by the manufacturer).

References

1)
3GPP TS 04.08 / 3GPP TS 44.018 subclauses 3.3.1.1.2 and 9.1.9.

2)
3GPP TS 04.08 / 3GPP TS 24.008 subclauses 4.5.1.1, 9.2.9 and 10.5.3.3.

3)
3GPP TS 04.88,
3GPP TS 04.80 subclauses 2.3 and 3.6.

4)
3GPP TS 02.30 subclause 4.5.

31.8.6.1.2
Test purpose
.
. [Skip]
31.8.6.2
Interrogation rejected

31.8.6.2.1
Conformance requirements

1)
A transaction of any kind being already established, for interrogation of any specific call barring with any parameters, the MS shall establish a parallel MM transaction, sending a CM SERVICE REQUEST with CM service type indicating "supplementary service activation".

2)
Then the MS shall send a REGISTER message related to the present SS transaction containing a facility IE that includes an invoke of the InterrogateSS operation with parameter values according to the user's request (MMI action).

3)
Upon receipt of the RELEASE COMPLETE message related to the present SS transaction, the SS transaction shall be released but the first transaction shall remain unaffected.

4)
Upon receipt of the RELEASE COMPLETE message, the MS shall provide the appropriate user indication (which is to be described by the Manufacturer).

References

1)
3GPP TS 04.08 / 3GPP TS 44.018 subclauses 3.3.1.1.2 and 9.1.9.

2)
3GPP TS 04.08 / 3GPP TS 24.008 subclauses 4.5.1.1, 9.2.9 and 10.5.3.3.

3)
3GPP TS 04.88,
3GPP TS 04.80 subclauses 2.3 and 3.6.

4)
3GPP TS 02.30 subclause 4.5.
[End of changes]
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