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A.4.3
Mobile Station Features

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the mobile station features given in the table below.

Table A.2: Mobile Station Features

	Item
	Mobile Station Feature
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Display of Called Number.
	3GPP TS 02.07 B.1.1
	 Phase 2
	C.202
	
	TSPC_Feat_DCN

	2
	Indication of Call Progress Signals.
	3GPP TS 02.07 B.1.2
	 Phase 2
	C.204
	
	TSPC_Feat_CPSind


[…]
	91
	eCall only equipment
	3GPP TS 24.008
	Rel-8
	O
	
	TSPC_eCallOnly_Equipment

	92
	eCall Support on MS
	3GPP TS 24.008
	Rel-8
	O
	
	TSPC_eCallCapableMS

	93
	Support of DTM during Downlink Dual Carrier
	3GPP TS 24.008
	Rel-7
	O
	
	TSPC_DTM_During_DLDC

	94
	Support of MS-Based A-GANSS
	3GPP TS 44.031
	Rel-7
	C.217
	
	TSPC_MSB_A-GANSS

	95
	Support of MS-Assisted A-GANSS
	3GPP TS 44.031
	Rel-7
	C.217
	
	TSPC_MSA_A-GANSS

	96
	Support for GLONASS
	3GPP TS 44.031
	Rel-8
	O
	
	TSPC_GLONASS

	97
	Support for Modernized GPS
	3GPP TS 44.031
	Rel-8
	O
	
	TSPC_MGPS

	98
	Support for Galileo
	3GPP TS 44.031
	Rel-7
	O
	
	TSPC_GALILEO

	99
	Support of CS domain in GAN Iu mode
	3GPP TS 44.318
	Rel-8
	O
	
	TSPC_CS_EGAN

	100
	Support of PS domain in GAN Iu mode
	3GPP TS 44.318
	Rel-8
	O
	
	TSPC_PS_EGAN

	101
	Support of GAN Iu mode
	3GPP TS 44.318
	Rel-8
	C.218
	
	TSPC_EGAN

	102
	Support of MS-Based E-OTD
	3GPP TS 03.71

7.6.1
	R98
	O
	
	TSPC_EOTD_MS_BASED

	103
	Additional Positioning Capabilities
	3GPP TS 24.008,  section10.5.1.7
	Rel-7
	O
	
	TSPC_Additional_Positioning_Cap

	104
	Ciphering Mode Setting Capability
	3GPP TS 24.008,  section10.5.1.7
	Rel-7
	O
	
	TSPC_Ciphering_Mode_Setting_Cap

	105
	Support of PS Handover to GAN
	3GPP 44.318
	Rel-7
	O
	
	TSPC_PS_Handover_To_GAN

	106
	Support of Multiple TBFs
	3GPP 44.060, 7.0
	Rel-6
	O
	
	TSPC_Multiple_TBF

	107
	Void
	
	
	
	
	

	108
	Support of Extended RLC/MAC control message segmentation
	3GPP 44.060, 9.1.12a
	Rel-6
	O
	
	TSPC_Xtd_Ctrl_Message_Segmentation

	109
	Support of DTM Handover
	3GPP 44.060, 5.8
	Rel-6
	O
	
	TSPC_DTM_Handover

	110
	Support of Flexible Timeslot Assignment
	3GPP 45.002
	Rel-7
	O
	
	TSPC_Flexible_Timeslot

	111
	Support of RLC Non-persistent Mode
	3GPP 44.060
	Rel-7
	O
	
	TSPC_RLC_Non_Persistent_Mode

	112
	Support of E-UTRA CCN
	3GPP 44.060
	Rel-8
	O
	
	TSPC_EUTRA_CCN

	113
	Support of PS Handover to E-UTRA
	3GPP 44.060
	Rel-8
	O
	
	TSPC_PS_Handover_To_EUTRA

	114
	Support of EGPRS2A Uplink
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_EGPRS2A_UL

	115
	Support of EGPRS2A Downlink
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_EGPRS2A_DL

	116
	Support of EGPRS2B Uplink
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_EGPRS2B_UL

	117
	Support of EGPRS2B Downlink
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_EGPRS2B_DL

	118
	Support of Indication of Upper Layer PDU Start Capability for RLC UM
	3GPP TS 44.060
	Rel-9
	O
	
	TSPC_UpperLayer_PDU_Start_Ind

	119
	Support of Enhanced Multiplexing for Single TBF
	3GPP TS 44.060
	Rel-9
	O
	
	TSPC_EMST

	120
	Support of Multiple TTI configurations
	3GPP TS 44.060
	Rel-9
	O
	
	TSPC_MTTI

	121
	Support of VAMOS Type 1
	3GPP TS 45.005
	Rel-9
	O
	
	TSPC_VAMOS_Type1

	122
	Support of VAMOS Type 2
	3GPP TS 45.005
	Rel-9
	O
	
	TSPC_VAMOS_Type2

	123
	Support of EFTA
	3GPP TS 45.002
	Rel-9
	O
	
	TSPC_EFTA

	xx
	eCall Only Restriction support
	3GPP TS 24.008
	Rel-9
	C.yyy
	
	TSPC_eCall_only_support

	C.201
	IF A.3/1 OR A.3/2 OR A.4/20 OR A.4/21 THEN M ELSE N/A
	-- TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_BS61 OR TSPC_Serv_BS81

	C.202
	IF A.2/27 THEN M ELSE N/A
	-- TSPC_Feat_Alphanum_Display 

	C.203
	IF A.2/27 OR A.2/28 THEN M ELSE N/A
	-- TSPC_AlphaNum_Display OR TSPC_Other_Means_of_Display

	C.204
	IF A.2/29 THEN M ELSE N/A
	-- TSPC_Speech_Indicator

	C.205
	IF A.2/26 OR A.2/40 THEN M ELSE N/A
	-- TSPC_Feat_Autocall

	C.206
	IF A.1/16 OR A.1/17 THEN M ELSE N/A
	-- TSPC_Feat_Ext_TA

	C.207
	IF A.2/41 OR A.2/42 THEN M ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C.208
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C.209
	IF A.2/41 or A.2/42 THEN at least one of these items shall be supported ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C.210
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C.211
	IF A.3/2 THEN M ELSE N/A
	-- TSPC_Serv_TS12

	C.212
	Void
	

	C.213
	Void
	

	C.214
	IF (A.2/41 AND A.1/51) OR (A.2/42 AND A.1/66)THEN O ELSE N/A
	-- (TSPC_GPRS AND TSPC_Type_GPRS_Multislot_operation)  OR (TSPC_EGPRS AND TSPC_Type_EGPRS_Multislot_operation )

	C.215
	IF A.2/59 OR A.2/94 OR A.2/60 OR A.2/95 THEN O ELSE N/A
	-- TSPC_A-GPS_Based OR TSPC_MSB_A-GANSS OR TSPC_A-GPS_Assist OR TSPC_MSA_A-GANSS)

	C.216
	IF A.2/71 THEN O ELSE N/A
	-- TSPC_GAN

	C.217
	IF A.2/96 or A.2/97 or A.2/98 THEN at least one of these items shall be supported ELSE N/A
	-- TSPC_GLONASS OR TSPC_MGPS OR TSPC_GALILEO

	C.218
	IF A.2/99 OR A.2/100 THEN M ELSE N/A
	-- TSPC_CS_EGAN OR TSPC_PS_EGAN

	C.yyy
	IF A.2/91 THEN A ELSE IF A.2/91 THEN O ELSE N/A
	-- TSPC_eCallOnly_Equipment  OR TSPC_eCallCapableMS


[…]
Annex B (normative):
Applicability of the individual test

The applicability of each individual test is identified in the table B.1.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in Table B.1 have the following meaning:

Clause column

The Clause column indicates the clause number for each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Title column

The Title column indicates the title of each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Release column

The Release column indicates the earliest release from which each test case is applicable, except if otherwise stated of an individual test case. 

Applicability column

The Applicability column describes the applicability of the test in a verbal way.

Applicability Limitations column

The Applicability Limitations column describes limitations to or redundancies of the applicability of the test using the following notations:

R
redundant – the requirement in this test is verified in another test.

Ri
Reduced applicability – the test is applicable ("A") or redundant ("R") depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Li
Limited execution – the test is applicable ("A"). The execution may be limited depending on the support of other optional or conditional items, e.g. some tests may not be repeated for all execution counters. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table.

Status column

The following notations are used for the Status column:

A

applicable - the test is applicable.

N/A
not applicable – in the given context, the test case is not applicable.

Ci
conditional – the test is applicable ("A") or not ("N/A") depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Specific PICS Statements column

The Specific PICS Statements column shows PICS statements in their mnemonics form that are used in 3GPP TS 51.010-1 to specify or influence the performance or behaviour of the test.

Supported column

The following common notations are used for the Supported column:

Y or y
test is supported by the implementation

N or n
test is not supported by the implementation

N/A, n/a or ‑ 
no answer required (allowed only if the status is N/A, directly or after evaluation of a conditional status)

Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	


[…]
	26.9.6a.1.2
	Test eCall using eCall capable MS with “eCall only” subscription on USIM
	Rel-8
	MS supporting eCall only restriction
	
	Cxxx
	
	

	26.9.6a.1.3
	Manually initiated eCall using eCall capable MS with ’eCall only’ subscription on USIM
	Rel-8
	MS supporting eCalll only restriction
	
	Cxxx
	
	

	26.9.6a.1.4
	Manually initiated eCall using eCall capable MS with eCall capable USIM
	Rel-8
	MS supporting eCall
	
	C490
	
	

	26.9.6a.1.5
	eCall Inactivity State after T3242 expires
	Rel-8
	MS supporting eCalll only restriction
	
	Cxxx
	
	

	26.9.6a.1.6
	Automatically initiated eCall
	Rel-8
	MS supporting eCall
	
	C490
	
	

	26.9.6a.1.7
	Reconfiguration Call using eCall capable MS with ‘eCall only’ subscription on USIM
	Rel-8
	MS supporting eCalll only restriction
	
	Cxxx
	
	


[…]
Table B.1a: Applicability of tests – Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	[…]
	
	

	C550
	IF A.2/123 AND A.2/84 THEN A ELSE N/A
	TSPC_EFTA AND TSPC_Latency_Reductions

	Cxxx
	IF A.2/xx OR A.2/91 THEN A ELSE N/A
	-- TSPC_eCall_only_support OR TSPC_eCallOnly_Equipment

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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