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Change 1

	Test cases
	26.6.11.3 and 26.6.11.4 

	Reason for change
	As per current TTCN implementation for test cases supporting USIM removal, if  pics pc_USIM_Rmv and pc_SwitchOnOff are set to true then test case prompts to switch off the UE ,insert the USIM but never asks to switch on the UE leading to failure of the testcase.

	Summary of change
	Test steps  ts_MMI_UE_SwitchOff  and  ts_MM_PwrOrUSIM_On (tsc_USIM_NeedRmv) are replaced with ts_MM_PwrOrUSIM_Off  (FALSE) and ts_MM_PwrOrUSIM_On (FALSE) so that test case prompts for switching off and switching on the UE

	Source of change
	


Test case 26.6.11.3 
Before: [image: image1.png]Test Case

et Case Ia. 266113

Test Group Reference: Classmark_Inferogation’

Purpose o verity that i the network requests the MS o supply al s classmark information, including the UTRA Classmark infarmation, then this informafion is communicated on the {

CCH o the network.

Configuration

Defaults IntersystemGPRS

Commens

Nr J( Label J( Behaviour Description J( Caonstraint Ref J( Verdict J( Comments

1 STARTt_Guard

2 [P RAT=1dd] FDD specifc behaviour

3 +1s. MMI_UE_Swichor Sic 6340001 sic 1

4 +1s_EmphPCO_AterSwilchOT_MRAT @sic 631110002 sic@

5 +I_Preamble

6 +t5_InitCapabilty

7 +H_nitCiphertoge @sie 631040001 sic@

8 TBS (tev_TestBody = TRUE)

9 I _LocalTest

10 TBE (tev_TestBody = FALSE) (2]

1 +pa_G8M_S5_CellRelease isc_0M
_celly

12 ERR1 [P _RAT=tdd] 0]

13 ERR2 [TRUE] 0]

i_Preamble

£ +1s_GSM_InitvariablesAllBands

7 +1s_CreateCell_GSM_Comb(isc_GSM_Cel Combined Canfrol Channel at-5
M 0d8m, no GPRS @sie 63105002

45ic@

38 +ts_SendGaMSysinfolise_GSM_CellA, tsc o GPRS indicated @sic G3t050
PhyChi), gemany, nosiZauales 024, R5-098432 si

9 +t5_MM_PwrOrUSIM_On (tsc_USIM_Need
Ry
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Test Case I te_266_11_3
Test Group Reference: Classmark_Interragation!
Purpose: To verify that ifthe network requests the MS to supply all its classmark information, including the UTRA Classmark information, then this information is communicated on the

CCHta the network.
Configuration:

Defaults IntersystemGPRS
Comments:
Nr J( Label J( Behaviour Description J( Caonstraint Ref J( Verdict J( Comments
1 STARTt_Guard
2 [P RAT = fd ] FDD specific behaviour
3 +t5_MM_PwOrUSIM_Ofi(FALSE sic 63040001 sic
] +ts_EmptyP CO_ARerSwitchOfi_MRAT @sic 631110002 sic@
5 +it_Preamble
6 +s_lnitCapability
7 +Ht_InitCipherMode @sic 63040001 sic@
8 TS (tvv_TestBody = TRUE)
9 +it_LocalTest
10 TBE (tcv_TestBody = FALSE) ®)
" +po_GSM_SS_CellRelease (tsc_GSM
_Cell®)
12 ERR1 [P_RAT = tdd ] [0}
13 ERRZ [TRUE] [0}
t_Preamble
36 +ts_GEM_nitvariablesAllBands
37 +ts_CreateCall_GSM_Combtsc_GSM_Cella) Combined Co
m, no GPRS
38 +s_SendGSMSysinfolisc_GSM_CelA, tsc_Phy o GPRS indi
Cho, gsmonly, nosiZguaten R5-096432 5

0 +15_MM_PwrOrUSIM_On (FALSE)





Change 2: Test case 26.6.11.4 
Before: [image: image3.png]Test Case

Test Case I te_266_11_4
Test Group Reference: Classmark_Interagation!
Purpose: To veriy that ifthe network requests the MS to supply all its classmark information, including the UTRA Classmark information, then this information is communicated on the |

CCHto the network. The request ofthe classmark information is indicated in SYSTEM INFORMATION TYPE 3
Configuration:

Defauts: IntersystemGPRS
Comments
Nr J( Label J( Behaviour Description J( Caonstraint Ref J( Verdict J( Comments

1 START {_Guard

2 [ RAT= 100 ] FDD specifc behaour

3 +15_MMI_UE_Switchor sic GHOA0D03 sic

‘ +15_EmphPCO_AMerSwilshOT_MRAT @sic 631110002 51c@

5 I _Preamble

B +ts_IntCapabilty @sio 63040003 siv@

7 “H_nitCiphertode @sic 63040003 51c@

8 Tes (tov_TestBody = TRUE)

. it LocalTest

10 TeE (tov_TestBody = FALSE) ()

1 +po_GSM_85_CellRelease (1sc_GSM.
_cell)

12 ERR1 (pRAT=tdd] [0

13 ERR2 (TRUE] o

{_Preamble

7 +15_GSM_InitvariablesalBands

8 +15_CreateCell_GSM_Comb(isc_GSM_Cel Gombined Cantrol Channel at-5
) 00Brm, no GPRS @sic 63105002

5@

39 +15_8endoSMSysinfoltse_OSM_CellA s no GPRS indlcated @sic G3(050
_PhyCho, gsmonly, nosi2quater) 024, R5-096431 0@

0 +1s_SendSysinfoType3 (tsc_GSM_CellA,t Send 813 now with Classmark Hi
Sc_Phychd, c_SI3_RO_Classmark (isc_EC on
MSHigh, tsc_J0ECMSHigh)

g +15_WN_PwiOTUSIM_On (55c_USTH_Nee

Ry





After: [image: image4.png]Test Case

[Test Case I te_266_11_4
Test Group Reference: Classmark_Interragation!
Purpose To veriy that ifthe network requests the MS to supply all its classmark information, including the UTRA Classmark information, then this information is communicated on the DCCH to the

k The request of the classmark information is indicated in SYSTEM INFORMATION TYPE 3
Configuration:

Defaults IntersystermGPRS
Comments:

Nr J( Label J( Behaviour Description J( Caonstraint Ref J( Verdict J( Comments
1 START {_Guard
2 [ RAT= fi ) FDD specific behaviour
3 +to_ M _PwiOrUSIM_OT(FALSE) sic 63040003 sic@ |
4 +15_EMPPCO_ATerSwichON_MRAT @sic 63110002 51c@
5 I _Preamble
6 +ts_InitCapabiliy @sic 63040003 sic@
7 +IInitCipherhode @sic 63040003 51c@
8 Tes ey _TestBody = TRUE)
) it LocalTest
10 TeE (tov_TestBody = FALSE) ()
11 +po_GSM_85_CellRelease (1sc_GSM_C

el
12 ERR1 [pCRAT= tad) [0
13 ERR2 _(TRUE] i [0
_Preamble
ki +15_GSM_InitvariablesalBands
E +15_CreateCell_GSM_Comb(tsc_GSM_Cell Gombined Control Channel at-50
) Bm,no GPRS @sic GI050024 st
@
£ +15_SendGSMBysinio(isc_GSM_Cell, tsc_ no GPRS indicated @sic G3t05002
PhyCho, gsmanly, nosi2auater) 4,R506432 510 @

a +ts_GendgysinfoTyne3 (tsc_GSM_Cell, t5 send 813 now with Classmark High

©_PhyCh0, c_8I3_RO_Classmark (1sc_ECM
SHigh, tsc_3GECHMSHIgh)
a1 +Ts_WM_PwrOrUSIM_On (FALSEY @USIRemoval@ |
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