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================ 1st change ================
8.1.3.1
WRITE-REPLACE

The WRITE-REPLACE message is sent from the CBC to the BSC in order to broadcast a new CBS message or to replace an ongoing CBS message broadcast. This message may also be sent in order to broadcast a new emergency message or to replace an ongoing emergency message broadcast.

Direction: CBC ( BSC

Table 8.1.3.1.1: WRITE-REPLACE message content

	INFORMATION ELEMENT 
	REFERENCE
	TYPE
	LENGTH

	Message Type
	8.2.2
	M
	1

	Length Indicator
	8.2.26
	M
	3

	Message Identifier
	8.2.16
	M
	3

	New Serial Number
	8.2.5
	M
	3

	Old Serial Number
	8.2.4
	O
	3

	Cell List 
	8.2.6
	M
	4+m

to

4+mn

	Channel Indicator
	8.2.20
	O (note 1)
	2

	Category
	8.2.7
	C (note 2)
	2

	Repetition Period
	8.2.8
	C (note 2)
	3

	Number of Broadcasts Requested
	8.2.9
	C (note 2)
	3

	Number of Pages
	8.2.21
	C (note 2)
	2

	Data Coding Scheme
	8.2.14
	C (note 2)
	2

	Message Content (Page 1)
	8.2.3
	C (note 2)
	84

	Message Content (Page 2)
	8.2.3
	O
	84

	Message Content (Page 3)
	8.2.3
	O
	84

	Message Content (Page 4)
	8.2.3
	O
	84

	Message Content (Page 5)
	8.2.3
	O
	84

	Message Content (Page 6)
	8.2.3
	O
	84

	Message Content (Page 7)
	8.2.3
	O
	84

	Message Content (Page 8)
	8.2.3
	O
	84

	Message Content (Page 9)
	8.2.3
	O
	84

	Message Content (Page 10)
	8.2.3
	O
	84

	Message Content (Page 11)
	8.2.3
	O
	84

	Message Content (Page 12)
	8.2.3
	O
	84

	Message Content (Page 13)
	8.2.3
	O
	84

	Message Content (Page 14)
	8.2.3
	O
	84

	Message Content (Page 15)
	8.2.3
	O
	84

	Emergency Indicator
	8.2.17
	O (note 1)
	2

	Warning Type
	8.2.18
	C (note 3)
	3

	Warning Security Information
	8.2.19
	C (note 3, 4)
	51

	Warning Period
	8.2.25
	C (note 3)
	2

	NOTE 1: 
Only one of these two optional IEs shall be present in the message. Channel Indicator IE is included if and only if the message contains a CBS message. Emergency Indicator IE is included if and only if the message contains an emergency message.

	NOTE 2: 
This IE is included if and only if the Channel Indicator IE is present in the message.

	NOTE 3: 
This IE is included if and only if the Emergency Indicator IE is present in the message and the Emergency Indicator IE indicates ETWS information.

	NOTE 4: 
This IE does not serve any purpose. It is only included due to requirements in earlier versions of 3GPP TS 23.041 [1].


If only the New Serial Number IE, and not the Old Serial Number IE, is included in the WRITE-REPLACE message, the BSC shall interpret the message as a write request operation.

If both New Serial Number IE and Old Serial Number IE are included in the WRITE-REPLACE message, the BSC shall interpret the message as a replace request operation.
=============== 2nd change ================
8.2.19
Warning Security Information
NOTE: The Warning Security Information IE does not serve any purpose. It is only included due to requirements in earlier versions of 3GPP TS 23.041 [1].
Warning Security Information IE is sent transparently from the CBC to the mobile station. It is only included when the ETWS related warning information is sent with security.

The Warning Security Information IE is a fixed length element coded as follows:

	8
	7
	6
	5
	4
	3
	2
	1
	

	Element identifier
	octet 1

	Warning Security Information
	octet 2 to 51


Figure 8.2.19.1: Warning Security Information information element

The "Warning Security Information" field is coded as the 'Warning-Security-Information’ defined in 3GPP TS 23.041 [1].
