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	Reason for change:
(

	When support for A5/4 with 128 bits encryption key was introduced, the possibilty to include this key also in the VGCS/VBS ASSIGNMENT REQUEST message was erroneously added. From 3.2.2.10 in TS 48.008 it is clear that Kc128 shall not be included in this case: “For VGCS/VBS calls, the key shall not be present unless the Encryption Information is being provided for when a VGCS talker communicates on a dedicated channel.”. When a dedicated channel is used, the ASSIGNMENT REQUEST message is used to send the encryption key.

	
	

	Summary of change:
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	Kc128 is removed from the VGCS/VBS ASSIGNMENT REQUEST message.
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not approved:
	Conflicting information in 3.2.1.53 and 3.2.2.10 in TS 48.008 will remain and can result in erroneous implementations.
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3.2.1.53
VGCS/VBS ASSIGNMENT REQUEST

This message is sent from the MSC to the BSS via the newly created VGCS/VBS resource controlling SCCP connection in order to request the BSS to assign radio resources in a cell to support a VGCS/VBS call.

	INFORMATION ELEMENT
	REFERENCE
	DIRECTION
	TYPE
	LEN

	Message Type
	3.2.2.1
	MSC-BSS
	M
	1

	Channel Type
	3.2.2.11
	MSC-BSS
	M (note 2)
	5-13

	Assignment Requirement
	3.2.2.52
	MSC-BSS
	M
	2

	Cell Identifier
	3.2.2.17
	MSC-BSS
	M
	3-10

	Group Call Reference
	3.2.2.55
	MSC-BSS
	M
	7

	Priority
	3.2.2.18
	MSC-BSS
	O
	3

	Circuit Identity Code
	3.2.2.2
	MSC-BSS
	O (note 4, 5)
	3

	Downlink DTX Flag
	3.2.2.26
	MSC-BSS
	O (note 2, 4)
	2

	Encryption Information
	3.2.2.10
	MSC-BSS
	O
	3-n

	VSTK_RAND
	3.2.2.83
	MSC-BSS
	O (note 1)
	7

	VSTK
	3.2.2.84
	MSC-BSS
	O (note 1)
	18

	Cell Identifier List Segment 
	3.2.2.27a 
	MSC-BSS
	O (note 3)
	4-?

	
	
	
	
	

	NOTE 1:
This information element is included for ciphered VGCS/VBS calls. 

NOTE 2: 
If A-interface circuit sharing is used for a given VGCS/VBS call, the MSC shall include the same value for this information element in each VGCS/VBS ASSIGNMENT REQUEST message sent for this VGCS/VBS call to a specific BSS. 

NOTE 3: 
This information element shall be included when A-interface link sharing is used if one or more cells have to be identified by this IE or one or more VGCS/VBS AREA CELL INFO messages is to follow.

NOTE 4:
This information element shall be included when the MSC allocates the A-interface circuits.

NOTE 5:
If A-interface circuit sharing is used and the MSC is responsible for allocating A-interface circuits the MSC shall include the same value for this information element in each VGCS/VBS ASSIGNMENT REQUEST sent to a given BSS relating to a given VGCS/VBS call. 
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