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9.1.20
Immediate assignment reject

This message is sent on the CCCH or encapsulated in the PACKET CS COMMAND message on the PACCH (see 3GPP TS 44.060) by the network to up to four mobile stations to indicate that no channel is available for assignment. See table 9.1.20.1. This message has L2 pseudo length 19.

Message type:
IMMEDIATE ASSIGNMENT REJECT

Significance:
dual

Direction:
network to mobile station

Table 9.1.20.1: IMMEDIATE ASSIGNMENT REJECT message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	L2 Pseudo Length
	L2 Pseudo Length
10.5.2.19
	M
	V
	 1

	
	RR management Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	Immediate Assignment Reject Message Type
	Message Type
10.4
	M
	V
	1

	
	Page Mode
	Page Mode
10.5.2.26
	M
	V
	1/2

	
	Feature Indicator
	Feature Indicator

10.5.2.76

 

	M
	V
	1/2

	
	
	
	
	
	

	
	Request Reference 1
	Request Reference
10.5.2.30
	M
	V
	3

	
	Wait Indication 1
	Wait Indication
10.5.2.43
	M
	V
	1

	
	Request Reference 2
	Request Reference
10.5.2.30
	M
	V
	3

	
	Wait Indication 2
	Wait Indication
10.5.2.43
	M
	V
	1

	
	Request Reference 3
	Request Reference
10.5.2.30
	M
	V
	3

	
	Wait Indication 3
	Wait Indication
10.5.2.43
	M
	V
	1

	
	Request Reference 4
	Request Reference
10.5.2.30
	M
	V
	3

	
	Wait Indication 4
	Wait Indication
10.5.2.43
	M
	V
	1

	
	IAR Rest Octets
	IAR Rest Octets
10.5.2.17
	M
	V
	3


NOTE:
Index 1 refers to the first mobile station, index 2 refers to the second MS and so on.

9.1.20.1
Use of the indexes

A request reference information element and the following wait indication information element refer to the same mobile station. So it is possible to reject up to four channel requests with this message.

9.1.20.2
Filling of the message

If necessary the request reference information element and the wait indication information element should be duplicated to fill the message.

9.1.20.2a
Request Reference

When set to the value '0111 1111', the RA information of the Request Reference i IE indicates that an Extended RA i field may be included in the IAR Rest Octets. The mobile station shall use the information in the Extended RA i field to identify the Immediate Assignment Reject message corresponding to an EGPRS Packet Channel Request message. If the Extended RA i field is not included, the mobile station shall assume that the Request Reference i IE does not correspond to the EGPRS Packet Channel Request message.

When the mobile station receives the IMMEDIATE ASSIGNMENT REJECT message encapsulated in the PACKET CS COMMAND message on the PACCH (see 3GPP TS 44.060), it shall ignore the contents of all the Request Reference i IEs and regard them as unnecessary IEs.

9.1.20.3
Wait Indication

When IMMEDIATE ASSIGNMENT REJECT message is for RR connection establisment then this IE contains timeout value for T3122. If IMMEDIATE ASSIGNMENT REJECT message is for TBF establisment for GPRS MS then this IE contain timeout value for T3142.

When the mobile station receives the IMMEDIATE ASSIGNMENT REJECT message encapsulated in the PACKET CS COMMAND message on the PACCH (see 3GPP TS 44.060), it shall ignore the contents of the Wait Indication 2, 3 and 4 IEs and regard them as unnecessary IEs.

9.1.20.4
IAR Rest Octets

The sum of the length of this IE and the L2 Pseudo Length of the message equals 22.
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