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	Reason for change:
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	New Specific PICS Statements have been introduced in part 1 of TS 51.010 for several test cases in section 41.1.5. As a consequence these Specific PICS Statements must be added to Table B.1 as well.

	
	

	Summary of change:
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	Addition of new Specific PICS Statements for TC 41.1.5.1.1, TC 41.1.5.1.2, TC 41.1.5.1.3, TC 41.1.5.2.1 and TC 41.1.5.3
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	Other comments:
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	The present CR is part of AP#50.06 (GPRS only devices).


Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	...
	
	
	
	
	
	
	

	41.1.4.2
	Void
	
	
	
	
	
	

	41.1.5.1.1
	RR/Paging/on CCCH for GPRS service/normal paging with P-TMSI successful
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_A
TSPC_operation_mode_B
	

	41.1.5.1.2
	RR/Paging/on CCCH for GPRS service/normal paging with IMSI successful
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_A
TSPC_operation_mode_B
	

	41.1.5.1.3
	RR/Paging/on CCCH for GPRS service/normal paging with P-TMSI ignored
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_A
TSPC_operation_mode_B
	

	41.1.5.2.1
	RR/Paging/on CCCH for GPRS service/extended paging with P-TMSI successful
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_A
TSPC_operation_mode_B
	

	41.1.5.3
	RR/Paging/on CCCH for GPRS service/paging reorganisation
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_A
TSPC_operation_mode_B
	

	41.1.5.4
	Void
	
	
	
	
	
	

	...
	
	
	
	
	
	
	

	90.1.2
	Transmission of CTM Bearer Code – Mobile Terminated TTY Call
	R99
	All MS supporting TTY text telephony services and MT circuit switched basic service
	
	C408
	
	

	Note 1: Early implemented features can be tested regardless of the release, e.g. eCall is a Rel-8 feature but conformance testing of early implementations of eCall is also allowed in Rel-7 etc.
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